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Bluetooth Module Bluetooth module uses CSR BlueCore4- External chipsets. It embeds 8Mbit flash for software storage, and supports 3.3V power supply. BC04 is a muti-function module. It can be used in different products according to the embedded firmware settings. It is especially targeted for data transfer. The second generation Bluetooth UART module has two working mode: AT command mode, and automatic binding transparent data mode. In automatic binding data transparent mode, it can be configured to Master, Slave or Loopback three different modes, and it will connect to or be connected by other devices that support SPP protocol per configuration. In AT command mode, user can configure



the



module



and send control



commands. By controlling logical level of IO pin PIO11, user can switch the working modes between AT command mode and transparent data mode. ※ Chipset



CSR BC417143 (BlueCore4External)



※ Bluetooth version



V2.0+EDR



※ Output power Class II ※ Flash



8Mbit



※Power Supply ※ Interface ※ Size



3.3V



I2C UART



PCM



USB1.2



26.9mm*13mm*2.2mm



※Rohs: Yes 1 / 23
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Other pins used by Bluetooth UART module: 1. PIO8 is used to control LED indicating the status. It will blink after power on. Different blink intervals are used to indicate different status. 2. PIO9 is used to control LED indicating paring. It will be steady on when paring is successful. 3. PIO11 is used to switch the working mode. High level-> AT command mode; Floating or low level-> normal transparent data mode. 4. The module has built-in power on reset circuitry.



2 / 23



[email protected]



Steps to configure the module as master device: 1. PIO11 is set to high. 2. Power on, and the module will enter into AT command mode. 3. Use hyper terminal or other serial console, set baud rate 38400, data 8 bit, stop bit 1, no parity, no flow control. 4. Send “AT+ROLE=1\r\n”, if successful, it will return “OK\r\n”. 5. PIO is set to low, and power cycle, the module will be master device and automatically search for slave device and do binding.



UART communication circuit
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AT Commands (AT commands can be upper or lower case, and also end with \r\n) #1 : Test Command Command AT



Return OK



Argument NONE



Command Return AT+RESET OK Results: It works as power cycle.



Argument NONE



#2 : Reset



#3: Poll the software version Command AT+VERSION?



Return +VERSION: OK



Argument Param1: baud rate (bits/s) 4800 9600 19200 38400 57600 115200 230400 460800 912600 1382400 Param2: stop bit 0- 1 bit 1- 2 bits Param3: parity bit 0- None 1- Odd 2- Even Default: 9600,0,0



Example: Set serial port parameters to 115200, 2 bits stop bit, and even parity AT+UART=115200, 1,2 \r\n OK AT+UART ? +UART:115200,1,2 OK
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#14: Set and poll connection mode Command AT+CMODE=



Return OK



AT+CMODE?



+CMODE:: OK



Argument Param: 0 – specific address mode (the address is specified in binding command) 2- No specific address Default: 0



#15: Set and poll binding device address Command AT+BIND=



Return OK



Argument Param – Binding Bluetooth device address



AT+BIND?



+BIND: OK



Default address: 00:00:00:00:00:00



The address can be represented as NAP:UAP:LAP (hex) The binding command is only valid in specific address mode. Example: AT+BIND=1234,56,abcdef\r\n OK AT+BIND?\r\n +BIND:1234:56:abcdef OK #16: Set/Poll the polarity of LED indicator driver Command AT+POLAR=, AT+DEFAULT



Return OK



Argument Param1: 0 – PI08 outputs low level to turn on LED 1- PI08 outputs high level to turn on LED Param2: 0-PI09 outputs low level to turn on LED 1-PI09 outputs high level to turn on LED Default: 1,1 9 / 23
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PI08 drives the working status, and PI09 drives the link status. Example: PI08 outputs low level to turn on LED, and PI09 outputs high level to turn on LED. AT+POLAR=0,1 \r\n OK AT+POLAR?\r\n +POLAR:0,1 OK #17: Set single PIO output Command AT+PIO=,



Return OK



Argument Param1: PIO port number (decimal) Param2L PIO port output 0- Low voltage 1- High voltage



The useable port is PIO2- PIO7 and PIO10. Example: 1. PIO10 outputs high level AT+PIO=10,1\r\n OK 2. PIO10 outputs low level AT+PIO=10,0\r\n OK #18: Set multiple port output Command AT+MPIO=



Return OK



Argument Param: PIO port number mask combination (hex)



The useable port is PIO2- PIO7 and PIO10. PIO port mask = (1 
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Bluetooth Module 

AT command mode, user can configure the module and send control .... Example: Set serial port parameters to 115200, 2 bits stop bit, and even ... AT+MPIO?
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Bluetooth 4.1 Bluetooth Dual-Mode Module - UserManual.wiki 

The following information must be indicated on the host device of this module;. [for FCC]. Contains FCC ID: RYYEYSGCC. This device complies with part 15 of ...
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Bluetooth low energy Module Bluetooth 4.2 low ... - UserManual.wiki 

General Items. Scope. This specification (â€œSpecificationâ€�) applies to the hybrid IC â€œRUITZ0004MPZZâ€�, a BluetoothÂ® 4.2 low energy module (â€œProductâ€�). 1.
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Bluetooth Module: BT12A User Manual - FCC ID 

Regulatory Information. USA-Federal Communications ... for compliance could void the user's authority to operate the equipment. Labeling. System integrators ...
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Studuino Bluetooth Module HC-05 Manual 

vous permettent d'utiliser les valeurs d'un accéléromètre comme conditions. ... l'accéléromètre (Accelerometer Settings) de l'application plutôt que dans la boite ...
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Studuino Bluetooth Module RBT-001 Instructions 

5.1.2. Exemple de programme utilisant l'application de contrôle . ... Sélectionner « Bluetooth : ID » comme condition vous permet de choisir parmi un certain.
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Installation Guide Bluetooth LE Radio Module - UserManual.wiki 

Increase the separation between the equipment and receiver. • Connect the equipment into an outlet on a circuit different from that to which the receiver is.
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Bluetooth Module: BT12B User Manual - UserManual.wiki 

System integrators must include the FCC ID on the label of the end product as ... If an antenna with higher gain or new antenna type is used with this module,.
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Bluetooth Embedded Module FB755AC & FB755AS User Guide 

Oct 5, 2007 - Any part or whole of products or operation description shall not be copied, ..... Wireless Communication for Short Distance with Low Power.
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DATASHEET TiWi-uB1 Bluetooth Smart (BLE) Module - FCC ID 

Multiple Configuration Options o Single-Chip Configuration, Allowing. Applications to Run on CC2541 o Network Processor Interface for. Applications ... Do you need help with your host board? LS Research Design Services will be happy to develop custom
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RN52 Bluetooth Audio Module Command Reference User's Guide 

Certified logo, MPLIB, MPLINK, mTouch, Omniscient Code. Generation, PICC, PICC-18, PICDEM, PICDEM.net, PICkit,. PICtail, REAL ICE, rfLAB, Select Mode, ...
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RN-52 Bluetooth Audio Module Data Sheet - Microchip Technology 

Jan 27, 2013 - RF TX Power. 4 dBm. TABLE 1-2: WEIGHT & DIMENSIONS. Specification. Description. Dimensions. 26.0 mm x 13.5 mm x 2.7 mm. Weight.
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Nintendo Wii U sans fil et remplacement d'un module Bluetooth 

fils du ventilateur seront toujours attachés à la carte mère car il est fixé de façon permanente.. Étape 8. En utilisant une tête Philips (PH0) tournevis, dévisser ...
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Bluetooth SPP Module Operation Manual Rev.01 - UserManual.wiki 

6 juin 2012 - This document is subject to change without any prior notice. 3. Necessary item. â€¢. MBH-SAKURA2: Bluetooth SPP Module Evaluation board.










 


[image: alt]





RN52 Bluetooth Audio Module Command Reference User's Guide 

Figure 1-2 shows a block diagram of the RN52 with Bluetooth audio and .... After pairing with the device is successful, the module can now connect to the device.
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Sony Walkman NWZ-S764 module Bluetooth de remplacement 

Sony Walkman NWZ-S764 module Bluetooth de remplacement. Ce guide vous guidera Ã  travers le processus de remplacement d'un module Ã©metteur- ...
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Boombox Bluetooth avec Radio FM Bluetooth 

Almacenamiento y sou. Nunca exponga el dispositivo a la humedad, polvo, aceite o humo. Nunca ponga el dispositivo en contenedores inestables, ya que le podría causar daños. Mantenga este equipo alejado de temperaturas extremas. Nunca roce este tipo d
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Bluetooth - aformatique 

Getting Started. Operations. â€¢ To search for Bluetooth devices, double-click the My Device icon. â€¢ To search for a Bluetooth device's services, double-click the ...
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Bluetooth - aformatique 

Connect Bluetooth-enabled devices such as printers, headsets, audio/video devices and mobile phones. â–« Compliant with Class II Bluetooth V2.1+ compliant.
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Oreillettes Bluetooth 

Les commandes sur le câble permettent de régler l'audio facilement ... dans le cadre de la catégorie B des appareils numériques, définies par l'article 15 du.
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Contrôleur Bluetooth Robotist 

programmation sur votre PC. Vous pouvez envoyer des identifiants de commande en appuyant sur des boutons, ou envoyer des valeurs de l'accéléromètre de ...
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blockrocker bluetooth - DOCUMENTOP.COM 

Make sure all items listed on the front of this guide are included in the box. 2. READ SAFETY INSTRUCTION BOOKLET BEFORE USING THE. PRODUCT. 3. MAKE SURE THAT YOU HAVE COMPLETELY CHARGED THE. BATTERY PRIOR TO FIRST USE FOR MAXIMUM BATTERY LIFE. 4. St
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Epic Bluetooth Quickstart - UserManual.wiki 

applicables auxappareils radio exempts de licence. L'exploitation est autorisÃ©e ... Increase the separation between the equipment and receiver. -Connect the ...
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Frontline Bluetooth Information 

Bluetooth 4.2 makes Bluetooth Smart even smarter, faster and the ideal wireless technology for the Internet of Things (IoT). NEW BENEFITS ASSOCIATED ...
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