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CONTAINER PACKING MANUAL ADDENDUM

CAREFULLY FOLLOW ALL INSTRUCTIONS BEFORE AND DURING PACKING AND USING THE PARACHUTE ... 2.1.2 CLOSING THE RESERVE CONTAINER. 
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ICON HARNESS/CONTAINER PACKING MANUAL ADDENDUM SKYHOOK COMPATIBLE ICON WITHOUT SKYHOOK FITTED PACKING INSTRUCTION MARCH 2012



ICON HARNESS/CONTAINER PACKING MANUAL ADDENDUM MARCH 2012



ICON HARNESS/CONTAINER PACKING MANUAL TM 162 REVISED August 2011 Addendum March 2012 ICON PRO, STUDENT & ACCURACY CONTAINER & HARNESS SIZES



I1 I2 I3 I4 I5 I6 I7 I8 I9 S5 S6 S7 S8 S9



MAIN 90-96 SQ.FT 96-111 117-132 132-150 150-168 168-190 210-250 210-250 250-270 250-290 168-190 210-250 250-270 250-290



RESERVE SIZE 99 SQ.FT 99-110 110-120 135-150 150-175 175-190 190-250 190-250 220-250 220-250 175-190 190-250 220-250 220-250



PRIOR TO ASSEMBLY, PACKING OR USE OF THIS PRODUCT, READ AND FULLY U NDERSTAND THE CONTENT AND ALL WARN INGS CONTAINED IN THIS M ANUAL, AND CAREFULLY FOLLOW ALL INSTRUCTIONS BEFORE AND DURING PACKING AND USING THE PARACHUTE SYSTEM



AERODYNE Research LLC 1407 Flightline Blvd. Unit 14, Deland, FL 32724 TEL: (813)891-6300 FA X: (831)891-6315 www.flyaerodyne.com
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ICON HARNESS/CONTAINER PACKING MANUAL ADDENDUM MARCH 2012



WARNING! WARNING! 1. Proper training and/or experience are required to lower the risk of serious injury or death. NEVER USE THIS EQUIPMENT UNLESS YOU HAVE: A. READ THIS WARNING LABEL, APPROPRIATE OWNERS MANUAL, PACKING INSTRUCTIONS AND COMPLETED A “CONTROLLED PROGRAM OF INSTRUCTION” IN THE USE OF THIS PARACHUTE SYSTEM. OR B. READ THIS WARNING LABEL AND APPROPRIATE OWNERS MANUAL AND PACKING INSTRUCTIONS AND COMPLETED AT LEAST 100 RAM AIR PARACHUTE JUMPS. 2. LOWER THE RISK OF DEATH, SERIOUS INJURY, CANOPY DAMAGE AND HARD OPENINGS BY NEVER EXCEEDING THE MAXIMUM LIMITS: A. 136 Kg B. 150 Knots HARD OPENINGS CAN CAUSE EQUIPMENT DAMAGE, SEVERE INJURY OR DEATH. PARACHUTE SYSTEMS SOMETIMES FAIL TO FUNCTION PROPERLY EVEN WHEN CORRECTLY ASSEMBLED, PACKED AND OPERATED. YOU RISK SERIOUS INJURY OR DEATH EACH TIME YOU USE THIS OR ANY PARACHUTE SYSTEM, BY DOING SO YOU WILL BE DEEMED TO HAVE EXPRESSLY AND IMPLIEDLY ASSUMED THIS RISK
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1.1 T S O MARKING Removal of any of the TSO labels or Warning labels VOIDS the TSO and warranty. 1.1.1 TSO C23d ON LEFT RESERVE RISER



AERODYNE REASEARCH LLC 1405 FLIGHT LINE BLVD STE 20 DELAND, FL 32724 USA TSO C23d D.O.M.: PART NO: HARNESS TYPE: SERIAL NO. CONTAINER SIZE: VERSION: HARNESS SIZE: MAX. OPERATING LIMITS: 136 Kg 150 KTS AVERAGE PEAK FORCE DURING 4.3.4 STRENGHT TESTS: 5.45 G’s



1.1.2 DATA CARD POCKET LABEL



AERODYNE RESEARCH LLC 1405 FLIGHT LINE BLVD STE 20 DELAND, FL 32724 KTS. KTS MAX SPEED KG KG MAX WEIGHT LIMITATIONS: Maximum Weight and Speed is the lower of the 2 values: 136 KG/ 150 KTS or the Reserve Canopy TSO Maximum Limitations 1.1.3 WARNING LABEL



WARNING!



1. PARACHUTING IS DANGEROUS.



PARACHUTE



SYSTEMS AND THEIR COMPONENTS SOMETIMES FAIL TO FUNCTION PROPERLY EVEN WHEN CORRE CTLY ASSEMBLED, PACKED AND OPERATED. BEFORE YOU USE THIS PARACHUTE ASSEMBLY, YOU MUST FULLY UNDERSTAND AND ACCEPT THAT YOU RISK SERIOUS PERMANENT INJURY OR DEATH EACH TIME YOU USE THIS PARACHUTE ASSEMBLY. PROPER TRAINING AND EXPERIENCE ARE REQUIRED TO LO WER THE RISK OF SERIOUS PERMANENT INJURY OR DEATH. ALSO, YOU MUST: A. READ AND FULLY UNDERSTAND THIS WARNING LABEL, THE APPROPRIATE OWNERS MANUAL, SUPPLEMENTAL INFORMATION AND PACKING INSTRUCTIONS, FOLLOW ALL MANUFACTURERS’ RECOMMENDATIONS (INCLUDING BUT NOT LIMITED TO WING LOADING RECOMMENDATIONS), AND ENSURE THAT YOU HAVE COMPLETED AN APPROPRIATE “CONTROLLED PROGRAM OF INSTRUCTION” IN THE USE OF THIS PARACHUTE ASSEMBLY AND EACH OF ITS COMPONENTS. OR B. READ AND FULLY UNDERSTAND THIS WARNING LABEL, THE APPROPRIA TE OWNERS MANUAL, SUPPLEMENTAL INFORMATION AND PACKING INSTRUCTIONS, FOLLOW ALL MANUFACTURERS’ RECOMMENDATIONS (INCLUDING BUT NOT LIMITED TO MANUFACTURER’S WING LOADING RECOMMENDATIONS), AND HAVE COMPLETED AT LEAST 100 RAM AIR PARACHUTE JUMPS. 2. THE RISK OF DEATH, SERIOUS INJURY, CANOPY DAMAGE AND HARD OPENINGS MAY BE LOWERED BY STRICTLY COMPLYING WITH ALL MANUFACTURERS’ RECOMMENDATIONS AND SAFE PARACHUTING PRACTICES AND BY NEVER EXCEEDING THE LIMITS OF YOUR EXPERIENCE LEVEL AND THE MAXIMUM EQUIPMENT LIMITS, INCLUDING THE MAXIMUM LIMITS FOR THIS HARNESS/CONTAINER OF: a. Maximum Exit Weight (weight of jumper + clothing + equipment): 136 Kg (300 pounds) b. Maximum Opening Velocity: 150 Knots (172 mph)



PRIOR TO ASSEMBLY, PACKING OR USE OF THIS PRODUCT, READ AND FULLY UNDERSTAND THE CONTENT AND ALL WARNINGS CONTAINED IN THIS MANUAL, AND CAREFULLY FOLLOW ALL INSTRUCTIONS BEFORE AND DURING PACKING AND USING THE PARACHUTE SYSTEM
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ICON HARNESS/CONTAINER PACKING MANUAL ADDENDUM MARCH 2012



2.1 R E SE R V E P A C K I N G : S K Y H O O K C O M P A T I B LE I C O N W I T H NO SKYHOOK FITTED 2.1.1 SETTING UP THE RSL LANYARD -



Ripcord with Marine Eye Reserve Pin RSL



1. Loop the Reserve Pin through the open loop on the RSL. Notice NOT to loop it through the labeled loop for the Cutaway cable. Careful not to catch the Velcro onto the lanyard itself. To avoid this, slightly bend the Velcro parallel to the lanyard and pull in one quick but gentle motion.



2. Place the RSL on the right riser and attach via Velcro routing..



3. Tuck end into pocket on yoke near top of right D-ring



Tuck loop away as shown PRIOR TO ASSEMBLY, PACKING OR USE OF THIS PRODUCT, READ AND FULLY UNDERSTAND THE CONTENT AND ALL WARNINGS CONTAINED IN THIS MANUAL, AND CAREFULLY FOLLOW ALL INSTRUCTIONS BEFORE AND DURING PACKING AND USING THE PARACHUTE SYSTEM



AERODYNE Research LLC 1407 Flightline Blvd. Unit 14, Deland, FL 32724 TEL: (813)891-6300 FA X: (831)891-6315 www.flyaerodyne.com
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ICON HARNESS/CON ONTAINER PACKING MANUAL AL ADDENDUM MARCH 2012



2.1.2 CLOSING THE SERVE CONTAINER 1. Prepare the Freebag eebag shape as shown.



2. Set up the rig as shown beforee packing.



Side view and Top view.



3. Thread the pull-up cord d through th closing loop.



PRIOR TO ASSEMBLY, PACKING OR USE OF THIS PRODUC ODUCT, READ AND FULLY UNDERSTAND THE CONTENT AND ALL WARNINGS ARNINGS CONTAINED IN THIS MANUAL, AND CAREFULLY FOLLOW ALL INSSTRUCTIONS BEFORE AND DURING PACKING AND USING THE PARACHUTE CHUTE SYSTEM
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ICON HARNESS/CONTAINER PACKING MANUAL ADDENDUM MARCH 2012 4. Rotate Freebag into reserve container filling lower corners of reserve container. Close flap #1 as shown. Thread the closure loop thru the center Grommet. The Grommet to the left (off center) is used when using a Skyhook only.



5. Close Flap #2a as shown. Note the Green and Red pockets. These are used for a Skyhook only. As we are NOT packing a Skyhook, we leave these pockets alone. Refer to manual on packing a Skyhook.



6. Fold bridle crossways as shown in manual.



PRIOR TO ASSEMBLY, PACKING OR USE OF THIS PRODUCT, READ AND FULLY UNDERSTAND THE CONTENT AND ALL WARNINGS CONTAINED IN THIS MANUAL, AND CAREFULLY FOLLOW ALL INSTRUCTIONS BEFORE AND DURING PACKING AND USING THE PARACHUTE SYSTEM
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ICON HARNESS/CONTAINER PACKING MANUAL ADDENDUM MARCH 2012 7. Pass a pull up cord cleanly through the pilot chute



from bottom to top plate as shown in picture



10.



8. Ensure the lower spring coil is up against the spring ejector plate and that the excess bridle sits just under the pilot chute without catching the fabric under the spring (picture #8a). Press the pilot chute down into position and hold with a temporary pin. Make sure not to catch the pilot chute fabric under the plate. Also, do not tuck the pilot chute under the lateral flaps (#3 and #4 flaps) but instead roll it up in between both pilot chute plates (pictures# 8b & 8c).



8a



8b



8c



PRIOR TO ASSEMBLY, PACKING OR USE OF THIS PRODUCT, READ AND FULLY UNDERSTAND THE CONTENT AND ALL WARNINGS CONTAINED IN THIS MANUAL, AND CAREFULLY FOLLOW ALL INSTRUCTIONS BEFORE AND DURING PACKING AND USING THE PARACHUTE SYSTEM
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ICON HARNESS/CONTAINER PACKING MANUAL ADDENDUM MARCH 2012 9. Close the right flap (#3)



10. Close the left flap (#4).



11. Close flap #5 (picture 11a). Close flap #6 (picture 11b) and insert the reserve pin through the eye of the reserve cable first, then through reserve closing loop. Make sure to tuck the closing pin under the protector pocket.



11b.



11a.



Protector Pocket



(2) (1)



11d.



11c.



12. Seal with rigger’s thread and lead seal per applicable regulations. Close the final cover flap and tuck the tabs under the #5 flap.



PRIOR TO ASSEMBLY, PACKING OR USE OF THIS PRODUCT, READ AND FULLY UNDERSTAND THE CONTENT AND ALL WARNINGS CONTAINED IN THIS MANUAL, AND CAREFULLY FOLLOW ALL INSTRUCTIONS BEFORE AND DURING PACKING AND USING THE PARACHUTE SYSTEM
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DOCUMENT END



10.



8a



8b
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container packing manual 

improve an already outstanding Icon rig, we are following this mantra. The second part .... 39. 3.4 USER CHECK-LIST BEFORE JUMP. 39. 4. SKYHOOK ADDENDUM. 40. 5. ..... Make sure that the kill line is inside the link (picture #3), and that.
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container packing manual 

3. 4. Insert the control unit in the Back pad window. Insert the cutter through the proper routing. 5. 6. Align the cutter hole with that of the closing flap. 7. 8.
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ICON HARNESS CONTAINER PACKING MANUAL 

Read the warning on page 3 of this manual and follow the instructions before packing and/or using the product ..... Hardware condition (no grease, no corrosion).
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NEXGEN ICON PACKING MANUAL ADDENDUM 

NEXGEN ICON HARNESS/CONTAINER PACKING MANUAL. Addendum July 2013. ICON PRO, STUDENT & ACCURACY. CONTAINER & HARNESS SIZES.Missing:
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Packing Manual 

lbs(116kg). It is forbidden to use any ICARUS Reserve parachute with an exit weight exceeding the MAXIMUM EXIT WEIGHT for which each canopy is certified.Missing:
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Mopho Manual Addendum 
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SUPERNOVA Owners Manual Addendum 

The Page Up and Page Down buttons now auto-repeat if they are pressed and held. ... When this parameter is set to â€œPickupâ€� mode no controller data will be sent & no edits to ..... For example a setting of 8 voice will produce a fat sound ... syst
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TEMPO PACKING MANUAL 

Pl 141-00. Tempo 150 PISA Part No. PO991-00. Tempo 170 PISA Part No. ... â€œCATEGORY 6: This parachute is limited to use by persons up to 115kg (254 Ib) ...
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SMART RESERVE PACKING MANUAL 

out there. You'll see us at the DZ almost every weekend, jumping, load organizing, and ..... 260. Not recommended. Not recommended. Not recommended.
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MAIN CANOPY PACKING MANUAL 

Not recommended. Not recommended. Not recommended. Not recommended. Not recommended. 418|190. 440|200. 470|214. 500|227. Wing Loading lbs/ft2â†’.
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main canopy packing manual 

Better customer service, provided by people who really know the equipment is also part of Aerodyne's commitment to better value. The final part is about Better ...










 


[image: alt]





Packing the Master Reserve into the TNT Container - Strong Enterprises 

2.0.2.5. Close Velcro around s-folded line, making sure not to catch the line in the velcro. Mate toggle and riser. 2.0.2.6. Repeat procedure on the opposite riser.
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smart reserve packing manual 

A. READ THIS WARNING LABEL AND APPROPRIATE OWNERS MANUAL AND ... LIMITATION, ANY WARRANTY OF MERCHANTABILITY AND FITNESS FOR ..... To make packing your SMART RESERVE easier, to prolong the life of the ...
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main canopy packing manual 

3. 2.2 INSTALLATION OF THE SOFT LINKS. 4. 2.3 PACKING THE MAIN ... created the Pilot, arguably the best-opening performance canopy on the market. .... BINDING ON THE MANUFACTURER, UNLESS IN WRITING AND SIGNED BY A ...
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Instructions for the packing and use of container and harness 

The manual owner is obliged to record any notified changes in the List of .... strap is sewn with the reserve parachute's upper flap and closing flap, the former ...
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the indicated size may be different to the measuring technique used for this Table. For any queries on fit of your canopy to an ICON Harness and Container, ...
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Performance Designs Zero Packing Manual 

2. MAN-032 Rev 0. For longer delays (or softer openings at any speed) we recommend using the leading edge pocket. ... distribute the bulk of the canopy.










 


[image: alt]





Horizon Packing Manual - Performance Designs 

Congratulations on the purchase of your new Horizon canopy by Performance Designs! ... You will love its light weight and small pack volume. ... Horizon canopy make it unique and impossible to compare to any other canopies currently.










 


[image: alt]





WORKINSTRUCTION PACKING DOCUMENTATION Packing 

abcd. ALSTOM (Switzerland) Ltd. HDST 601 100. Resposibleå¯µepartment: Takeæ«¥ver ...... according to the chart or, if necessary, select a thicker wall.
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Tyan Thunder K8WE S2895 Manual Addendum 

6-pin SSI EEB 3.51 Workstation Power. Connector. For more information go to http://www.ssiforum.org. 1 3.3VDC 6 GND. 2 3.3VDC 5 GND. 3 +12V2. 4 +12V2.
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Age of Wonders Manual Addendum 2.3 - Aggelonware 

Dec 20, 1999 - This represents the second release of the Age of Wonders manual addendum. Version 2.3 .... 2. Cold,. Physical. Death Strike. Melee. Unit's Attack. Unit's Damage. 2. Death, .... Road (with Enchant Roads spell in effect). 3 (2).
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owner's manual and packing instructions - Parachutes Australia 

Dec 14, 1999 - briefing from a certified Instructor or Rigger for the type of equipment you ... Mandatory Service Bulletins repairs or modifications due to SAFETY ...
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