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FT 08v0



FICHE TECHNIQUE DE PRODUIT



PRODUIT



Bouchons PERFECT X CARACTERISTIQUES



NORME/ METHODE D’ESSAI



PARAMETRE



SPECIFICATION (ISO 16420/ Spécification interne)



NQA



Diamètre



ISO 9727-1/ NP 2803-1



VN ± 0,3 mm



1,5



Longueur



ISO 9727-1/ NP 2803-1



VN ± 0,5 mm



1,5



Humidité



ISO 9727-3/ NP 2803-2



6,0 ± 2,0 %



4,0



NP 2803-6 (Méthode B) NP 2803-6 (Méthode B)



≥ 6 daN /cm2



2,5



≥ 30 °



4,0



ISO 9727-2/ NP 2803-1



280 ± 40 Kg/m3



2,5



NP 2803-7



Absence de désagrégation



4,0



ISO 9727-7



< 1,0 mg/bouchon (*)



1,5



Negatif



0,25



DIMENSIONS



Tension de Coupe PHYSIQUES



Angle de Torsion Masse volumique Résistance à l’eau bouillante Quantité de Résidus Solides



CHIMIQUES MICROBIOLOGIQUES



FONCTIONNELLES



Oxydants résiduels



ISO 21128/ NP 4502



Comptage Total (moisissures, levures et bactéries)



ISO 10718/ NP 3725



≤ 4 colonies/bouchon (**)



2,5



Etanchéité aux liquides



ISO 9727-6/ NP 2803-5



Aucunes fuites à 1,2 bar



1,0



MIE 07



Neutral



0,25



ISO 20752



TCA ≤ QL



0,25



ISO 9727-5/ NP 2803-4



15 - 35 daN (*)



4,0



Caractéristiques Organoleptiques 2,4,6–TCA extraíble Force d’extraction



Note: ME - Méthode Interne d’essai; VN - Valeur Nominalle; (*) Applicable aux bouchons traités; (**) Aplicable aux bouchons traités et emballés avec SO2. Les valeurs de NQA (niveau de qualité acceptable) indiquent des niveaux d'acceptation / rejet, selon le nombre dans l'échantillon (ISO 2859-1 - Tableau II-A). QL: limit de quantification par SPME/GC/MS.



MARQUAGE A définir par le client. . TRAITEMENT DE SURFACE Selon la procédure interne, sauf spécification par le client. EMBALLAGE/ IDENTIFICATION En accord avec la demande du client. DURÉE DE L'UTILISATION DES BOUCHONS Les Bouchons avec traitement de surface devraient être utilisés dans les 4 mois après la llivraison, dans des conditions d'emballage d'origine.
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FT05v0 - Bouchons Perfect NS-Perfect (FR) - Xavier Copel 

TCA â‰¤ 1%. 0,25. 2,4,6-TCA extraible. ISO 20752. TCA < 2,0 ng/l. 0,25. Force d'extraction. ISO 9727-5/ NP 2803-4. 15 - 35 daN (*). 4,0. Note: MIE - MÃ©thode Interne d'essai; VN - Valeur Nominalle; (*) Applicable aux bouchons traitÃ©s; (**) Aplicable
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Bouchons Nustar - Xavier Copel 

Elaboré: Mª José Corredouro. Date: 2014-09-10. Approuvé: Henrique Ribeiro. Date: 2014-09-10. Page 1 de 1. PRODUIT. CLASSE. Bouchons NUSTAR. Tous.
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Date: 2014-09-10. ApprouvÃ©: Henrique Ribeiro. Date: 2014-09-10. Page 1 de 1. PRODUIT. CLASSE. Bouchons de LiÃ©ge 1+1. Star, A, B, C. CARACTERISTIQUES. PARAMETRE. NORME/. METHODE D'ESSAI. SPECIFICATION. (ISO 16420/. SpÃ©cification interne). NQA. DIME










 


[image: alt]





a perfect sphere .fr 

If you are lost, maybe you are the weakest link, and so should leave that tutorial right now. Or copy the following mel script as how to make a perfect sphere using ...
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FT03v0 - Bouchons 0+2 (FR) AWS 

Masse volumique. ISO 9727-2/ NP 2803-1. 260 Â± 25 Kg/ m3. 2,5. RÃ©sistance Ã  l'eau bouillante. NP 2803-7. Absence de dÃ©sagrÃ©gation. 4,0. QuantitÃ© de rÃ©sidus solides. ISO 9727-7. < 2,0 mg/bouchon (*). 1,5. MICROBIOLOGIQUES. Comptage total. (moisi
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TOTALITY! - Xavier Jubier .fr 

One saros later, an annular solar eclipse returns to the uSA ..... This may be a tricky view if ..... the end of the eclipse, again, all without moving the camera.
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challenge - Xavier Jubier .fr 

To carry out this huge project, we ask you for some help to reach our goals, ... of raw equipment (mountaineering gear, communication equipment, nutrition, â€¦),.
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TOTALITY! - Xavier Jubier .fr 

Mangaia is the 2 nd largest of .... Figure 2 : Average July Cloud cover along the eclipse track. ..... China Total Solar Eclipse 2009 > 19 day tour < NEW LISTING!
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TOTALITY! - Xavier Jubier .fr 

altitudes gradually acquire a thin green haze of vegetation as the road ascends; shrubs ... Because some of these clouds have grown deep enough to rain,. Yiwu ...










 


[image: alt]





TOTALITY! - Xavier Jubier .fr 

Commission for sports enthusiasts it is the acronym for the ..... 2009 total solar eclipse, something tells me you may be returning to China in 2009. Consider ...
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TOTALITY! - Xavier Jubier .fr 

Feb 1, 2010 - Now Booking: 2010 Solar Eclipse .... With just 10 hours before totality, I surveyed the hotel parking lot for a ... Instead of being completely preoccupied with the manual operation of ..... get it out of its system, as long as it is go
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Perfect 

Baby, I'm dancing in the dark, with you between my arms. C. G. D. Em. Barefoot on the grass, listening to our favorite song. C. G. When you said you looked a ...
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Cv Xavier Litrico eng .fr 

modeling and control, use of cell-phone GPS data to reconstruct traffic flow data (joint research ... Application to regulated rivers in South-Western France.
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liste publis Xavier Litrico .fr 

CHAPITRES D'OUVRAGE / BOOK CHAPTERS. 1. ... upstream water level control gate for submerged flow conditions, Journal of Irrigation and. Drainage ...
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Flight Simulator X .fr 

On the chart I have available this is N41 58.5 / W087 53.9 for gate K16. .... -If you check the actual temperatures (white) you'll notice that this might be a good ... -Set the amount of passengers via the â€œPAX LOADâ€� wheel. ... -Check that both A
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Notice bouchons d'oreilles 

Page 1. Page 2. Page 3. Page 4. -----------------------------------------------------------------------------------ç¾©--------------------------------ã€Ž------------ì�´-----------=-*********ë…„ 7 ...
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Lunar Limb Profile - Xavier Jubier .fr 

Jul 11, 2010 - Solar Eclipse Maestro - Xavier M. JubierCorrected Duration: 2m38.3s (-5.2s). Corrected Duration: 2m38.3s (-5.2s)Mean Duration: 2m43.5s.
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Lunar Limb Profile - Xavier Jubier .fr 

Solar Eclipse Maestro - Xavier M. JubierCorrected Duration: 2m01.1s (-3.0s). Corrected Duration: 2m01.1s (-3.0s)Mean Duration: 2m04.2s. Mean Duration: ...
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X X X X X X X X X X 

Page 1. Match. Match. X. X. O. O. Match. Match. X. X. O. O. Match. Match. X. X. O. O. Match. Match. X. X. O. O. Match. Match. X. X. O. O.
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ClaxMD Perfect 

Veuillez vous rendre sur Diversey HazMat Library, uniquement disponible via Internet Explorer Ã  l'adresse ... Dilution. 100830261. 1 x seau de 5 gallons/18,9 L.
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Perfect Place 

1&2 Rock right cross over left, recover on left, step right on right side. 3&4 Rock left cross over right, recover on right, step left on left side. 5&6&7 Cross right over ...
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ClaxÂ® Perfect 

Rigidifie les tissus synthÃ©tiques. â€¢ Laisse les tissus en coton-polyester fermes mais flexibles. Avantages. â€¢ Donne un fini uniforme et limpide sans reflet ni strie.
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S.QSL M.QSL X X X X X X X X X X X X X X X X X X X X X 

SSB EA8 Canary Is. X. 234 ...... SSB VP2V British Virgin Is. X. 789 ...... 4218. 15/08/1976. 1910. 21. CE3NG. 55. 55. SSB CE Chile. X. 4219. 15/08/1976. 1930. 21.
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Xavier Jaffré Par Xavier Jaffré éditions 

tangible comme l'or. La monnaie locale à Ivry sur Seine est un procédé d'ingénierie financière ..... commerce, hôpitaux, anticipation technologique, technologie et vie privée. Auteur: Xavier ... hauteur) -Les transports -La conquête spatiale.
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