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instruction sheet

Check the thermostat leads to determine if new 1â�„4" jumper wires are required. If required, the terminals on the wiring harness must be removed and replaced ... 
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INSTRUCTION SHEET for 694674 Thermostat Kit WARNING



Electrical Shock Hazard Disconnect power before servicing. Replace all panels before operating. Failure to do so can result in death or electrical shock. Check the thermostat leads to determine if new 1⁄4" jumper wires are required. If required, the terminals on the wiring harness must be removed and replaced with the 1⁄4" jumper wires provided. Use the connectors to attach the jumper wires to the wiring harness. Before mounting this new thermostat, it must be set. See chart below for replacement settings. Also see Figure 1. ORIGINAL THERMOSTAT NO. 694674 27404 68171 68172 232960



TEMPERATURE RANGE ADJUSTABLE 135° 135° 135° 135°



SETTING – A A A A



TERMINAL CHANGE REQ’D NO NO NO YES NO



ORIGINAL THERMOSTAT NO. 341146 341147 660039 69173 68174



TEMPERATURE RANGE 150° 150° 150° 150° 150°



SETTING D D D D D



TERMINAL CHANGE REQ’D NO NO NO NO NO



237932 291047 291824 295419 295420



135° 135° 135° 135° 135°



A A A A A



YES NO NO NO YES



238879 868581 298254 298857 689927



150° 150° 150° 150° 150°



D D D D D



NO NO NO NO NO



295421 295427 298566 341201 33002409 342812 342813 348897 660040 303392 660067 688468



135° 135° 135° 135° 135° 140° 140° 135° 140° 140° 135° 135°



A A A A A B B A B B A A



NO YES NO NO NO NO NO NO NO NO NO NO



688837 688467 688472 303035 660073 229420 689930 237440 238951 295431 298722



150° 150° 150° 150° 155° 155° 155° 155° 155° 155° 155°



D D D D E E E E E E E



NO NO NO NO NO NO NO NO NO NO NO



688473 688838 24519 65202 65204



135° 135° 145° 145° 145°



A A C C C



NO NO NO NO YES



231563 233155 238919 291056 295338 279521 295728 297078 297086 299009



145° 145° 145° 145° 145° 145° 145° 145° 145° 145°



C C C C C C C C C C



NO NO NO NO NO NO NO NO NO NO



299008 299620 341199 348895 33002567 690032



155° 155° 155° 155° 155° 150°



E E E E E D



NO NO NO NO NO YES



4319380



145°



C



NO



299621 299833 341200 348896 660074



145° 145° 145° 145° 145°



C C C C C



NO NO NO NO NO



Setting call outs



Terminal



Pointer Terminal



Figure 1 © Whirlpool Corporation, 2013 (All Rights Reserved)



Instruction Sheet 279587 Rev. D 1/13



FEUILLE D’INSTRUCTIONS Nécessaire de thermostat 694674 AVERTISSEMENT Risque de secousses électriques Couper le courant avant toute intervention. Reposer les panneaux avant la remise en service. Ne pas respecter ces recommandations risque de causer la mort, voire des secousses électriques. Vérifier les fils du thermostat pour déterminer si des fils de liaison de 1⁄4 de pouce sont requis. Si des fils de liaison sont requis, les bornes du faisceau électrique doivent être enlevées et remplacées par les fils de liaison de 1⁄4 de pouce fournis. Utiliser les connecteurs pour brancher les fils de liaison sur le faisceau électrique. Ce nouveau thermostat doit être réglé avant d’être monté. Se reporter au tableau ci-dessous pour régler le thermostat de rechange. Voir également la Figure 1. Nos DU THERMOSTAT GAMMES DE D’ORIGINE TEMPÉRATURE



RÉGLAGE



CHANGEMENT DE BORNE REQUIS



RÉGLABLE 135° 135° 135° 135°



– A A A A



NON NON NON OUI NON



237932 291047 291824 295419 295420 295421 295427 298566 341201 33002409 342812



135° 135° 135° 135° 135° 135° 135° 135° 135° 135° 140°



A A A A A A A A A A B



OUI NON NON NON OUI NON OUI NON NON NON NON



342813 348897 660040 303392 660067 688468



140° 135° 140° 140° 135° 135°



B A B B A A



NON NON NON NON NON NON



688473 688838 24519 65202 65204 231563 233155 238919 291056 295338



135° 135° 145° 145° 145° 145° 145° 145° 145° 145°



A A C C C C C C C C



NON NON NON NON OUI NON NON NON NON NON



279521 295728 297078 297086 299009 299621 299833 341200 348896 660074



145° 145° 145° 145° 145° 145° 145° 145° 145° 145°



C C C C C C C C C C



NON NON NON NON NON NON NON NON NON NON



694674 27404 68171 68172 232960



Nos DU THERMOSTAT GAMMES DE D’ORIGINE TEMPÉRATURE



RÉGLAGE



CHANGEMENT DE BORNE REQUIS



341146 341147 660039 69173 68174 238879 868581 298254 298857 689927



150° 150° 150° 150° 150° 150° 150° 150° 150° 150°



D D D D D D D D D D



NON NON NON NON NON NON NON NON NON NON



688837 688467 688472 303035 660073 229420



150° 150° 150° 150° 155° 155°



D D D D E E



NON NON NON NON NON NON



689930 237440 238951 295431 298722 299008 299620 341199 348895 33002567 690032



155° 155° 155° 155° 155° 155° 155° 155° 155° 155° 150°



E E E E E E E E E E D



NON NON NON NON NON NON NON NON NON NON OUI



4319380



145°



C



NON



Lettres de réglage



Borne



Aiguille Borne



© Whirlpool Corporation, 2013 (Tous droits réservés)



Figure 1 Feuille d’instructions 279587 Rév. D 1/13
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Instruction Sheet Instruction Sheet 

Transfer tech sheet (and bag) over to new single metal access panel. Place new panel on dishwasher and align holes in panel with holes in clips. 4. Secure single metal access panel to dishwasher using the. 2 screws supplied. 5. Replace all parts and 
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Instruction Sheet Instruction Sheet Instruction Sheet Instruction ... 

... en maintenance comporte une gâche en plastique, celle-ci doit être remplacée par une gâche métallique et le joint d'étanchéité doit également être remplacé.
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Instruction Sheet Instruction Sheet 

for Strike Plate and Latch Assembly kit. 1. Unplug dishwasher or ... may not be designed to function with the new latch design in an optimal fashion that could ...
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Instruction Sheet Instruction Sheet 

causer un décès ou un choc électrique. Replacer pièces et ... S'assurer de déconnecter la source de courant électrique avant ... composant. FIGURE 1. AXE EN ...
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Instruction Sheet Instruction Sheet 

Ne pas serrer excessivement : Cela peut provoquer une fuite. Une fois l'installation terminÃ©e, mettre le lave-vaisselle en marche et s'assurer qu'il n'y a pas de ...
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Instruction Sheet Instruction Sheet 

pour le remplacement du couvercle du distributeur Ã  dÃ©tergent. Contenu de la trousse : 1 couvercle de distributeur de dÃ©tergent. 1 fiche d'instructions. 5. Fermer ...
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instruction sheet instruction sheet 

Déposer l'agrafe élastique de la tige neuve et, avec une paire de pinces, casser la tige au point indiqué. Voir la Figure 1. FEUILLE D'INSTRUCTIONS.
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Instruction Sheet 

6 oct. 2005 - Description: Switch, Dual Element Markings ... To avoid risk of electrical shock, personal injury or death; disconnect electrical power before ...
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Instruction sheet 

6 juin 2018 - The Caleffi 573 series Is certified by ICC-ES to be in compliance with ... ATTENTION: Si Disconnecteur n'est pas installé, mis en service et ...
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Instruction Sheet 

1 janv. 2012 - TACO (Canadá), Ltd., 8450 Lawson Road, Unit #3, Milton, Ontario L9T 0J8. Telephone: 905/564-9422. FAX: 905/564-9436. Visit our web site ...
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Instruction Sheet 

closer to the electronic control board. 6. Place one of the large ferrites around all the wires going to. P4 on the electronic control board as shown in Figure 1. 7. Place the last large ferrite around the ground wire as shown in Figure 2. Â© Whirlpo
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Instruction Sheet 

1 janv. 2012 - APPLICATION: The Taco SmartPlus is designed to increase hot water comfort while con- serving water and energy. By recirculating â€œcooledâ€� hot water back to the water heater, the wait for hot water is decreased to seconds. BENEFITS: 
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Instruction Sheet 

Support lid with free hand and rotate top till it comes to rest on hinge stop. 3. .... Remarque : La trousse de palier de joint Ã  trois lÃ¨vres 21001868 doit Ãªtre utilisÃ©e ...
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Instruction Sheet 

1 janv. 2012 - domestic hot water (DHW) supply line pumping away from the DHW ... Install the SmartPlus in-line on the DHW supply line downstream of.
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Instruction Sheet 

1. Unplug range or disconnect power before servicing. 2. Lay moisture barrier on flat surface oriented as shown in. Figure 1. WARNING. Electrical Shock Hazard.
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Instruction Sheet 

Déconnecter la source de courant électrique avant l'entretien. Le non-respect de ces instructions peut causer un décès ou un choc électrique. Replacer pièces ...
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Instruction Sheet 

7 avr. 2016 - Install all other system components as shown in the piping diagram in Figure ... Change the position of the toggle switch on the circuit board to.
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Instruction Sheet 

Disconnect the connector from damper assembly. See Figure 10. 14. Pull christmas tree clip. See Figure 10 and Figure 11. â€” 2 â€”. W10885624 A. (continued). 9. Turn ice maker assembly over and remove three screws from bottom of impinger to release i
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Instruction sheet 

14 mai 2018 - Function. The Z-one, a two-position spring return zone valve, is used in heating and air-conditioning systems. The Z-one series consist of a Z1 ...
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Instruction Sheet 

Fermez l'alimentation en eau du réfrigérateur. 3. Enlevez le couvercle du tuyau de remplissage (3 vis). Voir Figure 1. 4. Déterminez le genre de tuyau utilisé.
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Instruction sheet - Caleffi 

31 janv. 2019 - variability of mineral content found in untreated site water which provides more reliable dosing .... demineralized water is lost. If the system was ...
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Instruction sheet - Caleffi 

19 juil. 2018 - This item is designed for use in closed hydronic systems. Do not use in plumbing applications. This item does not meet the low-lead plumbing ...
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Instruction Sheet - SupplyHouse.com 

SUPERSEDES: New. EFFECTIVE: January 1, 2012. Plant ID# 001-4050. Backflow. Preventer. Thermal. Expansion. Tank. Temperature. Sensor. Fixtures.
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Instruction Sheet 

Libérer l'agrafe arrière/gauche. Voir la Figure 9. ... Poursuivre l'opération depuis le côté gauche vers le côté droit - insérer une main entre le couvercle du réservoir d'eau et la doublure .... Accéder à l'interface-utilisateur et régler la tempéra
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