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water temperature, low oil pressure, high alternator temperature. Â· Hour-meter. ... lubrication, of the sea/water pump and the air filter. Â· Safety stop in case of low ... 
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mase GENERATORS



IS 16



IS 19



15.3 KW 50 Hz



18.5 KW 60 Hz



THE INTERCOOLER W/A Assures the perfect functioning of the generator independently of the external ambient temperature, therefore the alternator and the engine will work at ideal temperature optimizing the performance and reliability of the gen-set.



Engine



Control Panel The gen-set control panel was designed to include, in one single panel, the switches, control devices and the protection devices The components are the following : · Engine cut-off module for automatic stop of engine in case of high water temperature, low oil pressure, high alternator temperature. · Hour-meter. · Start-stop button. · Breaker for protection against of overload or short circuit. · Thermal switch.



Engine · Easy access in case of maintenance to the feeding system and lubrication, of the sea/water pump and the air filter. · Safety stop in case of low oil pressure. · Safety stop in case high water/exhaust gas temperature. · Double vibration dumping system. · Oil and fuel filters of easy access. · Oil drain pump.



Alternator · Synchronous, 4 poles, brush less self-excited, electronic voltage regulator (AVR) . · Rotor and stator epoxy resin coated against external agents. · Rotor dynamically balanced. · Insulation class H.



Soundproof cabin A new project engineering design with a structure of a draw piece of aluminum supporting, painted aluminum panels type 5754 of high resistance to external agents. Of limited weight and easy accessibility to the inner cabin in case of maintenance services.



Model Type Cylinders (nr.) Cylinder block material Bore (mm. - in.) Stroke (mm.- in.) Displacement (cc. - CID) Power (hp) RPM Compression ratio Combustion system Engine head material Speed governor Lubrication system Oil sump capacity with filter(l -gl) Engine stop system Fuel pump Fuel pump discharge (cm. - ft) Fuel consumption (l/h - gl/h) Air intake (l/min. - gl/min.) Starting battery (Ah-V) Battery charger (Ah-V) Starter (KW-V) Max. inclination Water pump flow (l/min. - gl/min.)



Alternator Type Voltage regulation Cooling Voltage (V) Frequency (Hz) Amps Max. power (KW) Continuous power (KW) Power factor ( cos ø ) Insulating class Voltage stability Frequency stability



50 Hz 60Hz Yanmar 4TNE88A Diesel 4 stroke 4 Cast iron 88 - 3.46 90 - 3.5 2190 - 133.6 24.1 29 1500 1800 18:1 Direct injection Cast iron Centrifugal mechanical Forced 5.8 - 1.27 Stop solenoid Mechanical 80 - 2.62 5.6 - 1.23 6.7 1.47 1500 - 328 1800 - 394 80 - 12 40 - 12 1.2 - 12 30° 25 - 5.4 28 - 6.1 50 Hz 60Hz Synchronous, 4-poles, brush less self-excited electronic voltage regulation (AVR) Electronic Air/water ( Intercooler W/A ) 115 - 230 120 - 240 50 60 133 - 66.5 153.3 - 76.6 15.3 18.4 13.9 16.7 1 H ±2% ±5%



Cooling system The cooling of the engine is based on a closed inner flow of coolant. The system is based on a heat exchanger seawater/coolant type, of cupronickel, where the thermal exchange occurs between the two liquids. Two separate pumps contribute to the flow of the coolant and the sea water. The cooling of the air inside the gen-set is obtained through a seawater/air heat exchanger. This provides the efficacious cooling of the alternator and the optimal temperature for the best performance and reliability of the gen-set despite its on board allocation and room temperature.
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GENERATORS 50 Hz 60Hz 1115x585x730mm - 43.9x23x28.7 (in.) (with soundproof box) 400 Kg. - 888 (lb) (with soundproof box) 50 dBA at 7mt (23 ft)



Dimension (Length x Width x Height.) Weight Noise Level 10
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FITTINGS



Control panel Air / water exchanger Oil filter cartridge Oil dipstick Engine oil filler Air filter Oil drain pump Fresh water pump



EXHAUST COMPONENTS KIT SIPHON BREAK W.G. SEPARATOR KIT REMOTE CONTROL PANEL CMPLETED OF INSTRUMENTS



910 11 12 13 14 15 16 -



Sea water pump Fuel filter Exhaust manifold (ø 50mm) Sea water intake (ø 16mm) Battery connections Fuel tank connections (ø 8mm) Cable outlets Genset base brackets



This drawing is only a reference and is indicatly for the installation. For more information, you may contact your local dealer or mase generators S.p.A..



mase generators S.p.A. reserves the right to change the design or



specifications without notice and without any obligations or liability whatsoever For more information, you may contact your local mase dealer.



Allocation:



MASE GENERATORS S.p.A. Via Tortona, 345 47023 Cesena (FC) Italy Tel.+39-0547-354311 Fax.+39-0547-317555 Email : [email protected] www : masegenerators.com
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IS 20T - Techni Yachts 

Oil vacuum pump. Alternator. â€¢ Synchronous, 4 poles, self-excited. â€¢ Rotor and stator epoxy resin coated against external agents. â€¢ Rotor dynamically balanced.
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IS 44T - Techni Yachts 

Easy access in case of maintenance to the feeding system and lubrication, of the ... 400. Frequency (Hz). 50. Power factor ( cos Ã¸ ). 1 - 0,8. Max.Power (kw - kVA).
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water temperature, low oil pressure, high alternator temperature. â€¢ Hour-meter. â€¢ Start-stop button. â€¢ Breaker for protection against of overload or short circuit.
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Synchronous, 4 poles, brush less self-excited, electronic voltage regulator (AVR) ... Assures the perfect functioning of the generator independently of the external ...
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A new project engineering design with a structure of a draw piece of aluminum supporting, painted aluminum panels type 5754 of high resistance to external ...
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water temperature, low oil pressure, high alternator temperature. â€¢ Hour-meter. ... lubrication, of the sea/water pump and the air filter. â€¢ Safety stop in case of low ...
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water temperature, low oil pressure, high alternator temperature. â€¢ Hour-meter. ... lubrication, of the sea/water pump and the air filter. â€¢ Safety stop in case of low ...
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A new project engineering design with a structure of a draw piece of aluminum supporting, painted aluminum panels type 5754 of high resistance to external ...
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microprocessor based design. The polyestyer shockproof keyboard with IP54 protection grade contains: Â· Digital hour-meter. Â· ON/START/OFF controls. Â· Low oil ...
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A new project engineering design with a structure of a draw piece of aluminum supporting ... of maintenance services. ... Continuous power (KW). 7.2. 8.5. Power ...
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High pressure security valve. âž¢. Dow Chemical SW ... valve (HP VAL). âž¢. Remote controlled ... software (2003). On the left : HP RCP 1000 â€“ Remote control panel.
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with sea water, without showing any yielding signs. THE ONLY WATER MAKER WITH A REAL ENERGY RECOVERY. WHICH IS THE REAL RECOVERY ?
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31 kVA 50 Hz - Techni Yachts 

â€¢Oil vacuum pump. Alternator. â€¢Synchronous, 4 poles, self-excited. â€¢Rotor and stator epoxy resin coated against external agents. â€¢Rotor dynamically balanced.
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35 kW 50 Hz - Techni Yachts 

1820. 800. R e v.0 del 30-10-2001 mase. GENERATORS. MASE GENERATORS S.p.A. Via Tortona, 345. 47023 Cesena (FC) Italy. Tel.+39-0547-354311 Fax.
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What is GIS and What is Not? 

Implementing this idea took many years to complete satisfactorily, both because of the software ..... It becomes more and more clear as we progress that.
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Jesus is everywhere Jesus is everywhere 

(X8). He's everywhere. He understand all. He understand all. On the streets, in our house,. On the streets, in our house,. Where, when shall I go wellâ€¦ Oohâ€¦
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Lift Is 

made it appear that the experts don't know what lift is. It is always fair .... Since a flat plate has no cam- ..... by the Farrington Aircraft Corporation, P. O. Box 9,.










 


[image: alt]





lexus is 

LEXUS IS 2019. Robert Tsang. Directeur gestionnaire, Lexus Canada. BIENVENUE. CHEZ LEXUS. J'aimerais vous remercier personnellement pour votre ...
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lexus is 

central du Service routier d'urgence sera toujours lÃ  pour .... de Lexus, visitez lexperience.lexus.ca. Lexus Canada, One Toyota Place, Toronto, Ontario, M1H 1H9.
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Implementing IS-IS for IPv6 - Description 

Beginning with release Cisco IOS Release 12.2(15)T, IS-IS support for IPv6 is enhanced to also support .... chapter in the Cisco IOS ISO CLNS Configuration.
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is adderall illegal in mlb is rectangle 

difference between adderall and the generic craigslist houston adderall how much concerta is equal to 30mg of adderall adderall overdose fever reducer.
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lexus is 

système audio ambiophonique Mark LevinsonMC 7 ne .... du véhicule, de toujours porter votre ceinture de sécurité et de conduire prudemment. 1. Le système ...
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la minutie et de la prÃ©cision qui caractÃ©risent les vÃ©hicules Lexus, alors que chacun est ... groupe d'options F SPORT amplifie la dynamique de conduite, rÃ©vÃ©lant encore davantage le cÅ“ur et l'Ã¢me de la .... cas de panne mÃ©canique. Dans tout 
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IS 300 

This equipment fulfils the requirements of the EU standard 89/336/EEC .... General information about licensing can be found in the manual â€œGE 800â€� ..... 234. L-IS3-2D any IS3-IP-8 card / a maximum of 2 licences per IS 300 can be used. ID.
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