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Kodiak Service Information 4 KUL 94 - Gaz'Aile 2 ULM

Special attention should be given to the changes which have affected prop hub bolt pattern and centering collar (see sketch 1 page 4). (A) INTRODUCTION. 

















 Télécharger le PDF 






 491KB taille
 150 téléchargements
 580 vues






 commentaire





 Report
























SERVICE INFORMATION RELEASED BY AUTHORIZED DISTRIBUTOR: KODIAK RESEARCH LTD. NASSAU, BAHAMAS



IMPORTANT INFORMATION STANDARDIZATION OF PROPELLER SHAFTS/BOLT PATTERN ON ROTAX 912 4 KUL 94 ISSUE DATE NOVEMBER 1994 REVISION 1 MARCH 1995 The following information details changes in prop shafts used on the ROTAX 912. Special attention should be given to the changes which have affected prop hub bolt pattern and centering collar (see sketch 1 page 4). (A) INTRODUCTION THIS INFORMATION IS INTENDED TO ASSIST THE AIRCRAFT DESIGNER, MANUFACTURER AND BUILDER TO ACHIEVE CORRECT OPERATING CONDITIONS AND ASSEMBLY FOR THE ENGINE AND CONSEQUENTLY OPTIMUM PERFORMANCE AND RELIABILITY. (B) TECHNICAL DATA AND GENERAL INFORMATION IN ADDITION TO THESE INSTALLATION INSTRUCTIONS PLEASE REFER TO: - OPERATORS MANUAL - ENGINE DATA SHEET - POWER, TORQUE AND FUEL CONSUMPTION CURVES - SPARE PARTS LIST - ENGINE INSTALLATION CHECK LIST



1.



Definition of engine type ROTAX 912 a)



Non-certified engine ROTAX 912 UL DCDI, model 94 version



•



Standard type 912 UL 2 DCDI, model 94: The designation "2" refers to design of propeller shaft 837 285, similar to enclosed sketch 2, showing sectional view of gearbox on engine 912 F2 DCDI with overload clutch, available as an option on 912 UL 2 DCDI.



•



Version ROTAX 912 UL 3 DCDI, model 94: The designation "3" refers to design of prop shaft 837 282 suitable for installation of a Woodward hydraulic governor 886 730. For arrangement see enclosed sketch 3, showing gearbox of ROTAX 912 F3 DCDI with overload clutch (required also on ROTAX 912 UL 3 DCDI).
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•



2.



Version ROTAX 912 UL 4 DCDI, model 94: The designation "4" refers to prop shaft 837 287 which is the same as prop shaft 837 282 expect for the plug 244 980 preventing engine oil from escaping. Gearbox housing in engine side is closed too, by cover 810 305. Sketch 4 shows engine 912 F4 DCDI with overload clutch which is also available as an option for the 912 UL 4 DCDI.



Changes relevant for installation a)



Version 2 (UL, A, F) will be supplied in future, scheduled for production from Sept. 94 onwards - starting with engine no. 4.153.100 on 912 UL DCDI, model 94 - starting with engine no. 4.380.600 on 912 A DCDI, model 95 with the standard propeller shaft 837 285. The prop flange is furnished with 3 pitch circles (see sketch 1). P.C.D. 75 mm ± 0.15 mm, 6 holes 8 mm dia + 0.2 mm, equi-spaced P.C.D. 80 mm ± 0.15 mm, 6 holes 11.5 dia. equi-spaced. P.C.D. 101.6 mm ± 0.15 mm (4"), 6 holes 13 mm dia + 0.018 mm/-0.025 mm, equi-spaced. - hub diameter (prop centering) 47 mm - 0.5 mm instead of 34.9 mm - 0.05 mm - height of prop centering 8.5 mm instead of 8.0 mm - thickness of prop flange 10 mm instead of 8 mm up to now. The standard supply of the propeller shaft 837 285 is without the collar nuts. Collar nuts are available in two designs at a surcharge: - collar nut M8, 842 632 (with round collar) - collar nut 5/16", 842 635 (with hexagonal collar) The collar nuts are planned to be pressed into propeller flange holes 13 mm dia. +0.018 mm/-0.025 mm, on P.C.D. 101.6 mm ± 0.15 mm (4") (see sketch 5 and 6). Version 2 can be used with a vacuum pump, type Airborne 211 CC, 886 330, by subsequent installation of the vacuum drive set. Version 2 may be converted to Version 3 by replacing prop shaft 837 285 with 837 282 and installing overload clutch (on UL engines only).
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b) Version 3 (UL, A, F): The flange bolt pattern of prop shaft 837 282 is identical to version 2 and version 4, but specially designed for operation with Woodward hydraulic governor 886 730. Operation with a vacuum pump is not possible with version 3. c)



Version 4 (UL, A, F): The prop shaft 837 287 is the same as in version 3 but plugged with plug cover 244 980. This version can be used for operation with vacuum pump, type Airborne 211 CC, 886 330, by additional installation of vacuum drive set or with Woodward hydraulic governor 886 730 by subsequent removal of plug in prop shaft and fitting with governor and specific components. The propeller shaft 837 285 on version 2 and prop shaft 837 282 on version 3 and prop shaft 837 287 on version 4 is planned as substitute for all prop shaft fitted previously at production start in September 94 with engine no. 4.153.100 for 912 UL DCDI, model 94, and with engine no. 4.380.600 for 912 A DCDI, model 95. All these propeller shafts will now be supplied with the standardized hole pattern as per sketch 1.



d) Warning: If you don't understand a section of this information or if you are not otherwise able to carry out the requested checks or repair, please contact your nearest authorized Rotax aircraft engine distributor.



DANGER! FAILURE TO COMPLY WITH THIS RECOMMENDATION COULD RESULT IN ENGINE DAMAGE AND PERSONAL INJURY!
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SKETCH 1



ROTAX 912 PROPELLER HUB BOLT PATTERN AS OF THE FOLLOWING SERIAL NUMBERS: UL SERIES: 4153100; A SERIES: 4380600 The propeller shaft is furnished with 3 pitch circles. P.C.D. 75 mm ± 0.15 mm, 6 holes 8 mm dia + 0.2 mm, equi-spaced P.C.D. 80 mm ± 0.15 mm, 6 holes 11.5 dia. equi-spaced. P.C.D. 101.6 mm ± 0.15 mm (4”), 6 holes 13 mm dia + 0.018 mm/-O.025 mm, equi-spaced. • hub diameter (prop centering) 47 mm - 0.5 mm instead of 34.9 mm - 0.05 mm • height of prop centering 8.5 nun instead of mm • thickness of prop flange 10 mm instead of 8 mm up to now. The standard supply of the propeller shaft 837 285 is without the collar nuts. Collar nuts are available in two designs at a surcharge: • collar nut M8, 842 632 (with round collar) • collar nut 5/16", 842 635 (with hexagonal collar) The collar nuts are planned to be pressed into propeller flange holes 13 mm dia. +0.018 mm/-0.025 mm, on P.C.D. 101.6 mm ± 0.15 mm (4”).
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Service Information 1 KUL 94 - Rotax-Owner.com 

-ALL SERVICE INFORMATION BULLETINS REGARDING YOUR ENGINE. FIELD REPORTS HAVE INDICATED THAT SOME ROTAX ENGINES MAY BE ...
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Service Information 15 UL 94 

NUR ZUR INFORMATION. ... speed tachometer, especially designed for the 12 pole DUCATI breakerless flywheel ... fOr 12- polige DUCATI-Zundanlage.
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Service Information 15 UL 94 - Ultralight News.ca 

Identifies an instruction, which if not followed, may cause serious zungen oder Lebensgefahr fur den Befreiber oder andere, drilfe injury or even death. Personen ...
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information for ulm pilots procedure concerning the transit ... - corse ulm 

Jan 15, 2009 - To hold briefly. Announce yourself on the ramp on frequency 118.35 (Solenzara tower or Ghisonaccia auto info). You have no radio contact.
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ALTErNATIvEENErgIES - avion Gaz'Aile 2 ULM 

his ignition system will guarantee 10% fuel savings, Savier ... mates that his system pays for itself in. 100-200 hours of .... Federation Aeronautique Internationale.
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Service Information 2 UL 87 

2.16 Withdraw angular ring,. 2 thrust washers O,R mm thick, dog gear,. 4-dog hub, disk springs, distance ring and shim. (item 28, 27, 26, 25, 24, 23, 223 from the ...
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Tanguay Vol 4 Page 94 

Antoine JACKSON.Jean-Baptiste, b... in 4 avril IV.FOURNIER, Louis,. [Louis III. 1780, à Marie-Marthe JACKSON.— Jerome ... 1761. 1. AUDON (2), Catherine,.
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Service Information 2 UL 87 - Rotax-Owner.com 

otherwise dog gear might be damaged. 2.16 Withdraw angular ring,. 2 thrust washers .... Renew O-ring seal Citem 11 in case adapter has been ... I=' 'u-1 I v IU'.
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SERVICE INFORMATION 

SERVICE INFORMATION. KD 04/2002. Motorrad- and Zweiradwerk GmbH. Customer Service â˜Ž+ 49 - (0) 3725 49 101. P.O. Box 11 70. D-09401 Zschopau- ...
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Kodiak 450 Ultramatic 

This manual will provide you with a good basic understanding of the features and operation of this. ATV. This manual ... YEARS OF AGE. U5ND10.book Page 1 Friday, March 8, 2002 11:47 AM ..... Cooling system. .... NEVER sit on the carrier. Refer to ...
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Service Information 4 UL 89 -E - Ultralight News.ca 

On ROTAX engines type 447,462,503,532 and 587 cageless piston pin bearings were introduced. This modification means increased lifetime, however it ...
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information Service - Contrails 

Emission Control. Div ers. MSI Motor Service International GmbH. Hamburger StraÃŸe 15. D-41540 Dormagen. Phone +49-2133-267-1 00. Fax. +49-2133-267-1 ...
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warranty & service information - Nintendo 

main event: the Star Battle! The winner ...... Vous verrez les règles de la bataille quand vous l'aurez sélectionnée. .... Lorsque vous verrez la roue sur la gauche,.
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2 2 2 4 18pt 4 18pt 4 21pt - Alkemy 

Trust me, be especially wary of those. Aurloks with the face of a wolf! They are vicious, wicked beasts, and far crueller than anything you might catch at Lady.
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TT100 Service Information 

Apr 25, 2002 - Contents. 1. Contents. 2. TT100 combo Schematic drawing. 3. TT100 combo Mains wiring. 4. Tone Control Pcb - 9355 issue 3. 5. Tone Control ...
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service information - Aviasport 

Oct 2, 1998 - EinfÃ¼hrung einer Silikon WÃ¤rmeleitpaste zur Optimierung der WÃ¤rmeableitung. Spark plugs for ROTAX engines 912 / 914 (series).
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Brochure classic.cdr - ulm zlin savage 

14,2 m (152,85 sq ft). 156 cm (61,4 in). 69 cm (27,2 in) ... 39,4 kg (86,9 lbs). Load factor. Vne ... 720 km (436 mi). 110 m (361 ft) (depending on the surface).
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ulm manuel du pilote pdf 

ULM MANUEL DU PILOTE PDF - Are you looking for Ebook ulm manuel du pilote PDF? You will be glad to know that right now ulm manuel du pilote PDF is ...
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4 4 4 4 4 4 4 2 4 

(Horse). H ypoallergenic Trea t. (Horse) - mini. H ypoallergenic Trea .... patients souffrant de coliques néphrétiques | ✓5 = Sauf pour des patients gériatriques | X ...
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Liasse fiscale ULM AERO MULTISERVICES 

COMPTE DE RÃ‰SULTAT DE L'EXERCICE (En liste). NÂ° 10167 âœ± 22. Formulaire obligatoire (article 53 A du Code gÃ©nÃ©ral des impÃ´ts). DGFiP NÂ° 2052-SD 2018.
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4 > 2 2 < 4 - Chez Marco - Ouvaton 

x y z. A B C D E F G H I J K L M N O P Q R S T U V W X Y Z. a b c d e f g h i j k l m n o p q r s t u v w x y z. Chez Marco : http://md87.ouvaton.org. Je m'appelle .
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MPEG-2 Transport Stream Service Information (SI) in DVB Systems 

1. PID. 13 transport_scrambling_control. 2 adaptation_field_control. 2 .... DSM. Trick. Mode. PTS. DTS. ES. Rate. Additional. Copy Info. 33 bits. 33 bits. 42 bits.
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Service Information Central After-Sales Service 

Cure: Use an aerial cable with double screening! In special cases, an absorber cable (â€ž100 Hz aerial connecting cable), order number 29210 435 0100, may.
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