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LD X223 AWS

Controls the volume of the input signal. 2 LOW CUT SWITCH / LOW CUT LED CHANNEL 1. (CHANNEL 2 NO FUNCTION). High pass filter (40 Hz, 18 dB/octave); LED indica- tor when filter is activated. 3 XOVER FREQUENCY. Crossover frequency between bass and mid signal. 4 LED x10 (switch on the back panel 4 x 1). 
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ENGLISH DEUTSCH



Thank you for choosing LD-Systems!



FRANCAIS ITALIANO



FRANCAIS POLSKI



ESPAÑOL



FRANCAIS



We have designed this product to give you reliable operation over many years. Therefore LD-Systems underwrites high quality products with its name and many years of experience as a producer.
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Please, take a few moments to read these instructions carefully, as we want you to enjoy your new LD-Systems products quickly and to the fullest. Further information about LD-Systems check our website WWW.LD-SYSTEMS.COM
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PREVENTIVE MEASURES: 1. Please read the attached safety instructions as well as the following instructions carefully. 2. Please keep all the instructions. 3. Please use the device only as intended. 4. Please respect the valid waste management rules. Please deliver the packaging divided into plastic and paper/ cardboard to the recycling management. 5. Please refer all servicing to qualified personel only if the device is damaged, exposed to liquid/rain or if it does not operate normally. 6. Please, do not expose to any kind of heat such as ovens, radiators, or any other devices (incl. amplifiers). Please check for enough distance between amplifiers and walls, racks, etc. to prevent overheating. 7. After connection please check the wiring to prevent any kind of accident or damage. Please never use any kind of damaged cable and wiring. 8. Only use authorized and stable stands, brackets, shelfs, tables etc.. for installations. Please check for adequate stability against collapse. 9. Appearance of interferences when using wireless systems. The simultaneous use of wireless microphones and of mobile phones (if both devices are not very distant from each other) can lead to the appearance of interferences in the microphone signal which can be heard in the PA system. CAUTION RISK OF ELECTRIC SHOCK DO NOT OPEN
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To reduce the risk of electric shock, do not remove cover (or back). No user serviceable parts inside. Refer servicing to qualified personnel.
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The lightning flash with arrowhead symbol within an equilateral triangle is intended to alert the user to the presence of uninsulated “dangerous voltage” within the product´s enclosure that may be of sufficient magnitude to constitute a risk to persons.







The exclamation mark within an equilateral triangle is intended to alert the user to the presence of important operating and maintenance (servicing) instructions in the literature accompanying the appliance.



CAUTION! HIGH VOLUME! You will operate this transmission system for professional use. Therefore the commercial use of this equipment is liable to the rules and regulations of the Accident Prevention & Insurance Association of your industry sector. Adam Hall as a manufacturer is bound to inform you formally about the existence of eventual sanitary risks. This system is able to induce an acoustic pressure of 80 db. 85 db is by law the maximum audio pressure level which your ear can be exposed to during a work day. It was set according to the technical expertise of the occupational medicine as a basis for the noise rating level. Higher sound levels or longer exposition times could damage your ear. The time of exposition by higher sound pressure levels should be shortened in order to prevent from ear damages. Here are a few reliable warning signals which show that you have exposed yourself for a too long period to excessive sound pressure levels: - You hear bell- or whistling sounds! - You have the impression that you can’t hear high tones anymore!



FEATURES & QUICK GUIDE: FRANCAIS ENGLISH DEUTSCH FRANCAIS



The LD X223 is a stereo 2 way / mono 3 way crossover in standard 19"/1U rack format. Its rugged construction, high quality and robust knobs as well as the integrated power unit are rarities in this price range. Additional features are a mono subwoofer output, separately adjustable crossover frequencies for the individual channels, adjustable LF/HF and input gain, phase reverse controls, switchable 40 Hz high-pass filters and symmetrical XLR in- and outputs. The LD X223 gives you a crossover that meets all professional requirements and stands out because of its high quality and excellent sound.
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CONTROL ELEMENTS: STEREO - 2 WAY MODE MODE BUTTON
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1 GAIN INPUT



FRANCAIS



Controls the volume of the input signal.



2 LOW CUT SWITCH / LOW CUT LED



High pass filter (40 Hz, 18 dB/octave); LED indicator when filter is activated.



3 XOVER FREQUENCY
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Sets the crossover frequency between bass and mid / high signal.



4 LED x10 (switch on the back panel 4 )



LED off, crossover frequency between 45 and 960 Hz. LED on, crossover frequency between 450 and 9600 Hz.



5 LOW OUTPUT



Volume control for bass signal. (dependent on the frequency set one the crossover frequency control)



6 INVERSE SWITCH / INVERSE LED



Inverts the polarity of the bass signal by 180°.



7 HIGH OUTPUT



Volume control for mid / high signal.



8 INVERSE SWITCH / INVERSE LED



FRANCAIS ITALIANO



Inverts the polarity of the mid / high signal by 180°.
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9 STEREO MODE LED



Lights up when the crossover is in stereo mode.



BACK PANEL: MODE BUTTON
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STEREO - 2 WAY MODE STEREO
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1 XLR INPUT, BALANCED (Channel 1+2) 2 XLR OUTPUT BASS SIGNAL, BALANCED (Channel 1+2)
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3 XLR OUTPUT MID / HIGH SIGNAL, BALANCED (Channel 1+2)



Crossover frequency between 45 and 960 Hz. Crossover frequency between 450 and 9600 Hz.



FRANCAIS



4 x10 SWITCH



5 MODE SWITCH



Switches the crossover from stereo 2-way to mono 3-way mode.



Sends a mono bass signal to the XLR output channel 1. 7 POWER SOCKET



220-240 V ~ 50/60 Hz
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MONO - 3 WAY MODE MODE BUTTON
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(CHANNEL 2 NO FUNCTION) High pass filter (40 Hz, 18 dB/octave); LED indicator when filter is activated.



ESPAÑOL



Crossover frequency between bass and mid signal.



LED off, crossover frequency between 45 and 960 Hz.



16



17



Crossover frequency between mid and high signal.



13 LED x10 (switch on the back panel 4



10) LED on, crossover frequency between 450 and 9600 Hz. 14 MID OUTPUT



Volume control for mid signal.



x 1)



5 LOW OUTPUT



Volume control for bass signal.



6 INVERSE SWITCH / INVERSE LED



Inverts the polarity of the bass signal by 180°.



7 NO FUNCTION IN 3 WAY MODE 8 NO FUNCTION IN 3 WAY MODE 9 MONO MODE LED



Lights up when the crossover is in mono mode. 10 NO FUNCTION IN 3 WAY MODE
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12 XOVER FREQUENCY



2 LOW CUT SWITCH / LOW CUT LED CHANNEL 1



4 LED x10 (switch on the back panel 4
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11 NO FUNCTION IN 3 WAY MODE



3 XOVER FREQUENCY
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FUNCTION) Controls the volume of the input signal.
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4 1 GAIN INPUT KANAL 1 (CHANNEL 2 NO
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15 INVERSE SWITCH / INVERSE LED



Inverts the polarity of the mid signal by 180°.



16 HIGH OUTPUT



Volume control for high signal.



17 INVERSE SWITCH / INVERSE LED



Inverts the polarity of the high signal by 180°.
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BACK PANEL: MONO - 3 WAY MODE MONO
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MODE BUTTON
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1 XLR INPUT, BALANCED
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2 XLR OUTPUT BASS SIGNAL, BALANCED



4 x10 SWITCH (position



x 1)



5 MODE SWITCH (position



6 NO FUNCTION 7 POWER SOCKET
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) Switches the crossover from stereo 2-way to mono 3-way mode.
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3 NO FUNCTION



220-240 V ~ 50/60 Hz 8 NO FUNCTION



x 10)



10 XLR OUTPUT MID SIGNAL, BALANCED
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9 x10 SWITCH (position



11 XLR OUTPUT HIGH SIGNAL, BALANCED
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SPECIFICATIONS:
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Bandwidth



20 Hz to 20 kHz, +0.5 dB



Frequency response



90 kHz, +0/-3 dB



Filtertype



Linkwitz-Riley, 24 dB/octave



Dynamic Range



106 dB



Signal-to-Noise Ratio



>93 dB



THD+Noise



93 dB



THD+Noise



93 dB



THD+Noise



93 dB



THD+Noise
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LD WIN42 AWS 

0.400 kg ( include batteries). WIN-42 BELTPACK TRANSMITTER (WIN42BP). Frequency range. 734-776 MHz. Usable channels. 1680. Input Connector mini XLR 3-pole (phantom power for electret microphone). RF Output Power adjustable 10 mW / 30 mW / 50 mW. Audi










 








ld dave8roadie AWS 

microfono non Ã¨ munito di alimentazione Phantom. 13 MIC LEVEL. EN Microphone input volume control. DE LautstÃ¤rkeregler fÃ¼r den Mikrofoneingang. FR RÃ©glage de volume de l'entrÃ©e micro. ES Control de nivel de la entrada de micrÃ³fono. PL Regulacja










 








ld meione AWS 

EN You've made the right choice! We have designed this product to operate reliably over many years. LD Systems stands for this with its name and many years of experience as a manufacturer of high-quality audio products. Please read this User's Manual










 








ld gt series AWS 

Antes de encender o apagar, ponga el volumen general a cero (posiciÃ³n a tope de izquierdas del control VOLUME). PL WÅ‚Ä…cznik/WyÅ‚Ä…cznik dopÅ‚ywu zasilania do urzÄ…dzenia. Przed wÅ‚Ä…czeniem i wyÅ‚Ä…czeniem zawsze naleÅ¼y ustawiÄ‡ gÅ‚Ã³wny regulato










 








ld roadman 102 AWS 

MANUFACTURERÂ´S DECLARATIONS: MANUFACTURER'S WARRANTY. This warranty covers the Adam Hall, LD Systems, Defender, Palmer, and Cameo brands. It applies to all products distributed by Adam Hall. This warranty declaration does not affect the statutory wa










 








ld ddq series AWS 

Monitor angle: °. 50. Width: mm. 420. Height: mm. 736. Depth: mm. 488. Weight: kg. 32. Other features: LD SYSTEMS Evolutive handles, 36 mm flange, swing-bracket- ready, switchable high pass filter (100 Hz, Butterworth, 18 dB),. 14x M10 flying points.










 








ld meione AWS 

ProszÄ™ starannie przeczytaÄ‡ niniejszÄ… instrukcjÄ™ obsÅ‚ugi, aby mÃ³c jak najszybciej zaczÄ…Ä‡ uÅ¼ytkowaÄ‡ ten produkt marki LD Systems. Dalsze informacje na temat firmy LD SYSTEMS dostÄ™pne sÄ… na naszej stronie internetowej WWW.LD-SYSTEMS.COM. Uz










 








ld wseco2x2 AWS 

Unplug the power cord and power adapter from the power outlet if there is a risk of a lightning strike or before extended periods of disuse. 32. The device must only be installed in a voltage-free condition ...... In addition, sudden noise is suppres










 








ld dj series AWS 

Avoid switching the device on and off at short intervals, because it may shorten the durability of the device. 23. IMPORTANT: .... source of the trouble has been eliminated (e.g., overloading or a short circuit at the speaker output), after a short t










 








ld roadboy 6.5 AWS 

Si el equipo ha estado expuesto a un cambio brusco de temperatura (por ejemplo, despuÃ©s del transporte), no lo encienda inmediatamente. La condensaciÃ³n o la ...... JeÅ›li jednak konieczna byÅ‚aby dodatkowa regulacja, naleÅ¼y ustawiÄ‡ wartoÅ›Ä‡ wyci










 








ld wseco2x2 AWS 

Il triangolo equilatero con il simbolo del lampo segnala la presenza di tensioni pericolose non isolate all'interno dell'apparecchio che possono causare scosse ...... pile non ricaricabili! La mancata osservanza delle indicazioni sopra riportate puÃ²










 








ld roadboy 6.5 AWS 

Please read this User's Manual carefully, so that you can begin making optimum use of your LD Systems product ... Always disconnect the equipment from the power supply if the equipment is not in use or if you want ... reason, persons who suffer from 










 








ld gt series AWS 

und mit unverwÃ¼stlichen Stahlgriffen, einem soliden Stahlgitter im Waben-Design sowie einem M20 Gewindeflansch ausgestattet. Die schÃ¼tzende. Beschichtung aus strapazierfÃ¤higem, strukturiertem Dura-Vinyl sorgt fÃ¼r ein dauerhaft attraktives Aussehe










 








LD CDMP1 AWS 

Stellen Sie sicher, dass das GerÃ¤t sicher installiert ist und nicht herunterfallen kann. 7. Beachten Sie bei der Installation die fÃ¼r Ihr Land geltenden Sicherheitsvorschriften. 8. Installieren und betreiben Sie das GerÃ¤t nicht in der NÃ¤he von He










 








LD WS1000G2 - AWS 

For best possible reception place the receiver at a minimum height of 1 m and align the antennas upwards in V-shape. Attend that transmitters and receivers are in direct line-of-sight and make ...... ES Se ilumina en color rojo si la funciÃ³n Silenci










 








ld wseco16 AWS 

Si el equipo dispone de un selector de tensiÃ³n, antes de enchufarlo a la red elÃ©ctrica, asegÃºrese de que el valor seleccionado coincide con la tensiÃ³n de suministro. Si el enchufe ..... ES Mantenga el receptor frente al transmisor de tal forma qu










 








ld roadboy 6.5 AWS 

Remplacez les piles dÃ¨s que la LED se met Ã  clignoter en rouge. ES La duraciÃ³n de unas baterÃas alcalinas es de 8 horas, aproximadamente. Sustituya las baterÃas cuando el LED rojo parpadee. PL Czas uÅ¼ytkowania baterii (alkalicznej) wynosi okoÅ‚










 








ld roadboy 6.5 AWS 

direct line of sight between it and the infrared interface of the receiver. 6 . Press the ASC button on the belt pack transmitter (the green LED will blink), then press ..... Adam Hall GmbH | Daimlerstrasse 9 | 61267 Neu-Anspach | Germany. Tel. +49(0










 








LD DAVE 8XS AWS 

Potencia del amplificador del sistema (pico):. 1400W. Circuitos de protecciÃ³n: Limitador, Sobrecarga, Cortocircuito. RefrigeraciÃ³n: Disipador de aluminio. Controles: Interruptor de encendido/apagado, Volumen, InversiÃ³n de fase del subwoo- fer, Con










 








ld wseco2x2 AWS 

Achten Sie bei der Verkabelung des GerÃ¤ts immer darauf, dass das Netzkabel bzw. der Netzadapter stets frei zugÃ¤nglich ist. Trennen Sie das GerÃ¤t stets von der StromzufÃ¼hrung, wenn das GerÃ¤t ...... tania uÅ¼ytych w nim materiaÅ‚Ã³w w ramach idei 










 








LD WIN42 - LD Systems 

Please read this User's Manual carefully, so that you can begin making optimum ...... Name. User name. ADD. Address (225). GR. Group. CH. Channel. ANTA.










 








LD WIN42 - LD Systems 

Do not open or modify this equipment. 16. ...... L'utilisation de microphones sans fil peut être l'objet d'une licence, selon les lois des différents pays. Mettez vous ...










 








ld dj series - LD Systems 

With the models of its DJ series, which represent a new design from the ground up, LD Systems is unveiling three straightforward power amps with absolutely ...










 








ld wseco16 

SPIE LUMINOSE. SOLUZIONE. Nessun suono o suono troppo basso. Trasmettitore: la spia on/off non si accende. Assicurarsi che l'apparecchio sia collegato.
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