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Declaration of Conformity



EC Certificate of Conformity (to EC Directive 99/5-89/336-93/68-73/23)



DECLARATION OF CONFORMITY With the present declaration, we certify that the following products :



INTEK M-110 PLUS comply with all the technical regulations applicable to the above mentioned products in accordance with the EC Directives 73/23/EEC, 89/336/EEC and 99/5/EC. Type of product :



CB Transceiver



Details of applied standards :



EN 300 433, EN 300 135-2 EN 301 489-1, EN 301 489-13 EN 60065



Manufacturer :



INTEK S.R.L. Via G. Marconi, 16 20090 Segrate, Italy Tel. 39-02-26950451 / Fax. 39-02-26952185 E-mail : [email protected]



Notified Body :



EMCCert Dr. Rasek Boelwiese 5, 91320 Ebermannstadt Germany Identification Number : 0678



Contact Reference :



Armando Zanni Tel. 39-02-26950451 / Fax. 39-02-26952185 E-mail : [email protected]



Segrate, 06/09/2005



dr. Vittorio Zanetti (General Manager)



NOTICE ! It is recommended to carefully read this owner’s manual before using the product. This will also help the user to prevent using the radio in violation of the regulations valid in the country where the product is used, as well as to avoid any possible interferences with other services.
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NOTICE ! Before using this transceiver, please check that the radio has been programmed on the frequency bands, specifications and operating modes allowed by the regulations valid in the country where the product is used. If not, please proceed to modify the frequency band programming, as it is described in this owner’s manual. This transceiver is factory pre-programmed on the CE European frequency band (CEPT 40CH FM 4W).



Congratulations! Congratulations for selecting and purchasing an INTEK quality product. This transceiver includes a number of advanced functions and systems, therefore it is definitely necessary to carefully read this owner’s manual before using the radio. With a correct use of the product in accordance with the operating method described in this manual, the product will offer a trouble free use for many years. INTEK is constantly engaged to develop and provide quality products meeting the customers requirements, however any suggestion or comments on this product that might help us to improve quality are warmly welcome. INTEK M-110 PLUS is a CB transceiver using advanced hardware and software design, it includes a special multi-standard programmable circuit, which allows to program the specifications of the radio (frequency bands, operating modes, transmitter power) in compliance with the regulations valid in the various European countries. Therefore this product can be used in any country of the European Community. The radio is delivered factory pre-programmed on the CE European frequency band (CEPT 40CH FM 4W).



Content of the packaging Please check that all the following items are contained in the packaging : car mounting bracket accessories (hardware, knobs, etc.) microphone bracket owner’s manual



main unit (transceiver) DC power cord with fuse holder and fuse dynamic microphone car mounting bracket -1-



English



Introduction . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1
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Controls and operation Front Panel English



1



AM



2



FM



CH9



3



4



5



CH19



MULTISTANDARD CB RADIO TX



VOLUME



RX



SQUELCH



CH



M-110 PLUS



OFF



10



9



8



UP



DN



7



6



1. AM / FM Selector This switch allows to select the operating mode AM or FM, in both TX and RX, if the desired operating mode is enabled by the programmed frequency band. UK / CE SELECTOR If the UK (United Kingdom) frequency band has been programmed, set the switch to the AM position to select the CE channels (frequencies) or set the switch to the FM position to select the UK channels (frequencies). 2. CH9 / CH19 Selector This 3-position switch allows to select the emergency channels CH9 and CH19 in the programmed frequency band. If the switch is set to its center position, radio will operate on the normal selected channel. 3. TX Indicator This red color LED indicator is lighted when radio is in the transmit mode. 4. RX Indicator This green color LED indicator is lighted when radio is in the receive mode. 5. LED Display The large size two-digit LED display indicates the operating channel and the programmed frequency band code. 6. DN (Down) Key This key allows to select the operating channel downward. By keeping this key pressed, the quick channel selection mode will be enabled. 7. UP (Up) Key This key allows to select the operating channel upward. By keeping this key pressed, the quick channel selection mode will be enabled.



-2-



Man. M-110 PLUS



8-09-2005 9:52



Pagina 5



8. SQUELCH Control The SQUELCH control allows to silent the radio, cancelling the background noise, when no signals are received on the operating channel. Turn the SQUELCH knob clockwise until the background noise stops. Turn the SQUELCH knob counterclockwise (SQUELCH opening) to listen to the weakest signals. 9. OFF / VOLUME Control Use this knob to switch radio ON and OFF, as well as to adjust the receiver volume to the desired level. To adjust the receiver volume in case no signals are received on the operating channel, open the SQUELCH and then adjust the receiver volume using the background noise as a reference. 10. Microphone Connector Connect the microphone to this connector and turn the connector ring to lock it.



Rear Panel 11



12



EXT



ANTENNA



DC 13.2V



13



11. EXT (External Speaker) Jack This jack is for connecting an external speaker (optional). 12. ANTENNA Connector Antenna connector. Refer to the section INSTALLATION OF THE ANTENNA. 13. 13.2VDC POWER CORD 13.2VDC power cord input.



-3-



English



Controls and operation



Man. M-110 PLUS



8-09-2005 9:52



Pagina 6



Controls and operation Microphone English



14



15



14. PTT (Push-to-Talk) Key Transmitter key. Press the PTT key to transmit and release it to return to the receive mode. 15. MICROPHONE Plug 4-pin microphone connector with locking ring. Connect it to the microphone connector on the front panel of the radio.



IMPORTANT ! Do never attempt to open the cabinet of the transceiver. No user serviceable parts inside. Internal modifications or tampering may cause damage to the product, modify its technical specifications and will void warranty rights. If service or repair are required, please go to an authorised service centre or specialized technician.
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Installation



Before installing the main unit in the vehicle, check and select the most convenient location, in order that the radio will be easy to reach and comfortable to operate, without disturbing or interfering with the vehicle drive. Use the supplied bracket and hardware to install the radio. The bracket screws must be well tightened in order not to become loosen with the vehicle vibrations. The car mounting bracket can be installed over or below the radio and the radio may be inclined as desired according to the specific type of installation (under dashboard or track cabin roof installation).



Installation of the Main Unit Before connecting the radio to the vehicle electric system, make sure that radio is switched off, with the OFF/VOLUME (9) knob completely turned counter clockwise at OFF position. The DC power cable (13) of the radio is complete with a fuse holder with fuse located on the red positive (+) wire. Connect the DC power cable to the vehicle electric system, with special attention to respect correct polarity, even if the radio is protected against polarity inversion. Connect the red wire to the positive (+) pole and the black wire to the negative (-) pole of the vehicle electric system. Make sure that the wires and terminals are firmly and stably connected, in order to prevent cables from disconnecting or causing short circuits.



Installation of the Antenna A specific mobile antenna adjusted for 27 MHz frequency range must be used. The antenna installation must be done by a specialised technician or service centre. Please pay special attention to carefully install the antenna on the vehicle with perfect connection to ground. Before connecting the antenna to the radio, it is necessary to check the correct operation of the antenna with low standing wave ratio (S.W.R.), using adequate instruments. If not, the transmitter circuit of the radio could be damaged. The antenna must be usually installed on the highest part of the vehicle, free from obstacles and as far away as possible from any source of electric or electromagnetic noise. The RF antenna coaxial cable must not be damaged or pressed on its way between antenna and the radio. The correct operation of the antenna and the low standing wave ratio (S.W.R.) must be checked periodically. Connect the RF antenna coaxial cable to the antenna connector (12), located on the rear side of the radio.



Checking Operation of the Radio Once radio has been connected to the vehicle electric system and to the antenna, the correct operation of the system may be checked. Please proceed as follows : 1) Check that the power cable is correctly connected. 2) Check that the RF antenna coaxial cable is correctly connected. 3) Connect the microphone to the connector (10), located on the front side of the radio. 4) Rotate the SQUELCH (8) knob counter clockwise. 5) Turn radio on using the OFF/VOLUME (9) knob and adjust volume to the desired level. 6) Select the desired channel, using the channel selector keys (6, 7). 7) Rotate the SQUELCH (8) knob clockwise, to cut the background noise. 8) Press the PTT (14) key to transmit and release it to receive. The transceiver will work correctly.
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Frequency bands table Frequency Bands Table English



The transceiver INTEK M-110 PLUS includes an advanced multi-standard programmable circuit, which allows to program different frequency bands, specifications and operating modes, in conformity with the regulations in the country where the product is used. 8 programmable frequency bands are available, as per the below table : SPECIFICATIONS (CH, operating modes, TX power) COUNTRY CODE COUNTRY 40CH AM / FM 4W 01 ITALIA / SPAGNA 36CH AM / FM 4W 02 ITALIA 80CH FM 4W - 12CH AM 1W 03 GERMANIA 40CH FM 4W - 12CH AM 1W 04 GERMANIA 05 EUROPA / FRANCIA 40CH FM 4W - 40CH AM 1W 40CH FM 4W 06 CEPT 40CH FM 4W UK FREQUENCIES INGHILTERRA 07 40CH FM 4W CEPT FREQUENCIES 40CH AM / FM 4W POLISH FREQUENCIES 08 POLONIA



Attention ! This radio has been factory pre-programmed on the CE frequency band (CEPT 40CH FM 4W), since this standard is currently accepted in all the European countries. Please refer to the information table at page 7 (Restrictions on the use of CB transceivers).
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Frequency band selection / programming



This two-way CB radio must be programmed and exclusively used on a frequency band allowed in the country where the product is used. When radio is switched ON, the current programmed frequency band code will be displayed (blinking) for about 3 seconds. To program a different frequency band, proceed as follows : 1) Turn OFF the radio. 2) Press and keep pressed the UP key (7), then turn ON the radio using the OFF/VOLUME knob (9). 3) The current frequency band code will blink on the display (5). 4) Now select the new desired frequency band code by pressing the UP (7) or DN (6) key; during the frequency band selection process, the frequency band code will blink at a faster speed. 5) Press the DN (6) key for about 2 seconds to confirm and store the new selected frequency band code.



Reset To automatically reset the radio to the original factory settings (CE frequency brand), follows the below process : 1) Turn OFF the radio. 2) Press and keep pressed the DN key (6), then turn ON the radio using the OFF/VOLUME knob (9). 3) The CE frequency band code (code 06) will blink on the display (5) for about 3 seconds.



Table of Restrictions on the Use of CB Transceivers (page 17) The following information are to be considered only just as an indication. They are believed to be correct at the time of printing this operating manual. It is however the user’s responsibility to check that, in the country where radio is used, the regulations for the use of CB transceivers have not been modified. User is therefore suggested to contact the local dealer or local authority, in order to check the current regulations for the use of CB transceivers, before operating this product. The manufacturer does not take any responsibility if the product is used in violation of the regulations of the country where the product is used.



Addendum (Updated information on national restrictions) BELGIUM, UK, SPAIN, SWITZERLAND In order to use this transceiver in Belgium, UK, Spain and Switzerland, residence must have an individual licence. Users coming from abroad may freely use the radio in FM mode, while in order to use it in AM mode they must hold a licence released in their own country. ITALY Foreigners arriving in Italy must get an Italian authorization. AUSTRIA Austria does not allow using multi standard programmable CB radios. It is recommended to carefully follow this directives and not to use the product in the Austrian territory. GERMANY Along some border areas in Germany, the radio can not be used as a base station from channel 41 to channel 80. Refer to local authority (notification office) for details.
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Specifications Specifications General English



Channels Frequency range Frequency control Operatine temperature DC input voltage Size Weight



40 FM (refer to the frequency bands table at page 6) 26.315 – 28.105 MHz P.L.L. -10°/+55°C 13.2Vdc ±15% 140 (L) x 37 (A) x 190 (P) mm 750 gr.



Receiver System IF Sensitivity Audio output Audio distorsion Image rejection Adjacent channel Signal/noise ratio Current drain



Double conversion, CPU controlled super-eterodine 1° 10.695 MHz / 2° 455 KHz 0.5uV for 20dB SINAD (FM) 0.5uV for 20dB SINAD (AM) 2.5W 
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Man. M-150 PLUS 

It is recommended to carefully read this owner's manual before using the product. This will also help the ..... 2) Check that the RF antenna coaxial cable is correctly connected. 3). Connect the .... 1.8 KHz Â±0.2 KHz (FM). Impedance ..... 4) Ruotare
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Man. M-760 PLUS 

It is recommended to carefully read this owner's manual before using the product. This will also .... ANL. DW. PA. LCR. UK/CE. M-760 PLUS. UP. DN. MIC/G. RF/G. 1. 4. 2. 3. 5. 9. 15. 11. 12 ..... 1.8 KHz Â±0.2 KHz (FM). Impedance ..... 4) Ruotare il c










 


[image: alt]





Man. M-100 PLUS UK_ITA 

It is recommended to carefully read this owner's manual before using the product. This will also help .... 2. ANL Key. Press the ANL key (2) to enable the ANL (Automatic Noise Limiter) function, in order to reduce electric or ..... 1.8 KHz Â±0.2 KHz 
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Man. M-120 PLUS UK_ITA 

Audio distorsion. 
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Man. M-110 PLUS - CB forumas 

Sep 8, 2005 - EC Certificate of Conformity .... English. Congratulations! Congratulations for selecting and purchasing an INTEK quality ... INTEK M-110 PLUS is a CB transceiver using advanced hardware and software design, it includes.
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lhomme le plus riche de babylone the richest man in 

Get lhomme le plus riche de babylone the richest man in babylon french PDF file ... For one thing, it is environmentally friendlier to read lhomme le plus riche de ...
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Melancholy Man 

Am. Dm7. E. Am. I'm a melancholy man, that's what I am. All the world surrounds me and my feet are on the ground. Am. Dm7. E. Am. I'm a very lonely man, ...
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Seductive Man 

Seductive Man. Traitement du corps et visage avec des produits exclusivement masculins qui dÃ©veloppent et Ã©quilibrent l'Ã©nergie masculine. 115 min / 190â‚¬ + ...
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Hey Man 

Hey Man. ChorÃ©graphe: Darren Bailey. Line Dance : 64 temps - 2 murs. Niveau : DÃ©butant/IntermÃ©diaire. Musique : Hey Man/Kevin Costner & Modern West.
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Nowhere Man 

Doesn't have a point of view,. Knows not where he's going to,. Isn't he a bit like you and me? Nowhere. Gâ™¯m man, please. A listen. You don't. Gâ™¯m know what ...
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Rocket Man 

lone. And i think it's gonna be. A long, long time. Till touchdown brings me. Round again to find. I'm not the man they think. I am at home. Woh no, no, no.
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Lover Man 

Dm7 G7 Gm7 C7. Gm7 C7 F7 9. B 7. A m7 D 7 Gm7 C9sus4 FMaj7. Em7 5 A7 9. A. B. A. 1. Lover Man. Jimmy Davis. Roger, Ramirez &. Jimmy Sherman.
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irrational man 

He next co-starred with Liv Tyler, Billy Crudup and. Jennifer ... In 2006, Phoenix was hailed for his performance as legendary singer-songwriter Johnny Cash.
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Irrational Man 

University standing in for the fictional Braylin College. ..... He also owns the Royal Blues Hotel and Restaurant in Florida, and plays an active philanthropic.
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MAN Poids 7.26 kg MAN Javelot 800 gr MAN 4x100 m 

Panguere Lebrun. Wilfried. 86. FRA Doubs Sud. Athletisme. DNF. MAN Poids 7.26 kg. Rang. Nom. Année de naissance Pays. Société. Performance Remarque.
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a passionate man 
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21st Century Schizoid Man 

Politicians' funeral pyre. Innocents raped with napalm fire. Twenty first century schizoid man. C Aâ™¯ C Dâ™¯ Aâ™¯ Cm F Fâ™¯ G. C Aâ™¯ C Dâ™¯ Aâ™¯ Cm F* Fâ™¯* G*.
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DEAD MAN WALKING 

With 2 ST5 and 4 MA7 players you can outbash and/or run circles around most opponents. You will not be passing the ball much if at all but you will win a lot.
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Watermelon Man - Saxovince 

Watermelon Man. PLAY 8 CHORUSES (1-96). By Herbie Hancock. F blues scale may be used extensively. Play with even-eighths "rock feel." Rhythmic ...
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This Old Man Ideas 

CSTL 2005-2006 Images taken from Microsoft Office Clip Art. This Old Man Ideas. Ideas for Using the Song â€œThis Old Manâ€�. Audio Source. â–« Album: Wee Sing ...
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man up – biographies 

Shaun Of The Dead, Hot Fuzz and The World's End. “I wrote it very much with Big Talk in mind ... “There were names in the air but it didn't .... like a comedy version of After Hours,” says Bell, citing the Martin Scorsese cult classic, in ..... Steph
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The Tenth Man 

his love for writing was found. Attended Oxford ... â€œHe will be missed all over the world. ... -Drama. Moral issues within the book: -Giving up your life to benefit another. -Giving up your possessions. -Don't take advantage of those 'below' you.
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Man-Powered Aircraft 

European Airways and has done much aviation writ- ing. We should like to ... to be that, since it has not yet been done, it never can be done. The assumptions ... designed to try to win a prize offered in 1933 for the first man-powered flight in a ..
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Man-Powered Aircraft 

to most people, but what must not be forgotten is that the chap who ... But full freedom of action the glider has not, and never can ... on next page). SPORT AVIATION 15 ... We can deal with the problem ..... The answer about 10 years ago was ...
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