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MD1.3 2A Dual Motor Controller SKU DRI0002 - RobotShop

It is easy to control, using LGS's outstanding high-power motor driver chip, the ... Drive Type: Dual high-power H-bridge driver. â€¢ Module ... Detailed Descriptions. 
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MD1.3 2A Dual Motor Controller SKU DRI0002



MD1.3 2A Dual Motor Controller (SKU: DRI0002)



Introduction This is a 4.8-46V, 2A Dual Motor Controller which is the revised version of the DF-MDV1.0. Its performance has been improved greatly. It can bear larger current due to the increased haetsink dissipation. It is easy to control, using LGS's outstanding high-power motor driver chip, the L298N. This chip allows for direct drive of two bi-directional DC motors, and incorporates high-speed short diodes for protection. Drive current up to 2A per motor output. The driver uses a broad-brush design to reduce wire resistance.



Specifications • • • • • • • • • • • •



The logic part of the input voltage: 6 ~ 12V Driven part of the input voltage Vs: 4.8 ~ 46V The logical part of the work current Iss: 36mA Drive part of the operating current Io: 2A Maximum power dissipation: 25W (T = 75 degree Celsius) Control signal input level: High level: 2.3V = Vin = Vss Low:-0.3V = Vin = 1.5V Operating temperature: -25 degree Celsius ~ +130 degree Celsius Drive Type: Dual high-power H-bridge driver Module Size: 47 mm × 53mm Module Weight: About 29g



Pin Out



DRI0002 Pinout



Detailed Descriptions Motor Terminal The terminals are used to connected to the motors, which labeled "+" and "-" representing motor polarity.



LED PWM: Power LED Motor Status LED: Motors work normally, thus the lED will light up.



Power



VD: Power Supply 6.5V~12V; VS: Motor Power Supply 4.8～46V; GND: The common ground of Logic Power Supply and Motor Supply



Supply Switching Jumper



When jumper is shorted, logic power supply voltage is the same as the motor power supply. If motor power supply is less than 12V，you can set jumper shorted. If motor power supply is more than 12V, dont't short jumper!



Motor Control Pins E1,E2: Motor Enable Pin（PWM Control） M1,M2: Motor Signal Pin. Eg: M1 = 0,the motor rotates in forward direction. M1 = 1,the motor rotates in back direction. E
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PWM



LOW/HIGH



Speed



注: LOW = 0; HIGH = 1; PWM = 0~255



Tutorial This tutorial shows you how to use l298N motor drive shield to drive two DC motors.



Connection Diagram



Connection Diagram



Sample Code // # Editor : Lauren from DFRobot 1 // # Date : 17.02.2012 2 3 // # Product name: L298N motor driver module DF-MD v1.3 4 // # Product SKU : DRI0002 5 // # Version : 1.0 6 7 // # Description: 8 // # The sketch for using the motor driver L298N 9 // # Run with the PWM mode 10 11// # Connection: 12// # M1 pin -> Digital pin 4 13// # E1 pin -> Digital pin 5 14// # M2 pin -> Digital pin 7 15// # E2 pin -> Digital pin 6 16// # Motor Power Supply -> Centor blue screw connector(5.08mm 3p 17connector) 18// # Motor A -> Screw terminal close to E1 driver pin 19// # Motor B -> Screw terminal close to E2 driver pin 20// # 21// # Note: You should connect the GND pin from the DF-MD v1.3 to your MCU 22controller. They should share the GND pins. 23// # 24 25int E1 = 6; 26int M1 = 7; 27int E2 = 5; 28int M2 = 4; 29 30void setup() 31{ 32 pinMode(M1, OUTPUT); 33 pinMode(M2, OUTPUT); 34 } 35 36 void loop() 37 { 38 int value; 39 for(value = 0 ; value 
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Motor Controller 

May 29, 2008 - If you have any problems during this operation restart your computer and redo the installation process ... Total Vehicle Distance: it's the mileage of the bike. ... Left Brake: it simulates the pulling of the left brake lever. ... To u
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Dual Zone CO2 Controller 

CÃ¢ble rÃ©seau / Cable de red. Telephone cable. CÃ¢ble tÃ©lÃ©phonique / Cable telefÃ³nico. 4. 5. 6. Rev. 3.0. ContrÃ´leur de CO. 2 Ã  2 zones. Controlador de CO. 2 de 2 zonas. Please visit www.grozonecontrol.com for application notes and new product 
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MultiModeâ„¢ MOTOR CONTROLLER - Vinnig 

Like all Curtis motor controllers, the 1244 offers superior operator control ..... The ET-XXX can be integrated into a control head to provide wigwag-style ...... should be cut back to prevent damage to batteries and other electrical system.
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MultiModeâ„¢ MOTOR CONTROLLER - Vinnig 

The 1244 controller can also be specified to be ... Controller is programmable to provide throttle control of motor speed, ... Disconnect the motor or jack up the vehicle and get the drive wheels off the .... threads, resulting in loose connections. 
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Arduino Motor Shield (L298N) (SKU:DRI0009) - RobotShop 

Jul 3, 2014 - power supply to power the motor shield. Logic Control Voltageï¼š5V (From Arduino). Motor Driven Voltageï¼š4.8ï½ž35V (From Arduino or External ...
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dc electric motor controller .fr 

solutions for electric vehicles are available to meet the ... The systems are ... variable speed motor controls can be used on battery powered electric vehicles.
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SKU 1176005 

PLEASE READ THE INSTRUCTIONS CAREFULLY. THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE INSTALLATION CODE ...
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SKU 1215019 

Issue: 1 16.03.2016. FUSE. 7772 / SKU 1215019. P.01 /02. LIRE ATTENTIVEMENT LES INSTRUCTIONS AVANT DE COMMENCER LE MONTAGE. CE PRODUIT DOIT ÃŠTRE INSTALLÃ‰ SELON LE CODE D'INSTALLATION PERTINENT, PAR UNE PERSONNE QUI. CONNAÃŽT BIEN LE PRODUIT ET SON 
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SKU 1318006 

CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT BRANCH CIRCUIT CONDUCTOR. CE PRODUIT DOIT ÊTRE INSTALLÉ SELON LE CODE ...










 


[image: alt]





CNC TB6560 3 Axis Stepper Motor Controller 

ST6560-T3 3axis mach3 cnc Stepper Motor Controller operation instruction. 1. ST6560-T3 3axis mach3 ... â…¡ã€�Applicationsï¼š . ..... Fig 9 eight-wire stepper motor connection. Notes:Motor A+ ... The panel of IFS-6560T3-N axis match with two and four-
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dual full-bridge pwm motor driver - Fribotte 

A PHASE input to each bridge determines load current direction ... prevent cross-over currents when switching current direction. Special power-up sequencing is ...
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SKU 1215xxx 

Issue: 2 27.01.2017. FUSE. SKU 1215xxx. P.01 /02. LIRE ATTENTIVEMENT LES INSTRUCTIONS AVANT DE COMMENCER LE MONTAGE. CE PRODUIT ...
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SKU 1215xxx 

PERSON FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF THE ... ELECTRICIAN TO ENSURE CORRECT BRANCH CIRCUIT CONDUCTOR.
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SKU 1215xxx 

1. 2. 4. 3. 5. Issue: 2 27.01.2017. P.02 /02. TURN OFF POWER! COUPEL LE COURANT! STROM ABSHALTEN! CORTE CORRIENTE! GROUND.
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SKU 1215020 

Issue: 1 16.03.2016. FUSE. 7773 / SKU 1215020. P.01 /02. LIRE ATTENTIVEMENT LES INSTRUCTIONS AVANT DE COMMENCER LE MONTAGE.
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SKU 1318007 

LIMA. 7307 / SKU 1318007. Issue: 2 16.05.2018. P.01 /02. Please read the instructions carefully. EN. F. Lire attentivement les instructions avant de commencer ...
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DUAL FULL-BRIDGE PWM MOTOR DRIVER 

-0.3 V to V. CC. +0.3 V. Output Emitter Voltage ..... 5.33. MAX. 1.77. 1.15. 0.39. MIN. 0.558. 0.356. 2.54. BSC. 0.13. MIN. 3.81. 2.93. 13. 32.51. 31.24. NOTE 1. 6. 7 ...
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SKU 1318005 

LIMA. 7305 / SKU 1318005. Issue: 2 16.05.2018. P.01 /02. Please read the instructions carefully. EN. F. Lire attentivement les instructions avant de commencer ...
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KIT_Manual_FunJet_ULTRA5 Sprachen_25_02_2010.p65 - RobotShop 

Entre los vuelos hay que comprobar cuidadosamente la temperatura del motor con el dedo y dejar que el motor se enfrÃe antes de volver ...... que pueda estar detrÃ¡s del modelo). ... Durante el vuelo suele ser necesario trimar hacia abajo. Tras.
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datasheet general features - RobotShop 

ORIGINAL DESIGN. BASED ON: Hall effect sensors. dsPICS microcontrollers ... using custom OpenEm- bedded based distribution. C++, Urbi script, Python, .Net.
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ac manual motor controller without overload protection 30a, 600 vac 

COUPLE DE 16POUCES LIVRE (1.8 Nm). Remarque: ORIENTER L'INTERRUPTEUR. COMME INDIQUE. D. PLACER ET INSTALLER L'INTERRUPTEUR.
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Switched Mode Controller for DC Motor Drive - Fribotte 

Oscillator Charging Current (Pin 18). .... and discharging current source, a current source set ter- minal ... lSET terminal to develop the capacitor charging current.










 


[image: alt]





Brushless Motor speed controller Manual - Les Dauphins MJC Claix 

25A: max current 30A, continuous current 25A for 10 minutes. 30A: max current 35A, ... Temperature protection, shutdown if the surface temperature reaches 110.










 


[image: alt]





ac manual motor controller without overload protection 30a, 600 vac ... 

DISREGARD TERMINALS â€œT2â€�, â€œL2.â€� TIGHTEN ALL SCREWS WITH 16 IN. LBS. OF TORQUE (1.9 Nâ€¢m). Note: ORIENT SWITCH AS SHOWN. D. POSITION AND ...










 














×
Report MD1.3 2A Dual Motor Controller SKU DRI0002 - RobotShop





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



