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Parameters for CElixir Methods using an Agilent 3D Capillary Electrophoresis Instrument Easy to Apply Instructions It is very easy to set up a method in the Agilent 3D CE Instrument. Using the following parameters, enter information into your unit using our sample method. Method Information: Generic CElixir Method Run Time Checklist: Pre run Cmd/Macro: Data Acquisition: Standard Data Analysis: Customized Data Analysis: Save GLP Data: Post run Cmd/Macro: Save Method with Data:



Off On Off Off Off Off On



HPCE Mode: CE+p Home Values: Lift Offset: Cassette Temperature: Inlet Home Vial: Outlet Home Vial:



4 25.00ºC 4, CElixir Accelerator 5, CElixir Accelerator



Replenishment and Pre-conditioning: Selected: Serial Processing Replenishment Entries: No replenishment used Pre-conditioning Entries: Function



Parameter



1. HIFLUSH 2.0 bar, 0.0 kV, 1 minute Inlet: Vial #1 (0.1N NaOH) Outlet: Vial #7 (waste) 2. HIFLUSH 2.0 bar, 0.0 kV, 1.00 minute Inlet: Vial #2 (CElixir Initiator Solution (A)) Outlet: Vial #7 (waste)
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3. HIFLUSH 2.0 bar, 0.0 kV, 2.00 minutes Inlet: Vial #3 (CElixir Accelerator Solution (B)) Outlet: Vial #7 (waste) Post Condition Entries: No Post conditioning used Electric: (limits) Electric: Polarity: Voltage: Current: Power: Low Current Limit:



On Positive 15.00 kV 100.0µA System Limit 0.0µA (can be set to 0.1µ)



Injection Table Entries: Function



Parameter



1. Pressure 50.0 mbar, 5.0 seconds, Inlet: Vial # N*: Injection Vial Outlet Vial; 5: CElixir Accelerator *Can be any vial number with dissolved analytes in them. If you dissolve in CEwater you will enjoy benefits of stacking. If you dissolve samples in CElixir you will not.



2. Pressure 50.0 mbar, 1.0 second, Inlet: Vial # 6 (Water) Outlet: Vial# 5: CElixir Accelerator Store Data Options: Collect Collect Collect Collect Collect



Voltage: Current: Power: Pressuret: Temperature:



No Yes No No No



Time Entries: Stop time: 25.00 minutes Post time: Off Time Table: Time (minutes) Function Parameter Voltage 0.00 kV 0.00 Voltage 15.00 kV 1.00 Diode Array Detector Settings: Stop time: Post time: Response time: Peak width: Pre run Auto balance: Post run Auto balance:
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25.00 minutes Off 0.1 second 
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pH changing when moving to the acidic range. Start with the CElixirâ„¢ Accelerator Solution (B) pH 2.5. CElixirâ„¢. Accelerator Solution is used as your run buffer ...
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Vials# 29, 31 â€“ CE grade Water. 4. Vial# 32 â€“ CElixir ... Stop Collecting data at the end of your run, for example 15.0 minutes. Rinse. 10. ... 11. Using pressure, run CEwater through the capillary using Inlet Vial#29 and Outlet. Vial# 10 for 0.5
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APPA TECHNOLOGY CORPORATION -- Multimeter ... - Contrails 

APPA36RII. AC Current: Range: 400A, 600A. Resolution: 100mA. Basic Accuracy: (1.9%+5d). Overload Protection: 800A. Conversion Type: Average Sensing ...
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Assistant Engineer (contractors) _ Airoha Technology Corporation 

Application Engineer. (ALS / PS). (Taipei) Software ... Application Engineer. Android testing time ... 2 cooked MS-Excel operations. 3 patience and careful.
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Software development engineer _ Airoha Technology Corporation 104 

tuning software development tools, automated validation ... Embedded Wireless Firmware Engineer. Product ... C & C + + Programming Starter 0125. C.NET ...
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ANP - Microsolv 

and a Agilent 6210 MSD TOF mass spectrometer was used (Figure 2). Experimental ... LC/TOF instrument configuration. Figure 1. Topology Of Silica B And ...
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CHEMICAL SOLUTIONS, Inc. - Microsolv 

A CD with the Excel-based Template program, along with electronic copies of the manuals and ... For manual flow rate qualification, a typical range for an analytical HPLC ..... enable the Macros, by setting the security level to Low or Medium.
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applica tion notes - Microsolv 

Description. APP A44. APPLICA. TION. NOTES. Method Conditions. Column: ... retention higher percentages of water in the mobile phase can be used. The diminished hydrophobicity is shown in Table 1. For more information visit www.
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applica tion notes - Microsolv 

40018-75P. Cogent Bidentateâ„¢ C18 HPLC Column, 4Âµm \,100A 4.6mm x 75mm. Cat. ... Solvent A: 100% DI water + ... 1mg of the compound dissolved in 1 mL.
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CElixir pH - Microsolv 

tion There is no need to filter any of the CElixir Solution (A) before coating ... celerator Solution (B) can be used as your sample diluent but you must be careful to ...
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CHEMICAL SOLUTIONS, Inc. - Microsolv 

Welcome to the PQ Kit! These instructions are designed to help you to quickly familiarize yourself with the procedures needed to fully qualify your HPLC using ...
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applica tion notes - Microsolv 

Mass Spec: Atmospheric Pressure. Chemical Ionization in positive mode: APCI+ Single Ion Monitoring. Discussion. Two proprietary compounds, which are ...
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applica tion notes - Microsolv 

Cogent Bidentateâ„¢ C18 HPLC Column, 4Âµm,100A 4.6mm x 75mm. Cat. No. Description ... The use of a Cogent Bidentateâ„¢ C18 column in RP-HPLC mode was.
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ESI â€“ pos - Agilent 6210 MSD TOF mass spectrometer. Discussion ... can be used for accurate determination of NT and metabolites in biological samples for ...
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LC-MS method for analysis of trace levels of melamine. Excellent ... ESI â€“ pos - Agilent 6210 MSD TOF MS. ... when using LC-MS on standard HPLC columns.
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Flow rate: 400ÂµL/min. Peaks (Compounds): 1. Maleic acid 115.0031 m/z (M-H)-. 2. trans- Aconitic acid 173.0086 m/z (M-H)-. 3. Citric acid 191.0192 m/z (M-H)-.
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applica tion notes - Microsolv 

(5 mg/mL (free base) of each dissolved in the mobile phase). Detection: Mass Spec: Atmospheric Pressure. Chemical Ionization in positive mode: APCI+ Single ...
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UDC-Cholesterol - Microsolv 

Log P values provides a measure of hydrophilic vs. hydrophobic nature of your compound and the UDCâ„¢ Cholesterol column. Method Development Users ...
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Tobramycin by LCMS - Microsolv 

Uracil (m/z 113), Tobramycin (m/z 468). 1 mg/L of each dissolved in DI water. Detection: Mass Spec: Atmospheric Pressure. Chemical Ionization in positive mode ...
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CElixir pH - Microsolv 

For these compounds, CElixir-SDS should be considered as an alter- .... Methanol, Ethanol, Acetonitrile, Isopropanol Methoxyethanol, Ethylene Glycol. Run.
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Caps Designed for - Microsolv 

To Order Call: 1-732-578-1777 or Order online @ www.mtc-usa.com. 2. For Most ... Terms are net 30 days for cus- .... These center .... Q Analytical Glossary.
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What is CElixir.cdr:CorelDRAW - Microsolv 

use pH as a solubility tool, a selectivity tool or as a sample matrix option to retain the biological activity of your ... Save Money buying solvents and disposal costs.
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HPSâ„¢ C18 - Microsolv 

tures (such as long chain or multi ring hydrocarbons) and small for compounds with highly polar groups. Log P values provides a measure of hydrophilic vs.
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applica tion notes - Microsolv 

Cogent Bidentate C18 HPLC Column, 100Ã…, 4Âµm, 4.6 x 75 mm, Standard End Fittings. Cat. No. ... refraction indices between solvent A and solvent B in gradient ...
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