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POWER-G MODEM TRANSCEIVER MODULE Installation ... - FCC ID

simple access to the wireless devices. Its main application is an RF interface in a security system that communicates PG messages. The transceiver features UART and USB ports that can be applied to the host of Control panel. Mechanical support and ... Operating temperature: -10 +55 deg. C. Dimensions: 61x25x7mm. 3. 
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POWER-G MODEM TRANSCEIVER MODULE WIRELESS TRANSCEIVER MODULE



1. INTRODUCTION The Power-G Modem is a wireless transceiver designed for providing simple access to the wireless devices. Its main application is an RF interface in a security system that communicates PG messages. The transceiver features UART and USB ports that can be applied to the host of Control panel. Mechanical support and electrical connections are obtained by mounting the modem on 8-pins connector and fastening it with the screw.



2. SPECIFICATIONS Frequency band: 912-919 MHz Bandwidth: 118 kHz Data rate: 50 Kb/s Communication interface: UART or USB Antenna input: Coaxial connector U. FL-R-SMT-1(60) – Herose Supply voltage: 3.3V +/-5% Transmit current consumption: -150mA Operating temperature: -10 +55 deg. C Dimensions: 61x25x7mm



Installation Instructions – Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. – Consult the dealer or an experienced radio/TV technician for help. Cet équipement a été testé et jugé conforme aux limites s’appliquant à un appareil numérique de classe B, conformément à la Partie 15 des réglementations de la FCC. Ces limites ont été élaborées pour offrir une protection raisonnable contre les interferences nuisibles dans une installation résidentille. Cet équipement génère, utilize et peut émettre de l’énergie de fréquence radio et, s’il n’est pas installé et utilize conformément aux instructions du fabricant, peut provoquer des interférences dangereuses pour les communications radio. Toutefois, rien ne garantit l’absence d’interférences dans une installation particuliére. Si cet équipement provoque des interférences nuisibles au niveau de la réception radio ou television, ce qui peut étre determine par la mise hors, puis sous tension de l’équipment, vous étes invite à essayer de corriger les interferences en pregnant les mesures suivantes: • Réorientez ou déplaces l’antenne réceptrice. • Augmentez la distance qui sépare l’équipement et le récepteur. • Branchez l’équipement à une prise d’un circuit different de celui auquel est branché le récepteur. • Consultez le revendeur ou un technician radio/television expérimenté pour obtenir de l’aide



3. COMPLIANCE WITH STANDARDS USA: FCC 47CFR Part 15 Canada: IC RSS-247



4. INSTALLATION



Visonic Ltd. P/M/N: Power-G Modem FCC ID: WP3RFDQOL IC: 1467C-RFDQOL Note: When this module is placed in other devices, the exterior device label should include the following: “Contains FCC ID: W3PRFDQOL”. This device complies with Part 15 of the FCC Rules and RSS-247 of ISED. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation. Le présent appareil est conforme aux CNR d'ISED applicables aux appareils radio exempts de licence. L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en compromettre le fonctionnement. To comply with FCC and IC RF exposure compliance requirements, the device should be located at a distance of at least 20 cm from all persons during normal operation. The antennas used for this product must not be co-located or operated in conjunction with any other antenna or transmitter. Le dispositif doit être placé à une distance d'au moins 20 cm à partir de toutes les personnes au cours de son fonctionnement normal. Les antennes utilisées pour ce produit ne doivent pas être situés ou exploités conjointement avec une autre antenne ou transmetteur. NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures: – Reorient or relocate the receiving antenna. – Increase the separation between the equipment and receiver.



D-306734



Figure 1



INTERNET: www.visonic.com ®VISONIC LTD. 2016



Power-G Modem Transceiver Module



D-306734 (Rev 0. 01/17)



1



























des documents recommandant







[image: alt]





CrestronCWD07234 Two-Way RF Transceiver Module ... - FCC ID 

listed below with the maximum permissible gain and required antenna impedance for each antenna type indicated. Antenna types .... Crestron Electronics, Inc.
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Installation Guide AC Radio Module - FCC ID 

undesired operation. This equipment has been tested and found to comply with the limits for Class B Digital Devices, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference when th
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ac Module AM7520 - FCC ID 

accordance with the instructions, may cause harmful interference to radio communications. ... Consult the dealer or an experienced radio/TV technician for help. .... Chapter 1: I ntroduction. Description. The AM7520 is an 802.11ac/b/g/n 2.4G+5G USB m
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Installation Guide - FCC ID 

L/A terminal sends continuous output when thermostat is set to EM HEAT mode, .... "A" or "L/A" terminal must be configured for Economizer in the installer setup. These terminals are powered by the cooling transformer. (Rc terminal). Terminal AUX 2 is
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fcc warning professional installation instruction - FCC ID 

18 juil. 2016 - may lead to the violation of FCC/IC limit and is prohibited. Installation procedure. Please refer to user's manual for the detail. w Warning: Please carefully select the installation position and make sure that the final output power 
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quick installation guide - FCC ID 

If you have a D0Link Cloud Router, you can take advantage of Zero Configuration Setup. This feature automatically configures your camera,s settings for you and adds it to your mydlink account. If you do not have a D.Link Cloud Router, you can use the
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Installation & Quick Start - FCC ID 

(See APP setup procedure for phone mode settings). * Set up backlight and service reminder when entering the setup mode the second time. Lorsque vous ...
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LBWA1ZZ1CA Installation Manual - FCC ID 

15 mars 2016 - Class II permissive change application is necessary using the SAR report. Please contact Murata. Les connaissances scientifiques dont nous disposons n'ont mis en Ã©vidence aucun problÃ¨mede santÃ© associÃ© Ã  l'usage des appareils sans
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Professional installation instruction - FCC ID 

Use only the antennas which have been approved by the applicant. The non-approved antenna(s) may produce unwanted spurious or excessive RF transmitting ...
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INTERPRETER2 Installation Instructions - FCC ID 

24 avr. 2016 - expressly approved by Master Meter could void warranty and the user's authority to operate the equipment. ... to radio or television reception, which can be determined by turning the equipment off and on, the user is ... The installati
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Installation & Quick Start - FCC ID 

(See APP setup procedure for phone mode settings). * Set up backlight and service reminder when entering the setup mode the second time. Lorsque vous ...
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Bluetooth Module: BT12A User Manual - FCC ID 

Regulatory Information. USA-Federal Communications ... for compliance could void the user's authority to operate the equipment. Labeling. System integrators ...
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IPH-1062_BLE Module rev - FCC ID 

or systems Targeting Compliance with worldwide radio frequency s : ETSI EN 300 328 and EN 300 440 Class 2 ... band Automation, Including Auto-Acknowledgment and Address. Relevant Registers in All Power Modes .... uct can be kept as far as possible fr










 


[image: alt]





Regarding the operation, refer to the transceiver instruction ... - FCC ID 

L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en comprome
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FCC Statement - FCC ID 

This equipment generates, uses, and can radiate radio frequency energy, and if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will n
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Vive Wireless Receptacle Installation (0301825a) - FCC ID 

HUBBELL Wireless Load Control Receptacle. Installation Instructions. English. EspaÃ±ol. FranÃ§ais. Prise sans fil HUBBELL instructions d'installation. ReceptÃ¡culo inalÃ¡mbrico HUBBELL. Instrucciones de InstalaciÃ³n. Important Notes: Please read befo
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fcc warning - FCC ID 

The power door locks will cycle when you have successfully entered ... If programming has failed, repeat this procedure from the beginning. ... Changes or modifications not expressly approved by Dorman Products Inc. could void the user's ...
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DATASHEET TiWi-uB1 Bluetooth Smart (BLE) Module - FCC ID 

Multiple Configuration Options o Single-Chip Configuration, Allowing. Applications to Run on CC2541 o Network Processor Interface for. Applications ... Do you need help with your host board? LS Research Design Services will be happy to develop custom
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FCC Part 15 - FCC ID 

licence. L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en
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ALPINE AFT-RW404 WI-FI Module - FCC ID 

brouillage radioelectrique subi, meme si le brouillage est susceptible d'en compromettre le fonctionnement. The following label must be displayed on the outside of the device in which this module is installed: “Contains FCC ID: A269ZUA143”. “Contains
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Operation Guide for Operation Guide for FANW Module - FCC ID 

Operation Guide for. 1. Product Overview. FANW wireless module is a proprietary. Automotive Systems, Inc. The modem. (DCMs) designed and produced by Conti installed into vehicles during the OEM's without use of special tools. Primary connections to T
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Scanned Document - FCC ID 

instructions. When end-user instructions are required, as in the case of this product, the grantee must notify the OEM to notify the end-user. Robert Bosch Corporation will supply this document to the reseller/distributor dictating what must be inclu
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door sensor - FCC ID 

batterie CR2450. COMPATIBILITÃ‰ DU CAPTEUR DE PORTE. Visiter www.LiftMaster.com/door-sensor ou www.chamberlain.com/door-sensor pour prendre connaissance des produits compatibles avec ce capteur de porte. DÃ‰TECTEUR SUR PORTE. MODÃ‰LES MYQ-G0302, 821L










 


[image: alt]





MoCA - FCC ID 

Read me first! Lisez-moi d'abord! QUICK START GUIDE. GUIDE DE DÃ‰MARRAGE. HT-EMN3. 1. STEP/ Ã‰TAPE. Check the box contents/ VÃ©rifier le contenu de la boÃ®te. Look in the box and make sure you have the following: Regardez dans la boÃ®te et assurez-vo
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