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Proportional DC Valves Accessories Plugs - Parker Hannifin

D*FP*5. Description. Order No. IEC 61076-2-101 M12 / 4 + PE. 5004109. Description. Order No. ... to DIN 24340-A16, size NG16/CETOP07. With * marked ... 
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Catalogue HY11-3500/UK



Plugs



Proportional DC Valves Accessories



Solenoid connector D*FB, D*FC, D*1FW, D*1FS Description



Variation



Order No.



EN 175301-803 2+PE EN 175301-803 2+PE EN 175301-803 2+PE EN 175301-803 2+PE



PG 9 black B PG 9 grey A PG 11 black B PG 11 grey A



5001710 5001711 5001716 5001717



3



Feedback connector D*FC, D*1FS Description



Order No.



IEC 61076-2-101 M12 / 4 + PE



5004109



Description



Order No.



IEC 61076-2-101 M12 / 4 + PE



5004109



Description



Order No.



EN 175201-804 6 + PE



5004072



Description



Order No.



EN 175201-804 11 + PE



5004711



Monitor switch connector D*1FW / D*1FT / D*1FS / D*1FH



Central connector D1FT / D*1FT / D*1FH / D*FP*0



Central connector D*FP*5



access03_UK.INDD CM



3-101



Parker Hanniﬁn GmbH & Co. KG Hydraulic Controls Division Kaarst, Germany



Mounting Patterns



Proportional DC Valves Accessories



to DIN 24340-A6, size NG06/CETOP03



to ISO 10372-04-04-0-92, size 04



to DIN 24340-A10, size NG10/CETOP05



to DIN 24340-A16, size NG16/CETOP07



With * marked dimensions ± 0.1mm. All other dimensions ± 0.2mm.



Subplates and manifolds see chapter 12.
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Parker Hanniﬁn GmbH & Co. KG Hydraulic Controls Division Kaarst, Germany



Catalogue HY11-3500/UK



Mounting Patterns



Proportional DC Valves Accessories



to DIN 24340-A25, size NG25/CETOP08



3



to DIN 24340-A32, size NG32/CETOP10



With * marked dimensions ± 0.1mm. All other dimensions ± 0.2mm.



Subplates and manifolds see chapter 12.
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Parker Hanniﬁn GmbH & Co. KG Hydraulic Controls Division Kaarst, Germany



Catalogue HY11-3500/UK



Notes
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Parker Hanniﬁn GmbH & Co. KG Hydraulic Controls Division Kaarst, Germany
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Pressure Valves Accessories Plugs 

Threaded cable joint. Body colour coding. Figures switching. Order no. Plug DIN 43650, design type AF, protection class IP 65 ... diodes against power peaks.
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Flow Control Valves ... - Parker Hannifin 

INDD RH. Characteristics. Block diagram. Parker electronic modules series PCD00A-400 for rail ... RS 232C, DSub 9p. male for null modem cable. EMC.
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E-Module for Proportional Valves Series PWD00A ... - Parker Hannifin 

Compatible to the relevant European EMC standards. â€¢ Comfortable interface, see Parker freeware: www.parker.com/euro_hcd â†’ Services â†’. Downloads ...
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Direct Operated Proportional DC Valve Series ... - Parker Hannifin 

The proportional directional valves 4DP02 of the nominal size NG10 (CETOP 05) are offered under ... Kaarst, Germany. 3. Technical Data. General. Design.
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SAE Flange Valves Accessories Bolt kits - Parker Hannifin 

R5V06-6. Â¾". 60. 21. 3/8"-16 x 3Â¾". BK-358-16350-0. R5V08-6. 1". 60. 25. 7/16"-14 x 3Â¾". BK-358-18350-0. R5V10-6. 1Â¼". 75. 27. 1/2"-13 x 4Â½". BK-358-20380- ...
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Manifolds, Subplates Accessories Bolt Kits - Parker Hannifin 

Hydraulic Controls Division. Kaarst, Germany. Manifolds, Subplates. Accessories. 12 access12.INDD RH. Bolt Kits. Ordering code. Description. Material. BK 300.Missing:
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Contents Chapter 3: Proportional DC Valves 

DIN 24340 / ISO 4401 / CETOP RP121 / NFPA .... DIN NG6 / CETOP 03 / NFPA D03 ... 3-14. 4DP01-4DPE01_UK.INDD CM. Direct Operated Proportional DC ...
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Check Valves Series SPR (Parker), C4V (Denison ... - Parker Hannifin 

Nominal flow. [l/min]. 150 ... Technical data. C4V10 ... Nominal size. 5. Max. pressure. 350 bar. 3. Subplate mounting. The Denison model code is avail- able for ...
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Contents Chapter 3: Proportional DC Valves 

Hydraulic. Max. operating pressure. [bar]. [bar]. Ports P, A, B 350;. Port T 250. Fluid. Hydraulic oil as per DIN 51524...535, other on request. Fluid temperature.
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2 Way Proportional Flow Control Valve Series DUR ... - Parker Hannifin 

Hydraulic Controls Division. Kaarst, Germany ... hydraulic actuator (cylinder, hydraulic motor). The load ... oil flow remains constant. In combination with the ...
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2 Way Slip-In Cartridge Valves Combination ... - Parker Hannifin 

2 Way Slip-In Cartridge Valves. Combination Examples. Pressure relief valve with screw-in cartridge. Shown orifice Ã˜ and springs are recommendations.
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Proportional Throttle Valve Series F5C (Denison) - Parker Hannifin 

Nominal size. 06. SAE Â¾". 08 ... Nominal size. Code Pilot flow. Max. response omit. 1 l/min. 350 ms. A. 2 l/min. 250 ms ... Technical Data / Characteristic Curves.
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Threaded Check Valves Series RK, RB ... - Parker Hannifin 

Hydraulic Controls Division. Kaarst, Germany. Threaded Check ... unrestricted. Fluid. Hydraulic oil in accordance with DIN 51524/51525. Viscosity permitted.
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2 Way Slip-In Cartridge Valves Combination ... - Parker Hannifin 

comb-2way-check.INDD RH. 2 Way Slip-In Cartridge Valves. Combination Examples. 2 Way Function. 2 way seat valve, flow A B. 2 way seat valve with stroke ...
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(Parker), R4U (Denison) - Parker Hannifin 

Catalogue HY11-3500/UK. Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division. Kaarst, Germany ..... Minimum pressure curve. 1). The performance ...
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D1VW poscontr_UK.indd - Parker Hannifin 

The fail-safe position of the directional valve during power ... With electrical connections the protective conductor (PE W) must be connected according to the ...
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PRP VMK - Parker Hannifin 

Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division ... Hydraulic. Fluid mineral oil (other fluid on request). Fluid temperature. [Â°C] -20 ... +80. Viscosity ...
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9MV Characteristics ... - Parker Hannifin 

400-2. 11. Characteristics / Ordering Code. Ordering code. Ap/Q curves. Manatrol needle valve, optional with 30Â° poppet, V-notch, or rectangular slot. The form ...
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D1VW 8W_UK.indd - Parker Hannifin 

2-21. Catalogue HY11-3500/UK. Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division. Kaarst, Germany. D1VW 8W_UK.INDD CM. 2. Characteristics.
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Direct Operated Proportional DC Valves Series 4DP01, 4DPE01 

DIN NG6 / CETOP 03 / NFPA D03 ... DIN 24340 / ISO 4401 / CETOP RP121 / NFPA ... 3-14. 4DP01-4DPE01_UK.INDD CM. Direct Operated Proportional DC ...
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D1VW stand_UK.indd - Parker Hannifin 

DIN 24340 A6 / ISO 4401 / CETOP RP 121-H / NFPA D03. Mounting ... 14. 15. 16. 21. 22. 31. 32. 76. 78. 81. 82. 102. 2 position spools. Code. Spool type a b. 20.
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Ordering ... - Parker Hannifin 

[bar] 0.35 (standard). Material. Body ASTM 12L14 steel. Poppet ASTM 416 stainless steel. Guide ASTM 416 stainless steel. Spring ASTM 316 stainless steel.
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Installation - Parker Hannifin 

a considerable effect on the service life of the hydraulic ... Drain lines are not to be crimped, and if possible, at a .... Manual override of the solenoid requires a.
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Liasse fiscale PARKER HANNIFIN MANUFACTURING 

VJ. VK. TOTAUX. Ã‰TAT DES DETTES. Montant brut. 1. A 1 an au plus. 2. A plus d'1 an et 5 ans au plus. 3. A plus de 5 ans. 4. Ã‰tat et autres collectivitÃ©s.
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