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Up to six 100 watt transformers or three. 300 watt transformers can mount to the panel. 100 watt and. 300 watt transformers can be mixed and matched. Some. 

















 Télécharger le PDF 






 57KB taille
 8 téléchargements
 271 vues






 commentaire





 Report
























DATA SHEET



KTM 6 TRANSFORMER MOUNTING PLATE



MT 6 MULTIPLE TRANSFORMER



General Description The Rane KTM 6 is a panel kit used to mount amplifier distribution transformers for the MA 6S. Three different transformers can be ordered: • 100 W with 70.7 Vrms and 25 Vrms output taps • 100 W with a 100 Vrms tap • 300 W with 70.7 Vrms and 25 Vrms output taps. These transformers are user-mounted to a 19" wide rackmount steel panel. Up to six 100 watt transformers or three 300 watt transformers can mount to the panel. 100 watt and 300 watt transformers can be mixed and matched. Some useable configurations: six 100 watt transformers...four 100 watt and one 300 watt transformers...two 100 watt and two 300 watt transformers... or three 300 watt transformers. The KTM 6 panel and transformers are ordered and shipped in separate packages. Note: These are true transformers, not autoformers. Parameter Transformers: Rating ..........Connectors Inputs: Voltage ..........Current Output Tap 1: Voltage ..........Current Output Tap 2: Voltage ..........Current Frequency Response THD Unit: Panel Construction ..........Size-100 W ..........Size-300 W ..........Weight Shipping Carton Sizes: Panel ..........Transformers Shipping Weight: Panel ..........Transformers



Specification 100 or 300 No. 8 [10] Screw Terminals 28.28 [48.99] 3.54 [6.12] 70.7 {100} 1.41 [4.24] {1} 25.0 {na} 4.0 [12.0] 50-15 kHz 0.02 12 Gauge Steel Panel 5.25" H x 19" W x 3" D [5.25" H x 19" W x 3.75" D] 21 lb (with 6 x 100 W)



Features • 100 W or 300 W Rating per Transformer • Tapped Secondaries: TF 170 - 100 W/70.7 Vrms model - 25 Vrms & 70.7 Vrms TF 370 - 300 W/70.7 Vrms model - 25 Vrms & 70.7 Vrms TF 110 - 100 W/100 Vrms model • Special M6 Steel Lamination for Reliable Low Distortion Operation • 3-Space Rack Mount • Mix and Match 100 W and 300 W • Wide Frequency Response



Limit



+0/-3 .01



Units W Vrms Arms Vrms Arms Vrms Arms dB %



Conditions/Comments Max continuous power On individual transformers 100 W [300 W] 100 W [300 W] 100 W [300 W] 100 W [300 W] +4 dBu, 20-20 kHz (13.3 cm x 48.3 cm x 7.6 cm) [(13.3 cm x 48.3 cm x 9.5 cm)] (9.5 kg)



21" x 8" x 1.5"



(53 cm x 20 cm x 4 cm)



7.5" x 6" x 5.5" 4 lb 4 lb 100 W [10 lb 300 W]



(19 cm x 15.4 cm x 14 cm) (1.8 kg) (1.8 kg 100 W) [(4.5 kg 300 W)]



Items in [ ] refer to a 300 W 25/70.7 Vrms transformer Items in { } refer to a 100 W 100 Vrms transformer



Data Sheet-1



KTM 6 TRANSFORMER MOUNTING PLATE Rear Panel



Architectural Specifications



Electrical Diagram 100W



The KTM 6 is a plate that may consist of up to (6) 100 W or (3) 300 W transformers mounted on a common 12 gauge steel panel. This steel panel is rack mountable and requires (3) rack spaces. Each transformer shall have a separate primary winding and tapped secondary winding, with the primary rated for either 100 W, or 300 W, 8 ohms and the tapped secondary rated for 70.7 Vrms or 25 Vrms. (Please note that the 100 W, 100 V has only one secondary rated for 100 Vrms output.) Frequency response shall be from 50-15 kHz (+0/–3 dB) with total harmonic distortion not to exceed 0.25% for 100 W output, or 0.5% for 300 W output. Input and output wiring connectors shall be #8 screw terminals (100 W) or #10 screw terminals (300 W) attached to each transformer. The transformer plate shall be a Rane Corporation model KTM 6.



TF 170 = 100W/70.7V {TF 110 = 100W/100V}



Electrical Diagram 300W TF 370 = 300W/70.7V



Available Accessories • • • •



MA 6S - Multichannel Amplifier TF 170 - Individual 100 W/70.7 and 25 Vrms Transformer TF 110 - Individual 100 W/100 Vrms Transformer TF 370 - Individual 300 W/70.7 and 25 Vrms Transformer



©Rane Corporation 10802 47th Ave. W., Mukilteo WA 98275-5098 USA TEL (425)355-6000 FAX (425)347-7757 WEB http://www.rane.com



Data Sheet-2



All features & specifications subject to change without notice DOC 103091 PN 06669
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RatZ Free Web Space 

Input Protection Overload. â€¢ Euroblock ... For line distribution transformers ..........Rolloff. 18 ... An independent indicator lights when the SOA protection circuit is ...
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RatZ Free Web 

difficulties in regard to the PNP lower half driver, specific to the nature of IC fabrication. ... inversion, with a bias circuit allowing the upper NPN output device to provide a ..... [1] "Quasi-Complimentary Transistor Amplifier", H.C. Lin, Electr
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RatZ Free Web 

halves of the output stage inevitably gave greater overall distortion than a complimentary symmetry output stage and even the earlier transformer coupled ...
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Free Space Detection for Autonomous Navigation 

segmentation techniques assuming that the color or the texture of the road is constant, and obstacle detection techniques to work properly. To solve this problem ...
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free space laser communications v dbid a2h8 
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CONGRATULATIONS ON THE PURCHASE OF RATZ FRATZ ... 

zione rettilinea rispetto al margine superiore del cerchione. Assicurarsi assoluta- mente che il freno funzioni in modo perfetto ! Eseguire alcuni test prima di ...
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space wolves commanders space wolves detachments space 

TITAN LEGION BATTLEGROUPS. FORMATION. POINTS. FORMATION. POINTS. 2 Thunderbolt Fighters. 150. 1 Warlord Class Titan. 850. 2 Marauder Bombers.
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MIMO Techniques for High Data Rate Free Space 

used model for the probability density function (pdf) of the irradiance because ... normal channel with variance Ïƒ2 = 0.1 and zero mean is ... The pdf of log-normal fading channel .... technique is employed at uncoded BER that is less than 10âˆ’3.
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The Touareg Electrical System - Bill's WEB SPACE 

... system (ELSA). Fuse boxes and relay slots in vehicle's electrical system .... Wiper motor control unit J400 ..... a protection feature is integrated in the onboard.
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vision-based safe backing-up maneuvers with obstacle-free space 

Every year, backing-up maneuvers are responsible for hundreds of accidents in the world. There is lots of R&D to find systems that can avoid these accidents.
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MIMO Techniques for High Data Rate Free Space 

enhance the data rate of free-space optical communication (FSO) system in log-normal ... used model for the probability density function (pdf) of the irradiance ...
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Enhanced Fog Detection and Free Space Segmentation for Car 

Enhanced Fog Detection and Free Space Segmentation for Car. Navigation .... Following a variable change from d to v based on (4), (5) thus becomes:.
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ITS2010-Free-space with 10cm obstacle detection v3 

Those systems both help the driver in conducting difficult maneuvers and in detecting the presence of obstacles to prevent collisions. We present a stereovision ...
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Motor space structures perceptual space 

Aug 3, 2007 - the target, the adaptation field, are affected as a function of their distance from the ... target. Furthermore, previous studies suggest that saccadic ...
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Space Segment 

contain fuel for stationkeeping maneuvers. Space Segment. â€¢ Satellite Signals: â€“ satellites broadcast their position and timing signals on two radio frequencies.
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Space Gods.pdf 

Olmesdahl, 8rian S. Perry, Jesse VanValkenburg), Lou. Prosperi (Gabe Cotto ... TM and C 1991 West: End Games. All Rig.ht5 R~. .... roughly a century. When they ... guage 20, psionic manipulation 21, ..... "Space Gods" returned in response to ...... d
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Space engineering - European Cooperation for Space Standardization 

Jun 1, 2012 - requirements and moving to Handbook the standard values;. â€¢ The lists of ...... Requirements for test factors, test condition, test tolerances, and test accuracies, ... Space engineering - Structural design and verification of pressur
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Space engineering - European Cooperation for Space Standardization 

Jul 31, 2008 - This allows existing organizational structures and methods to be applied where ..... Annex A (normative) Coordinate Systems Document (CSD) ...
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Space engineering - European Cooperation for Space Standardization 

Nov 15, 2008 - received and its effects, and a policy for design margins. Both natural and man ... space system engineering process that ensures common understanding by ... its effects and margin policy handbookâ€�. ... air kerma ...... condition. ..
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Space - Martenjansson.com 

www.paraavis.com. OWNER'S MANUAL packing instructions .... Move the slider up to the base of the stabilizers making sure any twists in the lines are above the.
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Restaurant space 

Au feu de l'action, dans un des rares coins verts du centre-ville. Avec vue sur la magnifique Ã©glise St-James, cet espace de bureau est ideal pour une transformation en magnifique espace pour un restaurant; avec possibilitÃ© de terrace et d'ouvertur
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Space - Martenjansson.com 

Use only manufacturer recommended compatible components. Examine .... C) Attach a thread on the loop, then route it through the second and third hole as it is.
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Restaurant space 

... Pellan (1906-1988) situÃ© au lobby du City Center Building,1450 rue City Councillors ... Ã° loyer net 25,00$ et loyers additionnels 10,75$ par pc (est. 2017).
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FREE Software + FREE Licenses 

If you need more servers, simply load DS NVs onto new hardware free of charge ... Download DS NVs and ControlPoint free today, at www.pelco.com. DS NVs.
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