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Service Bulletin - Honda CIVIC 8. generace

Mar 18, 2011 - and release, equals 1 short burst. 6. Now rotate the jig from the rear of the damper and position it facing the front of the vehicle, as shown in 1a ... 
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Bulletin No SJ-06-004-05



Service Bulletin



Suspension Model



Model Code



Year Model



CIVIC 3D



FN1, FN2, FN3, FN4



07, 08, 09, 10



CIVIC 5D



FK1, FK2, FK3



06, 07, 08, 09, 10



Issue Date 18-03-11



Originator david peters HUK (United Kingdom)



Rear Damper Noise From Cold. Civic 3 & 5 Door - On Customer Complaint Only (Parts Information Updated) Symptom A Squeak and or knocking sound can be heard coming from the rear suspension (dampers) when first moving off in vehicle. The noise is most evident first thing in the morning or when the vehicle has been stood over night. This noise disappears within 5 minutes of driving vehicle. Cause A stick slip friction action between the piston rod and the main oil, wiper seals causes a vibration of the seals, this in turn produces the knock or squeak noise. Countermeasure For Production: The lubricating grease quantity within the damper assembly has been increased to reduce the friction between the damper rod and seal. This will also apply to new dampers going into parts stock. For Aftersales: Apply lubricant (grease) using an application jig tool to the damper rod to reduce the friction between damper rod and seal.



1. Raise the vehicle on a lift (wheels must be free, off the ground). Note: The rear dampers must be at full extension. The rear wheels do not need to be removed for this repair.



Application to Production Line SHHFK1***AU017349 SHHFK2***AU017557 SHHFK3***AU006820 SHHFN1***AU001330 SHHFN2***AU001976 SHHFN3***AU000760 SHHFN4***AU003310 Repair Method Use the applicator jig and specified spray grease as shown below.
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2. Prime the jig with grease (A). •



Shake the BG,HCF grease can thoroughly.



•



Attach the tube between the aerosol grease can and the applicator jig.



•



Spray a priming shot of grease through the jig.



•



Ensure the grease exits top of the jig freely.



•



Ensure that depth indication mark on jig (2) is in line with the bottom of the dust cover(1). Fig B. Relevant to the model being treated.



3. Insert the grease applicator jig between dust cover and damper tube from rear of vehicle. Do not force the jig under dust cover.
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4. Connect the tube to the spray tin and the jig tool.



5. Apply 2 short burst of lubricant through the applicator jig.



Make sure the tube is fully inserted in both the jig and spray nozzle.



•



Approximately a half second burst each. (1.75ml). One full depression of nozzle and release, equals 1 short burst.



6. Now rotate the jig from the rear of the damper and position it facing the front of the vehicle, as shown in 1a below. 7. Connect the tube to the spray tin and the jig tool as 1b.



8. Again apply 2 short bursts of lubricant through applicator jig. This damper is now treated - move onto PAGE 3 OF 4
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the other untreated damper.



Claim Code: 042



9. Repeat the same process on the other rear damper.



NEWS Symptom Code: 04201 (Abnormal Noise)



10. When both sides have been treated. Lower the vehicle and road test it to confirm the noise has gone.



Operation No.(LON-NEWS Only): 4170A2



11. Clear the grease from applicator jig using air gun to blow out the old grease and clean the tube ready for the next vehicle.



FRT: 0.2



•



Do not over spray the lubricant, as this may cause a damper leaking affect on outside of damper tube. If over spray occurs, ensure all visible grease is cleaned off damper tube to avoid miss diagnosis of leaking dampers at a later date.



•



Only use the BG HCF waterproof spray grease for this repair. It should not be used as a general workshop lubricant.



Treat both rear dampers with spray grease.



Note: BG HCF Grease must only be used to prevent oil seal damage and is provided as a permanent repair. This should only be applied in cases of customer complaint.



Parts Information 







52611-SMG-ZS00Damper Grease 52610-SMG-ZS00Grease Applicator Jig The initial free supply of the kit (grease & jig) will now be discontinued as all countries who previously ordered the free kits have now been supplied. If you require additional grease or jig's, then use the individual part numbers as described in the parts section. Additional grease or jig's cannot be claimed under warranty as they are deemed consumable items. If used correctly the spray grease will treat a least 55 vehicles. The spray grease should only be used for rear damper repairs, it should not be used as a general workshop lubricant. Note: Do not use other greases or lubricants as they will affect the repair success. Warranty Information Application: Normal Warranty Causal Part: 52610-S**-*** (Refer to Web EPC for VIN being repaired) PAGE 4 OF 4
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Civic 2017 - Honda Canada 

MAÎTRE DE LA ROUTE. MAÎTRE DU SERVICE AU VOLANT ...... Les calculs de la puissance motrice et du couple respectent la SAE nette, révisée en août 2004, ...
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CoupÃ© CIVIC 2016 - Honda Canada 

en plein trafic Ã  l'heure de pointe, vous aurez hÃ¢te de partir Ã  l'aventure. C'est que le .... la performance inspirÃ©e de la course automobile qui se reflÃ¨te dans nos ...










 


[image: alt]





Remplacement 2012-2015 Honda Civic Honda Batterie Key 

La tÃ©lÃ©commande de la clÃ© est importante pour dÃ©verrouiller et verrouiller la voiture, ouvrir le coffre et en activant le mode panique. Au fil du temps, la batterie de ...
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2001 honda civic parts diagram dbid 146sn 
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1996 honda civic parts diagram dbid 2ya 
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02 honda civic gx engine dbid su7a9 
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1993 honda civic parts diagram dbid 15 
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Nettoyer la vanne EGR sur Honda Civic 

Nettoyage de la vanne EGR qui a pour principe de renvoyer une partie des gaz d'Ã©chappement directement dans la chambre de combustion. pannes.
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engine parts diagram honda civic dbid 5p5b 
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1998 honda civic ignition coil dbid 11ibz 
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1997 honda civic parts diagram dbid 5a85p 
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1998 honda civic manual transmission dbid 18dd 
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2003 honda civic hybrid dbid 6e 
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2001 honda civic wire diagram dbid 15e6m 
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1992 honda civic engine dbid 2st56 
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SERVICE BULLETIN 

Dec 1, 1990 - SERVICE BULLETIN: If the RSL lanyard does not fit properly, check the length against the chart for proper mating/compatibility. COMPLIANCE ...
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Service Bulletin 

Model Code : NCP1#, NCP2#, NCP3#, NCP4#, NCP61, NLP10, NLP2#, ... Aug.,1999. NCP2#,NLP2#,. Aug.,1999 ... Aug.,2002. NCP4 ... Sep.,2002 ... Aug.,2003.
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service bulletin 

Dec 1, 2003 - All Propellers, Governors, and Accumulators .... service (engine installation) or at any time governor or accumulator is removed from service.
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service bulletin 

Jun 22, 1992 - Also, it is imperative that the scale used is a calibrated scale. Failure to do so will result in false measurements and non-compliance with this ...
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Service Bulletin 

made only) *2. 85143-02020. 85143-02020. Grommet rear wiper motor. 1. I. Prev. Part. New Part. (I). PP. NP. NI. PP. NP. (NI). PP. NP. S Interchangeable as a set.
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SERVICE BULLETIN 

Aug 24, 2010 - Engineering Aspects are. FAA (DER) .... been in the combustion chamber provides a base to support the intake valve in the event the valve.
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SERVICE BULLETIN 

Aug 24, 2010 - Lycoming Engines has identified a specific lot of intake valves P/N .... been in the combustion chamber provides a base to support the intake ...










 


[image: alt]





Service Bulletin 

It is also stamped on the manufacturer's plate as shown in the ... Mainly false air intake triggered this code, which was due to improperly fitted throttle body O-ring ...
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SERVICE BULLETIN 

Nov 19, 1990 - BACKGROUND: The original Safety Stow configuration used on the Talon and Telesis prior to. November 1990, was adapted from the Para ...
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