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SERVICE INSTRUCTION

In the Mooney M20J-201 there have been reports of the hardware attaching the dual magneto to the studs in the engine accessory housing becoming loose after ... 
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SERVICE INSTRUCTION



652 Oliver Street Williamsport, PA. 17701 U.S.A. Tel. 570-323-6181 Fax. 570-327-7101 www.lycoming.textron.com



DATE:



April 17, 2002



Service Instruction No. 1508 Engineering Aspects are FAA Approved



SUBJECT:



Magneto Attachment



MODELS AFFECTED:



All Lycoming IO-360-A1B6D and IO-360-A3B6D engines installed in Mooney M20J-201 aircraft.



TIME OF COMPLIANCE:



Recommended at the next oil change, not to exceed 50 hours of operation.



In the Mooney M20J-201 there have been reports of the hardware attaching the dual magneto to the studs in the engine accessory housing becoming loose after maintenance in the field. It is possible that during magneto maintenance, such as timing changes or checks, the attachment nuts are not being torqued to specifications or that hardware has not been installed properly. At the next oil change interval, but not to exceed 50 hours of operation, and any time the magneto is serviced, the correct attachment of the magneto should be verified. Refer to Figure 1. 1. Inspect to be sure the correct gasket (P/N LW-12681) is being used. The gasket should be circular and no part of the gasket should extend beyond the flange of the magneto housing. 2. Be sure that the magneto clamps are P/N 66M19385 installed as shown. No other clamps are acceptable. 3. If an attaching nut is removed, install a new P/N STD-475 internal tooth 5/16 lockwasher as shown. 4. Be sure that the P/N STD-1410 attaching nuts are torqued to 17 ft.-lbs. (204 in.-lbs.). NOTE To access the nuts and achieve the specified torque, it is helpful to use a torque wrench fitted with a wobble head extension.
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SERVICE INSTRUCTION 

Mar 21, 2002 - The following is a list of FAA approved starters, generators, ... generators, alternators, and related regulators and relays are no ... MS-4218.
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service instruction 

This product improvement consists of removing the left magneto, replacing the attaching studs in the accessory housing and replacing the drive components of ...
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Service Instruction 

May 3, 2007 - shown in Photos 1-3. Photo 1. Photo 2. Photo 3. â€¢ Unscrew the two motor through-bolts with an 8mm wrench and slip them back about 1â€� as.
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SERVICE INSTRUCTION 

detail P/N 2576532-1 or 2576556-1 marked on top of cover). TIME OF COMPLIANCE: At owner's discretion. To improve idle characteristics, especially in hot ...
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service instruction 

SSP1776 Table of Limits, for the specified torque value. SSP1776 Table of Limits may be found in the appropriate engine overhaul manual or may be purchased ...
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SERVICE INSTRUCTION 

New, remanufactured, and overhauled engines purchased from Textron Lycoming are preserved for either 60 or 180 days. The date of preservation is the date ...
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service instruction - Contrails 

Jun 6, 1999 - current issue of the Operator's Manual (OM). - engine data sheet. - power, torque and fuel consumption curves. - current issue of the Illustrated ...
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service instruction - Lycoming 

Dec 9, 2005 - governor drives. TIME OF COMPLIANCE: Anytime the propeller governor is installed. The use of a P/N LW-12347 propeller governor pad plate ...
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service instruction - Lycoming 

www.lycoming.textron.com. DATE: July 10, 2003 ... SUBJECT: Propeller Oil Control Leak Test Procedure (With Propeller Installed on. Engine) ... Whenever the engine is going into feather during landing roll out with reduced throttle setting.
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service instruction - Lycoming 

Any time a P/N STD-1409 nut is removed from the crankcase parting line in the sump or from any other location (such as the oil pump body on TIO and TIGO-541 ...
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service instruction - Lycoming 

Jan 19, 1988 - On all engines except the 76 series, push out rocker shaft to remove ... attaching the compression tester, check the air supply regulator to make ...
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service instruction - Lycoming 

timing has been checked and any corrections to the timing have been made. In addition, a further inspection should be made to determine that the alignment is ...
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service instruction - Lycoming 

shown in Figure 2. Continue rotating the crankshaft until the ignition timing pointer and the split line of the two crankcase halves align. Leave the crankshaft in ...
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si 1414a - service instruction - Contrails 

Apr 15, 1985 - RESTRICTORS. NOTE: Each nozzle shown in Figures. 1 through. 5 has a restrictor with one ring located in the approximate center of the.
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si 1275b - service instruction - Contrails 

Oct 6, 1978 - 1. Air test nozzle assemblies 74151, LW-. 10476 and LW-10475 as shown in Figure 1. If a nozzle assembly does not meet the requi- rements of ...
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Supersedes Service Instruction No. 1502 - Lycoming 

(Figure 1.) b. With the cap vent pointing left, slightly lift the manifold cap, making sure that it is separated from the diaphragm. Then carefully rotate it until cap vent ...
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N.64 C+30 service instruction .fr 

For any order of part, do refer to the spare parts catalogue. .... Display and control the temperature in the autoclave. Item H1. ON/OFF ..... The machine is to be installed in a sufficiently ample room with the minimum under roof height of. 4,30 m .
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(Supersedes Service Instruction No. 1164) Engineering Aspects 

pump with a rotating driven impeller shaft in place of an older pump with a pinned ... into groups that are identified by using engine crankshaft rotation, magneto ...
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dapart de vaucluse service vicinal instruction ... AWS 

If you want to possess a one-stop search and find the proper manuals on your products, you can visit this website that delivers many Dapart De Vaucluse Service. Vicinal Instruction Spaciale Pour Lapplication De La Loi A000d1888 Du 12 Mars. 1880. You 
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(Supersedes Service Instruction No. 1304H) Engineering ... - Lycoming 

It will be the sole responsibility of the altering agent to attach the necessary service parts information along with FAA Form 337, or its equivalent, to the ...
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Mode d'emploi, Instruction WE6 - Bodart Service House 

souhaitez utiliser votre JURA avec ou sans cartouche filtrante CLARIS. Smart. Nous recommandons d'utiliser la cartouche filtrante lorsque la duretÃ© de l'eau est ...
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instruction manual - Amazon Simple Storage Service (S3) 

well as the complete Messier and select NGC objects. There is ... NOTE: The Messier, NGC, and SAO catalogs require the user to enter a numeric ...... Page 43 ...
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102000 Landing Gear Actuator SERVICE INSTRUCTION 

Eaton Aerospace has received notification of a recent malfunction of the no-back clutch assembly within the landing gear actuator. Although it is believed that the ...
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Instruction Sheet Instruction Sheet Instruction Sheet Instruction ... 

... en maintenance comporte une gâche en plastique, celle-ci doit être remplacée par une gâche métallique et le joint d'étanchéité doit également être remplacé.
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