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SIMPLEX APOGEE PROJECTOR

Elongated film gate and trap for steadier screen image. â€¢ Proven Simplex Intermittent movement with hardened and ground starwheel and camshaft. â€¢ Integral oil ... 
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• Unit construction of upper feed and lower holdback sprocket pad rollers, vertical drive, framing shaft assembly, intermittent movement, lens turret, and all sound reader components mount to a sturdy, intergrated main frame • Elongated film gate and trap for steadier screen image • Proven Simplex Intermittent movement with hardened and ground starwheel and camshaft • Integral oil pump insures continuous lubrication of the gear compartment



a NEW Standard from the First Name in Quality Film Projection. . .



• Two-bladed, conical type shutter is located not more than 1-1/8 inch (28.5mm) from the picture aperture; Light efficiency exceeds 52% • Upper feed and lower holdback sprockets are 24-tooth, reducing operating speeds and contributing to long life. VKF® (Very Kind to Film) sprockets used exclusively • Reverse scan, visible-red L.E.D. analog sound reader standard; Dolby® SR•D “basement” reader optional • Lowest sound flutter and “wow” in compliance with SMPTE standards



With a heritage dating from 1910, the Simplex projector has become the industry standard for quality among motion picture exhibitors. Continuing the Simplex tradition of precision-built, American-made projectors, Strong International introduces the Apogee Apogee. Combining both Projection and Sound components on a sturdy, one-piece mainframe, and employing a beltless, direct motor drive, the Simplex Apogee is engineered to provide a continuously high level of performance with a minimum of scheduled upkeep.



a division of Ballantyne of Omaha, Inc.



4350 McKinley Street • Omaha, Nebraska 68112 • Tel 402/453-4444 • Fax 402/453-7238 • www.strong-cinema.com



Elongated Film Gate Pressure Pad guarantees steadiest possible screen image. Turret opens wide for ease of threading, service, and cleaning.



A: 18.5 in. (47 cm) B: 25.5 in. (64.8 cm)



Models: 2 Lens Manual Turret 2 Lens AutoTurret & Aperture Changer 3 Lens AutoTurret & Aperture Changer Options: Digital (SR•D) Sound Reader Lower Reel Arm & Drive Water-Cooled Trap



Time-tested Simplex components include the reliable oil pump, intermittent movement, and conical shutter with shutter timing compensation.



C: 22.5 in. (57 cm); add 2 in. (5 cm) for Changeover Device D: 11.5 in. (29 cm) as shown; 19 in. (48.25 cm) with Turret OPEN



Net Weight ........................................ 130 lb. (59kg) Gross Weight ..................................230 lb. (104kg) Freight Class (USA) .............................................. 125 Crated Dimensions ......................... 23" x 32" x 32" (58.5cm x 81.25cm x 81.25cm)
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Multimedia Projector Owner's Manual - Projector Central 

not stare directly into the beam. â€“ Install the projector in a proper position. If not, it may ...... Natural wide. Caption IN. Racing is stimulating! Racing is stimulating!
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Projector Compact 

Volume and sound format control in conjunction with sound processor facilities. - Remote control of all projector functions. Various options of bench & column:.
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Apogee Prepress job - NRP Lycée 

Gérard de Nerval, « Fantaisie », in Petits Châteaux de Bohême, 1853. Texte B : Le Vin des amants ... Dans le bleu cristal du matin. Suivons le mirage lointain !
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Multi Media Projector 

are not to be disclosed to others without the express written consent of Epson. XXXXXXXXXXXXXX. Input Signal. : XXXXXXXXXXXXXXXXXX. Frequency. : H ---.
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Operating Instructions - Projector Central 

BContinued use of the projector in this condition may result in fire or electric ...... BRefer to the list of compatible signals on page 56 for the types of RGB ..... appear white. NOTE: BTriangle symbols above and below a menu bar indicate the facto
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Adaptateur SC monomode simplex 

Adaptateur SC, monomode simplex, manchon en zircone, bleu. Part No.: 760607. Les adaptateurs de fibre d'Intellinet sont des connecteurs de haute qualitÃ© ...
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Adaptateur ST multimode simplex 

Adaptateur ST, multimode simplex, manchon en zircone, rouge. Part No.: 760546. Les adaptateurs de fibre d'Intellinet sont des connecteurs de haute qualitÃ© conÃ§us pour les installateurs professionnels les plus exigeants. CaractÃ©ristiques: Manchon e
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SIMPLEX PROJECTION SYSTEMS 

projector they can rely on â€“ Simplex. SIMPLEX PROJECTION SYSTEMS ... Studio (PR1020) and Reversing. (PR1030) versions are available. Optional fire ...
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Operating Instructions - Projector Central 

26 janv. 2005 - The exclamation point within an equilateral triangle is intended to alert the user to the presence of important operating and maintenance (servicing) instructions in the literature accompanying the product. CAUTION: This equipment is 
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PLV-Z1BL - Projector Central 

Follow all warnings and instructions marked on the projector. For added protection to .... Do not put the projector downward and project an image. Do not put the ...
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PX-35 Projector 

Dolby Reverse scan (Red LED) for digital and/or analogue optical track reproduction. ... Microprocessor regulated control of film supply and take-up for fixed film spools ... Bench and column PX-35 / RM: for manual projector head, with rewind.










 


[image: alt]





PT-F200U - Projector Central 

Before operating this product, please read the instructions carefully and save this manual for future use. TQBJ0248. Commercial Use ... This LCD Projector is designed to operate on 100 V - 240 V, 50 Hz/60 Hz AC, house current only. CAUTION: The AC po
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DLA-RS2 - Projector Central 

12 oct. 2007 - short out parts that could result in a fire or electric shock. Never spill liquid of ... Do not place combustibles behind the cooling fan. For example ...
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Operating Instructions - Projector Central 

The lightning flash with arrowhead symbol, within an equilateral triangle, is intended to alert the user to the presence of uninsulated â€œdangerous voltageâ€� within the product's enclosure that may be of sufficient magnitude to constitute a risk of
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simplex elite mat cutter - MyBinding.com 

This instruction manual is written to familiarize you with the product. Please ..... Should the product need to be returned to Logan for repair or replacement parts, ... dealer, such as an online auction site or similar, may be void of their warranty
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InFocus LP540 Projector Lamp Replacement 

... la lumiÃ¨re nÃ©cessaire pour la projection. RÃ©digÃ© par: Jorge L Navarro. InFocus LP540 Projector Lamp Replacement. Â© iFixit â€” CC BY-NC-SA. /Www.ifixit.com.
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MP8620 Multimedia Projector Illustrated Parts Breakdown .fr 

or by any means-graphic, electronic, or mechanical, including photocopying, taping or information storage and retrieval systems-without written permission of 3M ...
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Adaptateur SC multimode simplex - Intellinet Network 

Part No.: 760614. Les adaptateurs de fibre d'Intellinet sont des connecteurs de haute qualitÃ© conÃ§us pour les installateurs professionnels les plus exigeants. CaractÃ©ristiques: Manchon en zircone. Adaptateur SC vers SC simplex. ConÃ§u pour connect
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etude sur le purpura simplex dbid 1ccj 
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Assets/CE/Projector Mounts/Ceiling mount/EPC 6545/EPC6545 spare parts projector mount vogels 
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i DRIVE MOTOR (50 Hz.) Assembly No. 52-00512 APOGEE 

DRIVE MOTOR (50 Hz.) Assembly No. 52-00512. Item Part No. Description. 1 51-33033 Motor, 230 V.AC, 50 Hz. -. 51-33034 AC Inverter (see Page ii).
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PT-LB51U PT-LB51SU - Projector Central 

you to get the most out of your new product, and that you will be pleased with your Panasonic LCD projector. ... This equipment has been tested and found to comply with the limits for a Class B digital device, ...... â—‹If dust is left to build up in
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Portable Projector 1000W. (with tripod and arms) 

Enclosed compact projector head with integral lamphouse. - Concentric framing. - Gear transmission. - Standard, Wide-screen and Scope aperture plates.
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Universal Projector Wall or Ceiling Mount - produktinfo.conrad 

For more information on Manhattan products, consult your local dealer or visit www.manhattan-products.com. All names of products or services mentioned ...
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