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Solar Module TITAN-12-50

their high efficiency and quality to provide maximum ... has a rated output of 50 Wp/ 12 V. The efficient design of this module ... Terminal box with screw terminals. 
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Solar Module TITAN-12-50 Technology The TITAN-12-50 crystalline solar modules are available in framed and laminate versions. Both versions feature a rugged laminate design. TITAN uses RWE Solar’s crystalline solar cells known for their high efficiency and quality to provide maximum energy production throughout the day. The module has a rated output of 50 Wp/ 12 V. The efficient design of this module makes it an ideal all purpose solar module. The module is designed for easy interconnection to achieve voltage and current configurations for gridconnected systems as well as stand-alone systems. Module Design 36 crystalline solar cells form the heart of the module. These full square cells offer a homogeneous appearance, optimal use of the area and are known for high energy yields. Due to its construction of Glass/EVA/Tedlar, the module is light in weight in addition to protecting the module/cells against harsh environmental conditions. A torsion resistant module frame made of anodized aluminum guarantees high mechanical strength, making the module resistant to extreme wind and snow loads. The module is equipped with four additional mounting holes at side rails. Two bypass diodes integrated into the terminal-cover protect the cells when there is partial shading. Also installation becomes more convenient through the terminal-cover which provides safe handling. Quality TITAN has established very high quality standards. Constant checks and inspections at every step of production guarantee uniformly high quality. Each module which leaves the production line is subjected to thorough visual inspections as well as mechanical and electrical tests. Certifications TITAN-12-50 module has been type approved as per the requirements of CEI/IEC 61215 standards by JRC, Italy and also conforms to the requirements of Electrical Protection Class II and EWG guideline 89/932 (CE). Besides TITAN has a quality management system that is in compliance with the International Quality System Standard ISO 9002 and Q9002 (1994). Options Modified versions of the module are offered with pre-installed PV-cable and Multi-contact plugs. Also if required, module frame can be provided with additional drain holes for easy outflow of excess rainwater.



Technical Data Electrical Data (nominal) The electrical data apply to standard test conditions (STC): Irradiance at the module level of 1000 W/m2 with spectrum AM 1.5 and a cell temperature of 250 C. Power (max.) Pmpp Voltage at maximum-power point Umpp Current at maximum-power point Impp Open-circuit voltage Uoc Short circuit current Isc



50 Wp 17.2 V 2.9 A 21.0 V 3.2 A



The rated power may only vary by + 5% and all other electrical parameters by a + 10%.



Dimensions and weights Module 975 x 452 mm2 36mm 36mm 5.6 Kg



Dimensions (tolerances + 2mm) Thickness Overall height including connection box (tolerances + 1mm) Weight



Laminate 970 x 447 mm2 4.8mm 32.5mm 4.4 Kg



Characteristic Data Solar Cells per Module Type of Solar Cell Connection Cable Entry Connections (Optional)



36 EFG / Multi-crystalline (10 x 10 cm2, full-square) Terminal box with screw terminals Prepared for cable glands (M 12) 4mm2-Suhner-cable with MC-Connectors



Cell temperature coefficients Power Open-circuit voltage Short-circuit current



Tk (Pn) Tk (Uoc) Tk (Isc)



- 0.47 %/ 0C - 0.38 %/ 0C +0.10 %/ 0C



Limits Max. System Voltage Operating Module Temperature Storm Resistance



Photovoltaics from your Dealer:



TITAN Energy Systems Ltd,



16, Aruna Enclave, Trimulgherry, Secunderabad – 500 015, INDIA Phone: +91 (0)40 7791085, 7790751 Fax: +91 (0)40 7795629 Email: [email protected] Internet: www.titansolar.com



600 VDC -40 … +90 0C Wind speed of 130Km/h, 800 Pa and safety factor of 3



CEI/IEC 61215 Approved
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Solar Module TITAN-24-100 

crystalline solar cells known for their high efficiency and quality to provide ... The efficient design of these ... Terminal box with screw terminals. Cable Entry.
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Solar Collectors Collectors Collectors for Solar for Solar for Solar 

to the public during the Universal Exposition of Saint. Louis (USA), in 1904, where he obtained the Grand Prix. (50 m2; ~3800ÂºC). Father Himalaya : a pionneer ...
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Solar 

mismo tiempo. El servicio se ...... al mismo tiempo. El servicio se ...... Asegúrese de que el cable de alimentación delgado no quede atrapado entre el soporte y ...
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SOLAR CHARMS 

EXALTED COMPENDIUM www.exalted.fr.st. Â©2001 White Wolf Publishing Inc. All Rights Reserved. Twilight. Craft. Cost. Minimum Essence. Duration. Type.
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CP-Solar 

Grid Frequency Range (Hz). 49.5 ~ 50.5 by default, adjusted to local regulation. Transformer Isolation Between. Yes. System and Grid. Grid Connection Wiring.










 


[image: alt]





Solar coach White paper V 0.97 - Summary - Solar coach promotes 

Page 1 ... Topsol is tradeable on the Bitshares exchange like a cryptocurrency. You can sell or buy it at ... including the property management, mortgage,.
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Solar Two Demonstrates Clean Power for the Future Solar ... - UCLM 

ever demanded by the utility, even when the sun was not ... estimates, and negotiating contract opportunities for a project start .... produce power when the local utility needs it mostâ€“ during peak .... Participants: Arizona Public Service Company
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c50 solar cell 

temperature coefficients provide outstanding energy delivery per peak power watt. Our innovative all-back contact design moves gridlines to the back of the cell, ...
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Total Solar Eclipses 

1.5 Not so rare! : Solar Eclipses. At least two per year !! Next ones : 1. 2006 Sept 22 in South America. (annular). 2. 2008 Aug 1. In Asia (total) ...
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Liasse fiscale Engie Solar 

45 076 777 ... 3 T RÃ‰SULTAT COURANT AVANT IMPÃ”TS (I T II + III T IV + V T VI). GW ... 5 T BÃ‰NÃ‰FICE OU PERTE (Total des produits T total des charges). HN.
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Solar Impulse - Presseportal.ch 

laire d'Europe. L'objectif initial dÃ©passe dÃ©jÃ  la seule pro- duction d'Ã©nergie: Mont-Soleil est le premier centre privÃ© de recherche sur l'Ã©nergie solaire en Suisse. L'Â«Esprit Mont-SoleilÂ», incarnÃ© par les rÃ©sultats de deux dÃ©- ... excell
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Solar Fire - Calendar 

1 sept. 2017 - September 2017. Sun. Mon. Tue. Wed. Thu. Fri. Sat. 1. Â¶ â€°. CET -1:00. Tr-Tr Â½Â¦Ã€ 03:23. Tr-Tr Â¼â€“Ã‚ 07:02. Plant. Root. Crops. In First Quarter phase (124Â°). 2. Â¶â€°Å . Ing 21:06 v/c 17:28. CET -1:00. Tr-Tr Â¼Ã¡Â¿ 13:13. Tr-Tr
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4ce solar isolators 2017 
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CE Solar Isolators 2015 
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ce solar isolators 
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panneau solaire solar panel pannello solare solarmodul solar panel 

Avoid any situation that casts a shadow onto the panel : grass, tree, post, etc. - Clean the panel from time to time to remove any atmospheric depositions or bird ...
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Solar System Model 

A round piece of cardboard about 1 ft across (the cardboard from a frozen pizza works well). â€¢ Lots of colors of oak tag (or construction paper). â€¢ Scissors. â€¢ Tape.
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ce solar isolators 2016 
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panneau solaire solar panel pannello solare solarmodul panel solar 

N'utiliser ce panneau que pour recharger un accumulateur 12 Volt (ni 6 Volt, ni 24 Volt) ... avant de le stocker dans un endroit propre, sec et Ã  l'abri du froid et de.
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Concentrating Solar Power - Solarthermalworld 

Source: CGGC, based on company annual reports, individual interviews, and ..... delay in extending the renewable energy investment tax credits and the U.S..
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Invitation - Solar DÃ©cathlon 

9 juil. 2014 - de recherchÃ© aux projets ESA: Planck, CLUSTER II, VENUS EXPRESS, GAIA, SOHO, CoRoT. â€¢. EfficacitÃ© Ã©nergÃ©tique et usage des Ã©nergies ...
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ce solar isolators 2014 












 


[image: alt]





ce solar isolators 2017 
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ce solar isolators 2012 
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