






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































steel tube fuselages

structure. Tube truss connecting upper r--longerons to semi-monocoque. \ attachment fitting .... to accomplish the same result, namely to retain all frames in true flat .... The benefits derived from ... disadvantage in that a separate sub-assembly ... 

















 Télécharger le PDF 






 2MB taille
 186 téléchargements
 1058 vues






 commentaire





 Report
























Pober Sport



R. Scholler



STEEL TUBE FUSELAGES Factors for Economy in Fabrication and Assembly articularly adapted to the mass production of the smaller types P of commercial and military aircraft



is the welded steel tube type of fuselage. This form of construction permits fabricating the fuselage, the basic structural element of the airplane, in simple, accessible jigs, and makes it possible to apply the fuselage skin or covering as the last step in the assembly of the airplane. Local concentrations of work in the assembly line are avoided, thus eliminating one of the major problems of mass production, which must be predicated upon a smooth flow of work being applied to the airplane as it passes through the various stages of fabrication and assembly.



The purely abstract considerations involved in the design of welded steel tube structures are identical to those common to other phases of structural



engineering. The stress analysis methods applicable to steel tube fuselages are but modifications of the established procedure used for analyzing bridge trusses and similar structures. After the directions and magnitudes of the loads involved are known, and the required margins of safety established, the determination of tube sizes and joint requirements become comparatively simple matters. The tubes can be joined by welding with either



the electric arc or gas. The process differs from other applications of welding only in that greater skill is required in working with thin tube gages to maintain required accuracy in alignment. When laying out a welded steel tube fuselage it is of prime importance that the designer have a practical knowledge of all the factors affecting the economical production of



the structure. These factors begin to



influence the layout of the basic structure at the time when it is simply a geometrical concept of lines and points, and continue to shape the design throughout to the determination of major attachment fittings, selection of the method of covering the tube structure, and finally of detail fittings and attachment points required for controls and equipment. If these factors are neglected anywhere in the progress of the design, beginning with the geometric layout of the basic structure and concluding with the design of the last attachment fitting, the fundamental economy of welded steel tube structures will be sacrificed. In the design of a welded steel tube fuselage the first step is the determination of the fuselage form to be used. The basic fuselage structure SPORT AVIATION
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may consist of two main forms: the all-steel-tube structure wherein the complete primary structure is a



welded steel tube truss, or the socalled "composite" structure made by joining together a welded steel tube forward portion which includes the cockpits, and an aluminum-alloy semi-monocoque aft structure. Some designers favor the all-steeltube design, believing that a single fabrication process throughout for the basic structure facilitates ^production by simplifying tooling, minimizing the factory equipment required, and eliminating the fittings necessary for attachments of the semi-monocoque section. This form is also desirable because access panels extending the full length of the fuselage are removable thus providing ample room for installation operations during the airplane assembly. The panels can also be removed for inspection and service. Another group of designers believe that complete access to the extreme aft portion of the fuselage is rarely required. This group prefers the composite type in order to take advantage of its lighter weight, higher rate of production in factories having facilities for sheet metal construction, and the economy gained by eliminating the necessity of fairing side panels and their supports to the aft portion of the fuselage. Regardless of the type selected, however, there are certain factors involving the basic geometry of the tube structure layout which must not Pober Sport 28
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be neglected if economical production is to be achieved. Consider the all-steel-tube structure first. Because of the need for cockpit spaces, landing gear and lower wing attachment points, the four longeron type structure is almost always used. The four longeron tube type of structure inherently provides the designer with a choice of any two of the four sides as major sub-assemblies of both the fore and aft sections. The practice of dividing the structure into fore and aft sections (to be later joined by welding) is universally followed, partly for production breakdown reasons and also to save weight by reducing tube sizes in the rear section. In cabin type airplanes it is also necessary to build an irregularly shaped front section because of passenger compartment space requirements, with the result that the structure is divided aft of the cabin to permit economical weight distribution, and to simplify tooling, as well as to facilitate final alignment of the tube structure. Naturally, they include two longe-



rons and the tubes connecting same, a choice must be made to build either the top and bottom frames or the side frames, as sub-assemblies. The forward section bottom frame is usually well braced and may be depended upon to hold its shape and resist distortion through the major assembly. The top frame, however, is usually poorly adapted to retaining its shape as a sub-assembly panel, because of the necessity of providing clear unobstructed bays for cockpits in open cockpit airplanes. At the



open bays deflection of the frame may occur after removal of the frame from the sub-assembly jig.



After a consideration of these factors it is logical to design the side frames as sub-assemblies, consisting of the upper and lower longerons, inter-connecting tubes and fittings. A further advantage is obtained in that the sides are usually symmetrically braced so that welding distortion and shrinkage are practically the same for both sides when consistent welding procedures are followed. With



proper guidance and indexing the side frames, being well braced, may



be depended upon to determine accurately the final structure assembly, thus eliminating the need of an elaborate final assembly jig. The choice of sub-assembly frames to form the aft section, however, may be the top and bottom frames rather than the side frames. The decision depends largely upon the type and location of empennage and tail-wheel attachment fittings. In any event, the



rigidity of any side of the aft section is usually sufficient to maintain its shape and permit sub-assembly frame fabrication. The Pratt truss is shown in all of the fuselage layouts illustrated in this article as this type of truss offers the advantages of normal vertical lines to work from during drafting and tooling layout. However, the Warren truss will usually consist of fewer tubes, and for this reason may be lighter for a given fuselage size. The type of truss used will actually depend upon the required attachment points as governed by factors extraneous to the tube geometry, such as placement of the wing to obtain the correct airplane balance.



Geometry of All-Steel Tube Fuselages In the line drawings of tube layouts in Figs. 1 to 6 are shown logical development of the geometry of an all-steeltube fuselage design. The sequence of these figures is based upon the design's desirability from the standpoints of fabrication and tooling, beginning with Fig. 1 as tht most desirable. All illustrations are for a fuselage suitable for a two-place, tandem, open-cockpit airplane, but the ^ .-Station cross tube K • Forward section \ Braces in these cockpit bays in bottom pane/on/y,-



principles discussed are applicable to all types and therefore detail treatment of the cabin-type airplane has been omitted purposely. Note that in all designs the object is to accomplish the same result, namely to retain all frames in true flat planes whenever possible especially the side frame. All-steel-tube structure that is
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ideally adapted for economical mass production. From the plan view in Fig. 1, it can be seen that both the upper and the lower longerons of the forward section are perfectly straight in all planes, and are also parallel to and equidistant from the centerline of the airplane for the entire length of this section. The upper and lower longerons of the aft section lie in vertical planes, with the bend in the longerons at a position adjacent to the welded junction of the forward and aft sections. All longerons are straight lines excepting where the bends occur at the junction just forward of the splice. Also note that these bends are at the same station in both the plan view and the side elevation, and because of this fact the necessary tooling and production operations connected with this fuselage can be readily accomplished. SPORT A V I A T I O N
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Upper longerons in the side elevation, Fig. 2, are straight and parallel to centerline of thrust. In the lower longerons one bend is at the same station as the bend in the plan view, another bend is at an intermediate station further forward. If possible, one section of the forward lower longerons should be parallel to the centerline of thrust. In the plan view longerons are straight, equidistant from and also parallel to the airplane's centerline. Upper and lower longerons of aft section lie in a vertical plane. All longerons with the exception of the lower forward are straight between junction points. All of the side frames are in one plane.



Fuselage in which the upper and the lower longerons are straight in the plan view of the front section, shown in Fig. 3, with the exception of the one bend at the station forward of the junction of the forward and the aft sections. The aft portions of the forward longerons falls on a straight line with the aft section longerons. The front and the rear sections have vertical sides. In the side elevation the upper longerons are perfectly straight for the length of the fuselage. They are also parallel to the centerline of the thrust. One bend is made in the lower longerons, it is located at the same station at which the bend occurs in the plan view.
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shown in Fig. 4. Although sides



Typicaj Intermediate Station in Forward rorwwrc* 























des documents recommandant







[image: alt]





steel tube fuselages - Size 

structure. Tube truss connecting upper r--longerons to semi-monocoque. \ attachment fitting .... to accomplish the same result, namely to retain all frames in true flat .... The benefits derived from ... disadvantage in that a separate sub-assembly .










 


[image: alt]





Tips for steel tube 

THE SPECTACULAR 320 FAST-BUILD KIT! Save an amazing 700 hrs! The Lancair 320/360 FAST-BUILD kit is the only kit ot its type in the world. With this ...










 


[image: alt]





Tips for steel tube - Size 

TIPS FOR STEEL TUBE CONSTRUCTION. By FRANK R. LIBERTI ... B = Movable bar slides up to round bar when round tubing is slipped on its radius and ...










 


[image: alt]





Computerized Stress Analysis of Steel Tube Airframes 

stressful any more. A term that is becoming well-known ... including the terminology used, how a ..... buy personal aircraft insurance coverage that's tailored to fit.










 


[image: alt]





Computerized Stress Analysis of Steel Tube Airframes - Size 

value of U V W or RX RY RZ appears in this listing, then ... I like to create a new node in the center. Â©. FIGURE 2 .... Once we command the software to perform a ...










 


[image: alt]





Laminar Flow Fuselages 

petitor's airplane for his charter operations. 1 asked him why and got the expected "cost too much" answer first. He then told me he couldn't af- ford our airplane ...










 


[image: alt]





shell and tube condensers 

[email protected] // www.bitzermexico.com. BITZER Latin America [email protected] // [email protected] // [email protected] // [email protected] [email protected] // venezuela@bitzerus. // www.bitzerus.com. Subject to ch










 


[image: alt]





Tube cutting tips.pdf 

on the structure you are building. Get some hard thin paper to make the end wrap around the tube cutout patterns. First mark a reference line on the wood dowel ...










 


[image: alt]





Tube Par k 

29 nov. 2018 - Tube Par k. Pr e- Season hour s. Fr iday Nov. 30t h, Dec. 7t h. $18 per per son. Sat ur day Dec. 1st , Dec. 8t h. $25 per per son. 2 pm t o 9 pm.










 


[image: alt]





FLOFT: Lofting Fuselages The Easy Way - Size 

Jun 17, 1990 - small airplanes. Among its advantages ... ready to take to the shop and glue to a piece of plywood. ..... sample data files and complete (though.










 


[image: alt]





Building Basics: Tube Talk 

"Big deal," you might say. "What makes it so versatile, and why are steel tube fuselages made of the stuff?" We don't need to know about how steel is pro-.










 


[image: alt]





tube screamer.cdr - Hobbielektronika 

Asymetrical. D1 - 1N914*. D2 - 1N914*. D3 - 1N914*. *Other diodes will work. TS-9 Parts. Ra - 470. Rb - 100k. Ca - Nothing*. *Leave empty. Capacitors. 2 - 1ÂµF / ...










 


[image: alt]





ACR temperature endotracheal tube 

From the Department of Emergency Medicine,. Medical University ... Setting: Emergency department of a tertiary care university hospital. Patients: .... admission.










 


[image: alt]





G17339 - Russian Geiger Tube 

www.goldmine-elec.com. G17339 - Russian Geiger Tube. 5. 6. 7. 8. 4. 3. 2. 1. 555 IC. R2. C2. C1. R1. Q1. T1. S1 9VDC. D1. R3. R4. R6. Q3. Q2. B. E. C. S. D. G.










 


[image: alt]





Construction Details of Light Aircraft Fuselages - Size 

Light Aircraft Fuselages. By Georges Jacquemin, EAA 3618. (Reprinted in part from the magazine Canadian Aviation). The first part of this article dealt with the ...










 


[image: alt]





Tube Par k 

Tube Par k. Pr e- Season hour s. Fr idays & Sat ur days. 11/30, 12/1, 12/7, 12/8. 2 pm t o 9 pm. $25 per per son. (2 Hour Sessions)










 


[image: alt]





Steel fittings.pdf 

to fully process 4130 parts. Due to the ... ness, while the content of carbon controls the hardness .... erly processed and given a 100 percent final inspection,.










 


[image: alt]





Steel Panthers 

Compare the listed amount to the amount of free memory ... the install program detects any unmet system requirements, the problem areas will be high- ... The following video cards are supported: Cirrus (Cirrus Logic); Diamond (many cards, ...










 


[image: alt]





cold steel 

secrets. It was arrived at over several years by us- ing an exhaustive series of ..... reinforced pivot pin and stainless steel ...... â€œBoss,â€� the undisputed leader, with.










 


[image: alt]





stainless steel 

Scie d ' horloger Ã©p. 0, 35 mm a Cale de rÃ©glage, rÃ©f. 63. - Positionneur 133. - Calibre 55+56. â€” Montage de positionnement 1.29. â€” Scalpel de dÃ©nudaqe 1.10.










 


[image: alt]





cold steel 

it over for closer inspection and of course they'll immediately ..... police/survival/rescue applications. .... guide, or outfitter â€” but sure to be appreciated by ...










 


[image: alt]





Construction Details of Light Aircraft Fuselages 

2. Wooden fuselage, truss type, fabric covered (Piel. "Emeraude"). 3. Welded steel tube fuselage, truss type, fabric cov- ... The box is held rigid by four main bulk-.










 


[image: alt]





NJ7P Tube Database Search - bpcv 

file:///G:/Mes%20Documents/site_free/Musee/EC/pdf/Tube4.php.html. 1 sur 2. 20/08/2009 16:35. NJ7P Tube Database Search. 7586. Medium-Mu Triode ...










 


[image: alt]





Building Basics: Tube Talk - Size 

welding on similar-shaped pieces, i.e., tubing to tubing, or tabs to tube, etc., to get back up to speed. All skills get rusty with disuse, so brush up on your welding ...










 














×
Report steel tube fuselages





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



