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Untitled - Farnell

CONTACTS CENTRALE. CORPS. ROHDELLE ... 3-2 Souder les contacts centroux sur les med ames du cable. ... le but constant d'omeliorer ! nos produits, nous ... 
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Untitled - Farnell 

R 605 600. SÃ©rie_BR2. NORMALISATION. SPECIFICATIONS. IEC in. MIL. CECC in nous rÃ©servons le droit d'apporter toute modification jugÃ©e utile. CABLES.
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Untitled - Farnell 

In. cont. motion. : CONSTRUCTION. CONSTRUCTION. MASSE : 10 gr. weiGHT: 1040. Finition corps : Ni. Finition cont. cent. : AU. Body finish. Inner contact finish.
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4c - Farnell 

EC-Type Examination Certificate. PTB 98 ATEX 2061. Enclosure material ... Permissible ambient temperature. Specified data: 0Â°C to +30Â°C (battery). Battery.
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ADXL362 - Farnell 

Table 4. Package Branding Information. Branding Key. Field Description. â—‹362B. Pin 1 indicator and part identifier. #yww. Pb-free designator (#) and date code.
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Instructions - Farnell 

Sommaire. 12 Perche tÃ©lescopique Solo 100, Solo108. / Extension Solo 101. 13 Bol test transparent pour dÃ©tecteurs de fumÃ©e Solo 330. 14 AÃ©rosols Solo A3 / Solo CO, C3. 15 Outil universal de dÃ©montage Solo 200. 16 Bol test transparent filaire pou
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OZT1200 - Farnell 

TELETEST Ltd: 4 Shelley Road, Bournemouth, BH1 4HY, UK. Tel: 01202 646100 Fax: 01202 646101 Intl: +44 1202 etc. E-Mail: [email protected] Web: ...
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TMS320VC33 Digital Signal Processor - Farnell 

D x5 Phase-Locked Loop (PLL) Clock. Generator. D Very Low Power: < 200 mW @ 150 ...... absolute maximum ratings over specified temperature range (unless ...
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Class 2 RS232 - Farnell 

Power input via Pin 9 of RS232 port â€¢ Class 2 device. Simple to use - be up and running within seconds! Specifications. â€¢ Class 2 device 2dBm. â€¢ Max Measured ...
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FT BK407X - Farnell 

Modulation AM, FM, FSK (interne et externe). â€¢ Modes porte, dÃ©clenchÃ©, salve. â€¢ EntrÃ©e horloge externe 10MHz pour synchronisation de plusieurs gÃ©nÃ©rateurs.
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negative voltage regulators - Farnell 

IO = 500 mA, CI = 2.2 ÂµF, CO = 1 ÂµF unless otherwise specified). (*) Load and line regulation are specified at constant junction temperature. Changes in VO due ...
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s Analog ... - Farnell 

General Description. The. ADC16071/ ... cess for a low power consumption of 500 mW (max) while ... duces the power supply current from 100 mA (max) in the.
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data sheet - Farnell 

Selection chart for CR, UR and relevant nominal case sizes (âˆ…D Ã— L in mm) for .... Electrical data and ordering information for 154 series; preferred types in bold.
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Serie 680 - Farnell 

Miniatur Rundsteckverbinder Serie 680. Miniature circular connectors series 680. Technische Daten1). Specifications1). 3 - 6 mm (.12 - .24) / 6 - 8 mm (.24 - .32).
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ispDOWNLOAD Cables Data Sheet - Farnell 

ispDOWNLOAD Cables. Lattice ispDOWNLOAD cables are designed to facilitate in-system programming for all Lattice Semiconductor. ISPâ„¢ devices directly ...
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Features Benefits Brief Description - Farnell 

Application support available. â€¢ Customized calibration possible ... Including TSicâ„¢ Recording Software for Microsoft Excelâ„¢. Delivery Form. T â€¦ Tube (only for ...
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SP-Series Toroidal Range - Farnell 

2 x 12. 6.67. 8. 55. 45 X 105. 1.5. 160. VTX-146-160-115. 230. 2 x 15. 5.33. 8. 55 .... 73 X 165. 5.2. 800. VTX-146-800-150. 230. 2 x 50. 8. 5. 72. 73 X 165. 5.2.
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TMS320VC33 Digital Signal Processor - Farnell 

Memory (SRAM) Configured in 2 Ã— 16K plus ..... DMA Destination Address .... C1. C2. Crystal. EXTCLK. Rd. PLLVSS. CVDD. 100 Î©. PLLVDD. 0.1 ÂµF. 0.01 ÂµF.
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5V, 3.3V, ISRâ„¢ High-Performance CPLDs - Farnell 

path performance, or in low-power mode for power conser- vation. ..... Junction Temperature ..... Input to Output Through Transparent Input or Output Latch ns.
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11mm Size Metal Shaft Type - Farnell 

Rating. Items. Specifications. Operating life. Typical Specifications. Products Line ... 10Â± 7. 3 to 30. 7. 6. 8. 9. 10. 11. 12. 13. 14. 1,600. 1,200. 1,000. 800. 1,200.
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9115 Multi Range DC Power Supply - Farnell 

Configurer les paramÃ¨tres de la fonction Programme . .... Calibration de la programmation de la tension externe . .... non-sÃ©curisÃ© annulera la garantie. RISQUE ...
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over voltage protected ac power switch - Farnell 

Nov 24, 2004 - The total switch turn on di/dt is the sum of the di/dt created by any RC noise ... The resistor R limits the surge current through the ACST8 during the .... 15.9. 16.4. 0.626. 0.646. L7. 9.00. 9.30. 0.354. 0.366. Dia. 3.00. 3.20. 0.118
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BK8500, BK8502, BK8510, BK8512, BK8514 ... - Farnell 

Utiliser uniquement des fusibles du type spÃ©cifiÃ© dans la liste des composants. ...... 0-24 A. Â±(0,1%+0,1% FS). 1 mA. RÃ©gulation mode CC. 0 â€“ courant max.
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Miniature General Purpose Relay HY - Farnell 

Rated load @ 250VAC/24VDC. 7A. 7A. 5A. Rated current. 7A. 7A. 5A. Maximum switching voltage AC/DC. 250. 250. 250. Maximum breaking capacity. 1750VA.
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Klemmenleisten 1,5 mm2 Rastermaß 3,5 mm; Serie 250 - Farnell 

/000-024 white . . . /000-050 other colors upon request. Ordering example. Terminal strip, pin ... Diameter of drilled hole: 1+0.1 mm. L = (No. of poles x pin ...
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