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One of these regulators can deliver up to 100 mA ... mV voltage regulation. VI = 8 V to 20 V. 25Â°C. 26. 100. mV. Ripple rejection ... Datasheet pdf - http://www. 
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78L05 D D D D D D



Positive-Voltage Regulators



3-Terminal Regulators Output Current up to 100 mA No External Components Internal Thermal-Overload Protection Internal Short-Circuit Current Limiting Provided Pb-Free packages from the end of 2004



78L05ACZ-Bulk



78L05ACZM-Ammo



O C



SO-8



I



TO-92



78L05ACM



INPUT COMMON OUTPUT



description This series of fixed-voltage integrated-circuit voltage regulators is designed for a wide range of applications. These applications include on-card regulation for elimination of noise and distribution problems associated with single-point regulation. In addition, they can be used with power-pass elements to make high-current voltage regulators. One of these regulators can deliver up to 100 mA of output current. The internal limiting and thermal-shutdown features of these regulators make them essentially immune to overload. When used as a replacement for a zener diode-resistor combination, an effective improvement in output impedance can be obtained, together with lower bias current.



OUTPUT GND INPUT



SOT-89 78L05CPK www.DataSheet.co.kr



electrical characteristics at specified virtual junction temperature, VI = 10 V, Io= 40 mA (unless otherwise noted) TEST CONDITIONS



PARAMETER



78L05



TJ‡ MIN 25°C



Output voltage



Input voltage regulation



V



7 V tto 20 V I 1 mA A tto 40 mA A Io=1mA to 40MA, V =7V to20V



IO = 1 mA to 70 mA VI = 7 V to 20 V



TYP



4.8



5



5.2



Full range



4.75



5



5.25



Full range



4.75



5



5.25



32



150



26



100



25°C 25 C



Ripple rejection



VI = 8 V to 20 V VI = 8 V to 18 V,



Output voltage regulation



IO = 1 mA to 100 mA IO = 1 mA to 40 mA



25°C 25 C



Output noise voltage



f = 10 Hz to 100 kHz



25°C



42



Dropout voltage



25°C



1.7



Bias Bias current ccurrent rrent



25°C



3.8



Bias current change



f = 120 Hz



25°C



41



125°C VI = 8 V to 20 V IO = 1 mA to 40 mA



UNIT MAX



49



mV mV dB



15



60



8



30



mV mV µV V



6 5.5



Full Fullll range F



V



1.5 0.1



mA mA mA mA



‡ Pulse-testing techniques maintain TJ as close to TA as possible. Thermal effects must be taken into account separately. All characteristics are measured with a 0.33-µF capacitor across the input and a 0.1-µF capacitor across the output. Full range for the 78L05 is T J = 0°C to 70°C
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Positive-Voltage Regulators



absolute maximum ratings over operating temperature range (unless othewise noted)



78L05



PARAMETER



voltage, VI Input voltage



30



UNIT V



Virtual junction temperature range, TJ



150



°C



Lead temperature 1,6 mm (1/16 inch) from case for 10 seconds



260



°C



–65 to 150



°C



Storage temperature range, Tstg



recommended operating conditions MIN



78L05



7



voltage VI Input voltage,



Output current, IO



0



Operating g virtual jjunction temperature, TJ



MAX



UNIT



20



V



100



mA



70



°C



Pad Location 78L 05 www.DataSheet.co.kr



99



Chip size 0.75 x 0.8 mm



Pad N 1 2 3



Pad Name Ground Input Output



X (um)



Y (um)



63 595 63



63 645 645
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Symbol A A1 b c D D1 E e e1 L Φ h



Dimensions In Millimeters Min Max 3.300 3.700 1.100 1.400 0.380 0.550 0.360 0.510 4.400 4.700 3.430 4.300 4.700 1.270 TYP 2.440 2.640 14.100 14.500 1.600 0.000 0.380



Dimensions In Inches Min Max 0.130 0.146 0.043 0.055 0.015 0.022 0.014 0.020 0.173 0.185 0.135 0.169 0.185 0.050 TYP 0.096 0.104 0.555 0.571 0.063 0.000 0.015
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Positive-Voltage Regulators
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Symbol A b b1 c D D1 E E1 e e1 L



Dimensions In Millimeters Min Max 1.400 1.600 0.320 0.520 0.400 0.580 0.350 0.440 4.400 4.600 1.550 REF 2.300 2.600 3.940 4.250 1.500 TYP 3.000 TYP 0.900 1.200



Dimensions In Inches Min Max 0.055 0.063 0.013 0.197 0.016 0.023 0.014 0.017 0.173 0.181 0.061 REF 0.091 0.102 0.155 0.167 0.060TYP 0.118TYP 0.035 0.047
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Symbol A A1 A2 b c D E E1 e L θ



Dimensions In Millimeters Min Max 1.350 1.750 0.100 0.250 1.350 1.550 0.330 0.510 0.170 0.250 4.700 5.100 3.800 4.000 5.800 6.200 1.270(BSC) 0.400 1.270 0° 8°



Dimensions In Inches Min Max 0.053 0.069 0.004 0.010 0.053 0.061 0.013 0.020 0.006 0.010 0.185 0.200 0.150 0.157 0.228 0.244 0.050(BSC) 0.016 0.050 0° 8°
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Select conductor size from National Electrical Code® ... Refer to National Electrical Code® Table. 400-5 or ... 18/3 à 12/3 de 7,6 à 15,9 mm de diamètre au plus.
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A M E N D E M E N T 

Nb : La prÃ©sente rectification porte sur la liste des signataires. PROJET DE LOI. ACCES AU LOGEMENT ET URBANISME RENOVE NÂ°. 418 rect. DIRECTION.
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D A T A S H E E T GP-PP-88 Black colored polypropylene compound 

Polymer properties. Norm. Unit. Value. Value. Value min average max. Physico-chemical properties. Melt flow index. ISO 1133 g/10mn. 6. 8. 10. Density interne.
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Dec 17, 1996 - -38.8. 12.58. 150.7 0.01326. 73.7. 0.17. -148.4. 0.2. 0.92. -50.8. 11.98. 141.9 0.01702. 69.3. 0.2. -148.5. 0.25. 0.89. -62.1. 11.34. 133.7 0.02026.
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D A T A S H E E T GP-PP-128 Black colored polypropylene compound 

Jan 1, 2010 - Polymer properties. Norm. Unit. Value. Value. Value min average max. Physico-chemical properties. Melt flow index. ISO 1133 g/10mn. 10. 12.
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52.-. 2007 Malbec, Finca Altamira, Achaval- Ferrer, Mendoza, Argentina. 24.-. 38.-. 53.-. 2011 Côte Rôtie, Château d'Ampuis, E. Guigal, Northern Rhône, France.
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IEEE 802.1x port-based access control ensures all users are authorized before being granted ... Power Output for single power Supply : 400W (max). CSA/NRTL ...
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QOM â€“ emamzadeh KHAN HAMZAH. ARDESTAN, KASHAN PROVINCE â€“ Assistants blow aspand smokes (evil eye traditional repellant) along the Ashura ...
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Golden Neo-Life Diamite International, S. de R.L. de C.V.. Havre 67 PB, Colonia JuÃ¡rez, C.P. 06600, MÃ©xico DF. Tel.: 01 800 849 9987. GNLD International Pty.
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Niveau du local Rez-de-ChaussÃ©e l'autoroute 20. Loyer de base 13,00 $ | pi? = Adjacent Setlakwe, Fromagerie Lemaire,. Loyer additionnel (estimÃ©) 2,50 $ / pi?










 


[image: alt]





S a m u e l T o u l o u s e 

L e a d P r o g r a m m e r. Top Spin 3 (2008). Xbox 360/PS3. Lead Programmer PS3. Pre production and production stages. Managed a team of 8 programmers.
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