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WLAN Access Point Card Certification Leaflet - FCC ID

These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses, and can radiate radio frequency energy and ... antenna as far away from the body as is practical. ... the potential for harmful interference to co-channel mobile satellite systems. 
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WLAN Access Point Card



MODEL: CG2102 CONTAINS FCC ID: XF6-RS9110N1103 CONTAINS IC: 8407A-RS9110N1103 CAN ICES-3 (B)/NMB-3(B)



Certification Leaflet Federal communications commission notice This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures: > Reorient or relocate the receiving antenna. > Increase the separation between the equipment and receiver. > Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. > Consult the dealer or an experienced radio or television technician for help. Modifications The FCC requires the user to be notified that any changes or modifications made to this device that are not expressly approved by Option could void the user's authority to operate the equipment. This device complies with Part 15 of the FCC rules. This device complies with Part 15 of the FCC rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation. This device complies with Industry Canada license-exempt RSS standard(s) This device complies with Industry Canada license-exempt RSS standard(s). Operation is subject to the following two conditions: (1) this device may not cause interference, and (2) this device must accept any interference, including interference that may cause undesired operation of the device. Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils radio exempts de licence L'exploitation est autorisée aux deux conditions suivantes: (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en compromettre le fonctionnement. Exposure Information to Radio Frequency Energy Users concerned with the risk of Radio Frequency exposure may wish to limit the duration of their calls and to position the antenna as far away from the body as is practical. IC Radiation Exposure Statement This equipment complies with IC RSS-102 radiation exposure limits set forth for an uncontrolled environment. This equipment should be installed and operated with minimum distance 20cm between the radiator & your body. Under Industry Canada regulations, this radio transmitter may only operate using an antenna of a type and maximum (or lesser) gain approved for the transmitter by Industry Canada. To reduce potential radio interference to other users, the antenna type and its gain should be so chosen that the equivalent isotropically radiated power (e.i.r.p) is not more than necessary for successful communication. Notification d’exposition aux radiofréquences Le présent appareil est conforme aux limites d’exposition aux radiofréquences (RF) du CNR-102 pour utilization par le grand public (environnement non contrôlé). En plus, le produit doit être installé de manière à assurer une distance de séparation de 20 cm minimum entre le corps de l’utilisateur et les antennes. Conformément à la réglementation d'Industrie Canada, le présent émetteur radio peut fonctionner avec une antenne d'un type et d'un gain maximal (ou inférieur) approuvé pour l'émetteur par Industrie Canada. Dans le but de réduire les risques de brouillage radioélectrique à l'intention des autres utilisateurs, il faut choisir le type d'antenne et son gain de sorte que la



puissance isotrope rayonnée équivalente (p.i.r.e.) ne dépasse pas l'intensité nécessaire à l'établissement d'une communication satisfaisante. External antennas The max allowed antenna gain to comply with the RF Exposure and radiated output power requirements is 3 dBi. In addition the product shall be installed in a way that a distance of at least 20 cm is maintained between the antennas and the user’s body. External antennas This radio transmitter, IC: 8407A-RS9110N1103, has been approved by Industry Canada to operate with the antenna types listed below with the maximum permissible gain and required antenna impedance for each antenna type indicated. Antenna types not included in this list, having a gain greater than the maximum gain indicated for that type, are strictly prohibited for use with this device.  2.4GHz band: 3dBi (50Ω)  5GHz band: 3dBi (50Ω) Antennes externes Le présent émetteur radio, IC 8407A-RS9110N1103, a été approuvé par Industrie Canada pour fonctionner avec les types d'antenne énumérés ci-dessous et ayant un gain admissible maximal et l'impédance requise pour chaque type d'antenne. Les types d'antenne non inclus dans cette liste, ou dont le gain est supérieur au gain maximal indiqué, sont strictement interdits pour l'exploitation de l'émetteur.  2.4GHz: 3dBi (50Ω)  5GHz band: 3dBi (50Ω) 5GHz WLAN operation Operation in the 5.15 - 5.25 GHz frequency band (channels 36 to 48) is restricted to indoor usage only in order to reduce the potential for harmful interference to co-channel mobile satellite systems. The maximum antenna gain permitted for devices in the band 5725-5825 MHz shall comply with the e.i.r.p. limits specified for point-to-point and non point-to-point operation as appropriate. Opération 5GHz Les dispositifs fonctionnant dans la bande 5 150-5 250 MHz (canaux 36 à 48) sont réservés uniquement pour une utilisation à l'intérieur afin de réduire les risques de brouillage préjudiciable aux systèmes de satellites mobiles utilisant les mêmes canaux. Le gain maximal d'antenne permis (pour les dispositifs utilisant la bande 5 725-5 825 MHz)doit se conformer à la limite de p.i.r.e. spécifiée pour l'exploitation point à point et non point à point, selon le cas. Manufacturer's Disclaimer Statement The information in this document is subject to change without notice and does not represent a commitment on the part of the vendor. No warranty or representation, either expressed or implied, is made with respect to the quality, accuracy, or fitness for any particular purpose of this document. The manufacturer reserves the right to make changes to the content of this document and/or the products associated with it at any time without obligation to notify any person or organization of such changes. In no event will the manufacturer be liable for direct, indirect, special, incidental, or consequential damages arising out of the use or inability to use this product or documentation, even if advised of the possibility of such damages. For questions regarding your product or declaration, contact: Option | Gaston Geenslaan 14 | 3001 Leuven | Belgium | www.option.com To identify this product we refer to the Part, Series, or Model number found on the product.
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ad610 showlinkâ„¢ wireless access point - FCC ID 

WA371. Wireless microphone clip for mounting on a microphone stand. Euro thread adapter for WA371. Shielded 25-foot Ethernet cable for ShowLink access point, RJ45-to-EtherCon connector. Power supply (regionally dependent). 31A1856. 95A15104. PS43. â€
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Regulatory Leaflet - FCC ID 

Radiofrequency radiation exposure Information: This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This equipment should be installed and operated with minimum distance of 20 cm between the radiator a
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Certification Exhibit - FCC ID 

5015 B.U. Bowman Drive Buford, GA 30518 USA Voice: 770-831-8048 Fax: 770-831-8598. Certification Exhibit. FCC ID: QZC-REXUAINZ. FCC Rule Part: 15.247 ... a proprietary network architecture and protocol devised by Elster Solutions. Device specificatio
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Certification Exhibit - FCC ID 

5015 B.U. Bowman Drive Buford, GA 30518 USA Voice: 770-831-8048 Fax: 770-831-8598. Certification Exhibit. FCC ID: 2ABLX-ZIG24DECO. IC: 8832A-ZIG24DECO. FCC Rule Part: 15.247. IC Radio Standards Specification: RSS-210. ACS Project Number: 15-0094. Man










 


[image: alt]





FT-EZGO Quick Setup Card - FCC ID 

Tap Then Hold your remote case near where the keychain loop is. FT-EZGO system includes 1 remote (EZ100-R) and 1 antenna (ANT-RFID). Also note. Your system has between 5 and 10 feet of range before your vehicle will Unlock/Disarm. unlock/disarm. FT-E
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WLAN a+b+g Cardbus Adapter - FCC ID 

parameter. Contact the network manager for the correct settings. ... Contact your wireless network administrator for choosing a correct option. â€¢ WPA/WPA2/CCKM ... This option requires IT administration. Choosing 802.1x opens the 802.1x EAP type dr
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Access Point 

you high-speed wireless access for your home or office. ... 802.11g compatible wireless routers, access points, and ... Outdoors: Up to 1312ft (400 meters).
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FCC Statement - FCC ID 

This equipment generates, uses, and can radiate radio frequency energy, and if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will n
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fcc warning - FCC ID 

The power door locks will cycle when you have successfully entered ... If programming has failed, repeat this procedure from the beginning. ... Changes or modifications not expressly approved by Dorman Products Inc. could void the user's ...
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NS2 [WDS Access Point] 

netconf.3.devname=br0 netconf.3.ip=192.168.1.20 netconf.3.netmask=255.255.255.0 netconf.3.status=enabled netconf.3.up=enabled netconf.status=enabled.
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H320 Access Point 

Beamflex* Sinr Rx Gain. â—‹ 3-5dB (PD-MRC). Interference Mitigation. â—‹ 5dB. * BeamFlex gains are statistical system level effects translated to enhanced SINR based on observations over time in real-world conditions with multiple APs and many client
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WS-AP3965 Wireless Access Points Quick Reference - FCC ID 

... (including any product names) mentioned in this document are the property of their respective owners and may be trademarks or registered trademarks of their respective companies/owners. For additional information on Extreme Networks trademarks, p
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American Certification Body Inc. 6731 Whittier Ave, Suite ... - FCC ID 

2 oct. 2015 - FCC ID: YMY030189. IC: 9157A-030189. Model Number: 030189/030190. Subject: Compliance Statements in Host Manuals. Dear Examiners,.
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NETGEAR ProSAFE Outdoor High Power Wireless N Access ... - FCC ID 

the access point. If your router switch or hub supplies PoE, skip this step. .... This radio transmitter (IC: 4054A-14200281 / Model: WND930) has been approved.
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FCC Part 15 - FCC ID 

licence. L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en
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Network Relay Point (NRP) NIC 540 Labeling Product ... - FCC ID 

Network Relay Point (NRP) NIC 540 Labeling Product Requirements 17 December 2015. Silver Spring Networks 5. Network Relay Point (NRP) NIC 540 Labeling Product Requirements. 2 FCC and Industry Canada Government Guidelines. DRAFT. The host device shall
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coursecompass access code card dbid m3u5 
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Scanned Document - FCC ID 

instructions. When end-user instructions are required, as in the case of this product, the grantee must notify the OEM to notify the end-user. Robert Bosch Corporation will supply this document to the reseller/distributor dictating what must be inclu
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door sensor - FCC ID 

batterie CR2450. COMPATIBILITÃ‰ DU CAPTEUR DE PORTE. Visiter www.LiftMaster.com/door-sensor ou www.chamberlain.com/door-sensor pour prendre connaissance des produits compatibles avec ce capteur de porte. DÃ‰TECTEUR SUR PORTE. MODÃ‰LES MYQ-G0302, 821L
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MoCA - FCC ID 

Read me first! Lisez-moi d'abord! QUICK START GUIDE. GUIDE DE DÃ‰MARRAGE. HT-EMN3. 1. STEP/ Ã‰TAPE. Check the box contents/ VÃ©rifier le contenu de la boÃ®te. Look in the box and make sure you have the following: Regardez dans la boÃ®te et assurez-vo
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Smoke Detector - FCC ID 

Two AA-size Alkaline batteries. â€¢ Over two years battery's lifetime. SIZE and WEIGHT: â€¢ H: 46.7 mm, Diameter: 135 mm. Weight â€“ 210 grams including batteries. ENVIRONMENT: â€¢ Storage range: -20oC â€“ +50oC. â€¢ Operating Ambient Temperature ran
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MP-840 - FCC ID 

For pet rejection, the optimal height is 2.1 m (7 ft). Surface or corner ... 7. Slide the detector upward until a click is heard. Note: It is recommended to wait about 1 minute after battery removal, before inserting the new battery. Caution! ... Ins










 


[image: alt]





LightStrips - FCC ID 

22 juil. 2013 - NOTICE: Changes or modications made to this device not expressly approved by. Philips Lighting Company (USA) and Philips Electronics Ltd ...
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Download - FCC ID 

PARPADEO RAPIDO LUZ AZUL: MODO EMPAREJAMIENTO. BLAUW LICHT: VERBONDEN. LANGZAAM KNIPPEREN: BEZIG MET VERBINDEN. SNEL KNIPPEREN: VERBIND MODUS. Wireless Subwoofer Model S3. 02 014 Orbitsound td. USB 500mA Power. Upgrade Port. AL POWER upozÐ½Ð¾ Ð¼A do.
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