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XLR Inline Transformer LL6809 - Lundahl Transformers

The transformer LL6809 is designed to be housed in Neutrik XLR connector bodies. It can be ... ground isolation or for balanced-to-unbalanced conversion. 
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AB LARS LUNDAHL Tibeliusgatan 7 S-761 50 NORRTÄLJE SWEDEN



Phone: Int. +46-176-13930 Nat. 0176-13930



Fax:



Int. +46-176-13935 Nat. 0176-13935



XLR Inline Transformer LL6809 The transformer LL6809 is designed to be housed in Neutrik XLR connector bodies. It can be used for e.g. ground isolation or for balanced-to-unbalanced conversion. Turns ratio: Dims: Length (Not including connection wires) Minimum inner diameter of housing tube Weight:



1:1 31mm 16 mm (Designed to fit inside M17x1 thread) 14 grams



Side and top views and winding schematics:



Wh Bl



Static resistance of primary Static resistance of secondary Core No-load impedance Frequency response @ 0 dBU (source 50Ω, load 10kΩ) Distortion (THD, source 600Ω) Isolation between windings:



260 Ω 205 Ω Amorphous strip core typically > 40 k Ω @ +15 dBU, 50 Hz 10 Hz - 100 kHz +/- 0.3 dB 0.5% @ +15 dBU, 50Hz 1 kV R970310
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Lundahl Transformers 

The LL1691 is a dual coil C-core tube amplifier output transformer for 9k: 8 ... The coil is wound using our high internal isolation technique with isolation foil ...
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LL1688 - Lundahl Transformers 

International. Domestic. S-761 50 NORRTÃ„LJE. Phone +46 - 176 13930 0176-13930. SWEDEN. Fax. +46 - 176 13935 0176-13935. I. II. 1 3 5. 9 11 13. Coil II.
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LL1566 - Lundahl Transformers 

Pulse Transformer. LL1566. LL1566 is a pulse transformer designed for digital audio. It is designed with a rather ... Isolation between windings: 2 kV. Application ...
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INLINE® 

E 2005 Hoffman Enclosures Inc. - 4 -. 87565782. Available Options. Lieferbare Alternativen. Accessoires. Opciones Disponibles. Panel. Abdeckplatte. Panneau de montage. Panel. DIN Mounting Bracket. DIN Einbauhalterung. Patte de fixation de rail DIN. P
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TRANSFORMERS 

terminal 3, thus raising this transmission line by the input voltage V1. This is called the “Bootstrap Effect.” The output voltage V2 is delayed as it travels the ...
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Mojotone Transformers Transformers 

*mounting centers slightly closer. MOJO752 Tweed Bassman. Transformer. Z Mount on blah x blah centers. A â€“ Brown. B â€“ Orange. C â€“ Black. D â€“ Brn/Wht.
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inline - Platt 

cuales se hace el montaje en la pared o alguna otra estructura, utilizando el siguiente material (proporcionado por el cliente): un seguro de 3/8 de pulgada o M8, arandela plana y tornillos. Para asegurar que el sello y el nivel de protecciÃ³n es el 
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inline - Hoffman 

2014 Pentair Equipment Protection. PH 763 422 2211 â€¢ hoffmanonline.com. 87568580. Rev. B. P/N 47338001. INLINEâ„¢ ...
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transformers - ABCelectronique 

Transformers are used in thyristor drives to provide isolation of control circuitry and voltage/current transformation. In order for the thyristor to switch on, the gate ...
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Remplacement Shure SM58 XLR Connecteur 

Ce guide vous montre comment rÃ©installer le connecteur XLR Ã  l'intÃ©rieur du microphone si elle est tirÃ©e en essayant de retirer le cÃ¢ble du microphone.
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Inline Pressure Boosting System 

small bucket to catch the dispersed water. 3. Close air bleed valve once all ...... Dimensions extÃ©rieures. 29,6 po x 8,5 po x 8,9 po (75,2 cm x 21,6 cm x 22,6 cm).
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ab lars lundahl - JAC Music 

LL1545. LL1545 is a general purpose audio transformer, with a variety of connection alternatives. ... Isolation between windings / between windings and shields:.
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Prefabricated Transformers Substations 

The PFU Transformer Substations consist of a concrete monoblock- structure enclosure that houses all electrical switchgear from. MV switchgear to LV ...
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RF Transformer 

ISO 9001 ISO 14001 AS 9100 CERTIFIED. Mini-CircuitsÂ®. P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661 For detailed ...
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current transformer circuit low voltage transformers 12v dc power dbid d9gf 
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Branchement cÃ¢ble Shure SM58 XLR 

5 nov. 2016 - Branchement cÃ¢ble Shure SM58 XLR. Ce guide vous montrera comment installer (ou brancher) le cÃ¢ble XLR du microphone. RÃ©digÃ© par: nat ...
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Transformers - Bosch Security 

–10°C to 40°C. (14°F to 104°F). Storage Temperature. –30°C to 75°C. (–22°F to 167°F). Humidity ..... Campinas, Sao Paulo, Brazil. Phone: +55 19 2103 2860.
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Dynaco Output Transformers 

SUPER FIDELITY. OUTPUT TRANSFORMERS. The new line of DYNACO output transformers incorpor- ates the first basic advance in output transformer design.
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Flexible transformers WE-FLEX 

There is another outcome if the inductors are on a single core, as in the case of the flex- transformers. The series connection of two windings doubles the ...
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inline constant pressure system 

Locked pump detection/shut off ..... ensure detection of underload faults in a wide variety of pumping ...... La protection de court-circuit à semi-conducteur.
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LE microphone pour USB & XLR enrigistrement 

mini USB (le petit connecteur) au port USB du Yéti Pro, et branchez l'autre extrémité à un port USB libre sur votre ordinateur. Pour une utilisation optimale, le Yeti Pro doit être branché directement sur un port USB alimenté, évitez donc de le conne
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LE microphone pour USB & XLR enrigistrement professionnel 

USB 2.0 à haut débit; 256 MB RAM (minimum). Garantie. Blue Microphones garantit ses produits contre les défauts de matériel et de fabrication pendant une ...
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LE microphone pour USB & XLR enrigistrement 

Le Yeti Pro est l'outil idÃ©al pour crÃ©er des enregistrements d'exception, peu importe la source, l'environnement ou la destination. Le Yeti Pro comprend la .... Les frÃ©quences d'Ã©chantillonnage doivent Ãªtre sÃ©lectionnÃ©es par rapport aux possib
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Inline Pressure Boosting System - Little Giant Pumps 

Keep safety labels clean and in good condition. .... Decide on an appropriate location for the pump installation that is suitable based on the enclosure rating of the ..... Inline 400 Troubleshooting Guide. Condition. Indicator Lights. Possible Cause
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