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Oxygen Sensor Circuit Malfunction. (Bank 1 Sensor 1). CIRCUIT DESCRIPTION. Refer to DTC P0125 (Insufficient Coolant Temp. for Closed Loop Fuel Control) ... 
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DI-48 DIAGNOSTICS



-



ENGINE DI6V3-04



DTC



P0130



Oxygen Sensor Circuit Malfunction (Bank 1 Sensor 1)



CIRCUIT DESCRIPTION Refer to DTC P0125 (Insufficient Coolant Temp. for Closed Loop Fuel Control) on page DI-43 . DTC No.



P0130



DTC Detecting Condition



Voltage output of oxygen sensor remains at 0.4 V or more, or 0.55 V or less, during idling after the engine is warmed up (2 trip detection logic)



Trouble Area  Open or short in heated oxygen sensor circuit  Heated oxygen sensor  Air induction system  Fuel pressure  Injector  ECM



HINT: Sensor 1 refers to the sensor closer to the engine body. The oxygen sensor’s output voltage and the short−term fuel trim value can be read using the OBD II scan tool or TOYOTA hand−held tester.



WIRING DIAGRAM Refer to DTC P0125 (Insufficient Coolant Temp. for Closed Loop Fuel Control) on page DI-43 for the WIRING DIAGRAM.
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DI-49 DIAGNOSTICS



-



ENGINE



CONFIRMATION DRIVING PATTERN



20 sec. or more



Vehicle speed 40 km/h (24 mph)



20 sec. or more



(d)



Idling (c)



20 sec. or more



(d)



(d)



(e)



(e)



20 sec. or more



20 sec. or more



(f)



IG SW OFF (a) (b)



100 sec. or more



30 sec.



A09299



(a) Connect the TOYOTA hand-held tester to the DLC3. (b) Switch the TOYOTA hand-held tester from normal mode to check mode (See page DI-3 ). (c) Start the engine and let the engine idle for 100 sec. or more. (d) Drive the vehicle at 40 km/h (24 mph) or more for 20 sec. or more. (e) Let the engine idle for 20 sec. or more. (f) Let the engine idle for 30 sec. HINT: If a malfunction exists, the MIL will light up during step (f). NOTICE: If the conditions in this test are not strictly followed, detection of the malfunction will not be possible. If you do not have a TOYOTA hand-held tester, turn the ignition switch OFF after performing steps (c) to (f), then perform steps (c) to (f) again.



INSPECTION PROCEDURE HINT: Read freeze frame data using TOYOTA hand-held tester or OBD II scan tool. Because freeze frame records the engine conditions when the malfunction is detected, when troubleshooting it is useful for determining whether the vehicle was running or stopped, the engine warmed up or not, the air-fuel ratio lean or rich, etc. at the time of the malfunction.



1



Are there any other codes (besides DTC P0130) being output?



YES



Go to relevant DTC chart (See page DI-14 ).



NO
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DI-50 DIAGNOSTICS



2



-



ENGINE



Check the output voltage of oxygen sensor during idling.



PREPARATION: Warm up the oxygen sensor the engine at 2,500 rpm for approx. 90 sec. CHECK: Use the OBD II scan tool or TOYOTA hand-held tester read the output voltage of the oxygen sensor during idling. OK: Oxygen sensor output voltage: Alternates repeatedly between less than 0.4 V and more than 0.55 V (See the Following table).



P18349



OK



Perform confirmation driving pattern (See page DI-48 ).



NG



3



Check for open and short in harness and connector between ECM and oxygen sensor (bank 1 sensor 1) (See page IN-19 ).



NG



Repair or replace harness or connector.



OK



4



Check air induction system (See page SF-1 ).



NG



Repair or replace induction system.



OK
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DI-51 DIAGNOSTICS



5



-



ENGINE



Check fuel pressure (See page SF-6 ).



NG



Check and repair fuel pump, fuel pipe line and filter (See page SF-1 ).



OK



6



Check injector injection (See page SF-21 ).



NG



Replace injector.



OK



Replace oxygen sensor (bank 1 sensor 1).



7



Perform confirmation driving pattern (See page DI-48 ).



Go



8



Are there DTC P0130 being output again?



YES



Check for intermittent problems (See page DI-3 ).



NO



Check and replace ECM (See apge IN-29 ).
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DTC P0136 Oxygen Sensor Circuit Malfunction (Bank ... - caphector.com 

Voltage output of the heated oxygen sensor remains at 0.40 V or more, or 0.50 V or less when the vehicle is driven at 40 km/h. (25 mph) or more after the engine ...
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DTC P0325 Knock Sensor 1 Circuit Malfunction - caphector.com 

The knock sensor is fitted to the cylinder block to detect engine knocking. This sensor contains a piezoelec- tric element which generates a voltage when it ...
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DTC P0550 Power Steering Pressure Sensor Circuit Malfunction 

ENGINE. DI-1 11. 281. Author : Date : 2002 ECHO (RM884U). DTC. P0550. Power Steering Pressure Sensor Circuit. Malfunction. CIRCUIT DESCRIPTION.Missing:
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DTC P0133 Oxygen Sensor Circuit Slow Responce (Bank 1 Sensor 1) 

Responce (Bank 1 Sensor 1). CIRCUIT DESCRIPTION. Refer to DTC P0125 (Insufficient Coolant Temp. for Closed Loop Fuel Control) on page DI-43 . DTC No.
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DTC P0135 Heated Oxygen Sensor Heater Circuit ... - caphector.com 

Bank 1 refers to the bank that includes cylinder No.1. â€¢. Sensor 1 refers to the sensor closer to the engine body. â€¢. Sensor 2 refers to the sensor farther away from ...
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DTC P0335 Crankshaft Position Sensor â€�Aâ€� Circuit Malfunction 

Read freeze frame data using TOYOTA hand-held tester or OBD II scan tool. Because ... During cranking or idling, check between terminals G2 and. NE-, NE ...
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DTC P0500 Vehicle Speed Sensor Malfunction - CapHector 

The No.1 vehicle speed sensor outputs a 4-pulse signal for every revolution of ... â€¢Open or short in vehicle speed sensor circuit ... INSPECTION PROCEDURE.
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DTC P1300 Igniter Circuit Malfunction (No.1) DTC P1305 Igniter 

Read freeze frame data using TOYOTA hand-held tester or OBD II scan tool. Because ... CHECK: Measure voltage between terminals IGF of the ECM connector.
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DTC P0110 Intake Air Temp. Circuit Malfunction - caphector.com 

plied to the intake air temp. sensor from the terminal THA via ... After confirming DTC P0110, use the OBD II scan tool or TOYOTA hand-held tester to confirm the ...
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DTC P1790 ST Solenoid Valve Circuit Malfunction - CapHector 

Shift solenoid valve ST is switched ON-OFF by a signal from ECM so that let in or out timing of 2nd brake is adjusted by operating orifice control valve. Therefore ...
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DTC P0770 Shift Solenoid E Malfunction - caphector.com 

ECM memory to detect mechanical trouble of the shift solenoid valve SL, valve body and torque converter clutch or automatic transaxle (clutch, brake or gear etc.) ...
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DTC P1349 VVT System Malfunction - caphector.com 

2. 1. R-W. R-B. ECM. OCV+. OCV-. 10. 23. E7. E7. DI-122. -. DIAGNOSTICS. ENGINE ... (b) Connect the TOYOTA hand-held tester and select VVT from ACTIVE TEST menu. CHECK: ... Replace oil control valve, and then go to step 6. OK. 6.
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DTC P0505 Idle Control System Malfunction - CapHector 

The rotary solenoid type IAC valve is located on the throttle body and intake air bypassing the throttle valve is directed to the IAC valve through a passage.
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Oxygen sensor control, checking - VAGLinks.com 

Nov 22, 2002 - The first position of the 3 digit display (Heater) fluctuate at certain operating conditions between 0 and 1. Page 7 of 61. Oxygen sensor control ...
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Switch â€�Aâ€� Circuit Malfunction 

vehicle driving conditions from this signal input from terminal ... After confirming DTC P0120, use the OBD II scan tool or TOYOTA hand-held tester to confirm the ...
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DTC P1346 VVT Sensor (Camshaft Position Sensor ... - caphector.com 

INSPECTION PROCEDURE. HINT: Read freeze frame data using TOYOTA hand-held tester or OBD II scan tool. Because freeze frame records the engine ...
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DTC P0710 Transmission Fluid Temperature Sensor ... - caphector.com 

Either (a) or (b) is detected for 0.5 sec. or more. (2-trip detection logic). (a) Temperature sensor resistance is less than 79 Î©. (b) After the engine has been ...










 


[image: alt]





31 Airbag Sensor Assembly Malfunction - caphector.com 

When a malfunction code other than code B1100/31 is displayed at the same time, first repair the malfunction indicated by the malfunction code other than code ...Missing:
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DTC P1520 Stop Light Switch Signal Malfunction - caphector.com 

This signal is used to detect when the brakes have been applied. The STP signal voltage is the same as the voltage supplied to the stop lights. The STP signal is ...
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DTC P0773 Shift Solenoid E Electrical Malfunction - caphector.com 

D07913. Transaxle. Shift Solenoid. Valve SL. LG. 4. E1. G. 6. E5 SL. ECM. DI-180. -. DIAGNOSTICS. AUTOMATIC TRANSAXLE. 350. Author : Date : 2002 ECHO ...
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SRS Warning Light Circuit Malfunction - caphector.com 

CIRCUIT DESCRIPTION. The SRS warning light is located on the combination meter. When the SRS is normal, the SRS warning light lights up for approx.
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CIRCUIT INSPECTION DTC P0500 Vehicle Speed ... - CapHector 

CIRCUIT DESCRIPTION. The vehicle speed sensor outputs a 4-pulse signal for every revolution of the transaxle output shaft. After this signal is converted into a ...
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dtc p0530 air conditioning a c refrigerant pressure sensor circuit dbid 7g0xt 
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conductivity sensor circuit dbid 1oef 
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