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DTC P0773 Shift Solenoid E Electrical Malfunction - caphector.com
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DI-180 DIAGNOSTICS



-



AUTOMATIC TRANSAXLE DI6UK-02



DTC



P0773



Shift Solenoid E Electrical Malfunction (Shift Solenoid Valve SL)



CIRCUIT DESCRIPTION The shift solenoid valve SL is turned ON and OFF by signals from the ECM to control the hydraulic pressure acting on the lock-up relay valve, which then controls operation of the lock-up clutch. Fail safe function: If the ECM detects a malfunction, it turns the shift solenoid valve SL OFF. DTC No.



DTC Detecting Condition



Trouble Area



P0773



Either (a) or (b) is detected for 1 time. (2-trip detection logic) (a) Solenoid resistance is 8 Ω or less when solenoid is energized. (b) Solenoid resistance is 100 kΩ or more when solenoid is not energized.



 Open or short in shift solenoid valve SL circuit  Shift solenoid valve SL  ECM



WIRING DIAGRAM Transaxle
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Author:
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DI-181 DIAGNOSTICS



-



AUTOMATIC TRANSAXLE



INSPECTION PROCEDURE 1



Measure resistance between terminal SL of ECM and body ground. PREPARATION: Disconnect the connector from ECM. CHECK: Measure resistance between terminal SL of ECM and body ground. OK: Resistance: 11 - 15 Ω at 20 °C (68 °F)



SL D07966



OK



Check and replace the ECM (See page IN-29 ).



NG



2



Measure resistance of harness and connector between ECM and automatic transaxle solenoid connector. PREPARATION: Disconnect the solenoid connector from the transaxle. CHECK: Measure resistance of the harness and connector between terminal SL of ECM and terminal SL of solenoid connector. OK: Resistance: 0 Ω



SL



SL



D07965



NG



Repair or replace the harness or connector.



OK
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DI-182 DIAGNOSTICS



3



-



AUTOMATIC TRANSAXLE



Check shift solenoid valve SL.



D09033



PREPARATION: (a) Jack up the vehicle. (b) Remove the oil pan. (c) Disconnect the shift solenoid valve SL connector. (d) Remove the shift solenoid valve SL. CHECK: Measure resistance between terminal SL of shift solenoid valve and solenoid body. OK: Resistance: 11 - 15 Ω at 20 °C (68 °F) NG



Replace the shift solenoid valve SL.



OK



Replace or repair the solenoid wire, harness and connector between ECM and automatic transaxle solenoid connector.
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DTC P0770 Shift Solenoid E Malfunction - caphector.com 

ECM memory to detect mechanical trouble of the shift solenoid valve SL, valve body and torque converter clutch or automatic transaxle (clutch, brake or gear etc.) ...
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DTC P1790 ST Solenoid Valve Circuit Malfunction - CapHector 

Shift solenoid valve ST is switched ON-OFF by a signal from ECM so that let in or out timing of 2nd brake is adjusted by operating orifice control valve. Therefore ...
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DTC P1300 Igniter Circuit Malfunction (No.1) DTC P1305 Igniter 

Read freeze frame data using TOYOTA hand-held tester or OBD II scan tool. Because ... CHECK: Measure voltage between terminals IGF of the ECM connector.
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DTC P1349 VVT System Malfunction - caphector.com 

2. 1. R-W. R-B. ECM. OCV+. OCV-. 10. 23. E7. E7. DI-122. -. DIAGNOSTICS. ENGINE ... (b) Connect the TOYOTA hand-held tester and select VVT from ACTIVE TEST menu. CHECK: ... Replace oil control valve, and then go to step 6. OK. 6.










 


[image: alt]





DTC P0500 Vehicle Speed Sensor Malfunction - CapHector 

The No.1 vehicle speed sensor outputs a 4-pulse signal for every revolution of ... â€¢Open or short in vehicle speed sensor circuit ... INSPECTION PROCEDURE.
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DTC P0505 Idle Control System Malfunction - CapHector 

The rotary solenoid type IAC valve is located on the throttle body and intake air bypassing the throttle valve is directed to the IAC valve through a passage.
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DTC P0325 Knock Sensor 1 Circuit Malfunction - caphector.com 

The knock sensor is fitted to the cylinder block to detect engine knocking. This sensor contains a piezoelec- tric element which generates a voltage when it ...
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DTC P0130 Oxygen Sensor Circuit Malfunction (Bank ... - caphector.com 

Oxygen Sensor Circuit Malfunction. (Bank 1 Sensor 1). CIRCUIT DESCRIPTION. Refer to DTC P0125 (Insufficient Coolant Temp. for Closed Loop Fuel Control) ...
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DTC P0550 Power Steering Pressure Sensor Circuit Malfunction 

ENGINE. DI-1 11. 281. Author : Date : 2002 ECHO (RM884U). DTC. P0550. Power Steering Pressure Sensor Circuit. Malfunction. CIRCUIT DESCRIPTION.Missing:
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DTC P0136 Oxygen Sensor Circuit Malfunction (Bank ... - caphector.com 

Voltage output of the heated oxygen sensor remains at 0.40 V or more, or 0.50 V or less when the vehicle is driven at 40 km/h. (25 mph) or more after the engine ...
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DTC P1520 Stop Light Switch Signal Malfunction - caphector.com 

This signal is used to detect when the brakes have been applied. The STP signal voltage is the same as the voltage supplied to the stop lights. The STP signal is ...
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DTC P0110 Intake Air Temp. Circuit Malfunction - caphector.com 

plied to the intake air temp. sensor from the terminal THA via ... After confirming DTC P0110, use the OBD II scan tool or TOYOTA hand-held tester to confirm the ...
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DTC P0335 Crankshaft Position Sensor â€�Aâ€� Circuit Malfunction 

Read freeze frame data using TOYOTA hand-held tester or OBD II scan tool. Because ... During cranking or idling, check between terminals G2 and. NE-, NE ...
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dtc p0449 evaporative emission evap vent solenoid control circuit dbid a26p 
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Inductance of a Solenoid 

A: cross-sectional area. â€¢ l: length. â€¢ n: number of turns per unit length. â€¢ N = nl: total number of turns. â€¢ B = Âµ0nI: magnetic field inside solenoid. â€¢ Î¦B = BA: ...
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ELECTRICAL 

... ç¤«:::::::::::::::::::::::::::::::::::::::: = YW= qp =?< åº¨|q~ sqm~ æ”¤x =EB@ æ‡¿qz ~qp qp ç“¤=>< : ACTAADB. =?EB ...... CB Ruzmx p~uå¤¯. = =?T@@@>.
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OCTAL SERIAL SOLENOID DRIVER 

The L9822N is an octal low side solenoid driver ... suited for driving lamps, relays and solenoids in ... The L9822N features the outputs status monitoring function ...
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Switch â€�Aâ€� Circuit Malfunction 

vehicle driving conditions from this signal input from terminal ... After confirming DTC P0120, use the OBD II scan tool or TOYOTA hand-held tester to confirm the ...
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Neutral Position Switch Malfunction - caphector.com 

P1780. Park/Neutral Position Switch Malfunction. CIRCUIT DESCRIPTION. The neutral start switch detects the shift lever position and sends signals to the ECM.
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Mean Shift Tracking 

Track target candidate in video by matching color probability of target with that of object model. Use mean shift to estimate color probability and target location.
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RIGHT SHIFT REGISTER 

LIFO OR FIFO CAPABILITY .STANDARDIZED SYMMETRICAL OUTPUT. CHARACTERISTICS .QUIESCENT CURRENT SPECIFIED AT 20V. FOR HCC DEVICE.
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shift rod removal 

6.10 TROUBLE SHOOTING CHECKLIST. CHAPTER 6 TRANSMISSION PAGE. 6- ... Shift selectors moving out of desired range. NOTE: When adjusting linkage, ...
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Left Shift Register 

Low Level Input Voltage. 0 7. 0 8. V. IOH. High Level Output Current b0 4 b0 4. mA. IOL. Low Level Output Current. 4. 8. mA. TA. Free Air Operating Temperature.
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24 ABS Solenoid Valve ... - caphector.com 

CIRCUIT DESCRIPTION. This solenoid goes on when signals are received from the ECU and controls the pressure acting on the wheel cylinders thus ...
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