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160. ON-RESISTANCE vs. VCOM. (DUAL SUPPLIES). 100. MAX308/9 TOC-01. 0. 20. 40. 60 .... below V+ and 1V above V-, but does not affect the devices' low ... 
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Precision, 8-Channel/Dual 4-Channel, High-Performance, CMOS Analog Multiplexers



The MAX308/MAX309 are fabricated with Maxim’s improved 44V silicon-gate process. Design improvements yield extremely low charge injection (less than 10pC) and guarantee electrostatic discharge protection greater than 2000V. These muxes operate with a single +5V to +30V supply or bipolar ±5V to ±20V supplies, while retaining TTL/CMOS-logic input compatibility and fast switching. CMOS inputs provide reduced input loading. These improved parts are plug-in upgrades for the industrystandard DG408, DG409, DG508A, and DG509A.



________________________Applications Sample-and-Hold Circuits Automatic Test Equipment Heads-Up Displays Guidance and Control Systems Military Radios Communications Systems Battery-Operated Systems PBX, PABX Audio Signal Routing



____________________________Features ♦ Guaranteed On-Resistance Match Between Channels, 























des documents recommandant







[image: alt]





MAX6138 DS - Maxim Integrated 

MAX6138_12. REVERSE VOLTAGE vs. ISHUNT. MAX61438 toc05. ISHUNT (mA). REVERSE VOLTAGE CHANGE (mV). TA = +85Â°C. TA = +25Â°C. TA = -40Â°C.
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Stresses above those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. These are stress ratings only, and functional ...
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DS1270AB. BQ4017MC. DS1270Y. M48Z2M1Y. BQ4017YMC. DS1270W. M48Z2M1V. Tech Brief 39. NV SRAM Cross Reference Table www.maxim-ic.com.
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Cross Reference Table for Dallas, STMicroelectronics, and TI. Dallas Semiconductor P/N STMicroelectronics P/N. TI P/N. DS1220AB. M48Z02. DS1220AD.
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General Description. The MAX1447/MAX1496/MAX1498 low-power, 3.5- and. 4.5-digit, analog-to-digital converters (ADCs) with inte- grated light-emitting diode ...
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DS1621. Digital Thermometer and. 6. 3. 1. 2. 4. 8. 7. 5. SDA. TOUT. GND. VDD. A0. A1. A2. DS1621S 8-PIN SO (150mil). DS1621V 8-PIN SO (208mil). 6. 3. 1. 2.
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manufacturing process, the DS1990A is a unique elec- tronic identifier that is ..... through the printed circuit board to implement this fea- ture. For more details ...
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B. iButton Peripheral Control Card ...... media. With Dallas Semiconductor's automatic identifi- cation technology, a chip ..... control access to only one customer.
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+160. Â°C. Thermal Shutdown Hysteresis. 15. Â°C. 250. Power-Up/Enable from Shutdown. Time (Note ..... The MAX9716 can be configured for a differential input.
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74F153 Dual 4-Input Multiplexer 

Side B Data Inputs. 1.0/1.0. 20 ÂµA/âˆ’0.6 mA. S0, S1. Common Select Inputs. 1.0/1.0. 20 ÂµA/âˆ’0.6 mA. Ea. Side A Enable Input (Active LOW). 1.0/1.0. 20 ÂµA/âˆ’0.6 mA.
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the flip-flops are triggered by a HIGH-to-LOW transition of their CP inputs. ..... *The number of Clock Pulses required between tPHL and tPLH measurements can ...
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MICROPROCESSOR CONTROL VIA AN I. 2. C ... croprocessor controlling the STV5342 via a 2-wires serial bus. .... Output Fall Time VOH to VOl from 4.0 to 0.4V.
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2 POTS/4 GigE Dual Band WiFi. Residential Gateway ONT. Issue Date: September 2016. Product P/N: P/N: 1287783F1. Document P/N: 61287783F1-17B ...
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CD4015BC Dual 4-Bit Static Shift Register 

resistor and diode clamps to VDD and VSS. ... VDD = 10V, VIN = VDD or VSS. 10 ... 30. fCL. Maximum Clock. VDD = 5V. 2. 3.5. MHz. Frequency. VDD = 10V. 4.5.
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Dual 4-input multiplexer HEF4539B MSI 

Jan 1, 1995 - January 1995. 2. Philips Semiconductors. Product specification. Dual 4-input multiplexer. HEF4539B. MSI. DESCRIPTION. The HEF4539B is a ...
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Untitled - Maxim Lighting 

Leave a Small gap at the bottom to allow moisture to exit. Pour empÃªcher l'intrusion d'eau, calfeutrer autour de la plaque arriÃ¨re oÃ¹ l'appareil rencontre le mur ...
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Untitled - Maxim Lighting 

Please consult your electrician for hanging fixture and wiring. ... IMPORTANT: Turn off the power at the main fuse or circuit breakerbox before staringinstallation.
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Veuillez consulter votre Ã©lectricien pour la fixation et le raccord des fils. Back Plate/Plaque arriÃ¨re. (A). Light Body/Corps de lampe. (B). (B). Step 1: Remove the ...
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Etape 1: Retirer la plaque arriÃ¨re du baldaquin et attacher la Ã  la boÃ®te de dÃ©rivation. To prevent water intrusion, caulk around back-plate where fixture meets the ...
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Step.1: Remove hood from the post by unscrewing top finial and two screws within the hood. Ã‰tape 1: Enlever le capot du poteau en dÃ©vissant le fini supÃ©rieur et ...
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Dual 4-Input Positive-NAND Gates - HxC2001 

Jul 11, 2015 - www.ti.com ..... information exceed the total purchase price of the TI part(s) at issue in this document sold by TI to Customer on an annual basis.
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Page 1. Page 2. Page 3. Page 4. Page 5. Page 6. Page 7. Page 8. Page 9. Page 10. Page 11. Page 12.
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Dual 4-input multiplexer HEF4539B MSI 

Jan 1, 1995 - DESCRIPTION. The HEF4539B is a dual 4-input multiplexer with common select logic. Each multiplexer has four multiplexer inputs. (I0 and I3) ...
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Ã‰tape 3: Installer les ampoules CA (3pcs). Step.1: Remove mounting bracket from fixture(B) and install to electrical box. then wire fixture to wires in outlet box.
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