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Duke U-Turn Service - Enduro Fork Seals

them with a plastic faced mallet to separate the shafts from the lower tubes. ... Remove the damper assembly from the right upper tube and inspect the o-. 
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2002-2004 PSYLO & DUKE U-TURN SPRING SERVICE GUIDE



For exploded diagram and part number information, refer to the Spare Parts Catalog available on our website at www.rockshox.com.



2002-2004 Psylo & Duke U-Turn Service Guide



TOOLS NEEDED • 2.5 and 5 mm Hex W rench • Oil Pan •Torque W rench • Plastic Face Mallet • 24 mm 6-point Socket • Small Blade Screwdriver



• Snap ring pliers • 12” long cylindrical rod (plastic or wood) • RockShox 5 wt. Oil • RockShox RedRum • Safety Glasses



After every 50 hours of riding or less depending on riding conditions and riding style, the following service should be performed. This service should be performed by a qualified mechanic, using proper tools. NOTE: SERVICE



ON YOUR FORK MAY BE PERFORMED WHILE STILL INSTALLED ON YOUR BICYCLE.



VIEWS AVAILABLE IN THE



FOR INFORMATION



SPARE PARTS CATALOG



REGARDING



TO IDENTIFY AND REFERENCE PARTS.



PURE SYSTEM SERVICE,



WEBSITE AT WWW.ROCKSHOX.COM.



REFER TO THE



R E M O V E L O W E R T U B E A S S E M B LY 1. Use a 2.5mm hex wrench to remove the screw on top of the U-Turn adjuster knob. Slowly remove the U-Turn adjuster knob. NOTE: TAKE



CARE NOT TO LOSE DETENT BALLS



ARE SPRING LOADED!



(3). THE



THE EXPLODED



PURE SYSTEM SERVICE GUIDE



ON OUR



1



DETENT BALLS



2. Using a magnet, remove detent balls and springs from the top cap. Note orientation of detent balls and springs within the top cap, they must be reinstalled in the same orientation.
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USE



2
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2002-2004 Psylo & Duke U-Turn Service Guide NOTE: SERVICE DEPICTED AND DESCRIBED IN THIS GUIDE IS FOR HYDRACOIL HC2 FORKS. THE SAME PROCEDURE FOR LOWER LEG REMOVAL STILL APPLIES TO PURE SYSTEM FORKS.



AND



3



3. Psylo XC/SL: Gently pull downward to remove the external rebound adjuster knob from the right shaft bolt. TIP:



RIGHT



PERSPECTIVE.



AND



LEFT



SIDE



IS



DETERMINED



FROM



THE



RIDER’S



4. With a 5 mm hex wrench, loosen the shaft bolts five turns and firmly tap them with a plastic faced mallet to separate the shafts from the lower tubes. TIP: TAPPING



THE BOLTS RELEASES THE PRESS-FIT BETWEEN THE LOWER



LEGS AND THE SHAFTS.
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5. Keep an oil pan below the fork to catch the oil. Inspect the condition of removed oil. If the oil is opaque and/or milky (water contamination), the lower tube assembly should be cleaned. 6. Remove shaft bolts completely.



7. Carefully slide the lower tube assembly off of the upper tubes. Use the oil pan to catch the excess oil. NOTE: CYCLE



THE DAMPER SHAFT (RIGHT SIDE) UP AND DOWN TO ENSURE
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ALL OIL IS REMOVED.



8. Apply biodegradable solvent (Simple Green, Pedros, or isopropyl alcohol) to a clean rag and wrap a rag around a long cylindrical rod or screwdriver to clean the lower tube internals. Dry thoroughly.



R E M O V E D A M P E R A S S E M B LY ( R I G H T S I D E )



9



Steps 9 and 10 apply to Duke C/XC and Psylo C/XC only. Use the Pure System Service Guide to remove the assemblies on the Pure side of the Psylo SL.



9. Using snap ring pliers, remove the snap ring from the right upper tube (damper side).
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2002-2004 Psylo & Duke U-Turn Service Guide 10. Remove the damper assembly from the right upper tube and inspect the oring for wear or damage. Replace each as necessary (See Spare Parts Catalog for part #’s and descriptions). NOTE: YEAR.



10



DAMPER BASE VALVE ASSEMBLY APPEARANCE WILL VARY BASED ON MODEL



R EMOVE



THE



U- TURN S PRING A SSEMBLY (L EFT S IDE )
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11. Remove the snap ring from the bottom of the left upper tube using snap ring pliers.



12. Carefully remove the base plate assembly from the U-Turn plunger shaft. Replace the assembly as necessary.



13. With a 24 mm socket, remove the top caps. For Pure models: See the Pure System Service Guide for removal of the Climb-it Control adjuster knob and top cap assembly.
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12



13
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2002-2004 Psylo & Duke U-Turn Service Guide 14. Pull up and out to remove the U-Turn spring assembly. Clean and reapply Judy Butter to the spring and spring isolator. Inspect top cap o-ring. To change springs to a softer or firmer rate, or replace the U-Turn spring assembly, use the following kits:



14



PSYLO W eight and U-Turn Travel 80-125mm 180 lbs (80 kg)



Spring Color Yellow Red Blue Black



Spring Assembly Part# 11.4306.270.001 11.4306.270.002 11.4306.270.003 11.4306.270.004



DUKE W eight and U-Turn Travel 63-108mm



Spring Color



Spring Assembly Part#



180 lbs (80 kg)



Yellow Red Blue Black



11.4307.371.001 11.4307.371.002 11.4307.371.003 11.4307.371.004



CLEAN



THE



15



UPPER TUBES



15. Apply biodegradable solvent (Simple Green, Pedros or isopropyl alcohol) to a clean rag, wrap rag around a long cylindrical rod or screwdriver and clean the upper tube internals. Dry thoroughly. NOTE: USE



16



CARE NOT TO SCRATCH THE INNER SURFACE OF THE TUBES.



16. Install the base plate assembly w/snap ring into the bottom of the left upper tube. TIP: ENSURE



THAT THE ISOLATOR IS CENTERED ON THE COIL.



I NSTALL



THE



U-T URN S PRING A SSEMBLIES



AND



D AMPER



17



17. Ensure the U-turn spring assembly rod is fully extended to 125 mm and install the assembly through the top of the left upper tube.



Psylo 125 mm Duke 108 mm Travel
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Psylo 100 mm Duke 80 mm Travel



Psylo 80 mm Duke 63 mm Travel
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2002-2004 Psylo & Duke U-Turn Service Guide 18. Press firmly and hand thread the U-Turn top cap 1.5-2 turns to start threads and prevent stripping the top cap. With a 24 mm socket torque the U-turn top cap to 40 in-lb. 19. Install the damper assembly into the right upper tube and insert the snap ring. 20. Install springs and detent balls into the U-Turn top cap. Be sure to install them in the same orientation that they were removed (see step 2 photo). 21. Using a 2.5 mm hex wrench, install the U-Turn adjuster knob and screw. Torque the screw to 12 in-lb.



18



NOTE: DO NOT USE LOCTITE ON THE SCREW, IT WILL DAMAGE THE PLASTIC U-TURN ADJUSTER KNOB



I NSTALL



THE



L OWER T UBE A SSEMBLY



40 in-lb.



22. Carefully slide the lower leg assembly onto the upper tube assembly. Stop when you feel/hear the lower bushing engage the upper tube. This will allow room to pour oil into the lower leg bolt hole.



23



TIP: CHECK YOUR DUST SEALS TO ENSURE PROPER FIT AROUND THE UPPER TUBES.



23. Invert the fork, and add 30cc of RockShox 5wt oil into the bottom of the left lower leg (U-Turn side), through the bolt hole. TIP: THE U-TURN SHAFT SHOULD NOT BE SET IN THE LOWER LEG CASTING YET. THIS WILL ALLOW CLEARANCE FOR THE OIL TO FILL THE LEG.



24. Inspect the nylon crush washers for wear or damage. Replace if necessary. Install U-Turn shaft bolt and torque to 60 in-lb. 25. Turn the fork right-side up. Insert a long plastic or wooden rod through the top of the right upper tube and lightly seat the damper into the casting. This will enable you to thread the shaft bolt into the damper. 26. Insert the rebound adjuster knob into the damper and turn rebound valve to the full clockwise position BEFORE installing the shaft bolt. IMPORTANT!:



THIS



ASSEMBLY IN THE SHAFT.



20 cc
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PREVENTS DAMAGE TO THE PLASTIC REBOUND



REMOVE



THE REBOUND ADJUSTER KNOB.



27. Install the hollow (solid bolt on C models) shaft bolt into damper shaft and torque to 60 in-lb. Insert the rebound adjuster knob through the hollow shaft bolt and press firmly to seat.



28. Psylo C and XC: Pour 140cc of RockShox 5 wt. oil into the top of the right upper tube (through the top cap hole). Pure: See the Pure System Service Guide for the appropriate refill fluid level for the right side. Duke C and XC: 135cc of RockShox 5 wt. oil into the top of the right upper (through the top cap hole/upper tube). 29. Using a 24mm socket, install the top cap on the damper side (right). Torque to 40 in-lb. Pure Forks: See the Pure System Service Guide for installation of the Climb-It control adjuster knob and top cap assembly.



28



155 cc
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general - Enduro Fork Seals 

Stanchion tube secured to the crown and upper crown. The system is equipped ... semble the shock absorption system ... Replace stanchion tube, oil seal and.
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Monster - Enduro Fork Seals 

Steer tube: EASTON aluminum steer tubes available for 1 1/8â€� x267 mm ... semble the shock absorption system ... Replace stanchion tube, oil seal and dust seal.
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Z5 Coil - Enduro Fork Seals 

GENERAL. â€¢ The fork is sprung by a mechanical coil system and uses hydraulic .... semble the shock absorption system using the ..... Travel (mm) H (mm). 80. 35.
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Z1 MCR - Enduro Fork Seals 

Steer tube: stainless steel or, on request, EASTON aluminum steer tube available for 1 1/8â€� diameter, threadless. ... semble the shock absorption system.
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Z5 Air - Enduro Fork Seals 

Steer tube: stainless steel or, on request, EASTON aluminum steer tube available for 1 1/8â€� diameter, threadless. .... semble the shock absorption system.
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Z3 Coil - Enduro Fork Seals 

Steer tube: stainless steel or, on request, EASTON aluminum steer tube available for 1 1/8â€� diameter, threadless. .... semble the shock absorption system.
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Super T QR20 - Enduro Fork Seals 

Stanchion tube secured to the crown and upper crown. The system is ... semble the shock absorption system using the ... Replace stanchion tube, oil seal and.
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SHIVER DH Race - Enduro Fork Seals 

nal top mount adjusters. â€¢ Stanchions are integral with wheel shaft pinch bolts. â€¢ Outer sliders secured to the crown and upper crown. The system gives the fork ...
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race faceÂ® x-type bearing system - Enduro Fork Seals 

arm and spider assembly using an 8mm. Allen wrench (turn .... spindle should line up with the opposite bearing and ... tractor cap by turning it counter-clockwise.
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front fork front fork 

it bottoms out and then pull it back quickly b. â—‹ Repeat this step until the inner tube can be pulled out from the outer tube. EC553311. Damper rod. 1. Remove:.
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front fork 

its retaining pawl with the hub cutout. Install the front wheel by aligning the speedometer gear unit groove with the front shock absorber tab. Insert the axle and ...
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pasquali Fork-Lift 

82" MOUNTED. MAST HEIGHT. -48". STANDARD FOAK. L. Here's a fast, low cost way to put a fork lift in your fields to pick-up & load fruit bins. SPECIFICATIONS.
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Duke - Para2000 

Sep 19, 2007 - Because the Duke does not have even a DHV or any other certification it is also not certified for flying with an paramotor. 12. Flying maneuvers:.
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Front fork 

92200 92200-1029. 92200A 92200-1187. SCREW-PAH-CROS. PIPE-LEFT FORK OUTER. PIPE-RIGHT FORK OUTER. PIPE-FORK IHHER. CYLIHDER-FORK.
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DUKE PDF 

y-guide.pdf, Dumb-bunnies-bkshelf.pdf, Each Peach Pear Plum Viking Kestrel Picture Books, and many other ebooks. Download: DUKE PDF. We have made it ...
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Duke - Seminoles.com 

18 avr. 2019 - Singles Competition. 1. #40 Lucas Poullain (FS) def. #100 Nick Stachowiak (DU) 6-3, 6-3. 2. Alex Knaff (FS) def. Spencer Furman (DU) 6-4, 6-3.
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Untitled - suzuki pure enduro 

Once the metal stop washer from the body. ... When the circlip is out, pull the reservoir and the main shock body. If ... Check the sealing ring on the shaft as-.










 


[image: alt]





Untitled - suzuki pure enduro 

Whiliri Rating , E Kamal waqar H -1947 LElans arEy 5 milani. TelephirTIR [TEL HD , Int + .... Int + 4 76 à²° 30. Tulietux ORGl-52 17, Imt +46 FAO BE 17, Telex 131 ...
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Untitled - Pure Enduro 

11241-41100. 01421-10258. GASKET, cylinder. STUD BOLT, No.1. 16. 17. 09159-10022. NUT. 20-. 01421-08258. STUD BOLT, No.2. 19. 09159-08019. NUT.
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Untitled - suzuki pure enduro 

AI | special sTandard parTs numbers begin wii'h 09 excepf 099. @if 
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The Seven Seals 

Un-edited PDF version from www.dragonsofjustice.org. - 1 -. The Seven ...... within, and the power will be able to rise within you even more. It will push some ...
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Parts 8.3 Enduro Series - Coupe de France Enduro Les ... - Chronosome 

22 juil. 2017 - GARCIA Tom. 2212034065 homme. 9:18.095 (36). 12:43.207 (270) ..... CONDAMINES Jacques. 2212034131 master 2. 10:49.618 (196).
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east fork state park 

Run. C ab in. R un. K. ainRun. Lucy R un. B ack. Run. Brigg s. R un. Crane Run. LightRun. Trimble Run. Barnes Run. Sno w. Run. Slabca m p. R u n. Mims Lake.
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Futura Fork Servicing 

Jan 5, 2003 - The tool pictured below is the one I use for setting the fork oil height. ... These pictures compare a Motion Pro fork seal driver to a PVC one I used on my ... Here is the tire changers manual in PDF format. ...... (JPG, 110 ko).
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