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EC

19 juin 2014 - GENERAL CHARACTERISTICS. Lamp Type. Linear Fluorescent - Straight. Linear. Bulb. T8. Base. Medium Bi-Pin (G13). Rated Life (NOM). 20000.0 h. Rated Life (instant start) @. Time. 15000 h @ 3 h. Rated Life (rapid start) @ Time. 20000.0 @ 3.0 h. Bulb Material. Sodalime glass. Starting Temperature ... 
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GENERAL CHARACTERISTICS Lamp Type



63542 - F32T8/730/PRO/EC F32T8/730/PRO/EC



Bulb Base Rated Life (NOM) Rated Life (instant start) @ Time Rated Life (rapid start) @ Time Bulb Material Starting Temperature (MIN) Mercury Content (NOM) Picograms of Mercury (NOM) Primary Application



Linear Fluorescent - Straight Linear T8 Medium Bi-Pin (G13) 20000.0 h 15000 h @ 3 h 20000.0 @ 3.0 h Sodalime glass 10.0 °C 2.95 mg 60.35188 pg Full Wattage



PHOTOMETRIC CHARACTERISTICS Initial Lumens (NOM) Mean Lumens (NOM) Nominal Initial Lumens per Watt (NOM) Color Temperature (NOM) Color Rendering Index (CRI) (NOM)



2450.0 2300.0 77.0 3000.0 K 78.0



ELECTRICAL CHARACTERISTICS Wattage (NOM)



32.0



DIMENSIONS Maximum Overall Length (MOL) (NOM) Nominal Length (NOM) Bulb Diameter (DIA) (NOM)



48.000 in(1219.2 mm) 48.000 in(1219.2 mm) 1.000 in(25.4 mm)



PRODUCT INFORMATION Product Code Description Standard Package Standard Package GTIN Standard Package Quantity Sales Unit No Of Items Per Sales Unit No Of Items Per Standard Package UPC



Jun 19, 2014 2:56:04 AM For additional information, visit www.gelighting.com



63542 F32T8/730/PRO/EC 00-Case 10043168635421 36 Unit 1 36 043168635424
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ec 

Internet: www.adamhall.com. 1.4. Emergency information in case of poisoning. Poison Control Centre Mainz - Phone: +49 (6131) 19240. SECTION 2: Hazards ...
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EC 

20 juin 2014 - 78.0. ELECTRICAL CHARACTERISTICS. Wattage (NOM). 32.0. DIMENSIONS. Maximum Overall Length. (MOL) (NOM). 48.000 in(1219.2 mm).
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EC, Article 

Mar 18, 2009 - After skin contact Immediately rinse with water. ... Seek medical treatment. ... Recommendation Smaller quantities can be disposed of with household waste. ... The product is designed exclusively for professional/industrial ...
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EC, Article 

Feb 25, 2009 - Rinse opened eye for several minutes under running water. Then consult a ... Product forms slippery surface when combined with water. Use respiratory ... (Lapren, Company KCL) ... Solubility in / Miscibility with. Water at ...
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EC ... .fr 

Dec 4, 2008 - ... running water. Seek medical treatment. ... Prevent seepage into sewage system, workpits and cellars. .... Ordinance on Hazardous Materials.
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EC ... .fr 

Jul 27, 2007 - Protective equipment: No special measures required. ... General protective and hygienic measures ... Land transport ADR/RID (cross-border).
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EC, Article 

Aug 6, 2007 - General EU Classification Guidelines for Preparations as issued in the latest version ... waste water is discharged into sewage treatment plants.
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EC Veterans 2014 

THOMAS, Stephane. ABBASOV, Azad. ELVEREN, Zeyid ..... STEIGMANN, Stephan. KULISH, Oleg. HEPER, Enver ... COURTOIS, Daniel. KARLSSON, Anders.
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EC++ Compiler - IAR Systems 

Library features which relate to exception handling and runtime type .... The IAR Embedded Workbench will include the correct runtime library based on the .... range from generic but expensive methods that can access the full memory space to .... For
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50 NORMASATION EC 

Sierre tresse iSolant AR. DÃ©nuder le cable i. O. Emmandher bouchon AR, rondelle AR joint plat et Serre-tresse sur le cable. Rabattre et couper la tresse.
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EC Veterans 2013 

3 Judoka. 17-Jun-2013 - 12:09:38 www.ippon.org (c) International Judo Federation IJF. SACHSE, Marita. GER. IVALDI, Marie-Claude. FRA. HOPKINS, Sarah.
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ec-1, ec-1-dv, ec-1k, and ec-1k-dv series, sÃ©ries ... - Little Giant Pumps 

The EC-1 pump is only suitable for intermittent use in applications with a maximum 50% ..... BLUE = Neutral (115 V) or L1 (208/230 V) b. BROWN = Live (115 V) ...
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CP/Tribune EC/WannaCry/tribune EC FR 007 
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EC Safety data sheet 

for fire-fighting: not required further details: none. 6. Measures in the event of accidental release. Personal precautions: avoid contact with eyes and skin.
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EC++ Compiler - IAR Systems 

The first part of the name of a segment in each segment group corresponds .... All entries in the vector will be called when the system is initialized. This segment ...
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cabletekâ„¢-ec 

2009 Hoffman Enclosures Inc. 87954948. P/N 87953922. PH 763 422 2211 Â· www.hoffmanonline.com. 1. Snap Cover. Couverture InstantanÃ©e. Cubierta RÃ¡pida.
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NewHD-EC 6pgBrochure 

Both utilize Hi-UD (High Index, Ultra Low ... HD-EC zoom lenses have been refined using Canon's ... All Canon HD-EC lenses have traditional film style feel.










 


[image: alt]





EC safety data sheet 

2.2 Label elements. Labelling according to Regulation (EC) No ... Cool endangered containers with water spray jet. SECTION 6: Accidental release measures.










 


[image: alt]





EC Declaration of Conformity 

9 août 2011 - Phase + Thernal 84 873 02X, Pump (pompe) 84 874 200, Speed (vitesse) 84 874 320,. 84 87X above Models may be followed by 800 to 899.
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EC-250 - SupplyHouse.com 

Your Little Giant Electronic Condensate Unit is designed as an automatic condensate removal system for the water dripping off an air conditioner evaporative coil. The pump is controlled by a float/switch device which turns the pump on when approximat
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EC Veterans 2015 

HUGON JEANNIN, Ronny. TOTARO, Luigi. RUS. FRA. ITA .... SOZONOV, Andrei. GOSTIAEV, Evgenii. BOIZIAU ... SALMIN, Andrei. BRUCHON, Sam. NOVOTA ...
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modèle fg ec in - SupplyHouse.com 

un sistema de alarma de fallas, o reconocer que está dispuesto a asimilar el riesgo de tales pérdidas o lesiones. READ AND SAVE THESE INSTRUCTIONS.
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modèle fg ec in - SupplyHouse.com 

Association (NFPA), and the American Society for Heating, Refrigeration and Air Conditioning Engineers (ASHRAE), and the local code authorities. E. When cutting or ..... it a été retourné port payé et qu'il a été trouvé défectueux. LES TERMES ...
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modèle fg ec in - SupplyHouse.com 

Association (NFPA), and the American Society for Heating, Refrigeration and Air ... must be installed when fan will be within reach of personnel, within seven (7) ...
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