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secure it with the Allen screws using an Allen wrench. Install the bracket with the spacer to one of the ends of the fixture channel using a screw, then place a ... 
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Installation Instructions for



WB1749_WB1750



Edgebrook Small and Medium Vanity (LED)



WB1749, WB1750



1.0



Vanity Strip GENERAL PRODUCT INFORMATION:



CAUTION - RISK OF FIRE This product must be installed in accordance with the applicable installation code by a person familiar with the construction and operation of the product and the hazards involved.



This product is listed by one of the following “Nationally Recognized Testing Laboratory” These fixtures are intended to be installed utilizing NEC compliant junction boxes.



Use minimum 90°c supply conductors.



This product is suitable for damp locations. This product may be dimmed with a low voltage electronic dimmer.
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Temporarily install the mounting plate to the junction box.



2



Mark the anchor hole locations on the mounting plate and remove the mounting plate.



3



Drill appropriate size holes at the marked locations and install the anchors.



4



Secure the mounting plate to the junction box.
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Screw the anchor screws into the anchors.



6



Connect the fixture ground wire to a suitable ground in accordance to local electrical codes.
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Connect the red driver wires to the appropriate fixture wires with a wire nut.



8



Connect the blue driver wire to the neutral power line wire with a wire nut.
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Connect the black driver wire to the hot power line wire with a wire nut.
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Properly place the driver and wire nut connections into the junction box, mount the fixture base onto the mounting plate, and secure it with the Allen screws using an Allen wrench.
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Install the bracket with the spacer to one of the ends of the fixture channel using a screw, then place a cover and spacer onto the nipple and secure them in place by screwing on an endcap.



12



Install the shade by sliding it through the fixture channel and into the installed endcap.



13



Install the remaining bracket to the other end of the fixture channel using a screw, then place a cover and spacer onto the nipple and secure them in place by screwing on an endcap. 1



ATTENTION : RISQUE D'INCENDIE Ce produit doit être installé conformément au code d'installation en vigueur par une personne familière avec la construction et l'exploitation du produit et les risques qu'il entraîne.



Utiliser les conducteurs d'alimentation supérieure à 90° c.
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Installer temporairement la plaque de montage à la boîte de jonction.
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Marquez les emplacements des trous d'ancres sur la plaque de montage et retirer la plaque de montage.



3



Percer des trous de taille appropriée sur les emplacements marqués et installez les ancres.



4



Fixez la plaque de montage à la boîte de jonction.



5



Visser les vis de ancres dans les ancres.
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Connectez le fil de terre de luminaire à un terrain approprié conformément aux codes électriques locaux.



7



Connecter les fils du pilote rouges aux fils du luminaire appropriées avec un écrou de fil.



8



Connectez le fil conducteur bleu pour le fil de ligne à neutre avec un écrou de fil.



9



Connectez le fil conducteur noir au fil de la ligne d'alimentation chaude avec un écrou de fil.



10



Placer correctement le pilote et de noix de fil connexions dans la boîte de jonction, monter la base de fixation sur la plaque de montage, et le fixer avec les vis Allen à l'aide d'une clé Allen.



11



Installez le support avec l’espaceur à l'une des extrémités de luminaire à l'aide d'une vis, puis placer un couvercle et l'espaceur sur le attache et les fixer en place par vissage sur un capuchon.
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Installez l'abat-jour en le faisant glisser à travers le canal de luminaire et dans le capuchon installé.



13



Installez le support restant à l'autre extrémité de luminaire de montage à l'aide d'une vis, puis placer un couvercle et l'espaceur sur le attache et les fixer en place par vissage sur un bouchon.
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PRECAUCIÓN: RIESGO DE INCENDIO Este producto debe instalarse de acuerdo con el código de instalación aplicable por una persona familiarizada con la construcción y operación del producto y los riesgos que conllevan.



Utilizar conductores de suministro mínimo 90° c.
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Instalar temporalmente la placa de montaje de la caja de conexiones.
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Marque las ubicaciones de los orificios de anclaje en la placa de montaje y retire la placa de montaje.



3



Perforar agujeros del tamaño adecuado en los lugares marcados e instalar los anclajes.



4



Fije la placa de montaje a la caja de junctura.



5



Atornille los tornillos de anclaje en los anclajes.



6



Conecte el cable de tierra de la lámpara a un terreno adecuado, de acuerdo con los códigos eléctricos locales.



7



Conecte los cables del conductor rojo a los cables de la lámpara apropiadas con una tuerca para cable.



8



Conecte el cable conductor azul al cable de línea de energía neutra con una tuerca para cable.



9



Conecte el cable conductor negro al cable de línea eléctrica caliente con una tuerca para cable.
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Instale correctamente las conexiones del conductor y de tuerca de cable en la caja de conexiones, monte la base de la lámpara sobre la placa de montaje y fijarlo con los tornillos Allen utilizando una llave Allen.
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Instale el soporte con el espaciador a uno de los extremos del canal de la lámpara mediante un tornillo, a continuación, coloque una cubierta y el espaciador en el conectador y fijarlos en su lugar atornillando en una cubierta de extremo.
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Instale la pantalla deslizándolo a través del canal de la lámpara y en la tapa de extremo instalada.



13



Instalar el soporte restante hasta el otro extremo del canal de la lámpara con un tornillo, a continuación, colocar una cubierta y el espaciador en el niple y fijarlos en su lugar mediante atornillado en una tapa de extremo.el espaciador en el conectador, luego fijarlos en su lugar atornillando en la cubierta de extremo. Repita para el otro conectador.



3



SAVE THESE INSTRUCTIONS!



7400 Linder Ave, Skokie, IL 160077 800.969.3347 www.Feiss.com © 2015 Feiss.All rights reserved.The "Feiss" graphic is a registered trademark of Feiss. Feiss reserves the right to change specifications for product improvements without notification.
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Temporarily install the mounting plate to the junction box. Mark the anchor hole locations on the mounting plate and remove the mounting plate. Drill appropriate size holes at the marked locations and install the anchors. Secure the mounting plate to










 


[image: alt]





Edgebrook Large Vanity (LED) 

l'espaceur sur le mamelon et les fixer en place par vissage sur un capuchon d'extrÃ©mitÃ©. Installez l'abat-jour en le faisant glisser Ã  travers le canal de l'unitÃ© et ...










 


[image: alt]





2 small - Baud and Bui 

BAUD & BUI Â©2002 www.baudandbui.com. GLUE. FOLD. INSERT. PAPER MASK - PIZZA - www.baudandbui.com. 1/2. SMALL ...










 


[image: alt]





2 small - Baud and Bui 

BAUD & BUI Â©2002 www.baudandbui.com. GLUE. FOLD. INSERT. PAPER MASK - PIRATE - www.baudandbui.com. 1/2. SMALL ...










 


[image: alt]





What Small Businesses and Small Organizations Say About the CMM1 

small businesses and organizations are experiencing dif]culties implementing. CMM-based process improvement programs and how they are tailoring their.










 


[image: alt]





mains voltage led floodlights and spotlights - LED Bulbs | MyLights.co.uk 

LEAVE A COPY FOR THE USER / MAINTENANCE ENGINEER FOR FUTURE REFERENCE. IMPORTANT INSTALLATION INFORMATION. â€¢. Installation should ...










 


[image: alt]





Small jobs and pocket money. .fr 

teenagers to work before or after school to earn (= to get, to make) pocket money. There are lots of jobs you can do: you can baby-sit, deliver pizzas, do a round ...










 


[image: alt]





readings in entrepreneurship and small business development 

Read and Save Ebook readings in entrepreneurship and small business development articles sur lentrepreneurship et le developpement de la petite as PDF for ...










 


[image: alt]





2 SMALL 

BAUD & BUI Â©2002 www.baudandbui.com. GLUE. FOLD. INSERT. PAPER MASK - FRANKY JR. - www.baudandbui.com. 1/2. SMALL ...










 


[image: alt]





Crashworthiness Design Guide Small Airplane Small Airplane 

current state-of-the-art crashworthiness technologies applicable to civil GA aircraft. ..... Canadian Royal Flying Corps during World War I, DeHaven's aircraft was involved in a .... are equipped with them and when they are used (Reference 1-13). ...










 


[image: alt]





mains voltage led brick and wall lights 
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Small Wonders 
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INSTALLATION INSTRUCTION LED Step and Wall 
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INSTALLATION INSTRUCTION LED- LED Picture Light 
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