






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































EIA2000 series Gateway .fr

EIA2008. EIA2016. EIA2032. Aliwei Communications, INC http://www.aliwei.com ... â€“SIP proxy server assignment according to ... â€“Fax relay mode, rate setting for remote ... â€“Static IP routingâ€“RIP v1/v2 (opt.) ... SNMP/TELNET/FTP access list. 

















 Télécharger le PDF 






 443KB taille
 49 téléchargements
 332 vues






 commentaire





 Report
























EIA2000 series Gateway Models: EIA2004 EIA2008 EIA2016 EIA2032



Aliwei Communications, INC http://www.aliwei.com



Aliwei VoIP Solution for Enterprise Products Road- Map 4-32 ports Voice with Ethernet



4 RJ-11 FXS or FXO port 1 10Mbps RJ45 ports. 1 10/100Mbps RJ-45 ports, 1 asynchronous port RJ45



10Mbps Ethernet



4-32 ports Voice with Fast Ethernet



8 RJ-11 FXS or FXO port 1 10Mbps RJ45 ports. 1 10/100Mbps RJ-45 ports, 1 asynchronous port RJ45



10/100Mbps Ethernet



Aliwei VoIP Solution for Enterprise VoIP Gateway Connectivity FXS –RJ-11 Hardware interface –Polarity inverse generation function –Caller-id generation function –Busy-out function support –Ring cadence setting function –Ring frequency setting function –European type II telephone support –Surge protect support FXO –RJ-11 Hardware interface –Polarity inverse detection function –Caller-ID detection function –Busy-out function support –PSTN backup or busy-out function with Hook off in case of power down –Clear down tone registration and detect function– Hook flash timing setting function –Ring detect timeout setting function –Ring number setting function –For outbound calls, connect when voice is detected



Aliwei VoIP Solution for Enterprise Voice over IP Service H.323, SIP, and MGCP Triple Stack –Concurrent Triple VoIP Stack Software –Single Hardware with Three VoIP Service



H.323 –ITU-T Standard H.323 v3 Support –Support H.245 Tunneling –Including H.235 Security Features



SIP –IETF RFC3261 or RFC2543 SIP Standard



MGCP –IETF RFC2705bis-02 Standard MGCP 1.0



Aliwei VoIP Solution for Enterprise Voice over IP Service (cont.) • H.323



SIP



–Fast connect, normal connect support



–Gateway-based / Endpoint-based registration support



–H.245 tunneling support–Q.931 response message setting for inbound VoIP calls



–Secondary proxy-server assignment function



–H.245 logical channel open timing selection function



–SIP signaling port change function



–Start H.245 procedure support–DTMF / Hook flash relay with H.245 alphanumeric / signal



–SIP proxy server assignment according to the domain name



–Secondary gatekeeper support



–T.38 real-time fax relay support



–Gatekeeper assignment according to the domain name



–DTMF relay support with RFC2833 / OPTION message–Re-INVITE support



–Gatekeeper discovery with multicast



•MGCP



–Lightweight RRQ support



–Secondary call agent assignment function



–Signaling TCP port assignment



–Default package assignment



–Resource threshold setting with RAI



–Announcement Server Package, Generic Media Package, Handset Package, Line Package, Trunk Package support



–H.235 clear-token, crypto-token support –Technical prefix (supported prefix) support –Public IP assignment in NAT environment



–MGCP call agent assignment according to the domain name –T.38 real-time fax relay support –DTMF relay support based on RFC2833



Aliwei VoIP Solution for Enterprise Voice over IP Service (cont.) Voice Codec



FAX



–G.711 A-Law, G.711 U-Law –Fax relay mode supporting T.38, inband–G.726 r16, G.726 r32 T.38, bypass mode –G.729A –Lost packet compensation with –G.723.1 r63, G.723.1 r53 redundant setting in case of T.38 fax relay –VAD (Voice Activity Detection) function support –Fax relay mode, rate setting for remote –DTMF relay support (H.323, SIP, MGCP common) end VoIP based on RFC2833



•RTP –Redundant RTP packet transmission in case of severe packet loss –Dynamic jitter buffer management and RPT packet jitter and loss compensation with heuristic & DSP error concealment –Static jitter buffer setting support –Voice frame per RTP packet number control for each codec –In-band ring-back tone support –Virtual ring-back tone support –Tone parameter change support



Aliwei VoIP Solution for Enterprise IP and WAN Protocols •IP Routing Protocols –Multi-protocol Internetworking Services –Static IP routing–RIP v1/v2 (opt.) –OSPF v2 routing protocols support (opt.) –Transparent Bridging (IEEE Spanning Tree Protocol)



IP IP



•WAN Protocols –Point-to-Point Protocol (PPP) –High-level Data Link Control (HDLC) Protocol



IP



IP IP



IP



Aliwei VoIP Solution for Enterprise Network Managements SNMP –Standard Simple Network Management Protocol( SNMP) Agent support –MIB v1 and v2 Support



•Web-based Management –Standard Voice Interface –Standard PSTN Back-up Interface



•Watch-dog Function –Hardware, Software watch-dog services



•Remote Management –Telnet –Rlogin –Console



•Auto Upgrade Service –HTTP server based APOS image and configuration file auto-upgrade support



•Batch Job Function –Text based script downloading



Easy Set-up Service –MS Windows Graphical User Interface (GUI) based installation Software Solution –Easy installation Set-up service



Aliwei VoIP Solution for Enterprise Security Managements • IP packet filtering • IP access list • User authentication function –Password Authentication Protocol (PAP) –Challenge Handshake Authentication Protocol (CHAP)



• Enable/Disable specific protocols • Auto-square connect of console and Telnet session • Account Management function for multi-level user • SNMP/TELNET/FTP/HTTP/TFTP port assignment function • SNMP/TELNET/FTP access list management • Boot mode security checking



Aliwei VoIP Solution for Enterprise Network Scalability •IP Sharing Feature –Single IP Address, Multiple IP Network Access –Public IP Address Sharing by VoIP Gateway



•IP Sharing Network Environment –Support Legacy Network Environment –xDSLModem based Broadband Network –Cable Modem based Broadband Network –Leased line Network Environment



•Both support Fixed and Dynamic IP •Support Standard Network Protocols –PPPoE –PPPTP –DHCP



Aliwei VoIP Solution for Enterprise Network Scalability (cont.) • Bridging Service –Spanning Tree Bridging protocol (IEEE) support



• DHCP –Server and Relay



• IP Accounting • PAT (Port Address Translation) • NAT (Network Address Translation) • Cisco Style CLI (Command Line Interface) • PPTP (Point-to-Point Tunneling Protocol) • NTP (Network Time Protocol) • FTP/TFTP –Server and Client support



•DNS –Dynamic DNS Client support



Aliwei VoIP Solution for Enterprise Network Configurations Front View Side of EIA2004 –4-Ports FXS or FXO Voice Interface –1-Port Console –1-Port 10Mbps Ethernet –1-Port 10/100Mbps Fast Ethernet



Front View Side of EIA2008 –8-Ports FXS or FXO Voice Interface –1-Port Console –1-Port 10Mbps Ethernet –1-Port 10/100Mbps Fast Ethernet



Front View Side of EIA2016 – 16 Ports FXS or FXO Voice Interface –1-Port Console –1-Port 10Mbps Ethernet –1-Port 10/100Mbps Fast Ethernet



Front View Side of EIA2032 –32 Ports FXS or FXO Voice Interface –1-Port Console –1-Port 10Mbps Ethernet –1-Port 10/100Mbps Fast Ethernet



Aliwei VoIP Solution for Enterprise Hardware Specification EIA2000 Series CPU



Specifications MPC852T 66MHZ



Voice Interface



4-32 FXS or FXO ports



Ethernet Interface



1 10M Ethernet interface 1 10/100M Ethernet Interface



Console port



1-Port RS-232C Console Port(RJ45)



Flash Memory



8M



Main Memory



32M



Boot memory



512Kbyte Flash Memory



Power Requirement



External Power Supply Adaptor / VAC 110~220V, 50/60Hz, 15Watt



Operating Temperature



0ºC ~ 50ºC (32 ºF ~ 122ºF)



Storage temperature



40ºC ~ + 85ºC (-40ºC ~ 185ºF)



Relative Humidity



40ºC ~ + 85ºC (-40ºC ~ 185ºF)



Dimensions



42X215X340mm; 63x215x340mm



Weights



3.4KG; 6.2KG



FXS or FXO Voice Interface



10Mbps Ethernet



100Mbps Ethernet Console Port



Power Interface



Aliwei VoIP Solution for Enterprise Network Diagram Example



Aliwei VoIP Solution for Enterprise Ordering and Pricing EIA 2000 Series VoIP Gateway Series Pricing & Ordering –Aliwei Regional Sales Managers –Authorized Sales and Marketing Representatives –Please Contact www.aliwei.com



model



Products description



Available



EIA2004



4-Ports FXS or FXO Voice Interface ,1-Port Console; 1-Port 10Mbps Ethernet;1-Port 10/100Mbps Fast Ethernet



Now



EIA2008



8-Ports FXS or FXO Voice Interface ,1-Port Console; 1-Port 10Mbps Ethernet;1-Port 10/100Mbps Fast Ethernet



Now



EIA2016



16-Ports FXS or FXO Voice Interface ,1-Port Console; 1-Port 10Mbps Ethernet;1-Port 10/100Mbps Fast Ethernet



Now



EIA2032



4-Ports FXS or FXO Voice Interface ,1-Port Console; 1-Port 10Mbps Ethernet;1-Port 10/100Mbps Fast Ethernet



Now



remarks



Aliwei VoIP Solution for Enterprise Comparison Table



Aliwei Communications, INC



Thank you ! Robin Wang Assistant General Manager of Sales and Marketing [email protected]
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gateway 

Formate 7,5 x 60 cm, 15 x 60 cm, 30 x 60 cm, 30 x 120 cm,. 60 x 120 .... S R11 f B. Art. 2556 · 60 x 120 cm foggy white midnight black manhattan grey. Art. 2542.
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Pro-VIEW Gateway P series - UserManual.wiki 

management system. ... interface to the tag system ... In order to configure the Gateway, you'll first need to connect to it via the serial port on the back. If.
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FR Series 

Five (5) Year Warranty. This warranty supersedes all prior warranties. DURING ENTIRE WARRANTY PERIOD: Fantech will repair or replace any part which has a factory defect in workmanship or material. Product may need to be returned to the. Fantech facto
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Virtual SmartCell Gateway (vSCG ) 

le trafic via le réseau WLAN à des endroits ou le câblage filaire n'est pas possible. ... La fonction contrôleur WLAN de vSCG offre une gestion de ... d'un réseau WLAN dans un environnement à forte densité. Passerelle. WLAN. Gestion d'AP (SSH). Contr
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OpenStreetMap Gopher Gateway 

Jul 7, 2012 - 07/07/12. OpenStreetMap Gopher Gateway. FranÃ§ois Revol - [email protected] - CC-by-sa. 4/6. Implementation. â—‹ Python add-on to pyGopherD.
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ADSL Gateway - Forum Linksys 

Linksys is a registered trademark or trademark of Cisco Systems, Inc. and/or its ... Other brands and product names are trademarks or registered trademarks of ...
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SMCWTVG Wireless Travel Voice Gateway Installation Guide .fr 

Introduction. 1-2. Hardware Description. Top Panel. Side Panels. Factory Default Reset Button. LAN Port. Power Socket. WAN Port. LINE Port. PHONE Port ...
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HiveAP 100 Series .fr 

VoIP call admission control (CAC). â€¢ Marking ... AAA caching of credentials for remote office survivability ... Orthogonal Frequency Division Multiplexing (OFDM).
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KM260 SERIES .fr 

Nov 1, 2008 - KW707490 - SWITCH ACTUATOR. KW706575 - POSITION SPEED SENSOR. KW706587 - MAIN PCB ASSEMBLY. KW706599 - MOTOR ...
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FR Series - Fantech 

Refrigeration and Air-conditioning Engineers. (ASHRAE), asÃ como las de las autoridades locales del cÃ³digo. e. Al cortar o perforar paredes y cielos rasos, tenga cuidado de no daÃ±ar el cableado elÃ©ctrico u otros servicios pÃºblicos ocultos. f. Lo
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HiveAP 20 Series .fr 

AAA caching of credentials for remote office survivability ... VoIP call admission control (CAC). â€¢ Marking ... Orthogonal Frequency Division Multiplexing (OFDM).
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3DTOTAL.COM eBooks Series .fr 

You can see the base model and free rig sets in the ... Software Used: 3ds Max. Chapter Overview. Welcome to this Introduction to Rigging tutorial series for Max. ... not only people that use 3ds Max but any ..... We test several solutions while buil
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UniFinger SFM Series .fr 

Indicates flag data in the request command sent to the module, and error code in the response .... 0x76 The requested user ID is invalid or missing. AUTO_ID.
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Gateway SA1 Wireless Card Replacement 

The first thing you need to do is remove the panel concealing the wireless card, by taking out the screws.. Ã‰tape 2. Locate the wireless card on the right.
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The Webdyngate Modbus30(M) Gateway 

SMTP client. Scenario and alarm based sending of emails. Modbus/TCP server ... English and French installed. Ask your distributor for other supported ...










 


[image: alt]





Caractéristiques HeartSine Gateway™ avec 

Interface utilisateur. Témoin lumineux : Fournit des informations sur l'état de fonctionnement du HeartSine Gateway. Outil de retrait : Déconnecte le HeartSine ...
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Service Gateway Tera 

Personal (parental control, anti-malware), Allot ServiceProtector. (anti-DDoS, anti-bot), and Allot VideoClass (video optimization). High-Resolution Data Records.
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HeartSine Gateway™ Liste de 

Comprenez toutes les restrictions de votre réseau Wi-Fi applicables aux connexions (serveur proxy, ... site Internet LIFELINKcentral. De nombreuses méthodes ...
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690+ Series AC Drive .fr 

This manual is to be made available to all persons who are required to install, configure or service equipment ... Complete the following table for future reference detailing how the unit is to be installed and used. ...... ACTUAL POS LIM. Tag No.
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FR Series - Product Registration Fantech 

selected location and trace a circle onto the surface. From the interior side of ... profit, or costs of removal, installation or reinstallation, for any breach of warranty.
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special tools series 98 .fr 

70295P = Wide 5 Rear Disc with Emergency Brake - Porsche. STROKER HARDCORE .... â€¢NHRA and NASCAR technology for your VW engine. â€¢High-output ...... torque spec = 48 PSI. MSA06003 ... CLUTCHES & FLYWHEELS SERIES 60 .... â€¢J&E and Wiseco Slipper-s
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hotspot gateway quick start guide 

unauthorized access by your guests, it takes security one step further. When .... 2. launch your Web browser and open the IP address shown in the dHCP.
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Gateway Option Supplement - Repeater Builder 

The PK-232MBX now supports Reverse Forwarding. New commands include HOMEBBS. (call sign), KILONFWD ON/OFF and EDIT. * Added the MYMAIL (call ...
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Seminar series nr xx .fr 

minerals or products of weathered rock that have the characteristics of clay (FAO- ... been embarking in diverse industrial ventures such as mining and oil industries. ...... showing Landsat ETM+ bands 4, 3 and 2 October 7th 1999. ..... Campbell J.B.
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