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desconecte la energÃa. Reconecte el suministro de energÃa. Si el cÃ³digo de error no desaparece despuÃ©s de varios intentos, reemplace el control. InformaciÃ³n ... 
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TECHNICAL SERVICE POINTER



For Immediate Attention of Your Service Department Technical Service Pointer #: W10473748 Action Required: Informational Release Date: December, 2011



 Laundry Products  Refrigeration Products  Kitchen Products



Electric Freestanding Ranges



Brands Affected



Models: AER5522VC



IES350XW0



MER5605W



YMER5605Y



RF114PXS-3



WFE301LV



YWFE301LV



AER5523XA



IVE32300



MER7662W-1



YMER7651W-1



RF212PXS-4



WFE321LW



YWFE361LV



AER5524XA



IVE82301



MER7664X



YMER7660W-1



RF263LXT-3



WFE324LW



YWFE366LV



AER5823XA



IVP33800



MER7765W-1



YMER7662W-1



RF264LXS-3



WFE361LV



YWFE371LV



AER5823XC



IVP85801



MER7775W-1



YMER7765W-1



WFE364LV



YWFE381LV



AER5830VA



YIES350XW0



MER8770W-1



YMERH770W-1



AER5844VA



YRF115LXV



WFE366LV



YRF263LXT



WFE371LV



AER5844VC



WFE374LV



AER6011VA



WFE381LV



Serial Numbers: Units built between August & November 2011 (Code Date R128 to R145).



Concern: “F9 E0” error code appears in the display. Cause:



Minor change in the electronic software, that could produce a “false” F9 E0” error code display, when the house electrical supply or hard wire connection are correct.



Solution:



ALL POINTERS ONLINE: https://www.servicematters.com/ To receive pointers by email, or to edit or delete a current email address, go to https://www.servicebench.com/



Page 1 ® Registered trademark of Whirlpool, U.S.A., KitchenAid, U.S.A., Jenn-Air, U.S.A., or Maytag Properties, LLC or its related companies. ®MAGIC CHEF is a registered trademark of CNA International, used under license. © 2011 All rights reserved.



TECHNICAL SERVICE POINTER



For Immediate Attention of Your Service Department Technical Service Pointer #: W10473748 Action Required: Informational Release Date: December, 2011



 Laundry Products  Refrigeration Products  Kitchen Products



Unplug range or disconnect power. Verify the electrical circuit shown below in the “Additional Important Information:” section is correct. You will need to visually check all electrical connections within that circuit, because you cannot program a “Bake” cycle if the “F9 E0” error code is displayed. 208 Volt Power Supply Ranges– If electrical connections are good and the error code is still displayed, reverse the L1 and L2 power cord connections at the terminal block. If this does not work, replace the control. 240 Volt Power Supply Ranges– If electrical connections are good, unplug the unit or disconnect power. Reconnect power. If the error code does not clear after several attempts, replace the control. Additional Important Information: The F9 E0 error code will usually occur during installation, but it could also appear at a later point in the appliance life if a bake element, or any of the electrical connections within the circuit shown below, should malfunction, become loose, or disconnected. The highlighted circuit from L1, through the Bake and Double Line Break relays, and the Bake Element to the L2 side of the circuit is used by the appliance whenever the unit is plugged in to verify a 208/240 volt, grounded, uninterrupted circuit. If this circuit is not operating correctly, an error code F9 E0 will appear. Typical Electric Range Wiring Diagram



Page 2 ® Registered trademark of Whirlpool, U.S.A., KitchenAid, U.S.A., Jenn-Air, U.S.A., or Maytag Properties, LLC or its related companies. ®MAGIC CHEF is a registered trademark of CNA International, used under license. © 2011 All rights reserved.



Bulletin de service technique



Pour l’attention immédiate du département de service Bulletin de service #: W10473748 Action Requise: Informatif Date: Décembre, 2011



 Buanderie  Réfrigération  Cuisine



Cuisinières et électriques



Marques Affectées



Modèles: AER5522VC



IES350XW0



MER5605W



YMER5605Y



RF114PXS-3



WFE301LV



YWFE301LV



AER5523XA



IVE32300



MER7662W-1



YMER7651W-1



RF212PXS-4



WFE321LW



YWFE361LV



AER5524XA



IVE82301



MER7664X



YMER7660W-1



RF263LXT-3



WFE324LW



YWFE366LV



AER5823XA



IVP33800



MER7765W-1



YMER7662W-1



RF264LXS-3



WFE361LV



YWFE371LV



AER5823XC



IVP85801



MER7775W-1



YMER7765W-1



WFE364LV



YWFE381LV



AER5830VA



YIES350XW0



MER8770W-1



YMERH770W-1



AER5844VA



YRF115LXV



WFE366LV



YRF263LXT



WFE371LV



AER5844VC



WFE374LV



AER6011VA



WFE381LV



Numéros de série: Appareils fabriqués entre Août & Novembre 2011 (Code de Date R128 à 145).



Plainte: Code d’erreur “F9 E0” est affiché. Cause: Un changement mineur dans la programmation du contrôle électronique peut produire un faux code d’erreur” F9 E0” si l’alimentation du courant est correcte.



Solution:



TOUTES LES LETTRES DE SERVICE EN LIGNE https://www.servicematters.com
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Bulletin de service technique



Pour l’attention immédiate du département de service Bulletin de service #: W10473748 Action Requise: Informatif Date: Décembre, 2011



 Buanderie  Réfrigération  Cuisine



Débranchez l’appareil. Assurez-vous que le circuit électrique de la section ‘’Information Additionnelle Importante’’ est correct. Vous devrez de vérifier les connections à l’intérieur de ce circuit parce que vous ne pouvez pas programmer un mode de cuisson si le code d’erreur “F9 E0” est affiché. •



Alimentation 208 Volt– Si les connections électriques sont bonnes et que le code d’erreur est toujours affiché, inversez les connections L1 et L2 au bloc d’alimentation. Si ceci ne fonctionne pas, remplacez le contrôle.



•



Alimentation 240 Volt– Si les connections électriques sont bonnes, débranchez l’appareil puis rebranchez. Si le code d’erreur est toujours affiché après plusieurs tentatives, remplacez le contrôle.



Information Additionnelle Importante: Le code F9 E0 apparaîtra normalement Durant l’installation mais peut également apparaître plus tard dans la vie de l’appareil si l’élément de caisson ou tout autre connexion dans le circuit ci bas vient défectueuse ou débranché. Le circuit de L1 vers l’élément de cuisson, les relais doubles au côté L2 indiqué en rouge est utilisé en tout temps que l’appareil est branché afin de vérifier un circuit ininterrompu de 208/240 volt, mis-à-la-terre. Si ce circuit ne fonctionne pas correctement, le code F9 E0 apparaîtra. Diagramme typique de cuisinière électrique
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BOLETÍN DE SERVICIO TÉCNICO



Para la atención inmediata de su departamento de servicio Boletín de servicio técnico N°: W10473748 Acción requerida: Informativo Fecha de publicación: Diciembre de 2011



 Productos de lavandería  Productos de refrigeración  Productos de cocina



Estufas eléctricas autónomas Modelos:



Marcas afectadas AER5522VC



IES350XW0



MER5605W



YMER5605Y



RF114PXS-3



WFE301LV



YWFE301LV



AER5523XA



IVE32300



MER7662W-1



YMER7651W-1



RF212PXS-4



WFE321LW



YWFE361LV



AER5524XA



IVE82301



MER7664X



YMER7660W-1



RF263LXT-3



WFE324LW



YWFE366LV



AER5823XA



IVP33800



MER7765W-1



YMER7662W-1



RF264LXS-3



WFE361LV



YWFE371LV



AER5823XC



IVP85801



MER7775W-1



YMER7765W-1



WFE364LV



YWFE381LV



AER5830VA



YIES350XW0



MER8770W-1



YMERH770W-1



AER5844VA



YRF115LXV



WFE366LV



YRF263LXT



WFE371LV



AER5844VC



WFE374LV



AER6011VA



WFE381LV



Números de serie: Unidades fabricadas entre agosto y noviembre de 2011 (fechas de código R128 a R145).



Queja: Aparece en la pantalla el código de error “F9 E0”. Causa: Ha habido un pequeño cambio en el software electrónico, lo cual podría producir un código de error falso “F9 E0” en la pantalla cuando el suministro eléctrico o la conexión permanente de la casa están instalados correctamente.



Solución:



TODOS LOS BOLETINES EN LÍNEA: https://www.servicematters.com/ Para recibir boletines por correo electrónico o para cambiar o borrar una dirección de correo electrónico actual, vaya a https://www.servicebench.com/



Marca registrada de Whirlpool U.S.A., KitchenAid U.S.A., Jenn-Air U.S.A., o de Maytag Properties, LLC o sus compañías asociadas. ®MAGIC CHEF es una marca registrada de CNA International, usada bajo licencia. © 2011 Todos los derechos reservados.



BOLETÍN DE SERVICIO TÉCNICO



Para la atención inmediata de su departamento de servicio Boletín de servicio técnico N°: W10473748 Acción requerida: Informativo Fecha de publicación: Diciembre de 2011



 Productos de lavandería  Productos de refrigeración  Productos de cocina



Desenchufe la estufa o desconecte el suministro de energía. Verifique el circuito eléctrico que se muestra debajo, en “Información adicional importante” sea el correcto. Usted deberá verificar visualmente todas las conexiones eléctricas dentro de ese circuito, ya que no podrá programar un ciclo de “Bake” (Hornear) si aparece el código de error “F9 E0”.



• Estufas con suministro eléctrico de 208 voltios – Si las conexiones eléctricas están bien y todavía aparece el código de error, invierta las conexiones de los cables de suministro en L1 y L2 en el bloque de terminal. Si esto no funciona, reemplace el control.



• Estufas con suministro eléctrico de 240 voltios – Si las conexiones eléctricas están bien, desenchufe la unidad o desconecte la energía. Reconecte el suministro de energía. Si el código de error no desaparece después de varios intentos, reemplace el control. Información importante adicional: El código de error F9 E0 ocurrirá normalmente durante la instalación, pero también podría verse (más adelante durante la vida útil del electrodoméstico) si un elemento de horneado o cualquiera de las conexiones eléctricas en el circuito que se muestra abajo no funcionaran bien, se aflojaran o se desconectaran. El circuito realzado de L1, a través de los relés de Bake (Horneado) y Double Line Break (Interruptor de dos cables) y el elemento de horneado al lado L2 del cable, es usado por el electrodoméstico siempre que la unidad se conecte para verificar un circuito ininterrumpido con conexión a tierra de 208/240 voltios. Si este circuito no funciona correctamente, aparecerá un código de error F9 E0.



Diagrama de cableado típico de las estufas eléctricas



Marca registrada de Whirlpool U.S.A., KitchenAid U.S.A., Jenn-Air U.S.A., o de Maytag Properties, LLC o sus compañías asociadas. ®MAGIC CHEF es una marca registrada de CNA International, usada bajo licencia. © 2011 Todos los derechos reservados.
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Electric Freestanding Ranges with Electronic Controls 

For Immediate Attention of Your Service Department. TECHNICAL ... Action Required: Informational ... Pour l'attention immédiate du département de service.
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Gas and Electric Convection Freestanding Ranges ... - Whirlpool Parts 

SERVICE. POINTER. Technical Service Pointer #: W10540281. Action Required: Informational/Mandatory. Release Date: September 2012. â˜‘ Kitchen Products. Page 1. Brands Affected. ALL POINTERS ONLINE: https://www.servicematters.com/. To receive pointers
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KitchenAid Gas Self Clean Freestanding Ranges 

Para recibir boletines por correo electrÃ³nico o para editar o borrar una direcciÃ³n de correo electrÃ³nico usada actualmente, visite https://www.servicebench.com/.
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installation instructions 30" (76.2 cm) freestanding electric 

Connect line 1 (black) and line 2 (red) wires to the outer terminal block posts with .... Use a mild solution of liquid household cleaner and warm water to remove ...
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installation instructions 30" (76.2 cm) freestanding electric 

All safety messages will tell you what the potential hazard is, tell you how to reduce the chance of injury, and tell you what can happen if the instructions are ... These words mean: .... oven door and will vary based on electric outlet receptacle.
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30" (76.2 cm) Freestanding Electric Range 

For hamburger patties to have a well-seared exterior and a rare interior, use a ... If you do not have 2 flat racks, use a Max Capacity Oven Rack in rack position 6 ...
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installation instructions freestanding electric range with ... - Whirlpool 

IMPORTANT : À conserver pour consultation par l'inspecteur local des installations électriques. .... The Tech Sheet is located on the back of the range inside a .... B. Floor Mounting. Wall Mounting. A. B. A. #12 x 15/8" screws. B. Anti-tip bracket.
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installation instructions freestanding electric range with double 

leveling leg prior to anti-tip bracket installation. WARNING. Excessive Weight Hazard. Use two or more people to move and install range. Failure to do so can ...Termes manquantsÂ :
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installation instructions freestanding electric range with ... - Whirlpool 

IMPORTANT : À conserver pour consultation par l'inspecteur local des installations électriques. .... The Tech Sheet is located on the back of the range inside a .... B. Floor Mounting. Wall Mounting. A. B. A. #12 x 15/8" screws. B. Anti-tip bracket.
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installation instructions 30" (76.2 cm) freestanding gas ranges 

This sparking continues, as long as the control knob is turned to. â€œLITE.â€� When the ...... de connexion sera variable, selon les caractÃ©ristiques de la canalisation ...
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installation instructions 30" (76.2 cm) freestanding gas ranges 

conform with American National Standard, National Fuel Gas. Code ANSI Z223.1 - latest ..... C. Gas pressure regulator cap with hollow end facing out. D. Washer.
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Whirlpool, Maytag and Amana Freestanding Gas Ranges 

ou pour modifier ou supprimer une adresse de courriel, consulter https://www.servicebench.com/. CuisiniÃ¨res Ã  gaz autoportantes Whirlpool,. Maytag et Amana.
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installation instructions 30â€� (76.2 cm) freestanding gas ranges 

F. Model/serial rating plate (located on the oven frame behind the top left side of the .... For elevations above 2,000 ft (609.6 m), ratings are reduced at a rate of ...
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installation instructions 30" (76.2 cm) freestanding gas ranges ... - Sears 

Les pieds de nivellement peuvent Ãªtre desserrÃ©s pour ajouter une hauteur maximale de 1" (2,5 cm). Une longueur minimum de Â³â�„â‚�â‚†" (0,5 cm) est nÃ©cessaire ...
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Freestanding 

Do not let cord hang over edge of table or counter. 15. See door ..... Food steams throughout, not just at edge. ...... Cet entourage n'est pas nÃ©cessitÃ© pour le bon.
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installation instructions freestanding electric range with double ovens 

surface units, cabinet storage space located above the surface units should ..... NOTE: To place range back up into a standing position, put a sheet of cardboard ...
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installation instructions 30" (76.2 cm) freestanding electric range with 

We have provided many important safety messages in this manual and on your appliance. Always .... electrical connection you will be using and follow the instructions provided ..... NOTE: For power supply cord replacement, only use a power.
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installation instructions slide-in electric ranges ... - Trail Appliances 

your local hardware store. â–¡ ... heated surface units, cabinet storage space located above ..... Place level on the oven bottom, as indicated in one of the two.
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installation instructions freestanding electric range with double ovens 

Fixer la bride antibasculement au plancher ou au mur, conformément aux instructions d'installation. Faire glisser de nouveau la cuisinière de façon à ce que le ...
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installation instructions freestanding electric range with double ovens 

8 conductors. 1 No.-10 white neutral. 1 No.-8 green grounding. If connecting to a 3-wire system: Local codes may permit the use of a UL Listed, 3-wire, 250-volt,.
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installation instructions freestanding electric range with double ovens 

you have a stone or masonry floor, you can use the wall mounting method. 3. Determine ..... If range is cold, turn off the range and contact a qualified technician.
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Freestanding Microwave 

slow to 1 or 2 seconds or use special Popcorn pad. ...... call 1-888-845-4641 or visit our web site at vikingrange.com in the US or brigade.ca in Canada ...
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freestanding range - Fisher & Paykel 

Connection to a good ground wiring system is absolutely essential and mandatory. ... Failure to follow this advice may result in electrical shock or death.
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Mode d'Emploi - AGA Ranges 

Entre 2 à 4 heures selon la recette. Entre 15 à 20 minutes. Entre 15 à 20 minutes par lb. Entre 45 à 50 minutes par lb de mélange. Entre 2 à 2,5 heures. Jusqu'à ...
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