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ELECTRICAL SPECIFICATIONS LTE frequency band: 700 - 2700 MHz Number of ways: 4 Insertion losses: 15 dB(max) / 12 dB(typ) Ripple: ±0.35 dB Attenuation range: 0 to 93 dB LSB: 0.5 dB Tolerance on step attenuation between 0 to 1 dB: +0.40 dB Tolerance on step attenuation between 1 dB to 15 dB: ±0.20 dB Tolerance on step attenuation between 15 dB to 31 dB: ±0.25 dB Tolerance on step attenuation between 31 dB to 62 dB: ±0.30 dB Tolerance on step attenuation between 62 dB to 93 dB: ±0.50 dB Switching speed: 100 ms (depending of the RS232 software control) Impedance: 50 Ohms Max input power on input or output RF port: +24 dBm Connectors: N female on all ports Power supply: 105/250 VAC Power consumption: 400 mA Individual attenuation control and display information of each way on front side. Slow or fast manual control by scroling finger on front side. Manual or automatic select control with switch on back side. Identification of radio coupling subrack by 6 bits on inside eprom. Channel identification can be modified on front side or by remote control with 4 digit. Remote control RS 232 on SUB D-9 connector on back side Automatic or manual remote identification on front side display. Each attenuation can be changed from the PC directly on RS 232 port or by test bed IP network Thru IOLAN or manually from the front side. MECHANICAL SPECIFICATIONS Subrack sizes: 2U x 19" x Depth 360 mm Connectors: All RF connectors on back side (N female) Weight: 5.9 Kg Shielding: EMC Temperature range: +10 to + 45°C Colour: Grey
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Tolerance on step attenuation between 0 to 1 dB: +0.40 dB. Tolerance on step ... Identification of radio coupling subrack by 6 bits on inside eprom. Channel ...
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Oct 18, 2012 - LTE frequency band: IV(4). UL frequency range: 1710 - 1755 MHz. DL frequency range: 2110 - 2155 MHz. Number of ways: 2. Insertion losses: ...
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chapter 3 electrical specifications 

processor independent as the most popular 8, 16, 32-bit processors are available .... pF max. Recommended devices: 74LS64X-1 or equivalent transceivers.
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Electrical Product Specifications RB3, RD3 10 A 
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LTE 

2. Mobile Standard Evolution. â€¢ International Mobile Telecommunications (IMT)-2000 introduced ... (2 or 4)x(2 or 4) downlink and uplink supported. â€“ Multi-user ...
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VDD Monitor and Brown-out Detector. ON-CHIP JTAG EMULATION. - On-Chip Emulation Circuitry Facilitates Full Speed, Non-. Intrusive In-Circuit Emulation.
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HYTEM Subracks 

net mask, and gateway IPv4 address. If it is successful, then the IP ... one for your WiFi, one for a hardwired Ethernet and so on. But it's probably the last one on ...
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HYTEM Subracks 

software or our included graphical web server. ... Using Telnet Software each attenuator is accessible ... Open your Browser (Chrome is recommended) and type.
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Coefficient, Crest Factor, Average Burst Power, and CCDF. PROBLEMS. SOLUTIONS. Downtime is necessary. Monitor and perform maintenance for monitoring.
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2.18.2004. C8051F350 50 MIPS, 8 kB Flash, 24-Bit ADC MCU ... D r v. P1.0. P1.1. P1.2. P1.3. P1.4/CP0A. P1.5/CP0. P1.6/IDAC0. P1.7/IDAC1. CP0-. 8-bit.
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Logic. TCK. TMS. TDI. TDO. UART. SMBus. SPI Bus. PCA. 32kbyte. FLASH. 256 byte. SRAM. VDD. Monitor,. WDT. DAC0. DAC0. (12-Bit). SFR Bus. Prog. Gain.
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Analyzer_SiteHawk_2012 branding - HYTEM 

FDR (Frequency Domain Reflectometry) measurement method results in a highly reliable assessment of the health of critical ... Languages English, Chinese.
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OutdoorQuadriplexer 2014_2012 branding - HYTEM 

power to devices attached to each of its input ports. PROBLEMS } SOLUTIONS. Need to locate unit in a potentially difficult environment. } IP68 Outdoor rated.
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