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Electrically Operated Turntable - Hornby

To ensure safe transit some parts of the Turntable are packed loose. Please read right ... The 'inlet' ramp has two electrical contacts (Fig.1). Clip one of the ... 

















 Télécharger le PDF 






 347KB taille
 4 téléchargements
 343 vues






 commentaire





 Report
























12V



Electrically Operated Turntable Direct adult supervision is required for children under 14 years To ensure safe transit some parts of the Turntable are packed loose. Please read right through these instructions before assembling and operating the turntable.



1



Special Track Section 31/4" (82.5mm)



Caution a. Never attempt to turn the turntable bridge by hand. b. When handling always use both hands – do not allow the turntable base to twist or distort. c. Always operate on a firm flat surface.



Inlet Ramp



d. Fishplates have sharp edges. Handle with care.



Assembly 1. Inlet Ramp The 'inlet' ramp has two electrical contacts (Fig.1). Clip one of the special track sections to the ramp (Fig.2) ensuring that the underside of each metal rail makes a good connection with the appropriate contact. This ramp must always be fitted with track as electric power is supplied through it to operate locomotives on all other turntable tracks.



Electrical Contacts Ensure good electrical contact here
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2. Outlet Ramps There are thirteen ramp positions to which the seven outlet track sections may be fitted. These alternatives allow a turntable to be installed within a comparatively small layout by selecting the most convenient positions for them. If using the outlets for storing locomotives DO NOT fit track sections directly across the bridge from one another otherwise locomotives stored in both positions will be energised together when the bridge is aligned with them. Clip track sections to the selected ramps ensuring that the rail ends overhanging the bridge will make good connections with the bridge rail contacts (Fig.3).
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Special Track Section



3. Track Height To provide room for the operating mechanism the track on the turntable is a little higher than normal and the special track sections fitted to the ramps are inclined slightly. This height variation can be minimised by laying approach tracks on Hornby Track Underlay which should be laid at double thickness for about 2 inches (50mm) from the end of the ramp. 4. Hand Rails Fix a hand rail on each side of the bridge (Fig.4).



Outlet Ramp



4 Hand Rails



Turntable Bridge



Bridge Rail Contacts



Turntable Operation 5



Connecting Sleeve Connecting Sleeve



5. Assembly into Layout The inlet track of the Turntable must be connected to a spur off the main layout and it is essential that this spur has power available for the movement of locomotives. The layout plan in Fig.5 shows a small layout where power is fed to the turntable spur through point A. 6.  Wiring The turntable motor is arranged to work from the same 12 volt DC Train Controller that is being used to drive a locomotive. Fig.5 shows the wiring arrangement whereby an R046 switch is used to divert the power from the track to the turntable motor. The extra power connecting clip X supplied with the turntable must be fitted to a section of track adjacent to that where the track feed clip Y is located. Plastic twin connecting sleeves are fitted to the wires to provide an optional facility to tidy the connections at track connection Y and R046 switch. 7. Locomotive Operation i. To turn a locomotive Switch point A (Fig.5) for the turntable spur, run the locomotive from the main line onto the spur and continue slowly onto the centre of the turntable bridge – Stop.







To turn the bridge, move the R046 switch lever to the left (it is shown to the right in Fig.5). Operate the train controller knob in either direction at a convenient speed. As the bridge aligns with each outlet there will be a "dwell " time allowing the controller to be switched to "off" when the required outlet is reached. Change the R046 switch back to drive the locomotive off the turntable. ii. To run a locomotive to any outlet track Switch point A for the turntable, run the locomotive onto the bridge – Stop. Change the R046 switch and operate the train controller until the bridge is lined up with the required outlet track. Change the R046 switch again and drive the locomotive into the outlet. The only outlet that is electrically live is the one with which the bridge is aligned and that will only be live when the power connected to the inlet track is on. Locomotives can be stored on the outlet tracks but track B (Fig.5) will always be live when a locomotive is run between the bridge and the inlet track and should not be used for storing locomotives. The turntable may also be operated from the DC auxiliary output of other Hornby power units by using an R047 switch.



SAFETY NOTICES • Direct adult supervision is required for children under 14 years. • This product is not suitable for children under three years of age because of small parts which can present a choking hazard. Some components have functional sharp points and edges – handle with care. • This product is intended for indoor use only. • The transformer is not a toy. It is a “Transformer for Toys”. Before use, check that the transformer is the correct voltage for your mains electricity supply. This product is only to be used with the recommended transformer. The transformer should be examined regularly for damage to the casing, plug pins and cables. In the event of such damage, the set should not be used until the



transformer is replaced with a new Hornby recommended unit. Never attempt to open the transformer yourself. • This product must not be connected to more than the recommended number of power supplies. The output terminals of the transformer must not be connected directly, or indirectly, to the output of any other AC circuit derived from a transformer or mains power supply. • Before cleaning any part, disconnect the transformer from the mains electricity supply. Do not use liquid for cleaning. • Please retain these details and the address for future reference.



Hornby Hobbies Limited, Westwood, Margate, Kent CT9 4JX, United Kingdom 4-680C  0907
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Stereo Turntable System - Sony 

Stereo. Turntable System. Operating Instructions ... and maintenance (servicing) instructions .... Before going through the check list below, first make sure that:.










 








analog turntable - Teac 

o The mains plug is used as the disconnect device, the disconnect ...... droite pour libérer le bras de lecture. ... o À la sortie d'usine, ce sélecteur est réglé sur ON.










 








Descendants of James Hornby - Hornby Family Website 

Jun 6, 2007 - Parents: Father: JACOBO HORNBY Mother: ISABELLA. Extracted birth ...... Child of DELLA HORNBY and FRANK STONEBURNER is: i. MATTY ...










 








[HN1004]. - Hornby 

HN2079/05. 6. Achsen mit ZahnrÃ¤dern. Ruedas con engranajes. Roues avec pignon. Wheels with gears. HN2079/06. 7. Getriebeabdeckung. Tapa chasis.










 








September 1952 - Meccano-Hornby 

cars hurtling round a tricky flying ..... of the British Electricity Authority, near which the Crane moves along the jetty ... the jibs of the cranes move outward until.










 








May 1950 - Meccano-Hornby 

Colin A. Volk, 5, Edenhurst, Oak Hill ..... sheer rock face of a cliff to a cave in which ... from Comber to Donaghadee, Downpatrick were a few moments left to ...










 








FFS Rangierlokomotive ... - Hornby 

www.hornby.com/hornbyinternational. Service Sheet SS No.169. Issued January 2008. SBB/CFF/FFS Rangierlokomotive Ee 3/3 Ep.IV-Locomotive de ...










 








steam locomotive hudson - Hornby 

Printed in China. Service Sheet No.00049 ... Tender-Drehgestell komplett. Bogie tender complet. Carrello tender completo. 2. Bogie (no Wheels). 2. HS1473.










 








Reverse Loop Module - Hornby 

La reparaciÃ³n o sustituciÃ³n se realizarÃ¡ a la mayor brevedad para causar las mÃnimas molestias al cliente: â—‹ Si el problema ha sido causado o es atribuible a ...










 








BIG BOY - Hornby 

In order to take off the upper part of the body with cab you should: 1. Remove the handrails from the cab. 2. Undo the screw under the smoke-box. 3. Remove the ...










 








FFS Rangierlokomotive ... - Hornby 

www.hornby.com/hornbyinternational. Service Sheet SS No.169. Issued January 2008. SBB/CFF/FFS Rangierlokomotive Ee 3/3 Ep.IV-Locomotive de ...










 








R8249 Hornby Locomotive Decoder 

The locomotive address, acceleration and deceleration plus other features of the Hornby Decoder can ... Email: [email protected] ... List of supported CVs.










 








Untitled - Meccano-Hornby 

Massey-Harris Tractor. No.27a ... Trailer. Price 2/9 each (including tax). Dinky Supertoys No. 561. Blaw Knox Bulldozer ... A fast, semi-scale model of an R.A.F..










 








dual cs 530 turntable manual dbid 3vnmo 












 








Multi-Pole Electrically Held AC Lighting Contactors 

Table 4 lists the effects of impedance only. ... repair parts list. For more information on ratings .... Industries SAS or its affiliated companies. All other trademarks ...










 








CR7007D Patriarch Turntable Instruction Manual - UserManual.wiki 

may touch dangerous voltage points or short-out parts that could result in a .... Repeat steps 2 & 3 for additional sound tracks that you would like to play.










 








R8247 Point & Accessory Decoder - Hornby 

The red led will flash up to seven times during which the decoder ... Should you wish not to name the point/accessory press Menu to return to the main screen.










 








Synchronization of electrically coupled stochastic ... - Julie Grollier 

Aug 17, 2016 - can be controlled by both thermal and electrical noises, although the two types of noises induce ... signal that can be read through a simple measurement of .... Boltzmann constant, T is the temperature, V is the voltage.










 








52813152813H 16K Electrically Erasable PROM - Matthieu Benoit 

COMMAND TO invalid in this. CLEAR EXTERNAL operation.) WE LATCH. Microprocessor Interface Circuit Example for Byte Write/Erase. WAIT SUBROUTINE.










 








"Electrically Active Polymers". - Wiley Online Library 

ble and processable high molecular weight PPVs The most widely used ..... trical conductivity is limited by the disorder-induced localization of the ..... EAP-based actuators have been explored for use in artificial muscle fibers (AMFs) ...... 61, 20










 








CR8005D Cruiser Deluxe Turntable Instruction ... - UserManual.wiki 

You can connect an audio device to this unit and play your music through its speakers. To do this ... To suspend the playback, repeat the same steps. 9. Lock the ...










 








All-in-one Turntable - FCC ID 

8 inch, 3 speed turntable plays 33 1/3, 78, and. 45 rpm records. â€¢ Supports Bluetooth. â€¢ Wireless range: 60 feet. â€¢ Built-in FM radio with up to 20 memory presets. â€¢ Aux In 3.5mm audio input. â€¢ Built-in speakers. â€¢ RCA stereo audio output










 








wireless streaming turntable quick start guide - UserManual.wiki 

2. Welcome! The 808 Audio Wireless Streaming Turntable is the best all-in-one way to enjoy your vinyl, with 10 built-in light modes and three easy ways to connect: BLUETOOTH®. RCA AUDIO OUT (LINE LEVEL). RCA AUDIO OUT (LINE LEVEL). 3.5 AUX-OUT. 3.5 A










 








computer operated reconnaisance entity - AndroidGeek.ro 

Core components of the Linux operating system . .... Movement and remote control . .... used to power a series of motors that would set the device in motion. ... system's devices are either directly integrated in the kernel or loaded as separate ....
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