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Welcome to the new edition of ou enclosures and connection devices catalogue Please take a few moments to study the following pages of the catalogue for a better understanding of the scope of Hager enclosures and connection devices. If you need additional advice or assistance, please contact your nearest Hager authorised distributor.



The success is in the system



Daniel Hager Executive Vice President Marketing & Sales Member of the Board
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the Hager Group



With more than 10000 employees worldwide and a line of innovative products, the Hager Group is one of the leading manufacturers of electrical distribution system for homes, tertiary buildings and industrial premises.



Our goals



Today the Hager Group is present in 60 countries with more than 2300 point of sales and offers various products and systems meeting very different needs.



Making an important contribution by supplying households with safe, economic and comfortable electric power. Our ambition is to offer the market a complete range of products and services for homes, tertiary buildings and industrial premises.



Our quality standard is about people



A global company Established almost 50 years ago and still an independent family owned business, Hager is a major worldwide player in electrical control and distribution systems.



ISO
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The expansion of the Hager Group worldwide was not only limited to creating commercial agencies, but included the set up of a global industrial organisation with full design and production capabilities to offer the various markets suitable products.



Although Hager’s success was based on the relevance of its offer and the performance of its industrial organization, Human Resources are its basic and fundamental assets. Hager’s renowned quality for products,



services and sales organisation was made possible by the use of advanced equipment and a Quality Assurance System registered to ISO 9001. But it was made possible first and foremost by the involvement of the highly qualified men and women of the Company using such equipment and implementing such Quality Organisation.



Obernai - France



Tehalit headquarters in Heltersberg - Germany



Telford - UK



Ensheim - Germany
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Hager Products brands



Hager products form a fully integrated system for safe, efficient and effective protection and control of electrical distribution systems.



Tehalit products cover the complete spectrum of cable management and include systems for domestic, commercial and industrial applications.



• Consumer units system. • Distribution board



• Skirting systems. • Multi - compartment



system. • Enclosures. • Busbars and connections. • Protection devices. • Modular control devices. • Intelligent installation system for control of lighting, heating and shutters.



dado systems. • Architectural systems. • Island systems. • Industrial trunking systems. • Panel trunkings. • Fire resistant trunkings.



KLIK secure connection systems provide an innovative solution to a variety of connection requirements. Systems are available for power and lighting distribution applications.



• KLIK lighting • KLIK AX • KLIK Power • KLIK LV. • Lighting distribution systems.



• Occupancy sensors.
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Enclosures



7 8 11 12 13 15 16 17 18 20 21 22 28 34 54 63 70 131



Mini Gamma enclosures Vector enclosures Gala surface mounting enclosures IP 30 Volta flush mounting enclosures IP 30 Gamma surface mounting enclosures IP 30 Golf surface mounting enclosures IP41 Golf flush mounting enclosures IP41 Vega surface mounting enclosures Consumer unit Din Rail enclosures Din Rail distibution boards Invicta 63 distribution board - 63 A outgoing 125 A incoming Invicta 200 A incoming, 63 A outgoing Orion plus IP 65 enclosures IP65 Monaco plus The Vega D system Quadro 4, Quadro 5, Quadro + The Univers system
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Mini Gamma enclosures



Mini Gamma is a range of 1 row surface mounting enclosures from 2 to 10 modules. Those enclosures are adapted for housing and small professionnal premises. Mini Gamma enclosures are available in 2, 4, 6, 8 and 10 modules. They are equipped with label holder on front face for the easy locating of circuits and can be equipped with a lockable door (in option). Their modern and refined design will allow to integrate with harmony in all the premises. They are available in the white colour common to all the Hager enclosures (RAL 9010).
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- Fixing of the frame with 3 points - blankings to obtain class II - passages of side cables and under rail



- flush cover for fixing against a wall - fixing of cover by quarter of turn



- pre-cut inputs for cables



- Equipped with ground terminal blocks IP2X starting from 4 modules.



Mini Gamma enclosures Enclosures 1 row for 2 to 10 ❚ Surface mounting enclosures, rigid bottom with fixed DIN rail  for devices of a maximum shoulder measurement of 47 mm. Sealable cover. Delivered without terminals, with marking strips and screw cap cover for class II.



GD 108. IP 30 IK 05 without door insulation class : II 



Options :  door lock with key  plain or transparent door  earth and neutral terminals



IEC 60 695-2-1/0 and 60 695-2-1/1  For technical information see page 174



Designation



Ref.



1 row, 2 ❚



GD 102.



l. 55 x h. 160 x p. 75 mm 1 row, 4 ❚



GD 104.



l. 110 x h. 180 x p. 75 mm 1 row, 6 ❚



GD 106.



l. 148 x h. 180 x p. 75 mm GD 102. 1 row, 8 ❚



GD 108.



l. 182 x h. 180 x p. 75 mm 1 row, 10 ❚



GD 110.



l. 218 x h. 180 x p. 75 mm Designation



Characteristics



Doors GD 106.



for :



transpar. door



GD 102.



GP 102P



GP 102T



GD 104.



GP 104P



GP 104T



GD 106.



GP 106P



GP 106T



GD 108.



GP 108P



GP 108T



GD 110.



GP 110P



GP 110T



with integrated handle



GP 110T



Key lock



GZ 04N



Ref. plain door



For plain or transparent door



VZ 313



N-terminal 4 connections 2x16 + 2x10 N-terminal 7 connections 3x16 + 4x10 PE-terminal 4 connections 2x16 + 2x10 PE-terminal 7 connections 3x16 + 4x10



GZ GZ GZ GZ



04N 07N 04E 07E



Terminal Terminal Terminal Terminal



GZ GZ GZ GZ



104S 106S 108S 110S



support support support support



for for for for



GD GD GD GD



104 106 108 110



GZ 106S
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Vector enclosures - IP65 Surface mounting enclosures with transparent doors 1 to 4 rows from 2 to 48 ❚, 1 to 3 rows from 18 to 54❚. Adjustable DIN rail for shoulder measurement 47 and 63 mm, transparent hinged cover (2 to 10 ) or door (12 to 54 ), 2 lateral knock outs for cable entry or coupling pieces: Pg16 for VE110 and VE116 Pg21 for VE112 to VE318.



With premarked knock outs for bushes or cable glands M20, M25, M32, M40 and M50; delivered with loose cable bushes, colour : light grey RAL7035 nominal voltage : Ui 400V~ nominal current : 63A at 230/400V~ IEC 60 695-2-1/0 and 60 695-2-1/1



VE 212 IP65



 For technical information, see page 174



IK07 < 12❚ IK08 > 12❚



class II  Designation



VE 106.



Pack Qty.



Cat. ref. 1 terminal



1 row 2 + 1 ❚ w. 111 x h. 175 x d. 93 mm



E : 2x16 + 2x10  supplied cable bushes 3xM20



1



VE 103F



1 row, 4 + 2 ❚ w. 165 x h. 190 x d. 113 mm



E : 3x16 + 4x10  supplied cable bushes 2xM20+2xM25+1xM32
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VE 106F



1



VE 110F



1 row, 8 + 2 ❚ w. 237 x h. 210 x d. 114 mm



E : 5x16 + 6x10  supplied cable bushes 4xM20+2xM25+1xM32



1 row, 12 ❚ w. 310 x h. 302 x d. 151 mm



E : 1x25 + 5x16 +7x10 supplied cable bushes 10xM20+2xM25+1xM32
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VE 112F



2 rows, 24 ❚ w. 310 x h. 427 x d. 151 mm



E : 1x25 + 7x16 + 9x10 supplied cable bushes 14xM20+4xM25+1xM32
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VE 212F



3 rows, 36 ❚ w. 310 x h. 552 x d. 151 mm



E : 1x25 + 10x16 + 11x10 supplied cable bushes 8xM20+14xM25+1xM32
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VE 312F



4 rows, 48 ❚ w. 310 x h. 677 x d. 151 mm



E : 1x25 + 11x16 + 13x10 supplied cable bushes 8xM20+14xM25+1xM32



1



VE 412F



1 row, 18 ❚ w. 418 x h. 302 x d. 151 mm



E : 1x25 + 7x16 + 9x10 supplied cable bushes 14xM20+4xM25+1xM32



1



VE 118F



2 rows, 36 ❚ w. 418 x h. 452 x d. 151 mm



E : 1x25 + 10x16 + 11x10 supplied cable bushes 8xM20+14xM25+1xM32



1



VE 218F



3 rows, 54 ❚ w. 418 x h. 602 x d. 151 mm



E : 1x (1x25 + 11x16 + 13x10) +1x(1x25 + 2x16 + 2x10) supplied cable bushes 8xM20+18xM25+2xM32



1



VE 318F



VE 312.



VE 218.
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Accessories for Vector enclosures Designation



Characteristics



Pack Qty.



Cat. ref.



Single phase connection assembly 63A



2x(3x16 + 4x10)



1



VZ 403



3x(3x16 + 2x10) 1x(5x16 + 6x10)



1



VZ 428



Lock with 2 keys



for all enclosures from 2 to 54❚



1



VZ 311



Coupling sleeve



fit on lateral PG21 knock outs of the enclosures VE 112, VE 212, VE 312 VE 412, VE 118, VE 218 and VE 318



1 set



VZ 754



14xM20 + 10xM25 + 2xM32



1



VZ 758



VZ 403 snaps on lateral support



Three phase + N connection assembly 63A VZ 428 snaps on lateral support



to juxtapose or superpose enclosures reduction of ingress protection to IP54 VZ 428



Cable entry reduction of ingress protection IP54



VZ 754
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KlipponÂ® POK â€“ Polyester enclosures 
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Use, Care, and Installation Guide - Appliances Connection 
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Use, Care, and Installation Guide - Appliances Connection 
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Cable Specifications and Peripheral Devices - ShopCross 
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DEFECT-TOLERANT FPGA SWITCH BLOCK AND CONNECTION 

DEFECT-TOLERANT FPGA SWITCH BLOCK AND CONNECTION BLOCK WITH. FINE-GRAIN REDUNDANCY FOR YIELD ENHANCEMENT. Anthony J. Yu.
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