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english - Little Giant Pumps

result from an inoperative or leaking pump due to power outages, discharge line blockage, or any other reason, a backup system(s) and/or alarm should be used ... 
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NXTGen



™



VCMX



Applications



•• Designed for automatic collection and removal of condensate from air conditioning, refrigeration and dehumidification equipment when gravity drainage is not possible or practical. Also suitable for high efficiency oil and gas-fired condensing furnace and condensing boiler equipment.



VCMX-20ULS



Features



••External test/run lever ••Slim footprint ••Vertical centrifugal pump design ••Automatic start and stop operation ••Galvanized steel “quick install” wall mount bracket ••Some models equipped with external, float activated switch for automatic high level water detection (safety overflow switch)



••For models with safety overflow switch: dual function NO and NC operation (set to NO from factory for equipment shut down connection)



••Models equipped with safety overflow switch include



VCMX-20ULST



two 5” switch lead wires



••3/8” O.D. barbed ¼-turn quick release, locking discharge adapter with built-in check valve



••Rubber feet for vibration/noise dampening ••“Anti-sweat” tank sleeve included on select models and available separately for all others



••3 - 1-1/8” diameter



inlet openings, two fitted with removable cap plug (3 + 1 inlet openings for models without safety overflow switch)



VCMX-20UL



••Recessed tank sump ••Oil resistant tank and check valve ••Thermally protected, fan cooled motor ••Maximum water temperature: 140 F ••6', 3-conductor cable with grounded 3-prong plug ••Some models include 20’ x 3/8” I.D. vinyl o



discharge tubing



Construction



••Housing/tank cover — ABS ••Motor cover — ABS ••Volute — ABS ••Tank — Polypropylene ••Impeller — Polypropylene ••Switch float — ABS ••Check valve — Acetal



VCMX-20ULS-C



yr.



Warranty



All models



Wastewater • Water Systems • HVAC • Industrial • Engineered Products



Engineering Data B



A



C D



Dimensions DIM "A"



DIM "B"



DIM "C"



DIM "D"



VCMX-20UL



Model No.



6.5" (165.1mm)



10.2" (259.1 mm)



4.8" (121.9 mm)



3.4" (86.4 mm)



VCMX-20ULS



6.5" (165.1mm)



10.2" (259.1 mm)



4.8" (121.9 mm)



3.4" (86.4 mm)



VCMX-20ULST



6.5" (165.1mm)



10.2" (259.1 mm)



4.8" (121.9 mm)



3.4" (86.4 mm)



VCMX-20ULS-C



6.8" (172.7mm)



10.3" (261.6 mm)



5.1" (129.5 mm)



3.4" (86.4 mm)



Specifications NXTGen™ Performance (GPH @ Head) Model No.



Item No.



Volts



Hz



Amps



Watts



554520 554521 554530 554531



VCMX-20UL VCMX-20UL VCMX-20ULS VCMX-20ULS



115 230 115 230



60 50/60 60 50/60



1.5 0.6/0.5 1.5 0.6/0.5



93 75 93 75



Check Valve



Safety Switch



3/8" No 3/8" No 3/8" Yes 3/8" Yes NXTGen™ with tubing



1'



5'



10'



15'



20'



Shutoff (ft)



PSI



Cord



Weight (lbs)



84 78 84 78



75 67 75 67



60 51 60 51



42 29 42 29



10 0 10 0



21 19 21 19



9.1 9.1 9.1 9.1



6' 6' 6' 6'



5.5 5.5 5.5 5.5



Performance (GPH @ Head) Model No.



Item No.



Volts



Hz



Amps



Watts



554550 554551



VCMX-20ULST VCMX-20ULST



115 230



60 50/60



1.5 0.5



93 75



Check Valve



1'



5'



10'



15'



20'



Shutoff (ft)



PSI



Cord



Weight (lbs)



3/8" Yes 84 3/8" Yes 80 NXTGen™ with Anti-Sweat Sleeve



Safety Switch



75 69



60 54



42 36



10 0



21 20



9.1 9.1



6' 6'



5.5 5.5



Performance (GPH @ Head) Model No.



Item No.



Volts



Hz



Amps



Watts



Check Valve



Safety Switch



1'



5'



10'



15'



20'



Shutoff (ft)



PSI



Cord



Weight (lbs)



554542



VCMX-20ULS-C



115



60



1.5



93



3/8"



Yes



84



75



60



42



10



21



9.1



6'



5.5



Performance Data



Replacement Parts Part Number 154390 925047 154425 154460 154724 599136 599138 154483



P.O. Box 12010 Oklahoma City, OK 73157-2010 Phone: 1.800.701.7894 Fax: 1.800.678.7867 www.LittleGiantPump.com



75



150



225



300



375



25



7.5



20



Head - Feet



Tank Feet, rubber (4 pack 554520, 554530, 554550, 554551, 554521, 554531) Cover, motor Float arm assembly Check valve, 3/8" Safety switch assembly (554530, 554550, 554551, 554542, 554531) Anti-sweat sleeve and Bracket (554542) Bracket, tank (554520, 554530, 554550, 554551, 554521, 554531)



Flow - Liters/Hour



0



115V 5



15



230V



10



2.5



Head - Meters



Item



5 0



0 0



20



40 60 Flow - Gallons/Hour



80



100
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english - Little Giant Pumps 

(See Figures 10 and 11 for pump dimensions.) The tank has a mounting ..... Pour les clients à l'extérieur des États-Unis : étant donné les frais de douane et de ...
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introduction - Little Giant Pumps 

The shallow pan condensate unit is designed especially for ceiling mounted ... Test the unit after it is installed by filling the tank with water until the pump.
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introduction - Little Giant Pumps 

INTRODUCTION. EN. The shallow pan condensate unit is designed especially for ceiling mounted units and other refrigerated air conditioners where minimum height is important. The pump is designed to be placed directly in a holding reservoir or with a 
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introduction - Little Giant Pumps 

liquide peut dépasser le niveau d'activation de la pompe ni être complètement ... Il est recommandé de faire l'essai de la pompe après son installation. Pour ce.
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introduction - Little Giant Pumps 

The pump housing is sealed. A high grade ... house, or call your local fire department for instructions. ...... place as LITTLE GIANT may designate, freight prepaid.
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introduction - Little Giant Pumps 

La pompe 2E-NYS ne peut être utilisée que submergée. Son moteur est ..... La pompe a tourné à vide (l'alimentation en liquide a été coupée);. 5. Le client a mal ...
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introduction - Little Giant Pumps 

stamped on pump and/or serial number on pump nameplate coded to indicate year of manufacture. GARANTIE LIMITÃ‰E. POMPE Ã€ PUISARD, Ã€ EFFLUENT ET ...
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introduction - Little Giant Pumps 

insert your finger into fuse socket. Do not operate the pump in a dry sump. This will cause the pump to become extremely hot, causing burns if touched and/or ...
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WRS-9EN - Little Giant Pumps 

fuses or insert your finger into fuse socket. ELECTRICAL ... with fuse or circuit breaker and GFCI (ground fault circuit interrupter). Be sure .... Clapet anti-retour.










 


[image: alt]





owner's manual - Little Giant Pumps 

TEST RUNNING. If test running pump before installation: ... Install pump and components appropriate for the test as .... control box from extreme cold (below 25 o.
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warning avertissement - Little Giant Pumps 

THIS WARRANTY DOES NOT APPLY TO ANY OF THE FOLLOWING: 1. Brushes, impeller or cam on models with brush-type motors and/or flex-vane impellers.
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2 series - Little Giant Pumps 

Les pompes Little Giant ont été emballées et testées avec soin pour procurer à ... d'huile diélectrique servant de caloporteur pour la chaleur engendrée par le.
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owner's manual - Little Giant Pumps 

ing access cover. HP. Discharge Pressure (in PSI) at 5 ft. lift. Max PSI. 10. 20 ..... Franklin Electric Company, Inc. and its subsidiaries (hereafter â€œthe Companyâ€�) ...
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WRSC-6 - Little Giant Pumps 

Ne pas retirer la turbine. Au moment de la rÃ©installation de la base, s'assurer que l'anneau d'Ã©tanchÃ©itÃ© se trouve dans la rainure. Resserrer les vis avec un.
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owner's manual - Little Giant Pumps 

fuse disconnect switch. 8. A three-wire, 1-phase ..... Si la pompe submersible n'a pas de clapet anti- .... Un sectionneur Ã  fusible ou un disjoncteur est obligatoire.
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WRSC-6 - Little Giant Pumps 

Do not pull the pump out of the water by the power cord when the pump ... no water will flow out of unit. Be sure ...... to run on the product's date of manufacture. II.
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warning avertissement - Little Giant Pumps 

de déflagration. La pompe ne doit servir qu'à pomper des liquides compatibles ... peut tomber en panne si vous laissez la pompe tourner à vide. 6. Si l'appareil ...
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owner's manual - Little Giant Pumps 

Une tôle galvanisée de type 40 est adéquate jusqu'à 180 m. (600 pi). Pour des pompes plus profondes, utiliser le type 40 pour les premiers 180 m (600 pi), ...
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owner's manual - Little Giant Pumps 

grounding conductor. 5. Lightning arrestors are recommended for every installation. All stainless steel, single phase motors through 5CV have built-in lightning ...
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warning avertissement - Little Giant Pumps 

circuit for 10 seconds to see if the impeller turns; a) If it is rotating and GFCI did not trip .... embarrada, provea una superficie lisa para colocar la bomba. 2.
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fr introduction - Little Giant Pumps 

This instruction sheet provides you with the information required to safely .... Cette pompe est équipée d'un conducteur de mise à la terre et ou d'une fiche de.
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owner's manual - Little Giant Pumps 

the following signal words and be alert to the potential for personal injury: DANGER warns ..... Pumping may stop since the pump cannot generate pressure with ...
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wiring diagram - Little Giant Pumps 

The universal dual voltage ice machine pump motor is designed for use at 115V ... nut locks into place between raised notches on impeller (see figure 1). g.
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owner's manual - Little Giant Pumps 

embargo, no se debe de sobrepasar el nÃºmero recomendado de vÃ¡lvulas check. ... Este movimiento se resiente en el acople entre la bomba y el motor y crea una ..... descuido, alteraciÃ³n, accidente, abuso, modificaciÃ³n, actos de Dios.
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