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F 729 701 000

5 janv. 2011 - SP. HD. FRANCE. Date: 23 Juil99. 1/09/02 ... Type. : IEC 61754-13 type FC. : Screw Thread coupling. Mounting. : flange screw - in mounting. 
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F 729 701 000



TECHNICAL DATA SHEET



FC



Series



PC SQUARE FLANGE ADAPTOR



Packaging Issue



F729



Zirconia alignment Sleeve



1



05 Jan 2011



Page 1/1



GENERAL Type



: IEC 61754-13 type FC : Screw Thread coupling



Mounting



: flange screw - in mounting



Alignment sleeve



: zirconia



CHARACTERISTICS (Dependant on fiber or cable construction) Material



: brass, nickel plated



Optical



: Attenuation (according to IEC 61300-3-4: Substitution method, 7 type) at 1310nm: 0.25 dB Max/ 0.07 dB Typ



Mechanical



: Durability Plug retention



Bellcore 326, 500 cycles > 100 N



Environmental : Temperature range (storage/operating)



Salt spray



:



Vibration test



Proof test



CREATION N°: PEN/EP: CAT Name: CAUSSE Date: 23 Juil99 Appr.: LV



-40 to +85 °C



EIA/TIA-455-16A, 35°, 168 hr



:



Bellcore 326, 10 to 50Hz, 2hrs./axis



:



05 Jan 11 1/09/02



Issue



Bellcore 326, Straight pull: 10kg load at 0° Side pull: 4.5 Kg load at 90°



Mise à jour performances optiques et mécaniques Performance specified



Valencia



Revisions



Name



SP



HD LV Appr.



RADIALL 101, rue P. Hoffmann 93116 ROSNY/BOIS FRANCE Tel : (33) 0149353535 Fax : (33) 0148546363



4112-9212 This information is given as an indication. In the continual goal to improve our products, we reserve the right to make any modifications judged necessary
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F 729 702 000 

5 janv. 2011 - Date: 23 Juil99. 1/09/02. Performance specified ... Type. : IEC 61754-13 type FC. : Screw Thread coupling. Mounting. : compact â€œDâ€� hole- 8mm ...










 


[image: alt]





F 729 112 100 

4 janv. 2011 - 0.8 dB, 97% < 0.6 dB, 99% (Attenuation of random mated. Mean. 0.25 dB. 0.15 dB connectors IEC 61300-3-34). Repeatability. 0.10 dB. 0.10 dB.
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F 728 753 000 

snap-in (or screw â€“in) mounting max. Panel thickness 1.6mm. Alignment sleeve : Zirconia. CHARACTERISTICS (Dependant on fiber or cable construction).
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F 709 730 000 

101, rue P. Hoffmann. PEN: 93116 ROSNY/BOIS. Name:G.V THOMAS. FRANCE. Date: 23-07-93. 06 Jan 11 Mise Ã  jour performances optiques et mÃ©caniques.
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F 728 743 000 

1 avr. 2011 - Date: 23 Jul.99. 01/09/02 Performance ... GENERAL. Type : IEC 60874-19 SC type. Push pull latching system. Body color : blue. Mounting :.
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F 709 401 000 

4 aoÃ»t 2000 - Pertes de couplage selon fibre et composant utilisÃ©s. OPTOELECTRONIQUES. : Selon composants. MECANIQUES. : Accouplement.
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F 728 710 000 

Type : IEC 61754-4 SC type. Push pull latching system. Body color : blue. Mounting : ... Zirconia. CHARACTERISTICS (Dependant on fiber or cable construction).
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F 709 722 000 

F 709 722 000. ST. ADAPTOR WITH LOCKNUT. Phosphor bronze sleeve. Series. F709. Packaging. 1. Issue. 05 Jan 2011. Page. 1/1. CREATION. RADIALLÂ®Â®Â® ...
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F 780 844 000 

7 mars 2003 - Bag of 10 polishing 0.3Âµm films. F780 826 000. 9. 2. Bag of 10 polishing 1Âµm films. F780 825 000. 10. 1. Bag of 10 polishing 3Âµm films.
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F 780 136 000 

11““; """il I ALL®. FICHE TECHNIQUE. F 780 136 000. Titre : PLAQUETTE DE COUPE 2 BISEAUX Série Édition Page. ' OUTIL. 22 01, 95 “1. Dimensions : mm.
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F 728 103 000 - UserManual.wiki 

31 dÃ©c. 2010 - TECHNICAL DATA SHEET. F 728 103 000. SC. MULTIMODE FIBER OPTIC CONNECTOR. Outer plug body and boot: color blue. Series. F728.
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F 728 102 000 - UserManual.wiki 

31 dÃ©c. 2010 - SP. HD. Tel : (33) 0149353535. Appr.: LV. Issue. Revisions. Name Appr. Fax : (33) 0148546363. 4112-9212 This information is given as an indication. In the continual goal to improve our products, we reserve the right to make any modifi
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pdf, 729 ko - Ifop 

1 mai 2011 - 2. La comparaison entre la publicité classique et la publicité sur Internet. Question: Etes-vous d'accord ou pas d'accord avec chacune des phrases suivantes correspondant à la publicité sur Internet / mobile ? La publicité sur Internet /
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701 Direction: Morges gare 

BochetSt−Sulpice, centre ... Transports de la région Morges/Bière/Cossonay SA | Avenue de la Gottaz 28, C.P. 232, 1110 Morges 2 | Tél. +41 (0)21 811 43 43.
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701 Direction: Morges gare 

20. 20. 21. 21. 22. 22. 23. 23. 24. 24. 42 57. 12 26 41 51. 01 11 21 31 41 51. 01 11 21 31 41 51. 01 11 21 36 ... 00 10 20 30 40 50. 00 10 20 30 40 50. 00 15 30 ...
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701 Direction: Lausanne Bourdonnette 

23. 24. 24. 07 22 37 52. 07 15 25 35 45 55. 03 13 23 33 43 53. 03 13 23 33 45 56. 11 26 41 56. 11 26 41 56. 11 26 41 56. 11 26 41 56. 11 26 41 56. 11 26 41 56.
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701 Direction: Lausanne Bourdonnette 

14 29 44 59. 14 24 34 44 54. 04 13 23 33 43 53. 03 13 23 33 42 54. 05 20 35 50. 05 20 35 50. 05 20 35 50. 05 20 35 50. 05 20 35 50. 05 20 35 50. 05 20 35 50.
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701 Direction: Lausanne Bourdonnette 

Champagne. 6. Blévallaire. 6 allée de Dorigny. 7. Bourdonnette. 8 min. Valable dès le 09.12.2018. Heure. Lundi−Vendredi. Samedi et 26.12. Dimanche et fêtes ...
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701 Direction: Morges gare 

15 nov. 2018 - Heure. Lundi−Vendredi. Samedi et 26.12. Dimanche et fêtes générales. Heure. 5. 5. 6. 6. 7. 7. 8. 8. 9. 9. 10. 10. 11. 11. 12. 12. 13. 13. 14. 14. 15.
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701 Direction: Morges gare 

24. 24. 37 52. 07 20 35 45 55. 05 15 25 35 45 55. 05 15 25 35 45 55. 05 15 30 45. 00 15 30 45. 00 15 30 45. 00 15 30 45. 00 15 30 45. 00 15 30 45. 00 15 30 45.
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701 Direction: Lausanne Bourdonnette 

15 nov. 2018 - 20. 20. 21. 21. 22. 22. 23. 23. 21 36 51. 06 21 30 40 50. 00 10 20 30 40 50. 00 10 20 30 40 48. 00 11 26 41 56. 11 26 41 56. 11 26 41 56.
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701 Direction: Lausanne Bourdonnette 

Champagne. 17. Blévallaire. 18 allée de Dorigny. 18. Bourdonnette. 19 min. Valable dès le 09.12.2018. Heure. Lundi−Vendredi. Samedi et 26.12. Dimanche et ...
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701 Direction: Lausanne Bourdonnette 

Champagne. 16. Blévallaire. 16 allée de Dorigny. 17. Bourdonnette. 18 min. Valable dès le 09.12.2018. Heure. Lundi−Vendredi. Samedi et 26.12. Dimanche et ...
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701 Direction: Lausanne Bourdonnette 

20. 20. 21. 21. 22. 22. 23. 23. 17 32 47. 02 17 26 36 46 56. 06 15 25 35 45 55. 05 15 25 35 44 56. 07 22 37 52. 07 22 37 52. 07 22 37 52. 07 22 37 52. 07 22 37 ...










 














×
Report F 729 701 000





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



