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Alter the wiring of the power-supply block at the primary winding of Power transformer referring to the Line Voltage Selection described in Service Manual. 

















 Télécharger le PDF 






 1MB taille
 15 téléchargements
 437 vues






 commentaire





 Report
























ORDER NO.



RRV2038



STEREO DOUBLE CASSETTE DECK



CT-W505R Refer to the service manual RRV1475 for CT-W505R/KUXJ. THIS MANUAL IS APPLICABLE TO THE FOLLOWING MODEL(S) AND TYPE(S). Model



Power Requirement



Type



The voltage can be converted by the following method.



CT-W505R HYXJ7



AC220–230V



AC230–240V, ∗



HVXJ7



AC230–240V



AC220–230V, ∗



∗:



Alter the wiring of the power-supply block at the primary winding of Power transformer referring to the Line Voltage Selection described in Service Manual.
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1. CONTRAST OF MISCELLANEOUS PARTS NOTES : ÷ Parts marked by “ NSP ” are generally unavailable because they are not in our Master Spare Parts List. mark found on some component parts indicates the importance of the safety factor of the part. ÷ The Therefore, when replacing, be sure to use parts of identical designation. ÷ When ordering resistors, first convert resistance values into code form as shown in the following examples. Ex. 1 When there are 2 effective digits (any digit apart from 0), such as 560 ohm and 47k ohm (tolerance is shown by J = 5%, and K = 10%). 560 Ω = 56 × 10 1 = 561 ................................................... RD1/4PU 5 6 1 J 47k Ω = 47 × 10 3 = 473 .................................................. RD1/4PU 4 7 3 J 0.5 Ω = R50 ...................................................................... RN2H Â 5 0 K 1 Ω = 1R0 ......................................................................... RS1P 1 Â 0 K Ex. 2 When there are 3 effective digits (such as in high precision metal film resistors). 5.62k Ω = 562 × 10 1 = 5621 ........................................... RN1/4PC 5 6 2 1 F ÷ Reference Nos. indicate the pages and Nos. in the service manual for the base model.



CONTRAST TABLE CT-W505R/HYXJ7, HVXJ7 and CT-W505R/KUXJ are constructed the same except for the following: Ref. No.



Part No. Mark



CT-W505R KUXJ



CT-W505R HYXJ7



CT-W505R HVXJ7



MOTHER UNIT MAIN UNIT SUB UNIT TRANSFORMER 2 UNIT



RWM1817 RWZ3721 RWZ3722 RWZ3723



RWM2054 RWZ4323 RWZ4324 RWZ4325



RWM2054 RWZ4323 RWZ4324 RWZ4325



P4–5 P4–6 P4–6 P4–7 P4–9 P4–9



Strain Relief FU1001, FU1002 (Fuse, 1.5A) FU1, FU2 (Fuse, 1.6A) AC Power Cord Power Transformer (AC120V) Power Transformer (AC220–230V)



CM–22C REK1059 Not used PDG1015 RTT1223 Not used



CM–22B Not used REK1024 PDG1058 Not used RTT1276



CM–22B Not used REK1024 PDG1055 Not used RTT1276



P4–10 P4–11 P4–12 P4–13 P4–28



1 Mechanism Unit 2 Mechanism Unit Rubber Sheet (for front side) Foot Assy (for rear side) Power Knob



RYM1237 RYM1238 AEB1111 AEC1531 RAC1883



RYM1261 RYM1262 Not used Not used RAC2110



RYM1261 RYM1262 Not used Not used RAC2110



P4–31 P4–32 P4–36 P4–38 P4–40



FL Lens Front Panel Name Plate Rear Panel Connection Cord Assy



RAH2686 RAH2689 RAM1007 RNA2028 RDE1002



RAH2688 RAH2873 PAM1791 RNA2215 RDE1026



RAH2688 RAH2873 PAM1791 RNA2216 RDE1026



P4–42



Operating Instructions (English) Operating Instructions (French/Italian/Dutch/Swedish/ Spanish/Portuguese) Operating Instructions (English/German)



RRB1170 Not used



Not used RRD1205



RRB1187 Not used



Not used



RRE1169



Not used



NSP NSP NSP



Packing Case 65 Label Fuse Caution Label Transformer 1 PCB Warranty Card



RHG1703 ORW1069 RRW–111 RNZ3050 ARY1051



RHG1881 Not used Not used RNZ3321 ARY7022



RHG1882 Not used Not used RNZ3321 ARY7022



NSP



Transformer Cover PCB



Not used



RNZ3323



RNZ3323



NSP P4–1 P4–2 P4–4



P4–45 P4–51 P4–63 P4–64 P4–65



2



Symbol and Description



NSP



Remarks



∗1



∗2



No. 1



∗2



No. 2



∗3



CT-W505R



Ref. No.



Part No. Mark



Symbol and Description



Remarks



CT-W505R KUXJ



CT-W505R HYXJ7



CT-W505R HVXJ7



Fuse (5A) (for AC power cord) LED Lens Cover Insulator (for front and rear side) Spacer A Spacer B



Not used Not used Not used Not used Not used



Not used RNK2206 PNW1912 Not used Not used



PEK1003 RNK2206 PNW1912 RHC1032 RHC1033



∗2 ∗2 ∗2 ∗2 ∗2



No. 3 No. 4 No. 5 No. 6 No. 7



Caution Card Vinyl Bag (115 × 270 × 0.05)



Not used Not used



Not used Not used



RRN1001 Z21–013



∗2 ∗2



No. 8 No. 9



*1: Although RWZ4325 and RWZ3723 are different in part number, they have same service parts. *2: The numbers in the remarks column correspond to the numbers on the " EXPLODED VIEWS ". *3: Refer to " 2. SCHEMATIC DIAGRAM".



1 Mechanism Unit and 2 Mechanism Unit RYM1261, RYM1262 and RYM1237, RYM1238 are constructed the same except for the following: Ref. No. P9–6



Part No. Mark



Symbol and Description MTR MAIN BLK



RYM1237, RYM1238



RYM1261, RYM1262



RXM1081



RXM1075



Remarks



EXPLODED VIEWS HVXJ7 type Only



HVXJ7 type 6 9



1



Fuse Holder 3



7



HYXJ7 type 8



1



S1000 MAIN UNIT



LED Lens



4 2



5 SUB UNIT



BBZ30P080FZK



3



CT-W505R



CONTRAST OF PCB ASSEMBLIES MAIN UNIT RWZ4323 and RWZ3721 are constructed the same except for the following: Part No. Mark



Symbol and Description



Remarks



RWZ3721



RWZ4323



PD5350A 1SS254 Not used Not used



PD5505A Not used RSA1002 DTF1067



C111, C112, C180–C182, C185, C191, C198, C199, C331, C332, C468 C119, C120, C183, C325, C327, C338, C340, C501, C1013 C133–C136, C186, C341, C342, C701, C702, C708



CEAS4R7M50



CEAT4R7M50



CEAS470M16



CEAT470M16



CEAS1R0M50



CEAT1R0M50



C171, C172, C203, C204, C315, C316, C323, C324, C328, C329, C465, C1008 C175, C176, C201, C202 C184, C187–C189 C311, C312, C349, C350, C464



CEAS100M50



CEAT100M50



CFTXA103J50 CEAS101M10 CEASR10M50



CFTYA103J50 CEAT101M10 CEATR10M50



C313, C314 C353, C354 C401 C402 C406–C408



CFTXA683J50 Not used CQPA682J2A CFTXA223J50 CEAS470M16



CFTYA683J50 CCCSL101J50 CQMA682J50 CFTYA223J50 CEAL470M16



C467 C601, C602 C603, C604 C605, C1006, C1007, C1015 C802, C852



CEAS4R7M50 CEASR22M50 CEAS101M16 CEAS331M16 Not used



CEAL4R7M16 CEATR22M50 CEAT101M16 CEAT331M16 CCSQSL330J50



C1005



RCH1116 (4700/25) CEAS220M16 CEAS221M35 CEAS330M35 CEAS102M6R3



RCH1120 (4700/35) CEAT220M25 CEAT221M35 CEAT330M35 CEAT102M6R3



Not used



CKCYF473Z50



∗1



RCP1046 RCP1019 RCP1044 RS1/10S0R0J Not used



VCP1158 VCP1123 VCP1151 Not used D20PWW0815E



∗1



IC501 D503 S1000 F103–F106, F301–F304



C1009 C1011 C1012 C1016 C1020–C1023 VR101–VR104 (22 kΩ–B) VR801 (2.2 kΩ–B) VR802, VR851 (1 kΩ–B) R127–R130, R309–R312 J1002



∗1 ∗1



∗1



∗1



∗1: Refer to “2. SCHEMATIC DIAGRAM”. SUB UNIT RWZ4324 and RWZ3722 are constructed the same except for the following: Part No. Mark



Symbol and Description D1515 S1528 (POWER STANDBY/ON) R1501



4



RWZ3722



RWZ4324



SEL6210S RSG1034 RD1/4PU181J



Not used Not used Not used



Remarks



1



2



3



4



CT-W505R



2. SCHEMATIC DIAGRAM Note: When ordering service parts, be sure to refer to "EXPLODED VIEWS AND PARTS LIST" or "PCB PARTS LIST".



SCHEMATIC DIAGRAM (1/2) A MAIN UNIT (RWZ4323)



B



C



MAIN UNIT (RWZ4323)



TRANSFORMER Cover PCB (RNZ3323) AC POWER CORD PDG1058 (HYXJ7 type) PDG1055 (HVXJ7 type)



5



FUSE (5A): PEK1003 (HVXJ7 type Only) NEUTRAL



3 1



LIVE



LINE Voltage Selection Line voltage can be changed following modification: 1. Disconnect the AC power cord. 2. Remove the cover. 3. Change the connection of TRANSFORMER 1 PCB primary pins. 4. Stick a line voltage label on the rear panel. Part No.



Description



AAX–193



220V label



AAX–192



240V label



POWER TRANSFORMER RTT1276



D



TRANSFORMER 2 UNIT (RWZ4325)



TRANSFORMER 1 PCB (RNZ3321)



5 1



2



3



4



1



2



3



4



3



4



CT-W505R



SCHEMATIC DIAGRAM (2/2) A



MAIN UNIT (RWZ4323)



B



C



D



6 1



2



1



2



3



4



CT-W505R



3. PCB CONNECTION DIAGRAM NOTE FOR PCB DIAGRAMS: 1. Part numbers in PCB diagrams match those in the schematic diagrams. 2. A comparison between the main parts of PCB and schematic diagrams is shown below. 3. The parts mounted on this PCB include all necessary parts for several destination. For further information for respective destinations, be sure to check with the schematic diagram.



Symbol in PCB Diagrams



Symbol in Schematic Diagrams



B



C



E B



C



Capacitor



Symbol in Schematic Diagrams



Part Name



E Resistor array



Transistor



A



B C E B



C



E B



C



3-terminal regulator



E



4. Viewpoint of PCB diagrams Connector



Symbol in PCB Diagrams



Part Name



Transistor with resistor



B C E



SIDE A D



G



S D



G



Field effect transistor



D G S P. C. Board



Chip Part



S



SIDE B



3.1 TRANSFORMER 2 UNIT and SUB UNIT



SIDE A TRANSFORMER 2 UNIT



TRANSFORMER 1 PCB POWER TRANSFORMER



B 230–240V



AC POWER CORD



220–230V



LIVE NEUTRAL



(RNP1728–A)



SIDE A



To MAIN UNIT J1001 To MAIN UNIT CN1503



SUB UNIT



C



D



(RNP1728–A) 7 1



2



3



4



1



2



3



4



CT-W505R SIDE A



3.2 MAIN UNIT MAIN UNIT



A



Q1001 | Q1004



IC1011 IC1004 Q901



IC1003 Q771



Q772 IC502



B



Q851 VR851 Q852 Q853



Q854 Q855 Q857 IC1001 Q856



IC1002



C



VR451 Q405 VR452 | Q414



Q401 Q402 Q451 Q452 Q403 IC451



To TRANSFORMER 2 UNIT J1001 To 1 Mechanism Unit (2/2) To 2 Mechanism Unit (2/3) (E. HEAD)



D



To SUB UNIT CN1501



8 1



2



3



4



5



6



7



8



CT-W505R SIDE A



Q171 | Q174 Q651 Q652 IC601 Q751 Q752



A



VR101 | VR104



Q101 Q102



VR301



IC101 Q105



B



Q106



VR302 | VR305



Q143 | Q146



VR552 Q331



Q332 IC552 Q554 Q801 | Q807 VR551 IC551 VR801 VR802 VR553



C



(RNP1728–A)



To 2 Mechanism Unit (3/3) To 2 Mechanism Unit (1/3) ( REC/PB HEAD) Q403 IC451



To 1 Mechanism Unit (1/2) ( PB HEAD) D



9 5



6



7



8



1



2



3



4



CT-W505R SIDE B MAIN UNIT



A



IC171



B IC301



IC302



C



D



10 1



2



3



4



5



6



7



8



CT-W505R SIDE B



A



B



C



(RNP1728–A)



D



11 5



6



7



8
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QuickPortÂ® F-Type Bulkhead Module 

QuickPortÂ® F-Type Bulkhead. Module. DESCRIPTION. Leviton's QuickPortÂ® F-Type Bulkhead Modules are designed to snap into any QuickPort housing. Use.
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QuickPortÂ® F-Type Bulkhead Module 

Bothell, WA 98021, USA. Phone: (425) 485-4288. Fax: (425) 483-5270. Module coaxial QuickPortMD de type Â« F Â». DESCRIPTION. Les modules coaxiaux QuickPort de type Â« F Â» de. Leviton sont conÃ§us pour s'enclencher dans n'importe quels logements ou p
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ROTAX Engine Type 914 F - Contrails 

Jul 1, 2004 - ATS 200,--. Part no.: 897 816. DM 28,--. Installation Manual for. ROTAX Engine. Type 914 F .... 11. 4.4) Technical documentation . ... 21. 8.4) Centre of gravity of engine and standard equipment..........................................
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Moteur Type 1 

51 150 set de 16 goujons de culasses en 8mm pour double adm ...... Y. 58 585 kit chrome moteur 11 piÃ¨ces. Z. 58 797 set de 12 vis chromÃ©es + rondelles pour ...
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Cooling Fan Package, Type 1 Ventilateur de refroidissement, Type 1 

number ATEMNO) can be used to activate an alarm or warning light to indicate high enclosure temperatures. This temperature switch can also be used to cycle ...
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greatplains type 1 V 

3/8" METRIC SOCKET SET. 2. METRIC WRENCH SET. 3. ...... keyway. The woodruff key needs to be machined off to fit the Force One Hub. This is best done ...
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Cooling Fan Package, Type 1 Ventilateur de refroidissement, Type 1 

inches (6.35 mm) outside the edge of the ventilation opening. A barrier shall be secured in .... HOFFMAN (World Headquarters). 2100 Hoffman Way. Anoka, MN ...
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greatplains type 1 V.. - Size 

date he has logged more than 1500 hours of flying time behind VW powered aircraft. Steve is recognized .... 3/8" PIPE TAP AND DRILL. 16. RING COMPRESSOR. 17. SMALL HAMMER. 18. ..... wheel) is pointed to the right. .... Using a black marker, make a ma
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Type 1 Diabetes Insulin Options 

insulin when start,type 1 diabetes symbol blue circle,pathophysiology of ... high,type 1 diabetes gender prevalence,voulez vous coucher avec moi moulin rouge, ...
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TYPE ZJX650, TYPE ZJX740, TYPE ZJX750, TYPE ZJX760, TYPE 

plates or gas burners. • This kettle is for .... Haal altijd de waterkoker van het motorblok ... Controleer of de spanning van het blijft functioneren en er goed uit blijft.
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TYPE ZJX650, TYPE ZJX740, TYPE ZJX750, TYPE ZJX760, TYPE 

Caution: Do not operate the kettle on an inclined surface. ... appearance and efficiency of your kettle. .... switching off before affecting operation. Refer to ...
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F-Signet C-1 

Les gnomes ne sont pas à craindre. Ce sont de gentils petits êtres. Un adulte mesure 15 centimètres et pèse environ 250 grammes. Yeux gris, nez retroussé et ...










 


[image: alt]





F-~1--t 

So, the protein will move untill it reaches its pI at which it exhibits a zero ... 3) their p!s are near from the neutrality, just in the pH range where the cha~ces .... ELECTROFOCUSING OF WHEAT GRAIN PROTEINS. Va.r i e ~ y : C APf'E LLE.
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F-Signet C-1 

Gulliver Ã©tait un marin irlandais. Un jour, son bateau fit naufrage au cours d'une violente tempÃªte. AprÃ¨s avoir nagÃ© plusieurs heures, il atteignit l'Ã®le de Lilliput.
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F-Signet A -1 

course 73 fois. La 74e fois, il s'Ã©croule Ã  bout de forces. Il est vaincu. Plus jamais il ne se moquera des jambes du hÃ©risson ! D'aprÃ¨s Jacob et Wilhelm Grimm.
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F-Signet C-1 

Les Pays-Bas se trouvent en Europe de l'Ouest. Ils sont entourÃ©s par l'Allemagne, la Belgique et la mer du. Nord. Les Pays-Bas sont parfois appe- lÃ©s Hollande.
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F-Signet D-1** 

Pile ou face. Pour choisir entre deux options, quoi de plus simple que de laisser le hasard décider ? On tire à pile ou face! Autrefois, on jouait plutôt à « croix.
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F-Signet A -1 

L'hippocampe : le caméléon de la mer. Lecture — Texte supplémentaire. FICHE. 22. Un poisson qui ne nage pas. L'hippocampe se déplace très peu.
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F-Signet C-1 

Aux Pays-Bas, la plupart des enfants sont inscrits à l'école dès l'âge de 4 ans. Cela leur permet de s'intégrer graduel- lement au milieu scolaire. Mais ce n'est.
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F-Signet C-1 

Ils pouvaient parcourir plusieurs centaines de kilo- mÃ¨tres en quelques semaines. TantÃ´t en canot, tantÃ´t Ã  pied, ils trans- portaient les vivres, les outils et le.
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jan2014 ceo_hospitality (F)-1 

-Lunch avec un journaliste de la presse. 2014-01-14 le cafÃ© (CNA). 17,36. 2. -Lunch d'affaires avec un haut fonctionnaire du gouvernement fÃ©dÃ©ral. 2014-01-15.
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F-Signet D-1 

De la mer à la montagne. Dès son jeune âge, Kini nourrit trois passions : le ski, que lui a enseigné sa mère, la voile et la lecture de livres d'aventures. Elle passe ...
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Mandrills, SIVmnd type 1 and SIVmnd type 2 

plasma stock PS/J11 (2 by type 2, 16E&16D and 2 by type 1 ... type 1 and type 2, on serial dilution of plasma (1/5, .... transient activation of CD4 and CD8 ...
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Type 5710 Type 5709 Type 5708 

27 avr. 2006 - We hope you enjoy your new Braun shaver. The Braun Freeglider is a shaver which automatically applies a Shaving Conditioner during shaving. The shaver is washable. ... of children. Keep away from sources of ignition - no smoking. .....
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