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F92-0659 and F92-0836 - ROGERS SUPPLY

date by retaining the Natural Gas spring (removed in step 3, above) and following the same procedures (except for burner pressure given in step 5). Figure 1. 
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F92-0659 and F92-0836 Regulated Natural to L.P. Gas Conversion Kit



INSTALLATION INSTRUCTIONS Installer: Save these instructions for future use! FAILURE TO READ AND FOLLOW ALL INSTRUCTIONS CAREFULLY BEFORE INSTALLING OR OPERATING THIS CONTROL COULD CAUSE PERSONAL INJURY AND/OR PROPERTY DAMAGE. APPLICATION



! WARNING This conversion kit shall be installed by a qualified service agency in accordance with the manufacturer’s instructions and all applicable codes and requirements of the authority having jurisdiction. If the information in these instructions is not followed exactly, a fire, explosion, or production of carbon monoxide may result, causing property damage, personal injury, or loss of life. The qualified service agency performing the work assumes the responsibility for the proper conversion of this appliance with this kit. Regulator Cover Screw Plastic Regulator Adjustment Screw Regulator Spring
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Figure 1. 36C and 36D Models



Regulator Cover Screw Plastic Regulator Adjustment Screw Regulator Spring



Figure 2. 36E, 36F, 36G and 36J Single Stage Models



If low outlet pressure greater than 5" W.C. is required, use an additional kit to convert low pressure.



This regulated Natural Gas to regulated L.P. Gas conversion kit allows the 36C, 36D, 36E, 36F, 36G, 36H and 36J Series gas valves to be used on L.P. gas applications. This conversion kit is for use on all single stage, fast and slow open models and 36G, 36H and 36J two stage models.



TO CONVERT FROM NATURAL TO L.P. GAS 1. 2.



Remove regulator cover screw. Remove regulator adjustment screw (beneath the cover screw). 3. Remove Natural Gas regulator spring from regulator sleeve. 4. Insert the L.P. regulator spring (provided in the conversion kit) into the regulator sleeve. 5. Replace the regulator adjustment screw. Then adjust the outlet pressure to the appliance manufacturer’s specified outlet pressure. 6. Replace the regulator cover screw. 7. Attach the WARNING label (provided in the kit) to the gas valve where it can be readily seen. Also attach the small round L.P. label to the top of the regulator cover screw. 8. If present pilot burner is to be used, the pilot orifice must be replaced. Conversion back to Natural Gas use may be made at a later date by retaining the Natural Gas spring (removed in step 3, above) and following the same procedures (except for burner pressure given in step 5).



If low outlet pressure greater than 5" W.C. is required, use an additional kit to Regulator convert low pressure. Cover Screw Plastic Regulator Adjustment Screw Regulator Spring



!



WARNING



VALVE CONVERTED FOR USE ON L.P. GAS. IMPROPER OPERATION COULD RESULT IN DEATH OR SERIOUS INJURY.



L.P. Regulator Spring ! MISE EN GARDE



SOUPAPE CONVERTIE POUR USAGE SUR GAZ DE PÉTROLE LIQUÉFIÉ. UN FONCTIONNEMENT INAPPROPRIÉ PEUT PROVOQUER LA MORT OU DES BLESSURES GRAVES.



WARNING Label



LP L.P. Label



Figure 5. Contents of kit



Figure 3. 36G and 36J 2-Stage models



Figure 4. 36H Single Stage and 2-Stage models White-Rodgers is a division of Emerson Electric Co. www.white-rodgers.com



PART NO. 37-5379F Replaces 37-5379E 0616



F92-0659 et F92-0836 Nécessaire de conversion gaz naturel régulé en gaz de pétrole liquéfié régulé



INSTRUCTIONS RELATIVES AU MONTAGE Monteur: Ces instructions doivent être conservées pour usage futur! L’OMISSION DE LIRE ET DE SUIVRE TOUTES LES INSTRUCTIONS SOIGNEUSEMENT AVANT DE MONTER OU D’UTILISER CETTE COMMANDE PEUT PROVOQUER DES LÉSIONS CORPORELLES ET/OU DES DOMMAGES MATÉRIELS. APPLICATION



! MISE EN GARDE Ce nécessaire de conversion devra être monté par une agence de service qualifiée conformément aux instructions du fabricant ainsi qu’à tous les codes et exigences applicables de l’autorité ayant juridiction. Si les informations contenues dans ces instructions ne sont pas suivies à la lettre, il peut s’ensuivre un incendie, une explosion ou la production de monoxyde de carbone, causant ainsi des dommages matériels, des lésions corporelles ou la mort. L’agence de service qualifiée effectuant le travail assume la responsabilité de la conversion appropriée de cet appareil à l’aide de ce nécessaire.



Vis de réglage en plastique du régulateur Ressort du régulateur



Vis-couvercle du régulateur
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Vis-couvercle du régulateur



Vis de réglage en plastique du régulateur



Ressort du régulateur
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Manchon du régulateur



Figure 1. Modèle 36C et 36D Figure 2. Modèle 36E, 36F et 36G à étage simple



Vis-couvercle du régulateur Vis de réglage en plastique du régulateur



Si la pression de sortie minimale doit être supérieure à 5 po CE, utiliser une autre trousse pour ajuster la pression.



Ressort du régulateur



Si la pression de sortie minimale doit être supérieure à 5 po CE, utiliser une autre trousse pour ajuster la pression.



Ce nécessaire de conversion gaz naturel régulé en gaz de pétrole liquéfié régulé permet l’utilisation des soupapes de gaz 36C, 36D, 36E, 36F, 36G, 36H et 36J sur les applications de gaz de pétrole liquéfié. La trousse de conversion s’utilise avec tous les modèles à étage simple et ouverture rapide ou lente ainsi que les 36G, 36H et 36J à deux étages.



CONVERSION DU GAZ NATUREL AU GAZ DE PÉTROLE LIQUÉFIÉ 1. 2. 3.



Retirer la vis-couvercle du régulateur. Retirer la vis de réglage du régulateur (sous la vis- couvercle). Retirer le ressort du régulateur de gaz naturel du manchon du régulateur. 4. Insérer le ressort du régulateur de gaz de pétrole liquéfié (compris dans le nécessaire de conversion) dans le manchon du régulateur. 5. Remettre la vis de réglage du régulateur en place. Régler ensuite cette vis à une colonne d’eau de 28 cm (ou autre réglage désiré) tout en surveillant la pression du brûleur. 6. Remettre la vis-couvercle du régulateur en place. 7. Fixer l’étiquette de mise en garde (comprise dans le nécessaire) sur la soupape de gaz là où elle peut être vue facilement. Fixer également la petite étiquette ronde LP sur le dessus de la vis-couvercle du régulateur. 8. Si la veilleuse actuelle doit être utilisée, l’orifice de celle-ci doit être remis en place. La reconversion à l’utilisation gaz naturel peut être faite subséquemment en conservant le ressort gaz naturel (retiré dans l’étape 3, ci-dessus) et en suivant les mêmes procédures (sauf pour la pression du brûleur indiquée à l’étape 5).



Vis-couvercle du régulateur Vis de réglage en plastique du régulateur Ressort du régulateur



! WARNING VALVE CONVERTED FOR USE ON L.P. GAS. IMPROPER OPERATION COULD RESULT IN DEATH OR SERIOUS INJURY.



Ressort du régulateur P.L. ! MISE EN GARDE



SOUPAPE CONVERTIE POUR USAGE SUR GAZ DE PÉTROLE LIQUÉFIÉ. UN FONCTIONNEMENT INAPPROPRIÉ PEUT PROVOQUER LA MORT OU DES BLESSURES GRAVES.



Étiquette de MISE EN GARDE Figure 3. Modèle 36G et 36J à deux étages



LP Étiquette P.L.



Figure 5. Contenu du nécessaire Figure 4. Modèle 36H à étage simple et à deux étages



White-Rodgers est une division d’Emerson Electric Co. www.white-rodgers.com



REF. 37-5379F Remplace le 37-5379E 0616
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white-rodgers - ROGERS SUPPLY 

Exposed to circulation of air and wind. 2. Shielded from rain, snow, and direct rays of sun. 3. Not close to false sources of heat such as dryer vents, exhaust fans ...
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Ice Machines Installation and Main tenance Manual - ROGERS SUPPLY 

The wire colored brown must be connected to the terminal which is marked with the letter L or ..... removes algae and slime. Step 1 Remove the front door to ...
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Ice Machines Installation and Main tenance Manual - ROGERS SUPPLY 

Level the bin to assure that the bin door closes and seals and the ice machine operates ..... system will be void if a new ice machine head section is connected to ...
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Ice Machines Installation and Main tenance Manual - ROGERS SUPPLY 

perform a Personal Protective Equipment Hazard .... system that shuts down the electric circuit (opens it) when it senses an ... dependent upon location, materials used, length of run, etc., ...... condamnation et d'identification doivent être suivie
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95-7231EF - RP470A and B Pneumatic Selector ... - ROGERS SUPPLY 

BRANCH OUTPUT. A. B. C4293-1. Fig. 4. RP470A operation. RP470B. When the pressure at Port 2 is greater than the input pressure at Port 5 (Fig. 5A), Port 2 ...
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10.80_S&H_1050&1060_I&O NEW.pub - ROGERS SUPPLY 

Always install with motor shaft in a horizontal position with pump oil cups or oil well cover on top. Models S-25 to S-46 and H-32 to H-41 are shipped for down-.
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10.80_S&H_1050&1060_I&O NEW.pub - ROGERS SUPPLY 

Gate valves should be installed on discharge and suction side of pump ... located on discharge side of pump between pump body and gate .... 93 East Avenue.
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LG Room Air Conditioner - ROGERS SUPPLY 

I L'utilisation incorrecte de l'appareil due Ã  la mÃ©connaissance des instructions ...... al viento del mar (rocÃo salino). ... Tornillo tipo â€œAâ€� y taco de plÃ¡stico.
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62-3028EF D05T Compact Design Pressure ... - ROGERS SUPPLY 

RÃ‰GULATEURS DE PRESSION COMPACTS D05T. 13. 62-3028EFâ€”01. Fig. 7. Vue Ã©clatÃ©e du D05T. VIS DE RÃ‰GLAGE. Ã‰CROU DE BLOCAGE. CHAPEAU. COUPELLE DU RESSORT. RESSORT. RONDELLE. CARTOUCHE. JOINT TORIQUE. TAMIS. JOINT TORIQUE. Ã‰CROU. EMBOUT. JOINT. Ã‰C










 


[image: alt]





95-7252EF - RP471A Pnuematic Snap-Acting ... - ROGERS SUPPLY 

INSTALLATION INSTRUCTIONS. DESCRIPTION. The RP471A Snap-Acting Relay is a two-position, four- port, single-pole double-throw (SPDT), pneumatic switch that provides positive switching action from modulating signal lines with an adjustable switch point
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95c-10392efs 272629a adapter kit for v5045 - ROGERS SUPPLY 

DISK NOT REQUIRED. SHIMMING WASHER(S),. IF NECESSARY. POSITION INDICATOR MUST SIT TIGHT ON. SHOULDERS OF EXTENSION SHAFT. TURN ACTUATOR UNTIL THREAD BOTTOMS. TURN POSITION INDICATOR TO INSURE. FINGER TIGHT ENGAGEMENT. DRIVE SHAFT TO THE. VALVE ACTUAT
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Rogers (1992) Visual and nonvisual information 

Real perspective shape transformations affect- ..... for rotation, its combination with the vertical perspective trans- formation should ..... The kinetic depth effect.
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madagascar water supply, sanitation and ... 

9 sept. 2014 - Automated Directives System. BCC. Behavior .... The best water storage processes recommended by the projects include containers having the.
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energy supply and demand pdf 

energy supply and demand are a good way to achieve details about operating certainproducts. Many products that you buy can be obtained using instruction ...
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Rogers (1974) Eye movements and the pulfrich phenomenon 

the illusion is still observed, since the target wili stay on the foveas of both eyes and any difference in latency is of no consequence, assuming good tracking.
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CAPTAIN AMERICA (Steve Rogers) PL13 

POWERS. Super-Soldier Serum: Enhanced Advantages. 2 (Diehard, Great Endurance); Regeneration 2;. Speed 2 (8 MPH) â€¢ 6 points vibranium-Steel Shield: 15 ...
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Power supply decoupling and layout - TentLabs 

Netherlands), and still an enthusiast (tube) audio-designer, I was happily surprised to read Jon ... this article to point out some other issues that need attention when designing for low RFI. .... Their construction is such that the series .... This
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plumbingâ€”water-supply, sprinkler, and wastewater systems 

Further water needs for fire protection, heating, air conditioning, and possibly pro- ... The ASTM ''Manual on Industrial Water'' contains extensive data on process- ...... building and fire official, insurance carrier, etc., who have the final autho
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shunt supply 

Nov 12, 2018 - +88.8. +153. mA. +88.8. 0.00. Volts. +88.8. -51.8. PTT. D13. TL431. 2.5-32V. mA. +88.8. 0.00. ZENERS 5 W @ 51 V MAX CURRENT 93 mA !!
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Supply chain Management - Frederic Matrion - Supply chain 

10 years international experience with Reference and skills in Supply chain management & Business development. ... Implementation of a production sequencer with line launchers with kanban (Valeo) ... BtoC E-Commerce industry.
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four perthshire families rogers playfair libro inglese charles rogers dbid xnu 
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Rogers Cup presented by National Bank - WTA 

Aug 7, 2017 - SEMI-FINALIST. $122,190. KERBER, Angelique. MUGURUZA, Garbiñe. PLISKOVA, Karolina. WILLIAMS, Venus www.WTATENNIS.com.
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ROGERS CUP presented by National Bank - WTA 

1. 1. 9. 9. 900. 2. 2. 10. 10. 585. 3. 3. 11. 11. 350. 4. 4. 12. 13. 190. 5. 5. 13. 14. 105. 6. 6. 14. 15. 60. 7. 7. 15. 16 FIRST ROUND. 1. 8. 8. 16. 17. OSTAPENKO ...
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detours libro inglese tim rogers dbid 121mi 
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