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This makes it very hard for every manufacturer to cater to all of these preferences. We believe, that the openings on your Faqtor can't get any better. You will feel ... 
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Dear Customer Thank you for choosing a Paratec FAQTOR canopy. We are confident that you‘ll like it in every aspect of it‘s flight envelope. Your FAQTOR has been designed, tested and built with utmost care under the highest Quality Assurance Certification in the Industry : The JAR 21 G, issued by the JAA ( Joint Aviation Administration of the European Union ). In addition to the flight testing we do with all of our parachutes, Paratec always drop tests each new model of main parachute according to the latest TSO Standards. This normally only complies with reserves and harness container systems as you probably know ! We feel though that your main parachute is the component of your system you use primarily and should therefore be tested in the same way as the other components of your parachute system. Makes sense ?.... We thought so !! Should you, for any reason have difficulties or problems, we urge you to immediately contact us or your lokal Paratec dealer. May we suggest you read the information provided below to fully understand your parachute, before you use it for the first time.



General The FAQTOR family of main canopies points at the advanced to experienced group of skydivers, who look for the combination of well balanced performance and everyday use capability.



Concept The FAQTOR combines a double tapezoidle wing shape with highly sophisticated aerodynamics and low manufacturing tolerances, resulting in an ideal blend of performance, safety and dependability. With a just slightly tapered front leading egde, it will deliver straight on heading openings, yet keeping it agile and fun to fly.



Flight Characteristics The FAQTOR has a rather flat full glide. It reacts promptly to toggle input and executes turns just as desired. There is no over or underturning which makes it very predictable to the pilot, especially during fast landings. It has a excellent slow flight ability which will give you those extra metres of swoop. In turns, the canopy looses a fair amount of altitude and stays in the dive. The diving phase is not as pronounced as in some X-braced models on the market, yet long and steep enough to enable you to make you last turn in a fairly high and therefore safe altitude. Again, we wanted a predictable, well balanced parachute for a wide range of skydivers and not a ”one trick pony“. The FAQTOR is hardly to stall and will give you lift for every centimetre of toggle range.



IMPORTANT: We have chosen long steering lines for those who like to do front riser landings. If you are not used to such a toggle setting or only do toggle input landings, you may set the toggles higher on the steering line by simply performing a so called ”laying 8“ around your toggle grommet. This will shorten the steering line by aprox. 6 cm. Refer to the pictures below. Just be advised that, If you have done this modification that your canopy has now a tendency to ”buck ”, since you are pulling the trailing edge and the leading edge down at the same time.



Start with the steering line by feeding it up from below the grommet. Perform a loop around the right half of the grommet and bring it up through the grommet again.



Now turn to the left side of the grommet, repeating the same proceedure on this side. Bring the end loop of the steering line over the toggle and tighten the line by feeding it back through the grommet.



The result should then look like this, the laying 8



Opening characteristics and packing procedure Openings on modern ram air parachutes are more and more a case of personal impressions and preferences. They are felt on an indivdual basis. It can range from ...”I want 400 metres of sniveling phase to ...”when I release the pilot chute, I want to feel that there is a parachute devoloping over my head”. This makes it very hard for every manufacturer to cater to all of these preferences. We believe, that the openings on your Faqtor can‘t get any better. You will feel being decelerated, but without this ”controlled malfunction” above your head, called snivel. You will also not experience a instant inflating canopy which hardly sees any slider action. FAQTOR openings are „just right“. If you follow the packing steps shown below, you will get these openings everytime you deploy your canopy : 1. Flake your canopy and perform S - folds from line group to line group as in a normal Pro Pack. 2. Clear all stabilizers right and left 3. Sort out your upper control lines, making sure they stay in the centre of your pack job to avoid steering line overs. To enhance this, crossover the last part of the stabilizers to form a wall between the D-lines and the tail. 4. Pull up the tail, and bring it around the left and right side of your pack job. 5. Grasp all 9 cells and push them moderatly into the centre of your parachute. 6. Pull the slider out completely and position it in front of the pack job.



7. Roll the tail tightly, making sure the rolled tail sits firm against the slider grommets, then lay the parachute down. 8. Dress it to the width of your bag, perform your S - folds and continue according to the rig manufacturers instructions ( we are sure you know all of this stuff )
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Operations Limitations



FAQTOR Gröse



MSW* MIN in kg



MSW* MAX in kg



MPOS** in KIAS



VOL in cui



97



53



82



150



260



110



60



90



150



290



120



65



98



150



320



135



74



110



150



360



150



82



123



150



390



* Maximum Suspended Weight ** Maximum Pack opening Speed
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Faqtor paratec 

Apr 10, 2008 - Pack volume in cui. Faqtor 97. 57 kg. 82 kg. 260. Faqtor 110. 65 kg. 90 kg. 298. Faqtor 120. 71 kg. 98 kg. 322. Faqtor 135. 80 kg. 110 kg. 357.
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Instruction Manual Instruction Manual 

Siga el ajuste de la prueba de tensiÃ³n de CA. 8. .... A menos que mida tensiÃ³n o corriente, apague y bloquee el suministro ..... O.L. Â» en cas de polarisation.
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MANUAL 

YES: The current result will be stored. NO: The current result will not be stored. Note: If your age reaches 100 years old or more, the only weight result will be ...
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Manual 

Sep 30, 2002 - DOC CTRL CH K. QA CH K. F105 WILL BE CHANGED BETWEEN 1 AND 3 IN LAYOUT. D. SGH-A500_REV1.9B. A3. 1.9B. Kim H. K. Kim H. K.
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Manual 

THERMISTOR-NTC. 1405-001082. V400. VARISTOR. 1405-001082. V601. VARISTOR. 1405-001082. V602. VARISTOR. 1405-001082. V700. VARISTOR.
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Manual 

R221. R303. R305. R306. R307. R308. R309. R310. R399. R405. R. 4. 0. 6. R413. R420. R421. R. 4. 2. 2. R. 4. 2. 3. R. 4. 2. 4. R. 4. 2. 5. R426. R. 4. 2. 7. R499.
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Manual 

Accessories: RJ45 connector *2 (IP66) ... 32-113 F (045 °C). 906151 ... The adapter should be connected to a mains socket outlet with a protective earth ground ...
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Manual 

Modulation. 0.3GMSK. 0.3GMSK. 0.3GMSK ... There is 32.768KHz wave form at the C327, C328 ? .... Continuous TX ON condition. TX Power Code : 500 code ...
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Manual 

SGH-E400. SERVICE. Manual. GSM TELEPHONE. CONTENTS. 1. Specification. 2. Exploded Views and Parts List .... 2203-000278 C450. 2203-000812 C451.
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Manual 

Baseband Circuit description of SGH-X450. 1) PSC2106. 1. Power Management. Seven low-dropout regulators designed specifically for GSM applications ...
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manual 

3. Windtech. w w w . w i n d t e c h . e s. TONIC. 25-27-29-32 flight manual .... 180 gr. Line attachment points are made of polyester. --lines. The lines are .... ther paraglider & being 'waked' by the wing tip vortices of the glider and turbulence 
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Manual 

Le plaque chauffante 15 000 BTU en option est fabriqué en acier usiné avec une finition Blanchard et elle a été spécialement conçue pour off rir d'excellentes ...
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Manual 

Increase the separation between the equipment and receiver. •. Connect the equipment into an outlet on a circuit different from that to which the receiver is ...
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Manual 

Nous apprécions votre choix d'une plaque de cuisson Brigade et espérons ..... de cet appareil a été testée à l'aide d'une batterie de cuisine conventionnelle.
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Manual 

Target power ( required power level according to the specification which should be set by ... Download again. Charge the Battery ...... 3001-001484. QMO01.
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Manual 

BP. _VF. FU. LL. _C. HA. RG. _EN. TA. _D. ET. C ha rg er_. D is ab le. TA. _P re ..... C129. V_IO. C1. 21. NC. 10. 0n. H. L1. 01. 30 0. R125. V_B. AT. R1. 2 0. 10. 8.
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Manual 

Enable Auto-answer mode .... 4-3. 14 15 16 17 18 19 20 21 22 23 24 25. 1. 2. 3. 4. 5. 6. 7. 8. 9 10 11 12 13 ..... MPR-SCREW CAP. 16 ... RMO-MOBILE CAP. 24.
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Manual 

Open the window and place the main window panel into ..... For US Customers: This warranty is extended to the original purchaser and any succeeding owner ...
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Manual 

Call an authorized service company ..... local or state consumer affairs office or your state's Attorney General. ...... Ne pas enlever la prise de liaison à la terre.
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Manual 

blink when there is traffic through LAN port. LAN2 - Solid ... Method 1. 1. Connect one end of your Ethernet cable to the LAN1 (PoE) port on the access point. 2.
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Manual 

A complete constant-current/constant-voltage linear charger for single cell lithium-ion batteries. If ta connected to ... It has 8x1Kword on-chip program/data RAM, 55Kwords on-chip ... JPEG encoder and decoder are baseline ISO/IEC 10918-1.
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Manual 

NE PAS utiliser un feu fort pendant de longs temps de cuisson. ..... de quatre-vingt-dix (90) jours Ã  partir de la date d'achat d'origine ou la date de clÃ´ture pour ...
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Manual 

3. Leakage Current Hot Check (Figure 1-1):. WARNING: Do not use an isolation transformer during this test. Use a leakage current tester or a metering system.
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Manual 

Service Manual Online Homepage: http://manual.kmip.net/ Email: [email protected] ICQ: 343183001 QQ: This Service Manual is a property of Samsung ...
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