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14.STEERING HANDLEBAR/FRONT WHEEL/FRONT BRAKE/FRONT SHOCK ABSORBER/FRONT FORK



GRAND DINK 125/150



SERVICE INFORMATION GENERAL INSTRUCTIONS • Remove the motorcycle frame covers before removing the front wheel, steering handlebar, front shock absorber and front fork. Jack the motorcycle front wheel off the ground and be careful to prevent the motorcycle from falling down. • During servicing, keep oil or grease off the brake pads and brake disk. SPECIFICATIONS Item Axle shaft runout Radial Axial Front shock absorber spring free length Brake disk thickness Brake disk runout Brake master cylinder I.D. Brake master cylinder piston O.D. Brake caliper piston O.D. Brake caliper cylinder I.D. Front wheel rim runout



TORQUE VALUES Steering stem lock nut Steering top cone race Front shock absorber bolt Front axle nut Brake caliper bolt



Standard (mm) æ æ æ 240.6 3.8_ 4.2 æ 12.70_ 12.74 12.65_ 12.68 25.33_ 25.36 25.40_ 25.45



Service Limit (mm) 0.2 2.0 2.0 233 3.0 0.30 12.75 12.64 25.30 25.45



78.4_ 117.6N-m 4.9_ 12.7N-m 19.8_ 24.5N-m 44.1_ 49N-m 24.5N_ 34.3N-m



SPECIAL TOOLS Lock nut wrench Front shock absorber compressor Ball race remover Driver handle Outer driver, 37x40mm Pilot, 12mm Bearing remover Bearing remover head, 12mm
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14.STEERING HANDLEBAR/FRONT WHEEL/FRONT BRAKE/FRONT SHOCK ABSORBER/FRONT FORK GRAND DINK 125/150 TROUBLESHOOTING Hard steering (heavy) • Excessively tightened steering stem top cone race • Broken steering balls • Insufficient tire pressure Steers to one side or does not track straight • Uneven front shock absorbers • Bent front fork • Bent front axle or uneven tire Poor brake performance • Worn brake pads • Contaminated brake pad surface • Deformed brake disk • Air in brake system • Deteriorated brake fluid • Worn brake master cylinder piston oil seal • Clogged brake fluid line • Unevenly worn brake caliper
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Front wheel wobbling • Bent rim • Loose front axle • Bent spoke plate • Faulty tire • Improperly tightened axle nut Soft front shock absorber • Weak shock springs • Insufficient damper oil Front shock absorber noise • Slider bending • Loose fork fasteners • Lack of lubrication
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GRAND DINK 125/150



Brake Master Cylinders



STEERING HANDLEBAR REMOVAL Remove the handlebar front and rear covers. (!2-6) Remove the front and rear brake master cylinder attaching bolts. Remove the front upper cover. (!2-5) Remove the front lower cover. (!2-5) Remove the floor board. (!2-4) Remove the leg shield. (!2-5) Bolts Throttle Grip



Remove the four screws attaching the right and left handlebar switches. Disconnect the throttle cable from the throttle grip and remove the throttle grip from the handlebar.



Screws



Remove the handlebar lock nut and take out the bolt. Remove the handlebar.



Throttle Cable Bolt



Lock Nut



INSTALLATION Install the handlebar onto the steering stem and install the handlebar collar, lock nut and bolt. Tighten the bolt to the specified torque. Torque: 39.2_ 49N-m



Bolt



Collar
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14.STEERING HANDLEBAR/FRONT WHEEL/FRONT BRAKE/FRONT SHOCK ABSORBER/FRONT FORK GRAND DINK 125/150 Lubricate the throttle grip front end with grease and then install the throttle grip. Connect the throttle cable to the throttle grip. Install the right and left handlebar switches and tighten the screws.



Throttle Grip



Throttle Cable



＊ • Adjust the throttle grip free play to the specified range of 2_



6mm.



Install the front and rear brake master cylinders.



Brake Master Cylinder



＊ • Install the brake master cylinders by aligning the index marks.



Bolt



FRONT WHEEL REMOVAL Jack the motorcycle front wheel off the ground. Remove the front axle nut to pull out the axle. Remove the front wheel and the speedometer gear unit.



Axle Nut



INSPECTION AXLE RUNOUT Set the axle in V blocks and measure the runout using a dial gauge. The actual runout is _ of the total indicator reading. Service Limit: 0.2mm replace if over
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Speedometer Gear Unit
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GRAND DINK 125/150



WHEEL RIM Check the wheel rim runout. Service Limits: Radial: 2.0mm replace if over Axial: 2.0mm replace if over



FRONT WHEEL BEARING Remove the side collar and dust seal.



Turn the inner race of each bearing with your finger to see if they turn smoothly and quietly. Also check if the outer race fits tightly in the hub. Replace the bearings if the races do not turn smoothly, quietly, or if they fit loosely in the hub.



Wheel Bearing



BEARING REPLACEMENT Remove the front wheel bearings and distance collar. Special Tools Bearing Remover Bearing Remover Head, 12mm
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14.STEERING HANDLEBAR/FRONT WHEEL/FRONT BRAKE/FRONT SHOCK ABSORBER/FRONT FORK GRAND DINK 125/150 Pack all bearing cavities with grease. Drive in the left bearing. Install the distance collar. Drive in the right bearing.



Driver Handle



＊•



Do not allow the bearings to tilt while driving them in. • Drive in the bearing squarely with the sealed end facing out.



Special Tools Outer driver Driver handle



Outer Driver Speedometer Gear Unit



INSTALLATION Apply grease to the speedometer gear unit. Install the speedometer gear unit by aligning its retaining pawl with the hub cutout.



＊•



If not aligned, the retaining pawl will be deformed when the axle nut is tightened. • After installing the axle, turn the wheel to make sure that the speedometer drive shaft rotates freely.



Hub Cutout



Pawl Tab



Install the front wheel by aligning the speedometer gear unit groove with the front shock absorber tab. Insert the axle and tighten the axle nut.



＊ When installing the front wheel, position the brake disk between the two brake pads.



Torque: 44.1_



49N-m Speedometer Gear Unit
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GRAND DINK 125/150 Holder



Bolts



BRAKE MASTER CYLINDER REM OVAL Remove the handlebar covers. (!2-6) First drain the brake fluid from the hydraulic brake system. Disconnect the front stop switch wire connector. Remove the brake fluid tube bolt. Remove the two bolts attaching the brake master cylinder Remove the brake master cylinder.



Stop Switch Wire Connector



＊ • When servicing the brake system, use



shop towels to cover rubber and plastic parts and coated surfaces to avoid being contaminated by brake fluid. • When removing the brake fluid tube bolt, be sure to plug the tube end to avoid brake fluid leakage.



Snap Ring



DISASSEMBLY Remove the brake lever bolt and the brake lever. Remove the piston rubber cover and snap ring from the brake master cylinder.



Snap Ring Pliers (Close)



Remove the washer, main piston and spring from the brake master cylinder. Clean the inside of the master cylinder and brake reservoir with brake fluid.



Master Cylinder



Snap Ring



Spring



Main Piston



Rubber Cover
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14.STEERING HANDLEBAR/FRONT WHEEL/FRONT BRAKE/FRONT SHOCK ABSORBER/FRONT FORK GRAND DINK 125/150 INSPECTION Measure the brake master cylinder I.D. Inspect the master cylinder for scratches or cracks. Service Limit: 12.75mm



Measure the brake master cylinder piston O.D. Service Limit: 12.645mm Before assembly, inspect the lst and 2nd rubber cups for wear.



ASSEMBLY Before assembly, apply brake fluid to all removed parts. Install the spring together with the 1st rubber cup.



Master Cylinder



Spring



Main Piston



＊ • During assembly, the main piston and



spring must be installed as a unit without exchange. • When assembling the piston, soak the cups in brake fluid for a while. • Install the cups with the cup lips facing the correct direction.



Install the main piston, spring and snap ring. Install the rubber cover. Install the brake lever. Place the brake master cylinder on the handlebar and install the holder with the “up” mark facing up. Also align the punch mark with the holder joint seam. First tighten the upper bolt and then tighten the lower bolt. Torque: 9.8_ 13.7N-m Install the brake fluid tube with the attaching bolt and two sealing washers.
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Snap Ring Fluid Tube Bolt



Rubber Cover Punch Mark
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GRAND DINK 125/150



Connect the front stop switch wire connector. Install the handlebar covers. (!2-6)



BRAKE FLUID REFILLING Keep the handlebar upright and remove the brake reservoir cover and diaphragm. Add DOT-4 brake fluid to the brake reservoir.



Stop Switch Wire Connector



＊ • When bleeding, be careful not to allow



air in the brake reservoir flowing into the brake system. • When using a brake bleeder, follow the manufacturer‘s instructions. • Never use dirty or unspecified brake fluid or mix different brake fluids because it will damage the brake system.



BRAKE FLUID BLEEDING Keep the handlebar upright and remove the brake reservoir cover and diaphragm. Add the specified brake fluid to the upper limit.



＊ • Do not allow dust or water to enter the



brake system during refilling. • When servicing the brake system, use shop towels to cover plastic parts and coated surfaces to avoid damage caused by splash of brake fluid.



In order to avoid spilling brake fluid, connect a transparent hose to the bleed valve. Warning Brake fluid spilled on brake pads or brake disk will reduce the braking effect. Clean the brake pads and brake disk with a high quality brake degreaser. Fully apply the brake lever and then loosen the brake caliper bleed valve to drain the brake fluid until there is no air bubbles in the brake fluid. Then, tighten the bleed valve. Repeat these steps until the brake system is free of air.



Bleed Valve
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14.STEERING HANDLEBAR/FRONT WHEEL/FRONT BRAKE/FRONT SHOCK ABSORBER/FRONT FORK GRAND DINK 125/150 Bleed Valve



BRAKE CALIPER REMOVAL First drain the brake fluid from the hydraulic brake system. Remove the brake fluid tube bolt. Remove the two bolts attaching the brake caliper. Remove the brake caliper.



Fluid Tube Bolt



DISASSEMBLY Remove the two brake pads dowel pins from the brake caliper. Remove the brake pads.



Dowel Pin



Remove the piston from the brake caliper. If necessary, use compressed air to squeeze out the piston through the brake fluid inlet opening and place a shop towel under the caliper to avoid contamination caused by the removed piston. Check the piston cylinder for scratches or wear and replace if necessary.



Compressed Air



Push the piston oil seal outward to remove it. Clean the oil seal groove with brake fluid.



＊ Be careful not to damage the piston surface.



Piston Oil Seal
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GRAND DINK 125/150



Check the piston for scratches or wear. Measure the piston O.D. with a micrometer gauge. Service Limit: 25.30mm



Check the caliper cylinder for scratches or wear and measure the cylinder bore. Service Limit: 25.45mm



ASSEMBLY Clean all removed parts. Apply silicon grease to the piston and oil seal. Lubricate the brake caliper cylinder inside wall with brake fluid. Install the brake caliper piston with grooved side facing out.



＊ Install the piston with its outer end protruding 3_ caliper.



5mm beyond the brake



Wipe off excessive brake fluid with a clean shop towel. Apply silicon grease to the brake caliper seat pin and caliper inside. Install the brake caliper seat. INSTALLATION Install the brake caliper to the shock absorber and tighten the two bolts. Torque: 24.5_ 34.3N-m



＊ When installing the brake caliper, be sure to position the brake disk between the two brake pads.



Brake Caliper
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14.STEERING HANDLEBAR/FRONT WHEEL/FRONT BRAKE/FRONT SHOCK ABSORBER/FRONT FORK GRAND DINK 125/150 Brake Fluid Tube



Connect the brake fluid tube to the brake caliper and tighten the fluid tube bolt. Torque: 24.5_ 34.3N-m Fill the brake reservoir with the specified brake fluid and bleed air from the brake system. (!14-10)



＊ When installing the brake fluid tube, be sure to install the two sealing washers.



Fluid Tube Bolt
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Front Fork



FRONT SHOCK ABSORBER REMOVAL Remove the front upper cover. (!2-5) Remove the front lower cover. (!2-5) Remove the front wheel. (!14-5) Remove the front brake caliper. (!14-11) Remove the front shock absorber upper mount bolts. Loosen the lower mount bolts to remove the front shock absorbers. Shock Absorber



DISASSEMBLY Remove the dust boot. Remove the dust seal. Remove the circlip.



Mount Bolts



Dust Boot



Circlip



Dust Seal



Set the front shock absorber in a vise. Remove the damper rod hex bolt and copper washer. Pull out the front shock absorber tube.



Copper Washer



＊ After the hex bolt is removed, place a



container under the front shock absorber to drain the engine oil from it.



Hex Bolt



Set the front shock absorber tube in a vise. Remove the lock nut on the front shock absorber tube. Take out the shock absorber spring and damper rod.



＊ When holding the shock absorber tube, place a shop towel to protect it and do apply too much force .



Lock Nut



Shock Absorber Tube
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14.STEERING HANDLEBAR/FRONT WHEEL/FRONT BRAKE/FRONT SHOCK ABSORBER/FRONT FORK GRAND DINK 125/150 INSPECTION Inspect the following items and replace if necessary. •Front shock absorber tube bending, damage or wear •Weak front shock absorber spring •Damper and damper rod bending •Oil seal damage or wear



Measure the front shock absorber spring free length. Service Limit: 233mm replace if below
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Shock Absorber Tube
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ASSEMBLY Install the damper spring onto the damper rod and then install them into the front shock absorber tube. Install the shock absorber spring onto the front shock absorber tube. Set the front shock absorber tube in a vise and then tighten the lock nut.



＊ When holding the shock absorber tube, place a shop towel to protect it and do apply too much force .



Set the front shock absorber in a vise. Insert the shock absorber tube into the shock absorber and then install the copper washer and tighten the damper rod hex bolt.



＊ Apply locking agent to the washer and hex bolt and install them together.



Add engine oil into the front shock absorber. Torque: 4.9_ 29.4N-m Specified Oil: SAE30 Oil Capacity: 81cc Install the oil seal Install the circlip. Install the dusts seal and dust boot.



Hex Bolt Circlip



Copper Washer Dust Boot



Dust Seal



INSTALLATION Install the front shock absorbers onto the front fork. Install and tighten the front shock absorber upper mount bolts. Tighten the lower mount bolts.



＊ Align the upper mount bolt hole with the groove on the front fork.



Install the front wheel. (!14-7)
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14.STEERING HANDLEBAR/FRONT WHEEL/FRONT BRAKE/FRONT SHOCK ABSORBER/FRONT FORK GRAND DINK 125/150 Lock Nut Socket



FRONT FORK REMOVAL Remove the handlebar covers. (!2-6) Remove the steering handlebar. (!14-4) Remove the front upper cover. (!2-5) Remove the front lower cover. (!2-5) Remove the front inner fender. (!2-6) Remove the front wheel. (!14-5) Remove the front brake caliper. (!14-11) Hold the steering stem top cone race and remove the steering stem lock nut. Remove the top cone race and remove the front fork.



Lock Nut Wrench



＊ Be careful not to lose the steel balls (26 on top race and 19 on bottom race).



Inspect the ball races, cone races and steel balls for wear or damage. Replace if necessary. BOTTOM CONE RACE REPLACEMENT Remove the bottom cone race using a chisel. Top Cone Race



Drive a new bottom cone race into place with a proper driver.



＊ Be careful not to damage the steering stem and front fork.



Bottom Cone Race



BALL RACE REPLACEMENT Drive out the ball races. Drive in new ball races.



＊ Be sure to drive the ball races into place completely.
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Top Ball Race
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GRAND DINK 125/150



INSTALLATION Apply grease to the top and bottom ball races and install 26 steel balls on the top ball race and 19 steel balls on the bottom ball race. Then, install the front fork.



Bottom Ball Race



Apply grease to the top cone race and install it. Tighten the top cone race and then turn the steering stem right and left several times to make steel balls contact each other closely.



＊ Check that the steering stem rotates freely without vertical play.



Install the steering stem lock nut and tighten it while holding the top cone race. Torque: 78.4_ 117.6N-m Install the front wheel. (!14-7) Install the front brake caliper. (!14-12) Install the front inner fender. (!2-6) Install the throttle grip and the right and left handlebar switches.(!14-5) Install the right and left brake master cylinders. (!14-5)



Lock Nut Wrench



Lock Nut Wrench
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it bottoms out and then pull it back quickly b. â—‹ Repeat this step until the inner tube can be pulled out from the outer tube. EC553311. Damper rod. 1. Remove:.
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pasquali Fork-Lift 

82" MOUNTED. MAST HEIGHT. -48". STANDARD FOAK. L. Here's a fast, low cost way to put a fork lift in your fields to pick-up & load fruit bins. SPECIFICATIONS.
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Z5 Coil - Enduro Fork Seals 

GENERAL. â€¢ The fork is sprung by a mechanical coil system and uses hydraulic .... semble the shock absorption system using the ..... Travel (mm) H (mm). 80. 35.
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general - Enduro Fork Seals 

Stanchion tube secured to the crown and upper crown. The system is equipped ... semble the shock absorption system ... Replace stanchion tube, oil seal and.
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Monster - Enduro Fork Seals 

Steer tube: EASTON aluminum steer tubes available for 1 1/8â€� x267 mm ... semble the shock absorption system ... Replace stanchion tube, oil seal and dust seal.
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Futura Fork Servicing 

Jan 5, 2003 - The tool pictured below is the one I use for setting the fork oil height. ... These pictures compare a Motion Pro fork seal driver to a PVC one I used on my ... Here is the tire changers manual in PDF format. ...... (JPG, 110 ko).
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Front Back Front Back - FCC ID 

15 aoÃ»t 2013 - Belkin, avec le reÃ§u, et comment faire votre rÃ©clamation. Belkin se rÃ©serve le droit ..... Radiation Exposure Statement. This equipment complies ...
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Crédit photos : Fork & Bean 

Page 1. Crédit photos : Fork & Bean. Cliquez ici pour plus de détails (anglais seulement)
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Z1 MCR - Enduro Fork Seals 

Steer tube: stainless steel or, on request, EASTON aluminum steer tube available for 1 1/8â€� diameter, threadless. ... semble the shock absorption system.
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Page 1. CrÃ©dit photos : Fork & Bean. Cliquez ici pour plus de dÃ©tails (anglais seulement)
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Z5 Air - Enduro Fork Seals 

Steer tube: stainless steel or, on request, EASTON aluminum steer tube available for 1 1/8â€� diameter, threadless. .... semble the shock absorption system.
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Front dustjacket 

Such statements as that of Mr. Grant are, of course interesting but they do seem ..... John Symonds were Crowley's literary executors, entrusted with the duty of ...... second degree symbolism is, apart from its Thelemic elements, based on ...... The
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Super T QR20 - Enduro Fork Seals 

Stanchion tube secured to the crown and upper crown. The system is ... semble the shock absorption system using the ... Replace stanchion tube, oil seal and.
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Front #2 

Custom Cover by Todd Albert http://toddalbert.com/music/Cover_art. V ROY. New George's, San Rafael, CA. July 17, 1985 o1 Baby Baby. 02 Tangled Hangers Â».
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Front Matter 

(1982) 'theory of sales' depicts price-setting agents as enjoying an empirical ...... a real opportunity of finding out its strength; and in consequence no theory ...
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FRONT SUSPENSION.pdf 

Track Holding. Shock Absorber Effect Insufficient. Replace Shock Absorbers. 2005 MINI Cooper. 2002-2005 SUSPENSION Front - Cooper. Microsoft ...
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Z3 Coil - Enduro Fork Seals 

Steer tube: stainless steel or, on request, EASTON aluminum steer tube available for 1 1/8â€� diameter, threadless. .... semble the shock absorption system.
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GFCI, Duplex, Switch, up to 1 9/16â€� Rounds. GFCI, DÃºplex, interruptor, circular de hasta 1 9/16â€�. Disjoncteur de fuite Ã  la terre, duplex, interrupteurs,.










 


[image: alt]





komatsu repair manual fork lift pdf 

You are entirely free to find, use and download, so there is no cost at all. komatsu repair manual fork lift PDF may not make exciting reading, but komatsu repair ...
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