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GEH-5981G



INSTRUCTIONS



GE Lighting  Solutions



Evolve™ LED Area Lighter



READ THOROUGHLY BEFORE INSTALLING



WARNING Risk of electric shock •  Turn power off before servicing     –  see instructions



GENERAL This luminaire is designed for outdoor lighting service, and should not be used in areas of limited ventilation, or in high ambient temperatures. Best results will be obtained if installed and maintained according to the following recommendations. Luminaire is designed to operate in ambient temperatures ranging from -40°C to 40°C and to be mounted horizontally to a vertical pole with LEDs facing down, as shown.



SPECIFICATIONS:



INSTALLATION



Round Pole Architectural Arm Mounting: This luminaire has been configured specifically to mount to round pole 3.5-4.5 inches in diameter. Hole pattern on round pole shall be in accordance with figure 2.



- Weight: 51-57 lbs (23-26 kg) - EPA: 1.35 (Calculated using 1.30 Cd X Total Area of 1.04 ft2) - IP Rating: Optical 65, Standard Electrical Enclosure: 44



DRILLING TEMPLATE ROUND POLE MOUNTING 3.5 to 4.5 inch (89 to 114mm) OD round pole mounting arm.



UNPACKING



.312 in. DIA. (8 mm DIA.)



This luminaire has been properly packed so that no parts should have been damaged during transit. Inspect to confirm.



5.250 in. (133 mm) (MIN.) 1.812 in. (46 mm)



Handling



Damage may occur if luminaire is improperly handled outside of pack. Do not impact or stack luminaire after removal from packaging.



WARNING Risk of Injury, Unit will fall if not installed properly •  Follow installation instructions



.438 in. DIA. (11 mm DIA.) (2 PLACES)



2.719 in. (69 mm)



.750 in. DIA. (19 mm DIA.) (HOLE)



5.438 in. (138 mm)



Figure 2



INSTALLATION



Slipfitter Mounting: This luminaire has been configured specifically to mount to a 2 inch pipe brackets (2-3/8” OD).



Round Pole Mounting Cast Arm with Door Torque Top Bolt to 25 - 32 ft-lbs. (34-43 N-m)



To Mount: 1) Hold luminaire approximately level with Pipe. Pull wires through arm and place slip fitter over 2 inch Pipe (2-3/8” OD). 2) Tighten the (4) slipfitter 3/8 bolts to 10-14 ft-lbs (14-19 N-m). Tighten jam nuts after bolts have been tightened. (See Figure 1) 3) Inspect installation to ensure fixture is secure.



Torque Bottom Bolt to 25 - 32 ft-lbs. (34-43 N-m)



Door Arm Door Screw



Slipfitter 3/8 Bolts and Jam Nuts



Figure 3 Section view: Round Pole Mounting Architectural Arm with Door Nut Plate



Pole Bolt, Lock Washer, Flat Washer



Figure 1 Terminal Board



WARNING Under no conditions should slipfitter bolts be torqued to a level greater than 14 foot pounds (19 N-m).



Figure 4



Arm Door Screw



These instructions do not purport to cover all details or variations in equipment nor to provide for every possible contingency to be met in connection with installation, operation or maintenance. Should further information be desired or should particular problems arise which are not covered sufficiently for the purchaser’s purposes, the matter should be referred to GE Lighting Solutions.



fixture arm to arm adapter



WARNING



Torque Top Bolt to 25 - 32 ft-lbs. (34-43 N-m)



Risk of Injury, Unit will fall if not installed properly •  Follow installation instructions



WARNING Under no conditions should architectural arm mounting bolts be torqued to greater than 32 ft-lbs. (43 N-m) To Mount: 1) Place fixture against pole 2) Install 3/8 bolt, lock washer and washer in top as shown and tighten into nut plate 3) Open Arm Door and Install 3/8 bolt, lock washer and washer inside arm as shown and tighten into nut plate. (See Figure 3 and 4) 4) Torque Top and Bottom bolts to 25 - 32 ft-lbs (34-43 N-m). 5) Inspect Installation to ensure Fixture is secure.



INSTALLATION



Square Pole Architectural Arm Mounting: This luminaire has been configured specifically to mount to a 2 inch pipe brackets (2-3/8” OD).



WARNING



Torque Bottom Bolt to 25 - 32 ft-lbs. (34-43 N-m)



Figure 7



WIRING



CAUTION Do not allow any door to drop free and swing. NOTE: Make all electrical connections in accordance with the National Electrical Code and any applicable local code requirements. Strain relief for incoming power must be provided in the pole top by the customer. Terminal Board Connections: Terminal Board Position Supply Type L1 High Line G Ground N/L2 Low Line/Neutral



Risk of Injury, Unit will fall if not installed properly •  Follow installation instructions To Mount: 1) Orient Adapter block so that the end marked top is in the up position. 2) With adapter block end oriented properly, mount adapter block to pole with the nut plate and 3/8-16 bolts and washer supplied as shown. Torque 3/8-16 bolts to 25 - 32ft-lbs (34-43 N-m). (See Figure 6) 3) Place fixture against adapter block. 4) In Top location install 3/8-16 bolt through lock washer, washer and  mounting arm as shown. (See Figure 7) 5) Open Arm Door and Install 3/8 bolt into tapped hole of adapter block. (See Figure 7) 6) Torque Top and Bottom bolts to 25 - 32 ft-lbs (34-43 N-m). 7) Inspect Installation to ensure Fixture is secure. DRILLING TEMPLATE SQUARE POLE MOUNTING .312 in. DIA. (8 mm DIA.) 5.250 in. (133 mm) (MIN.) 1.812 in. (46 mm)



.438 in. DIA. (11 mm DIA.) (2 PLACES) 2.196 in. (56 mm)



4.392 in. (112 mm)



1.250 in. DIA. (32 mm DIA.) (HOLE)



Figure 5



.656 in. (17 mm) 1.312 in. (33 mm)



Supply Wire Type and Size, for Customer Connection to Terminal Board: 16 AWG (1.5mm2) to 6 AWG (10mm2) Solid or Stranded. NOTE: Verify that supply voltage is correct by comparing it to nameplate inside door or on carton. PHOTOELECTRIC CONTROL: (If option present)—Photoelectric control receptacle should be oriented before control is installed. Loosen the two holding screws and rotate receptacle until “North” is directed as near as possible to true North. Tighten holding screws and install control. FOR SLIPFITTER MOUNTING: Connect Luminaire wire leads to supply wire. Connections are to be made in interior of pole. Replace pole cap. A wiring diagram is provided on a label inside luminaire for reference. For slipfitter units without leads, connections may be made to terminal board inside fixture. Note that care should be exercised not to pinch leads between door and housing when closing the door. ARCHITECTURAL ARM MOUNTINGS: Terminal Board is in the Architectural Mounting Arm. Open mounting arm door to gain access to terminal board. Wire supply leads to terminal board in accordance with labeling. Close door when wiring is complete.



MAINTENANCE



To maintain high efficiency of lens occasional cleaning outer lens surface may be needed with frequency dependent on local conditions. Use a mild soap or detergent, which is essentially neutral pH (pH approximately 6 to 8), nonabrasive, and which contains no chlorinated or aromatic hydrocarbons. Wash thoroughly, using a soft cloth. Rinse with clean, cold water and wipe dry.



Adapter Plate for Square Pole Nut Plate Adapter Block



Storage



Prior to installation, units should NOT be stored outside in corrugated boxes (cardboard boxes) alone.



3/8-16 Washer and Bolts Torque Bolts to 25 - 32ft-lbs. (34-43 N-m)



Figure 6



Until installation, all units should be placed in a covered dry storage area. The storage area should not exceed -40°C (-40°F) to 50°C (122°F). 1. This can be preferably in a roofed area or 2. This can be done with a tarp that is secured in such a way to keep water off of the corrugated boxes (cardboard boxes).
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INSTRUCTIONS



GE Lighting  Solutions



Evolve™ LED Area Lighter



LIRE ATTENTIVEMENT AVANT D’INSTALLER



AVERTISSEMENT Risque d’électrocution •  Couper l’alimentation électrique avant toute réparation     –  Voir les instructions



GÉNÉRALITÉS Ce luminaire a été conçu pour une utilisation à l’extérieur et ne doit pas être employé sur un site mal ventilé ni dans un endroit clos où la température ambiante peut être élevée. Pour obtenir des performances optimales, il doit être installé et entretenu conformément aux recommandations suivantes. Ce luminaire a été conçu pour fonctionner sous des températures ambiantes de -40 ºC à +40 ºC. Il doit être installé à l’horizontale sur un poteau vertical, avec les lampes à DEL tournées vers le bas, conformément à l’illustration.



SPÉCIFICATIONS :



INSTALLATION



MONTAGE AVEC BRAS ARCHITECTURAL SUR POTEAU ROND :



Ce luminaire a été spécialement configuré pour être monté sur un poteau ayant un diamètre de 3,5 po à 4,5 po. La configuration des trous sur le poteau rond doit être conforme à la figure 2.



- Poids : 23-26 kg (51-57 lb) - EPA : 1,35 (calcul réalisé avec Cd de 1,30 et une superficie totale de 1,94 pi2) - Classification IP : Module optique 65, boîtier électrique standard : 44



GABARIT DE PERFORATION MONTAGE SUR POTEAU ROND Bras de montage sur poteau rond avec D.E. de 3,5 à 4,5 po (89 à 114 mm)



DÉBALLAGE



Ce luminaire a été soigneusement emballé pour qu’aucune pièce ne subisse de dommages durant le transport. Procédez à une inspection pour vous en assurer.



DIA 0,312 po (8 mm)



MANUTENTION



DIA 0,438 po (11 mm) (2 ENDROITS)



5,250 po (133 mm) (MIN) 1,812 po (46 mm)



Si le luminaire est incorrectement manipulé hors de son emballage, il risque d’être endommagé. Lorsque le luminaire est sorti de son emballage, il ne doit pas recevoir le moindre coup ni être empilé.



AVERTISSEMENT



DIA 0,750 po (19 mm) (TROU)



Danger de blessure. L’appareil tombera au sol s’il est mal installé •  Suivez les instructions d’installation



2,719 po (69 mm)



5,438 po (138 mm)



Figure 2



INSTALLATION



MONTAGE SUR JOINT COULISSANT :



Ce luminaire a été spécialement configuré pour être monté sur des supports à tuyaux de 2 pouces (D. E. 2 3/8 po). Procédure de montage : 1) Tenez le luminaire approximativement au niveau par rapport au tuyau. Faites passer les fils dans le bras et placer le joint coulissant sur le tuyau de 2 pouces (D. E. 2 3/8 po). 2) Serrez les quatre boulons de 3/8 po sur le joint coulissant avec un couple de 10-14 lb-pi (14-19 Nm). Après le serrage des boulons, serrez les contre-écrous (voir la figure 1). 3) Vérifiez la solidité de l’installation.



Montage sur poteau rond Bras moulé avec volet Serrer le boulon supérieur au couple de 25-32 lb-pi (34-43 Nm) Serrer le boulon inférieur au couple de 25-32 lb-pi (34-43 Nm)



Boulons 3/8 de joint coulissant avec contre-écrous



Volet Vis de volet de bras



Figure 3 Vue en coupe : Montage sur poteau rond Bras architectural avec volet Plaque d’écrou



Figure 1



AVERTISSEMENT Les boulons du joint coulissant ne doivent jamais être serrés avec un couple dépassant 14 lb pi (19 Nm).



Poteau Boulon, rondelle de frein, rondelle plate



Plaque de connexions



Figure 4



Vis de volet de bras



Ces instructions n’ont pas pour destination de couvrir tous les détails ou variantes de l’équipement, ni de répondre à toutes les éventualités que vous pourriez rencontrer pendant l’installation, le fonctionnement ou l’entretien. Si vous souhaitez des informations complémentaires, ou si vous rencontrez un problème particulier qui ne soit pas adressé de votre point de vue d’acheteur, le sujet doit être remonté jusqu’à la société GE Lighting Solutions



adaptateur luminaire au bras



AVERTISSEMENT



Serrer le boulon supérieur avec 25-32 lb-pi (34-43 Nm)



Danger de blessure. L’appareil tombera au sol s’il est mal installé •  Suivez les instructions d’installation



AVERTISSEMENT Les boulons de montage du bras architectural ne doivent jamais être serrés avec un couple dépassant 32 lb pi (43 Nm). Procédure de montage : 1) Placez le luminaire contre le poteau. 2) Installez le boulon de 3/8 po, la rondelle de frein et la rondelle plate dans le haut (conformément à l’illustration) et serrez dans la plaque d’écrou. 3) Ouvrez le volet du bras, puis installez le boulon de 3/8 po, la rondelle de frein et la rondelle plate dans le bras tel qu’illustré et serrez dans la plaque d’écrou (voir les figures 3 et 4). 4) Serrez les boulons du haut et du bas avec 25-32 lb-pi (34-43 Nm). 5) Vérifiez la solidité de l’installation.



INSTALLATION



MONTAGE AVEC BRAS ARCHITECTURAL SUR POTEAU CARRÉ : Ce luminaire a été spécialement configuré pour être monté sur des supports à tuyaux de 2 pouces (D. E. 2 3/8 po).



AVERTISSEMENT



Serrer le boulon inférieur à 25-32 lb-pi (34-43 Nm)



Figure 7



CÂBLAGE



ATTENTION Ne laissez pas le volet chuter librement et se balancer. REMARQUE : Toutes les connexions doivent être conformes aux normes électriques nationales et à la réglementation locale en vigueur (code électrique du Canada et réglementation locale applicable). Un dispositif anti-tension doit être installé par le client sur le câble d’alimentation en haut du poteau.



Connexions de la plaque de connexions : Position sur la plaque de connexions 



Danger de blessure. L’appareil tombera au sol s’il est mal installé • Suivez les instructions d’installation Procédure de montage : 1) Orientez le bloc adaptateur afin que l’extrémité marquée « TOP » soit dans le haut. 2) Après avoir vérifié l’orientation de l’extrémité du bloc adaptateur, installez le bloc adaptateur sur le poteau avec l’aide de la plaque d’écrou, des boulons de 3/8-16 et des rondelles incluses, conformément à l’illustration. Serrez les boulons de 3/8-16 au couple de 25-32 lb-pi (34-43 Nm) (voir la figure 6). 3) Placez le luminaire contre le bloc adaptateur. 4) Sur la position « TOP », installez un boulon 3/8-16, la rondelle-frein et la rondelle plate dans le bras de montage (voir la figure 7). 5) Ouvrez le volet du bras et installez un boulon de 3/8 po dans le trou fileté du bloc adaptateur (voir la figure 7). 6) Serrez les boulons du haut et du bas à 25-32 lb-pi (34-43 Nm). 7) Vérifiez la solidité de l’installation.



GABARIT DE PERFORATION MONTAGE SUR POTEAU CARRÉ DIA 0,312 po (8 mm) 5,250 po (133 mm) (MIN) 1,812 po (46 mm)



DIA 0,438 po (11 mm) (2 ENDROITS) 2,196 po (56 mm)



4,392 po (112 mm)



DIA 1,250 po (32 mm) (TROU)



Figure 5



Type d’alimentation







L1 







G 



Ligne de phase Terre







N/L2 



Ligne basse/neutre



Type et grosseur du câble d’alimentation (pour connexion par le client sur plaque de connexions) : 16 AWG (1,5mm2) à 6 AWG (10mm2) plein ou tressé. REMARQUE : Assurez-vous que la tension électrique est adéquate en vérifiant la plaque signalétique à l’intérieur du volet ou sur l’emballage. COMMANDE PHOTOÉLECTRIQUE : (Si l’option est choisie) Le réceptacle de la commande peut être orienté avant d’installer la commande. Desserrez les deux vis de retenue et faites tourner le réceptacle jusqu’à ce que l’inscription « North » soit orientée le plus près possible du nord magnétique. Serrez les vis de retenue et installez la commande. MONTAGE SUR JOINT COULISSANT : Connectez les fils conducteurs du luminaire au câble d’alimentation. Les connexions doivent être faites à l’intérieur du poteau. Réinstallez le capuchon du poteau. Un schéma de câblage figure sur une étiquette à l’intérieur du luminaire pour référence. Si vous utilisez un joint coulissant sans fils conducteurs, les connexions peuvent être faites sur la plaque de connexions à l’intérieur du luminaire. Faites attention de ne pas pincer les fils entre le volet et le boîtier lorsque vous fermez le volet.



0,656 po (17 mm) 1,312 po (33 mm)



PLAQUE ADAPTATRICE POUR POTEAU CARRÉ



MONTAGE SUR BRAS ARCHITECTURAL : La plaque de connexions est située dans le bras architectural. Ouvrez le volet du bras de montage afin de pouvoir accéder à la plaque de connexions. Faites passer les fils conducteurs sur la plaque de connexions, conformément à l’étiquette. Lorsque le câblage est terminé, fermez le volet.



ENTRETIEN



Plaque d’écrou Bloc adaptateur



Pour entretenir les lampes à haute efficacité, nettoyez périodiquement la surface extérieure de la lampe (la fréquence des nettoyages dépendra des conditions locales). Utilisez un savon doux ou un détergent essentiellement neutre (ayant un pH d’environ 6 à 8), sans abrasif et sans hydrocarbure chloré ou aromatique. Lavez à fond avec la solution de nettoyage en utilisant un chiffon doux. Rincez avec de l’eau froide et propre, puis essuyez.



ENTREPOSAGE



Avant leur installation, les luminaires ne doivent PAS être entreposés à l’extérieur dans de simples emballages en carton. Boulons 3/8-16 et rondelles Serrer les boulons à 25-32 lb pi. (34-43 N-m)



g Figure 6



Jusqu’à leur installation, tous les luminaires doivent être conservés dans un lieu de stockage couvert et sec. La température du site de stockage doit se situer entre -40 ºC et 50 ºC (-40 ºF et 122 ºF). 1. Il est donc préférable de les ranger dans un bâtiment couvert, ou 2. Avec l’aide d’une bâche installée solidement de façon à ce que l’eau ne puisse atteindre les emballages en carton.



GE Lighting Solutions • 1-888-MY-GE-LED • www.gelightingsolutions.com 1-88 8 - 6 9 - 4 3-5 3 3



35-201578-173 (2/10)



GE Lighting Solutions is a subsidiary of the General Electric Company. Evolve and other trademarks belong to GE Lighting Solutions. The GE brand and logo are trademarks of the General Electric Company. © 2011 GE Lighting Solutions. Information provided is subject to change without notice. All values are design or typical values when measured under laboratory conditions.
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GE Outdoor Area Lighting Wallmount 400 Luminaire Install Guide | GE ... 

periodically clean the reflector and refractor with a non-abrasive cleaner. TROUBLE SHOOTING. In the event your fixture fails to operate properly, first check that:.
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GE Outdoor Area Lighting Wallmount 400 Luminaire Install Guide | GE ... 

WallmountTM400 Luminaire. READ THOROUGHLY BEFORE INSTALLING. INSTALLATION. Read these instructions carefully before proceeding with.










 


[image: alt]





GE Outdoor Area Lighting Wallighter 175 & 250 Cutoff Luminaire ... 
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GE Lighting 
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LED Emergency Lighting Exit Signs - Aurora Lighting 

Before commencing installation or maintenance, ensure electricity is switched off at the mains. 1. Fit the mounting bracket in the required position. Be aware of ...
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led highbay - Aurora Lighting 

Website: www.aurora.eu.com. Document version â€“ AU-LED_HIGHBAY_V1_13_ENG&FRE. LED HIGHBAY. PLEASE READ THESE INSTRUCTIONS ...
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Automotive Lamps - GE Lighting 

Ã¡mbito mundial, lo que significa que las medidas de calidad son claves. ..... The premium lamps are also E1 marked, making their use on the EU roads possible, ...
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Automotive Lamps - GE Lighting 

Tel: +90 212 2147562. Fax: :90 212 2147640. UNITED KINGDOM,. IRELAND. GE Lighting Ltd. The Ark, 201 Tolgarth Rd. London, W68BJ. United Kingdom.
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GE Outdoor Roadway Lighting M-400 & 400A Luminaire Install Guide ... 

levant la commande (ce qui soulÃ¨ve aussi le rÃ©ceptacle), puis en les faisant ... Ãªtre assemblÃ©e sur le boÃ®tier supÃ©rieur lorsqu'il repose sur sa partie arriÃ¨re, vous ...
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Beware of joists, water pipes and electric cables when drilling holes. 2. ... Aurora does not levy any WEEE disposal charges to its customers for affected WEEE.
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GE Outdoor Roadway Lighting M-250A2 PowrDoor Luminaire Install ... 

PE receptacle and rotating it until the word â€œNorth'' is directed toward true north. Lower PE receptacle to firmly seat it in this position. Then install PE control.
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Barrington Wall (LED) - Clarkson Lighting 

Drill appropriate size holes at the marked locations and install the anchors. ... This product is safety listed for damp locations. ... CAUTION RISK OF FIRE.
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GE Outdoor Roadway Lighting M-400 & 400A Luminaire Install Guide ... 

This luminaire has been properly packed so that no parts should have been damaged during transit. ... SAvE THESE INSTRUCTIONS FOR FUTURE USE.
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lunera t8 led 4ft - LED Lighting Wholesale 

Turn power OFF to the fixture. 2. Remove existing T8 4FT fluorescent lamp from the fixture. 3. Inspect the sockets and wiring to ensure they are in proper working ...
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television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the ...
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Pediment 3 Light Outdoor Post. 1.1. OL11107. OL11107. Connect the fixture to a suitable ground in accordance to local electrical codes. Connect the white ...
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installation instructions ddl - Hubbell Outdoor Lighting 

Follow ALL luminaire recommendations, product markings, instructions, restrictions and ... Luminaire label shows electrical and environmental requirements and.
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Toshiba LED Lighting Warranty Information-1 

All bulbs must be returned using a nationally recognized courier (i.e. FedEx, UPS or DHL) having the ability to track packages. We shall not be responsible for ...
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AU-MD10030 LED COB Module - Aurora Lighting 

Put the LED driver into the ceiling cut-out and position it at least 100mm from ... product from other waste types and recycle it responsibly at your local facilities.
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led important safety instructions - Bees Lighting 

dirt level and minimum light output which is acceptable to user. ... Disconnect or turn off power before installation ... Avoid direct eye exposure to the light source.
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