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12 N.m (1.2 kg.m, 9 ft-lb). TOOLS .... SERVICE LIMIT: 19.95 mm (0.785 in). Check the .... 8-12. Connect the clutch cable to the clutch lifter arm, then install the. 
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8. CLUTCH/GEARSHIFT LINKAGE



XL200



SERVICE INFORMATION TROUBLESHOOTING RIGHT CRANKCASE COVER REMOVAL



8-1 8-2 8-3



CLUTCH GEARSHIFT LINKAGE RIGHT CRANKCASE COVER INSTALLATION



8-3 8-9 8-11



SERVICE INFORMATION GENERAL • This section covers removal and installation of the clutch, oil filter rotor and gearshift linkage. All these operations can be done with the engine installed in the frame. • Engine oil viscosity and level have an effect on clutch operation. When the clutch does not disengage or the vehicle creeps with clutch disengaged, inspect the engine oil and oil level before servicing the clutch system. • Clean gasket off the crankcase cover-crankcase mating surface. • Do not damage the cover-case mating surface. • Never allow foreign materials to get into the engine. • If the shift forks, drum and transmission require servicing, remove the engine and separate the crankcase (Section 9).



SPECIFICATIONS UNIT: mm (in)



Clutch



ITEM



STANDARD



SERVICE LIMIT



Lever free play



10-20 (2/5-3/4)



—



Spring free length



37.9 (1.492)



34.9 (1.374)



Disc thickness



2.92-3.08 (0.115-0.121)



2.60 (0.102)



Plate warpage



—



0,20 (0.008)



Clutch outer I.D.



28.000-28.013 (1.1023-1.1028)



28.04 (1.1039)



I.D.



19.983-19.996 (0.786-0.787)



20.02 (0.788)



O.D.



27.959-27.980 (1.100-1.101)



27.93 (1.099)



19.967-19.980 (0.7861-0.7866)



19.95 (0.785)



Clutch outer guide Mainshaft O.D. at outer guide



TORQUE VALUES Oil filter rotor lock nut Clutch center lock nut Gearshift drum stopper arm bolt



85 N.m (8.5 kg.m, 61 ft-lb) 95 N.m (9.5 kg.m, 68 ft-lb) 12 N.m (1.2 kg.m, 9 ft-lb)



TOOLS Gear holder Lock nut wrench, 20x24 mm Extension bar Clutch center holder Pin driver, 3.0 mm
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XL200



CLUTCH/GEARSHIFT LINKAGE



10 N.m (1.0 kg.m, 7 ft-lb)



12 N.m (1.2 kg.m, 9 ft-lb)



95 N.m (9.5 kg.m, 68 ft-lb)



85 N.m (8.5 kg.m, 61 ft-lb)



8-0



CLUTCH/GEARSHIFT LINKAGE



TROUBLESHOOTING Clutch lever too hard • Damaged, kinked or dirty clutch cable • Improperly routed clutch cable • Damaged clutch lifter mechanism • Faulty clutch lifter plate bearing Clutch will not disengage or motorcycle creeps with clutch disengaged • Too much clutch lever free play • Warped plate (s) • Oil level too high, improper oil viscosity or oil additive used. Clutch slips • Clutch lifter sticking • Worn clutch discs • Weak clutch springs • No clutch lever free play Hard to shift • Misadjusted clutch cable • Damaged or bent shift fork • Bent shift fork shaft • Worn gear dogs • Incorrect engine oil viscosity Transmission jumps out of gear • Damaged or bent shift fork • Bent shift fork shaft • Damaged stopper arm • Worn gear engagement dogs or slots Gearshift pedal will not return • Weak or broken shift return spring • Shift spindle binding with case
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XL200



CLUTCH/GEARSHIFT LINKAGE BOLT



RIGHT CRANKCASE COVER REMOVAL Drain engine oil into an clean container. Remove the rear brake adjuster and return spring. Remove the skid guard. Remove the bolts and the right crankcase cover. NOTE • Loosen the bolts in a crisscross pattern in 2-3 steps. Remove the gasket and dowel pins. RIGHT CRANKCASE COVER SPRING



COTTER PIN



CLUTCH ARM DISASSEMBLY/ASSEMBLY Remove the cotter pin and remove the clutch lifter lever and return spring. Visually inspect the clutch arm for bending or damage. Install the clutch arm on the right crankcase cover in the reverse order of removal. NOTE • Install the return spring as shown.



LIFTER ARM SCREWS



CLUTCH REMOVAL Remove the oil pump (page 2-5). Remove the screws and oil filter rotor cover.



COVER



OIL PUMP PRIMARY DRIVE



Hold the primary drive and driven gear with a gear holder, remove the lock nut using special tools. Remove the lock washer and oil filter rotor. TOOLS: Gear holder Lock nut wrench, 20x24 mm Extension bar



GEAR HOLDER
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XL200



CLUTCH/GEARSHIFT LINKAGE BOLT



SPRING



Remove the clutch lifter guide. Remove the clutch bolts, clutch lifter plate and clutch spring. NOTE • Loosen the bolts a crisscross pattern in 2-3 steps.



LIFTER GUIDE



LIFTER PLATE



CLUTCH CENTER HOLDER Install the clutch center holder and remove the clutch lock nut.



TOOLS: Clutch center holder Lock nut wrench, 20 x 24 mm Extension bar



EXTENSION BAR



LOCK NUT WRENCH



SPLINE WASHER Remove the following: – Washer – Clutch center – Clutch discs – Clutch plates – Pressure plate Remove the spline washer, clutch outer and clutch outer guide.



CLUTCH OUTER GUIDE



CLUTCH OUTER



PRIMARY DRIVE GEAR Remove the primary drive gear and woodruff key from the crankshaft. NOTE • Do not lose the woodruff key.



WOODRUFF KEY
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XL200



CLUTCH/GEARSHIFT LINKAGE LIFTER BEARING



INSPECTION Check the lifter bearing for damage. Turn the bearing inner race with your finger. Also check that the bearing outer race fits tightly in the clutch lifter plate. Replace the bearing if necessary.



SPRING Measure the clutch spring free length. SERVICE LIMIT: 34.9 mm (1.37 in) NOTE • Clutch springs should be replaced as a set if one or more is beyond the service limit.



CLUTCH DISC Replace the clutch discs if they show signs of scoring or discoloration. Measure the clutch disc thickness. SERVICE LIMIT: 2.6 mm (0.10 in) NOTE • Clutch discs and plates should be replaced as a set if any one is beyond the service limit.



CLUTCH PLATE Check for plate warpage on a surface plate, using a feeler gauge. SERVICE LIMIT: 0.20 mm (0.008 in)
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XL200



CLUTCH/GEARSHIFT LINKAGE CLUTCH OUTER Check the slots in the clutch outer for nicks or indentations made by clutch discs. Measure the clutch outer I.D. SERVICE LIMIT: 28.04 mm (1.104 in) Measure the clutch outer guide O.D. and I.D.s. SERVICE LIMIT: O.D.: 27.93 mm (1.100 in) I.D.: 20.02 mm (0.788 in)



CLUTCH OUTER GUIDE MAINSHAFT Measure the mainshaft O.D. at clutch outer guide. SERVICE LIMIT: 19.95 mm (0.785 in)



CLUTCH CENTER Check the clutch center for nicks or indentation made by the clutch plates.



WOODRUFF KEY



INSTALLATION Install the woodruff key on the crankshaft. Install the primary drive gear aligning the gear groove with the woodruff key. Apply oil to the primary drive gear teeth.



PRIMARY DRIVE GEAR
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CLUTCH/GEARSHIFT LINKAGE CLUTCH OUTER GUIDE



SPLINE WASHER



Install the clutch outer guide, clutch outer and spline washer.



CLUTCH OUTER Assemble the pressure plate, discs, plates and clutch center. NOTE



(1) PRESSURE PLATE



• Stack the discs and plates alternately. • Coat new clutch disc with clean engine oil.



(4) CLUTCH CENTER (6) CLUTCH PLATE



(5) CLUTCH DISC



CLUTCH CENTER LOCK NUT Install the lock washer with the “OUTSIDE” mark facing out. Apply oil to the clutch center lock nut threads. Install the lock nut with the chamfered side facing in.



LOCK WASHER CLUTCH CENTER HOLDER Hold the clutch center with the clutch center holder, tighten the lock nut to the specified torque. TORQUE: 95 N.m (9.5 kg.m, 68 ft-lb)



EXTENSION BAR
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XL200



CLUTCH/GEARSHIFT LINKAGE BOLT Stake the lock nut against the mainshaft groove.



BOLT



STAKE



Install the clutch springs and lifter plate, and tighten the bolts in a crisscross pattern in 2-3 steps.



LIFTER PLATE



CLUTCH CENTER LOCK NUT



LIFTER GUIDE Install the clutch lifter guide.



OIL FILTER ROTOR Clean the oil filter rotor. Check the oil through pipe operates freely, without binding. If necessary, remove the B-clip and replace faulty part.
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CLUTCH/GEARSHIFT LINKAGE OIL FILTER ROTOR



WASHER



Install the oil filter rotor. Apply oil to the lock nut threads. Install the lock washer and lock nut. NOTE • Install the lock washer with its “OUT SIDE” facing out. • Install the lock nut with the chamfered side facing, the lock washer.



OIL FILTER ROTOR LOCK NUT LOCK NUT WRENCH Hold primary drive and driven gear with a gear holder, then tighten the lock nut to the specified torque. TORQUE: 85 N.m (8.5 kg.m, 61 ft-lb) Install the oil pump.



GEAR HOLDER



EXTENSION BAR



COVER



SCREWS



Check the oil filter cover gasket is in good condition, replace if necessary. Install the gasket onto the oil filter cover. Install the oil filter rotor cover and tighten the screws securely.



GEARSHIFT PEDAL



GEARSHIFT LINKAGE REMOVAL Remove the oil pump Remove the clutch (page 8-3). Remove the bolt and gearshift pedal.



BOLT
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CLUTCH/GEARSHIFT LINKAGE GEARSHIFT SPINDLE Remove the gearshift spindle.



STOPPER PLATE



STOPPER PLATE BOLT



Remove the following: – Stopper plate bolt – Shift drum stopper plate – Dowel pin – Stopper arm bolt – Stopper arm – Return spring



RETURN SPRING



STOPPER ARM BOLT



INSPECTION Inspect the return spring for damage and inspect the gearshift spindle for wear or bending.



GEARSHIFT SPINDLE STOPPER ARM



RETURN SPRING



INSTALLATION Install the stopper arm return spring and stopper arm. Install and tighten the stopper arm bolt to the specified torque. TORQUE: 12 N.m (1.2 kg.m, 9 ft-lb)



STOPPER ARM BOLT
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CLUTCH/GEARSHIFT LINKAGE DOWEL PIN



Install the dowel pin into the hole in the shift drum. Hold the stopper arm using a screwdriver, then install the stopper plate aligning hole in the plate with the dowel pin on the shift drum. Install and tighten the stopper plate bolt.



STOPPER PLATE



ALIGN WASHER



Install the washer onto the gearshift spindle. Install the gearshift spindle with the spindle return spring attached to the lug on the crankcase securely.



GEARSHIFT SPINDLE GEARSHIFT PEDAL Install the gearshift pedal and tighten the bolt. Install the clutch. Install the oil pump.



BOLT DOWEL PINS



RIGHT CRANKCASE COVER INSTALLATION Install the dowel pins and new gasket.



GASKET
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XL200



CLUTCH/GEARSHIFT LINKAGE CLUTCH CABLE Connect the clutch cable to the clutch lifter arm, then install the right crankcase cover.



RIGHT CRANKCASE COVER Install the tighten the bolts in a crisscross pattern in 2-3 steps. Install the rear brake adjuster and return spring. Install the skid guard. Refill the crankcase to the upper level mark with recommended oil. Inspect and adjust the clutch lever free play.



BOLTS
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CLUTCH/GEARSHIFT LINKAGE



NOTES
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GENERAL INFORMATION



HOW TO USE THIS MANUAL



CONTENTS



This service manual describes the service procedure for the XL200. • Throughout the manual, the following abbreviations are used to identify individual models. Code DK 2LA



Area (type) General Type Latin America



Follow the Maintenance Schedule (Section 3) recommendations to ensure that the vehicle is in peak operation condition.



Section 1 through 3 apply to the whole motorcycle, while section 4 through 18 describe parts of the motorcycle, grouped according to location.



ENGINE



Performing the first scheduled maintenance is very important. It compensates for the initial wear that occurs during the break-in period.



GENERAL INFORMATION



1



LUBRICATION



2



MAINTENANCE



3



FUEL SYSTEM



4



ENGINE REMOVAL/INSTALLATION



5



CYLINDER HEAD/VALVES



6



CYLINDER/PISTON



7



CLUTCH/GEARSHIFT LINKAGE



8



ALTERNATOR/STARTER CLUTCH



9



Find the section you want on this page, then turn to the table of contents on page 1 of that section. Most sections start with an assembly or system illustration, service information and troubleshooting for the section, the subsequent pages give detailed procedures.



ELECTRIC STARTER



All information, illustrations, directions and specifications included in this publication are based on the latest product information available at the time of approval for printing. MOTO HONDA DA AMAZÔNIA LTDA. Reserves the right to make changes at any time without notice and without incurring any oblication whatever. Not part of this publication may be reproduced without written permission.



FRAME



If you don’t know the source of the trouble, go to section 20 TROUBLESHOOTING.



CRANKSHAFT/KICKSTARTER/ TRANSMISSION



10



FRONT WHEEL/SUSPENSION/STEERING



11



REAR WHEEL/SUSPENSION



12



HYDRAULIC BRAKE



13



FAIRING/EXHAUST SYSTEM



14



CHARGING SYSTEM



15



IGNITION SYSTEM



16



ELECTRIC STARTER



17



LIGHTS/METERS/SWITCHES



18



WIRING DIAGRAM



19



TROUBLESHOOTING
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front wheel - Honda CTX200 

Front axle nut. 60 N.m (6.0 kg.m, 43 ft-lb). Handlebar upper holder bolt. 27 N.m (2.7 kg.m, 20 ft-lb). Handlebart lower holder nut. 26 N.m (2.6 kg.m, 19 ft-lb).
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20. troubleshooting - Honda CTX200 

Leaking head gasket. â€¢ Improper valve timing. 6.Test cylinder compression. 7. Check carburetor for clogging. INCORRECT. â€¢ Carburetor not serviced frequently.
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piston - Honda CTX200 

SPECIFICATIONS. Unit: mm (in) ... 15.06 (0.593). Connecting rod-to-piston pin clearance .... Section 1 through 3 apply to the whole motorcycle, while section 4 ...
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crankshaft - Honda CTX200 

Connecting rod big end radial clearance. 0 â€“ 0.008 (0 ... SPECIFICATIONS. UNIT: mm (in) .... Section 1 through 3 apply to the whole motorcycle, while section 4 ...
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front wheel - Honda CTX200 

Support the motorcycle securely using a hoist or work stand. ... Faulty steering head bearing ... Place the front master cylinder on the handlebar and install the.
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16. ignition system - Honda CTX200 

If ignition timing is incorrect, check the system components ... A faulty ignition system is often related to poorly connected or corroded connectors. .... Battery voltage ... recommendations to ensure that the vehicle is in ... ELECTRIC STARTER.
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SERVICE INFORMATION 9â€“1 TROUBLESHOOTING 9 - Honda CTX200 

TROUBLESHOOTING. 9-1. LEFT CRANKCASE COVER REMOVAL. 9-2. FLYWHEEL REMOVAL. 9-5. STARTER CLUTCH. 9-5. FLYWHEEL INSTALLATION. 9- ...
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TRANSMISSION 3 GEARSHIFT 

2. 4. 6. 8. TRANSMISSION CASE PARTS. GEARS, A-TYPE 3-SYNCHRO ... >>SBD. DA
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Service Bulletin - Honda CIVIC 8. generace 

Mar 18, 2011 - and release, equals 1 short burst. 6. Now rotate the jig from the rear of the damper and position it facing the front of the vehicle, as shown in 1a ...
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how to use this manual contents 1 2 3 4 5 6 7 8 9 10 ... - Honda CTX200 

This service manual describes the service procedure for the XL200. ... illustration, service information and troubleshooting ..... Valve spring compressor. 07757- ...
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51 81 1 3 1 8 Â¿ Ã€ - TorahDoc 

unfounded â€” â€œsin'as chinamâ€�. Since the brother's hatred of Yosef hatzaddik exemplified â€œsin'as chinamâ€�, HKBâ€�H delivered Yisrael into the hands of Edom ...
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81 kg 

17 oct. 2018 - World Championship Juniors 2018. (BAH Nassau, 17-20 Oct. 2018). -81 kg. 34 Judoka. Pool A. Pool B. Pool C. Pool D. Repechage. Results. 1.
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81 kg 

Aug 12, 2008 - MRVALJEVIC, Srdjan. MBA CHAMA, Jose. GUO , Lei. VIS, Fiderd. ELMONT, Guillaume. DAMDINSUREN, Nyamkhuu. BRENES, Abderraman.
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81 kg 

17 oct. 2018 - DUINOVS, Nikita. ROZIC, Antonio. WITTWER, Lukas. BERNAL, Adrian ... ARENCIBIA, Alexandre. GONZALEZ, Victor. BOOTLE, Desmondo. ITA.
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Groupworkâ„¢ Flip-Top Table Linkage Bar 

No se siente ni se pare sobre el producto. ... BLOQUEAR la tapa de la mesa en posiciÃ³n durante el uso. ..... conserve las tuercas para usarlas en el paso 5. 5.
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dodge durango transfer case linkage dbid 3c98ab 
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honda cbf600 

PARE-CARTER SPECIFIQUE. SPEZIFISCHER STURZBÃœGEL - DEFENSA DE MOTOR ESPECÃ�FICA. TN456-KN456. C. F. E. Lato Destro. Right SideCÃ²tÃ© droit.
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focus expert/expert/2013/Expert Linkage FR 
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06 Hagelstein 81-96 

Georges Didi-Huberman a appliqué le paradigme freudien —dans une ... l'histoire de l'art et la psychanalyse, Didi-Huberman produit une esthétique du ...
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06 Hagelstein 81-96 

Huberman sur la peinture de Fra Angelico, nous montrerons toute ..... Cette phrase revêt une grande valeur pour Didi-Huberman qui la cite à plusieurs reprises.
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51 81 9 81 178 Ã‡ Ãˆ - TorahDoc 

involving miracles and supernatural phenomena â€” the element of â€œDa'asâ€� came out of ... in the heart to act upon the thought and transform it into a reality. We can ... their power to prevent a Jew from making his internal will a reality. Apropo
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Category JXD - zx-81 

In the initial position, all pits are filled with four stones, thus ... If the last stone is sown into an enemy pit that contains 2 or 3 stones after sowing, the stones are ...
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This entry - zx-81 

Oct 28, 2007 - A new version, cool i'm waiting in patience :p. Btw it would be really cool if you could release a vmware version to ... darklandz on Feb 8 2008, ...
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06 Hagelstein 81-96 

susceptible de concerner l'histoire de l'art. ... Enfin, nous montrerons en quoi Didi-Huberman fait reproche à l'histoire de l'art d'avoir occulté ..... véritable «lieu».
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