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general precautionary information notes warning - Emerson Climate

position and tag it to prevent unexpected application of power. WARNING ! To prevent electrical shock and/or equipment dam- age, disconnect electric power to system at main fuse or circuit breaker box until installation is com- plete. Label all wires prior to disconnection when servic- ing controls. Wiring errors can cause ... 
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Class 2 Transformers Transformateurs de catégorie 2 Transformadores de Clase 2 GENERAL PRECAUTIONARY INFORMATION THIS TRANSFORMER MUST BE INSTALLED BY A QUALIFIED INSTALLER. All wiring must conform to local and national electrical codes and ordinances.



!



WARNING



! CAUTION To prevent electrical shock and/or equipment damage, disconnect electric power to system at main fuse or circuit breaker box until installation is complete.



Do not use on circuits exceeding specified voltages. Higher voltages will damage control and could cause shock or fire hazard



Label all wires prior to disconnection when servicing controls. Wiring errors can cause improper and dangerous operation.



NOTES



Following installation or replacement, follow appliance manufacturers’ recommended installation/ service instructions to insure proper operation.



If power disconnect switch is not in sight, lock it in the OFF position and tag it to prevent unexpected application of power.



PRÉCAUTIONS GÉNÉRALES CE TRANSFORMATEUR DOIT ÊTRE INSTALLÉ PAR UN TECHNICIEN QUALIFIÉ. Tous les branchements doivent être conformes aux codes électriques et règlements locaux et nationaux.



! AVERTISSEMENT Ne pas utiliser sur des circuits avec une tension supérieure à celle spécifiée. Une tension plus élevée peut endommager la commande et créer un risque d’incendie.



REMARQUES Si le sectionneur n’est pas visible, verrouillez-le en position ARRÊT et étiquetez-le pour empêcher toute mise sous tension accidentelle.



! ATTENTION Pour éviter les risques d’électrocution et/ou de dégâts de l’équipement, il faut débrancher l’alimentation électrique du système au fusible ou au coupe-circuit principal jusqu’à la fin de l’intervention. Lors d’une intervention, il faut identifier tous les fils avant de les débrancher. Un mauvais branchement peut causer un mauvais fonctionnement qui peut être dangereux. Après l’installation ou le remplacement, suivre les instructions d’installation recommandées par le fabricant de l’appareil pour assurer le bon fonctionnement.



INFORMACION DE LAS PRECAUCIONES GENERALES UN INSTALADOR CALIFICADO TIENE QUE INSTALAR ESTE TRANSFORMADOR. Todo el cableado tiene que cumplir con las regulaciones y códigos eléctricos nacionales y locales.



!



ADVERTENCIA



No lo use en circuitos que excedan los voltajes especificados. Los voltajes más altos dañarán el control y pueden producir peligros de choque o incendio.



AVISOS Si el interruptor de desconexión de la energía no está a la vista, asegúrelo en la posición de APAGADO y márquelo para impedir la aplicación de energía inesperada. WHITE-RODGERS EMERSON ELECTRIC CO. www.white-rodgers.com www.stancor.com



! PRECAUCION Para evitar el choque eléctrico y/o el daño en el equipo, desconecte la energía eléctrica que va al sistema en el fusible principal o en la caja de interruptores de circuito hasta que se haya completado la instalación. Marque todos los cables antes de la desconexión cuando le haga el servicio a los controles. Los errores en el cableado pueden producir una operación incorrecta y peligrosa. Después de la instalación o del cambio, siga las instrucciones de instalación/servicio recomendadas por el fabricante del artefacto para asegurarse que la operación será la correcta.



PART NO. 37-6609A 0432



Insulation Rating: Class B (130° C) Agency: UL 1585 - File E33334; UL recognized component for use in the US and Canada Isolation: Classe B (130 ºC) Agence: UL 1585 - E33334; Composant homologué UL pour utilisation aux USA et au Canada Radio de Aislante: Clase B (130º C) Agencia: UL 1585 - E33334; Componente reconocido por UL para uso en USA y Canada



Part No. N˚ de pièce Nu de Parte. W-R



STANCOR Volts Volts Volts



90-T50C3



Output Sortie Salida



Input Entrée Entrada



T50-24C3



Hz Hz Hz



VAC VAC VAC



120 208 240



50/60



24



Part No. N˚ de pièce Nu de Parte.



Input Entrée Entrada



Amps Ampères Amps



VA VA VA



W-R



2.08



50



90-T40F1



T40-24F1



120



60



90-T40F2



T40-24F2



208 240



50/60



STANCOR Volts Volts Volts



Hz Hz Hz



Output Sortie Salida VAC VAC VAC



Amps Ampères Amps



VA VA VA



24



1.67



40



24



1.67



40



90-T60C3



T60-24C3



120 208 240



50/60



24



2.50



60



90-T40F3



T40-24F3



120 208 240



60



24



1.67



40



90-T75C3



T75-24C3



120 208 240



50/60



24



3.13



75



90-T50F3



T50-24F3



120 208 240



60



24



2.08



50



CIRCUIT BREAKER DISJONCTEUR CIRCUITO CORTADO



240V



240V 208V



208V 120V



24VAC



COM



COM



Part No. N˚ de pièce Nu de Parte. W-R



Input Entrée Entrada



STANCOR Volts Volts Volts



VAC VAC VAC



24VAC



COM



COM



Part No. N˚ de pièce Nu de Parte.



Output Sortie Salida



Hz Hz Hz



120V



Amps Ampères Amps



VA VA VA



W-R



Input Entrée Entrada



STANCOR Volts Volts Volts



Hz Hz Hz



Output Sortie Salida VAC VAC VAC



Amps Ampères Amps



VA VA VA



90-T40M1*



T40-24M1*



120



60



24



1.67



40



90-T40S1*



T40-24S1*



120



60



24



1.67



40



90-T40M2*



T40-24M2*



208 240



50/60



24



1.67



40



90-T40S2*



T40-24S2*



208 240



50/60



24



1.67



40



90-T40M3*



T40-24M3*



120 208 240



60



24



1.67



40



90-T40S3*



T40-24S3*



120 208 240



60



24



1.67



40



90-T50M3*



T50-24M3*



120 208 240



60



24



2.08



50



90-T50S3*



T50-24S3*



120 208 240



60



24



2.08



50



* Includes 4" X 4" mounting plate. * Comprenant plaque de montage de 4 x 4 po. * Incluye base de montaje 4" X 4 ".



* Includes 4" X 4" mounting plate. * Comprenant plaque de montage de 4 x 4 po. * Incluye base de montaje 4" X 4 ".



240V



240V



208V



208V



120V



24VAC



COM



COM



GND



120V



208V



24VAC



COM



COM



GND



Input Entrée Entrada COM



120V



Output Sortie Salida 240V



GND



COM



24VAC Yellow



Black



White



Red



Orange



Green



Blue



Nior



Blanc



Rouge



Orange



Vert



Bleu



Janue



Negro



Blanco



Rojo



Naranja



Verde



Azul



Amarillo



Unused Input leads must be insulated. Isoler les fils d’entrée inutilisés. Entradas que no se usen deben ser aisladas.



NOTES: 1. Leads #18 AWG, 11", stripped .75". REMARQUES : 1. Fils n° 18 AWG de 11 po dénudés de 0,75 po. NOTAS: 1. Almabres Calibre # 18 , 11", con desofrre de .75".
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general precautionary information notes warning - Emerson Climate 

Includes 4" X 4" mounting plate. * Comprenant plaque de montage de 4 x 4 po. * Incluye base de montaje 4" X 4 ". 40. 1.67. 1.67. 1.67. 208. 240. 120. 60. 120.
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white-rodgers - Emerson Climate 

DESCRIPTION. These controls have open on rise switch action and are de- signed for low or line voltage heating applications with ranges to cover such applications as curing rooms, incubators, anti- freeze control for stock watering tanks or orchards,
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white-rodgers - Emerson Climate Technologies 

switch action and are available with either fixed or adjustable differential. These controls are shipped with the bulb and capillary in the horizontal position.
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24A06G-1 - Emerson Climate Technologies 

de façon négligente ou si des composants sont déformés. utilisateur : Conserver ces ... panneau de distribution électrique principal pendant toute la durée de ...
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Installation Instruction - Emerson Climate Technologies 

Toute surtension risque de nuire Ã  sa longÃ©vitÃ© et Ã  son bon fonctionnement dans le circuit. â™¢ Concevoir les circuits pour qu'ils fonctionnent en toute sÃ©curitÃ© si le solÃ©noÃ¯de fait dÃ©faut, que ce soit en position ouverte ou fermÃ©e. â™¢ P
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36J27-554 - Emerson Climate Technologies 

The 36J27 combination gas valve is designed for direct spark ignition (DSI) .... PIN 5 - TH - Main Valve 24 VAC (top pin, with the cover pointing up). PIN 4 - TR - ...
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1E65-144 - Emerson Climate Technologies 

Loosen the screw holding the thermostat cover to the base, open cover on hinge and remove the cover. Temperature. Display. Temperature. Adjustment. Buttons.
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TYPE 70 - Emerson Climate Technologies 

To prevent electrical shock and/or equipment damage, disconnect electric power to system at main fuse or circuit breaker box until installation is complete.
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white-rodgers - Emerson Climate Technologies 

A.C.. A.C. MOTOR INDUCTIVE. TYPE. INPUT. THERMOSTAT. RESISTIVE ... ELECTRICAL DATA ... Figure 9 shows how several Level-Temp Silent Opera-.
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36C94-303 - Emerson Climate Technologies 

1 aoÃ»t 1988 - force the adjusting screw beyond the limits that it can easily be adjusted. Inlet/Outlet pressure test ports are 1/8" NPT (see. Fig. 2). For testing ...
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Type 3046 - Emerson Climate Technologies 

couples attached to the surface of the automatic pilot and pilot burner at the .... système (soit en millivolts, à basse tension ou à la tension du réseau), faites ...
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white-rodgers - Emerson Climate Technologies 

oÃ¹ la tempÃ©rature et l'humiditÃ© de l'air qui l'entoure ne risquent pas de provoquer ... de tempÃ©rature moyenne de la zone contrÃ´lÃ©e. Le tube capillaire doit Ãªtre ...
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comfort-set iii - Emerson Climate 

de climatisation et chauffage Ã  transformateur unique. Figura 3. Diagrama de cableado normal para calefacciÃ³n solamente, refrigeraciÃ³n solamente y sistema de calefacciÃ³n y refrigeraciÃ³n con un solo transformador. NOTE: Ensure that RED RH/RC jump
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Installation Instruction - Emerson Climate Technologies 

Single Pole Normally Open (Isolated Coil). Interrupteur Unipolaire De Travail (Bobine IsolÃ©e). Unipolar Normalmente Abierto (Bobina Separada). A. B. B. C. C.
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TYPE 120 - Emerson Climate Technologies 

Interrupteur Unipolaire De Travail (Bobine Isolée). Unipolar Normalmente Abierto (Bobina Separada). A. Wiring Diagram (Terminal Identification). B. Coil. C.
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SAE ODF SAE ODF - Emerson Climate 

EK, ADK & BOK. Filter Drier. Installation Instructions. Emerson Climate Technologies and the Emerson. Climate Technologies logo are trademarks and service marks of Emerson Electric Co. Â© 2004 Emerson Electric Co. PA-00292 Jul 2006. R-11. R-12. R-22.
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general information information generale informacion general 

It is the responsibility of the employer to place this information into the hands of the operator. PRODUCT DESCRIPTION AND INTENDED USE. A Diaphragm ...
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general information information generale informacion general 

12 dÃ©c. 2008 - Ingersoll Rand (China) Investment Co., Ltd. No.309 Southern ... Keep flammables away from heat, open flames and sparks. â€¢ Keep containers ...
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general information information generale informacion general 

12 déc. 2008 - GENERAL INFORMATION / AIR OPERATED DIAPHRAGM PUMPS. N ..... Store in a dry place, do not remove product from box during storage.
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general information information generale informacion general 

12 déc. 2008 - Do not attempt to return a pump to the factory or service center that contains hazardous material. Safe handling practices must comply with local.
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general information information generale informacion general 

ADVERTENCIA LÃ�MITES DE TEMPERATURA MÃ�XIMA DE LA SU-. PERFICIE. ... Lavare sempre la pompa con un solvente compatibile con il materiale pompato ...
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general information information generale informacion general 

3 août 1996 - dung geschützt sind oder verwenden Sie geerdete Rohrleitungen. Gut lüften. Entflammbare Gegenstände von Hitzequellen, offenen Flammen ...
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GENERAL INFORMATION 

Axle Connecting rod. Tire pressure .... sure not to damage the motorcycle surface. .... Torque specifications listed below are for important fasteners. ENGINE. Item.
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GENERAL INFORMATION 

intermittent full throttle. 4. Drive unit should be shifted into forward gear a minimum of 10 times during break-in, with run-in time at moderate RPM after each shift.
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