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Switching Gigabit Miniature Media Converter



RoHS Compliant



Giga-MiniMc SFP



The Giga-MiniMc SFP offers the smallest, most reliable and most costeffective switching 10/100/1000 Mbps media converters in the industry.



Media Conversion



Features and Benefits The most cost-effective fiber converters available today



• Quality product Made in USA • Low cost, high value • Supports Jumbo Frames (up to 10240 bytes) • Giga-MiniMc SFP connects 10/100/1000 Mbps copper to 1000 Mbps fiber • 6-year comprehensive warranty on module and power adapter



Plug-and-Play operation



• User-friendly 10/100/1000 Mbps Auto Negotiation technology • AutoCross feature on twisted pair connection



Perfect for a variety of applications



• Standalone Giga-MiniMc SFP includes country-specific, high-reliability AC power adapter; or power with a USB to 5V power cable • SFPs are available for multi-mode fiber, single-mode fiber and single-strand fiber



Space saving features



• Giga-MiniMc SFP features a small, rugged enclosure with compact, external AC power adapter • IE-PowerTray/18 Chassis supports up to 18 modules in the 1.5U high rackmountable enclosure



Additional modes on select units



• SFP Speed Detect: Reads SFP information and automatically configures it to 100 Mbps or 1000 Mbps • Link Fault Pass-Through (LFPT): a troubleshooting feature that monitors the copper and fiber ports of the unit; if a port loses LINK, the unit disables the transmitting signal on the other port (PassThrough) and notifies the user via LED



Application Example



As a standalone unit, install the GigaMiniMc SFP virtually anywhere, even in areas where space is extremely limited. For applications requiring hundreds of connections, install Giga-MiniMc SFPs in the high-density IE-PowerTray/18 chassis; each of which allows 18 conversions in only 1.5 rack units of space.



Media conversion is the most cost-effective solution for extending the productive life of legacy wiring plants and equipment while allowing implementation of new technologies. Media conversion’s greatest benefits are flexibility and cost savings. However, with networks constantly growing and projects increasing in scope, even reasonably-priced media converters can tack on a substantial sum to networking costs. Space constraints can also be an issue when hundreds of conversions are required. Measuring less than 3.5 inches deep and 2 inches wide, the GigaMiniMc SFP is one of the industry’s smallest media converters with both data connections on the same side of the unit. The standard SFP port gives network operators the flexibility to upgrade network equipment to different fiber interfaces.



Giga-MiniMc SFP features: • One 1000Base-SX or 1000Base-LX SFP port • One 10/100/1000 Mbps twisted pair port that auto-senses the connected device’s speed and duplex mode



Technical Specifications



Regulatory Approvals:



• Plug-and-play operation • RJ-45 and SFP connectors • IEEE 802.3 10Base-T twisted pair • IEEE 802.3u 100Base-TX twisted pair • Supports Jumbo Frames (up to 10240 bytes) • Country-specific, high-reliability power adapter • Auto Negotiation, Auto-Cross for MDI/MDIX • Link Fault Pass-Through • SFP Speed Detect • Link LEDs



• FCC Class A • UL/cUL, CSA, CE



Dimensions:



0.83”H x 1.80”W x 3.35”D (2.11 x 4.57 x 8.51 cm)



Shipping Weight: 0.7 lbs (.317 kg)



Power Rating:



5 VDC, 400mA 120V AC, 0.1A



IE-PowerTray/18



• 18 slots for powering GigaMiniMc SFP converters • 1.5U high, rack mountable enclosure



Regulatory Approvals: • FCC Class B • UL/cUL, CSA, CE



Dimensions



2.30”H x 16.97”W x 9.25”D (5.80 x 43.10 x 23.5 cm)



Shipping Weight



Power Information



AC Input Load: 100-240V AC, 50/60 Hz, 1.5A



Operating Temperature



-4° to +158° F (-20° to +70° C); 5% to 95% (non-condensing)



Storage Temperature



-40° to +185° F (-40° to +85° C); 5% to 95% (non-condensing)



10 lbs (4.5 kg)



Operating Temperature:



+32° F to +122° F (0° C to +50° C); 5% to 95% (non-condensing)



Storage Temperature:



-31° F to +167° F (-35° C to +75° C)



Fiber Optics Specifications



The unit supports any MSA compliant SFP with a 155 Mbps or 1250 Mbps bandwidth rating. DDMI capabilities are supported through the iView2 management software when the unit is installed in a managed chassis. IMC Networks provides a complete range of SFP units in both Single and Dual fiber versions with a full range of wavelengths and distance ratings. For complete power budgets and information on calculating specific distances,



Ordering Information Part Number Description Giga-MiniMc SFP 10/100/1000 §



Distance



856-10747



Giga-MiniMc TX/SFP (requires one SFP/155 or SFP/1250 Module)



Varies



854-10747



Giga-MiniMc TX/SFP w/o AC adapter (requires one SFP/155 or SFP/1250 Module)



Varies



856-11700



Giga-MiniMc/LFPT TX/SFP (requires one SFP/155 or SFP/1250 Module)*



Varies



854-11700



Giga-MiniMc/LFPT TX/SFP w/o AC adapter (requires one SFP/155 or SFP/1250 Module)*



Varies



§



SFP modules are sold separately. For more information on compatible IMC Networks SFPs, see he IMC Networks SFP datasheet. CWDM wavelengths are also available. Contact Elexo for a complete list of part numbers. * Units also feature SFP Speed Detect technology.



Part Number Description IE-PowerTray/18 850-13086



IE-PowerTray/18-AC (1.5U high, Rackmountable Enclosure)



Giga-MiniMc SFP Accessories 806-39105



DIN Rail Clip



806-39623



AC Power Adapter for MiniMc products (10 watt, 0° to +50°C)



806-39650



12” Barrel-Connector Power Cable



806-39753



IE-Power/5, AC to DC DIN Rail Power Adapter (-20° to +70°C)



806-39638



Double-USB Power Cable, 36”



806-00322-00



USA Power Adapter Clip



806-00322-01



UK Power Adapter Clip



806-00322-02



Europe Power Adapter Clip



806-00322-03



Australia/NZ Power Adapter Clip
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Ingress rate limiting, Egress rate limiting. 8 K IP Address entries ... Configuration file upload/download via TFTP/FTP server. Supports RMON (groups 1, 2, 3 and ...
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récepteur optique SFP bidirectionnel 

Budget de puissance : 16 dB. Pour plus d'informations sur les produits Intellinet, contactez votre revendeur local ou visitez www.intellinet-network.com. Tous les ...
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récepteur optique SFP+ sur fibre 10 

Module émetteur/récepteur optique SFP+ sur fibre 10 Gigabit. Port multimode 10GBase-SR (LC), 300 m (984 ft). Part No.: 507462. Caractéristiques: Convient à tout commutateur Gigabit Ethernet Intellinet doté d'emplacements pour module SFP+, et à tout p
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10 Module émetteur-récepteur Gigabit cuivre SFP+. Port 10GBase-T (RJ45), 30 m, jusqu'à 10 Gbps de taux de transfert de données avec câblage. Cat6a. Part No.: 508179. Caractéristiques: Permet des connexions cuivre Ethernet 10 Gigabits rentables et fia
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rÃ©cepteur optique SFP sur fibre Gigabit 

Module Ã©metteur/rÃ©cepteur optique SFP sur fibre. Gigabit. Port monomode 1000Base-LX (LC), 20 km. Part No.: 506724. Ã‰metteur/rÃ©cepteur mini-GBIC SFP Gigabit Ethernet. La nouvelle ligne d'Ã©metteurs/rÃ©cepteurs SFP (Small Form Factor Pluggable) d'I
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récepteur optique SFP sur fibre ... - Intellinet Network 

Format standard SFP. Prend en charge la ... produits ou services mentionnés dans ce document sont la propriété de leurs propriétaires respectifs. Distribution et ...
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ES4624(26)-SFP Routing Management Guide.pdf 

priority level when compared with other route of the same destination, will be more preferred than other route. ...... only sending routing messages to specific neighbor. Example: Switch# ...... Supports only single TOS(TOS0) routes. Supports ...
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récepteur optique SFP+ sur fibre 10 

Module émetteur/récepteur optique SFP+ sur fibre 10 Gigabit. Port monomode 10GBase-LR (LC), 10 km (6,2 mi). Part No.: 507479. Caractéristiques: Convient à tout commutateur Gigabit Ethernet Intellinet doté d'emplacements pour module SFP+, et à tout po
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Gigabit Ethernet SFP Mini-GBIC Transceiver - Intellinet Network 

Lifetime Warranty. Specifications. STANDARDS. â€¢ IEEE 802.3z (Fiber Optic Gigabit Ethernet). GENERAL. â€¢ Media support: 1000Base-LX single-mode 9/125 Î¼m ...
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10 GigaBit Inline Regeneration Tapâ„¢ with SFP+ Monitor Ports 

Monitoring Ports: (16) SFP+ cages (SFP+ modules are sold separately) ... These 10 GigaBit Regeneration Taps have SFP+ monitor ports so they can attach to ...
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Gigabit Ethernet to SFP Media Converter Instructions - Intellinet Network 

distances via des cÃ¢bles de fibre optique. MODÃ¨LE. Convertisseur de support Gigabit Ethernet vers SFP (510493). 10/100/1000Base-TX vers 1000Base-SX ...
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Convertisseur de support Gigabit Ethernet vers SFP - Intellinet Network 

510493. Le convertisseur de support Gigabit Ethernet vers SFP d'Intellinet est totalement transparent pour le rÃ©seau, qui continue Ã  fonctionner exactement comme avant, mais il peut Ã©galement ... convertisseur de support Ã  14 emplacements, modÃ¨l
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Commutateur Gigabit Ethernet 5 ports PoE+ avec port SFP mixte 

Commutateur Gigabit Ethernet 5 ports PoE+ avec port SFP mixte. 4 x Ports PSE, Power over Ethernet (PoE+/PoE) compatible IEEE 802.3at/af, 80 W, sur bureau.
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Cisco SFP Modules for Gigabit Ethernet Applications Data Sheet 

... /interfaces_modules/transceiver_modules/compatibility/matrix/OL_6981.pdf. ... Cisco 2000 Connected Grid Router Series ... Cisco IE2000 and IE2000U Series.










 


[image: alt]





24-Port Gigabit Ethernet PoE+ Switch with 2 SFP 

24-Portowy PrzeÅ‚Ä…cznik Gigabit Ethernet PoE+ z Slotami SFP i WyÅ›wietlacz LCD ..... Todas las marcas y nombres comerciales son propiedad de sus respectivos ...
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Page 1 SFP SYNDECAT DE LA FONCTION_ ETPARAPUB.I. DU ... 

analyse la sous-traitance dans le domaine informatique dans l'ensemble des .... pour passer leurs commandes, car il y avait moins de gens sur le réseau et ...
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MINISTERE DE L'ENSEIGNEMENT SUPERIEUR. ET DE LA RECHERCHE SCIENTIFIQUE. 76848773. MEFP - SFP - APEJ - PROGRAMME 2017. PAGE : 6 / ...
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