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Data values are identified by their units (Ah, Wh. Ap,Vm, Wp). ... The displayed value is the total charge in Amp- hours (x1000=mAh) delivered since the startup ... 
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ERRc G.T.POUf UTTIIO ON NSS 1.SAFETY YP R E C A U batterycan supplyhugecurrents,causilg fire, CAUTION:Shortinga rechargeablebatteryor Watt Meterconnectedto a rechargeable explosions,personalinjury,and damageto equipment.Ensurethat all wiringand connectionsare ratedto handlethe unputor output current,and are properlyassembledfor eachapplication. t a n d i n gL i m i t a t i o n s 1. 1 l n p u tV o l t a g e& C u r r e n H TheWatt Meteris designedto be safe in systemsusinglessthan 60 V and carryingcurrentsup to130A.CAUTION:Exceedingthese limitswill damagethe Watt Meterand may causepersonalinjury.



POWER 2 . W I R I N GC , O N N E C T I O N&SA P P L Y I N G Warning:Looseconnectionscan causecomponentdamage!Onlyswitchpowerbetweenmeter& LOAD.The Red SOURCEwire goesto positive(+)batteryor otherdeviceterminalsand blackto Negative(-).Useris responsiblefor attachingconnectorsratedto handlethe voltageand currentexpectedin user'sapplication.Qualifiedindividualsshouldmakesure any highcurrentconnections' Verifythereare no exposedwiresor connectorsthat may shortcircuitbeforeconnectinga batteryor powersourceto the Watt Meter' Only use femaleconnectorson batteries.By connectingan auxiliarybattery(e.9.a receiverbattery)of 4.8-60Vto the SOURCE3-pin connector,the Watt Metercan measuredownto 0V.



3 . D L S P L A YS C R E E N 3 . 1S t a r t u pS c r e e n Eachtime poweris appliedacrossthe Watt Meter Leads(or auxiliarypowerconnector)a startupscreenwith Logo is brieflydisplayedand peaks,minimums.Ah & Wh are resetto 0. T h e nt h e d i s p l a yc h a n g e st o t h e m e a s u r e m e nstc r e e n . Screen 3.2 Measurement every screencontinuouslydisplaysAmps,Voltsand Watts.All othermeasuredvaluesare presentedsequentially, The measurement positionof the display.Datavaluesare identifiedby theirunits(Ah,Wh.Ap,Vm,Wp).All two seconds,in the "Data-Queue" screenvaluesare updatedevery0.4 seconds. measurement & "DataQueue" Screenlayout:Amps,Volts,watts The Measurement "Data The Queue"shows: V m ,A h ,A p ,W p ,W h a n dT i m ei n s e q u e n c e .



s& h MinimumVolts14Vm r r(Voltage ,vurlsgg 3.2.1 J.4. ,)Volts lvvrrr . o l t sv a l u e( V m )i s t h e e i s p l a y e dM i n i m u m V T h e d i s p l a y e dV o l t sv a l u ei s t h e a v e r a g ev o l t a g eo v e rt h e l a s ts c r e e nu p d a t ei n t e r v a l . T h d " s a g " ) m e a s u r e do n t h e S O U R C Es i d e ,s i n c et h e s t a r t u ps c r e e ne n d e d .T h e V o l t sv a l u ei s m e a s u r e do n t h e m i n i m u mv o l t a g e( o r



S O U R C Es i d e . 3.2.2(Charge)Amp-hoursAh deliveredsincethe startupscreenended.lt is measuredon the The displayedvalueis the total chargein Amp- hours(x1000=mAh) LOADside.For accurateresults,be carefulnot to interruptthe SOURCEconnectionto the Watt'sUp duringa chargemeasurement. 3 . 2 . 3( C u r r e n t ) A m p&s P e a kA m p sA , A p Onlycurrentfrom SOURCEto LOAD is neasured.Amps valuedisplayedis the averagecurrentover the last screenupdateinterval. P e a k A m p sv a l u e( A P )d i s p l a y e di s t h e m a x i m u mc u r r e n td r a w nf r o mt h e L O A Ds i d e . s i n c et h e m e t e r ' ss t a r t u p .P e a k sl a s t i n go n l ya f r a c t i o no f a s e c o n d c, a n b e c a p t u r e d. S u p p l y i n tgh e a u x i l i a r yp o w e rw i t ha v o l t a g eg r e a t e rt h a nt h e m e t e ri s m e a s u r i n gr e m o v e st h e 65 Amps for reducedtime and meter'soperationcurrentfrom measurements.To reduce metertreating,measure curr,ents,over s h i c hc a n h a n d l el a r g ec u r r e n t . c o n s i d e ur s i n gc o n n e c t o rw ( P o w e r ) P e a kW a t t sW , W p & Watts 3.2.4 The displayedvalueis the averagepowerdeliveredin watts(=VoltsXAmps)overthe last screenupdateinterval.The displayedPeak drawnon the LOADside,sincethe startupscreenended.Wattsvaluesare measuredon the Wattsvalue(Wp)is the masimum.power L O A Ds i d e . ) a t t -h o u r sW h 3 . 2 . 5( E n e r g yW The displayedvalueis the total energydeliveredin Watt-hourssincethe startupscreenended.lt is measuredon the LOADside .For accurateresults,be carefulnot to interruptthe SOURCEconnectionthe watt'sUp duringan energymeasurement.
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G.T.PO[UER Rc 3.2.6TimingFunction:



WhenCurrent) 1,thefunction of timingwillstarttowork. WhenCurrent( 1, Cumulative timewillbe paused. whencurrent) 1,thetimewillcontinue to accumulate. Thisfunction cantesttheruntime of motorwhenflying.



4 . B U S I N GW a t tM e t e r You can think of the Watt Meter as a set of jumper wires. Connectitjl ![q slme way and you can measurewhat the jumper wires are connectedto. Likejumperwires,the Watt Meteris essentiallya directconnectionbetweensame coloredSOURCEand LOADwires,i.e. boththe SOURCEand LOADleadsare electrically"hot"when a batteryis connectedto eitherside.Gurrentflowsfrom SOURCEto LOAD.Makesure connectionsare secureto preventcomponentdamagel Exampleuse #1 : Batteryon SOURCEside, MotorSpeedController(ESC) and motoron LOADside.With the ESC on, the Watt Meter showsthe currentintothe motor,voltageand powerat the batteryand accumulatesthe Ah and Wh whilethe motoris running.Example use #2: with a batterychargeron the SOURCEside and batterypackon the LOADside,the Watt Metershowsthe chargingcurrentinto the battery,the voltageand chargingpowerat the batteryand accumulatesthe charge(Ah) and energy(Wh) intothe battery.



Rc "W a t tM e t e r X F u n c t i o n"sG . T . P O W ER a n dP o w e r A n a l y z e r MeasuresEIGHTparameterskey to electricpowersafety& performance, Use it to:Preventpeakcurrentsdamagingbattery.Motor control,motors,wiringand connectors.Verify sufficientoperatingvoltageunderload .Setcutoffvoltages,cheekbatterycapacity& health.Balancebatterycells.Confirmproperbatterychargeroperation.Detectreceiversand actualoperatingcurrentso as to make surewhetheran UBECis needed.
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TestingLoads(e.g.motors)
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BatteryDischarging Show auxiliary battery connsctsd to allow measuremantdown to 0 volts . 0V if using auxiliary battöry.
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Receiver& ServoTesting



SPECIFICATIONS . O p e r a t e sf r o m4 . 8 - 6 0V 0 V w i t ho p t i o n aal u x i l i a r yb a t t e r y . . M e a s u r e0s - 1 3 0 A r, e s o l u t i o0n. 0 1 A ; 0 - 6 0V , r e s o l u t i o0n. 0 1V ; 0 - 6 5 5 4W , r e s o l u t i o0n, 1W ; 0 - 6 5A h ; r e s o l u t i o0n. 0 0 1A h ; 0 - 6 5 5 4W h ,r e s o l u t i o0n. 1W h . . 1 6 - 2 ,b a c k l i Lt C Dd i s p l a y . . S i z e :8 5 * 4 2 " 2 5m m ,W e i g h t 8 : 2g.
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lexus rc 

fendre l'air alors que vous Ãªtes bien Ã  l'abri dans votre poste de pilotage somptueusement ..... Lexus Canada, One Toyota Place, Toronto, Ontario, M1H 1H9.
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RC ST 

E x a m p le s. F o re sts, g ra ssla n d s, e tc. L a k e s, o ce a n s, e tc. P ro ce ss b y w h ich e le m e n ts a re re cycle d. L a rg e clim a tic re g io n s. B io sp h e re.
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lexus rc 

Chez Lexus, nous croyons qu'un véhicule n'est pas seulement un moyen de transport. C'est aussi une source d'inspiration. Et un outil qui vous permet.
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lexus rc 

Robert Tsang. Directeur gestionnaire, Lexus Canada ..... Mark LevinsonMD est une marque dÃ©posÃ©e de Harmon. International Industries Inc. 8. La camÃ©ra de ...
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nouveau rc 

Lorsque vous vous trouverez au volant du nouveau RC, vous apprÃ©cierez son accÃ©lÃ©ration vive et la prÃ©cision de sa direction. Ce coupÃ© sport innovant a Ã©tÃ© mis au point sur le circuit du NÃ¼rburgring, le plus exigeant du monde, et adopte un chÃ
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RC ATS 

KEY WORDS: altitude, factors affecting their distribution, latitude, salinity, temperature (2), turbidity. Concept maps. CHAPTER 8. AST. E x a m p le s. E x a m p le.
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lexus rc 

Un V6 de 3,5 litres Ã  injection directe libÃ©rant une puissance maximale de 260 chevaux pour la RC 300 et de 311 chevaux pour la RC 350 vous fera ressentir ...
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lexus rc 

fendre l'air alors que vous Ãªtes bien Ã  l'abri dans votre poste de pilotage somptueusement Ã©quipÃ©. Des feux .... GLACES EN VERRE ANTI-UV. GLACES DES ...
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lexus rc 

Conçu pour les amateurs de conduite, le coupé RC 2019 bénéficie de parties avant et arrière ... vous négociez à plein gaz des virages sur un circuit. ROULEZ.
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lexus rc 

LEXUS RC 2019. BIENVENUE. CHEZ LEXUS. J'aimerais vous remercier personnellement pour votre intÃ©rÃªt envers Lexus. Vous venez de faire vos premiers ...
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lexus rc 

biais de caractÃ©ristiques de sÃ©curitÃ© complÃ¨tes qui vous ... Le SystÃ¨me de sÃ©curitÃ© Lexus+ est une suite complÃ¨te de technologies Ã©voluÃ©es et de capteurs ...
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lexus rc 

Chez Lexus, nous croyons qu'un véhicule n'est pas seulement un moyen de transport. C'est aussi ... reconnaissance vocale et compatibilité Apple CarPlayMC,.
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ER verbs 

ER verbs. August 24, 2016 adorer aimer aider chanter chercher commencer donner Ã©couter Ã©tudier fermer goÃ»ter laver manger marcher nettoyer / ranger.
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ER KwahuAframPlainsSouth2013APR 
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RC 462 RC 472 - BSH CDN Service - Gaggenau 

ambiente insistiendo en unos mÃ©todos de eliminaciÃ³n y recuperaciÃ³n de los materiales de ..... NÃºmero de telÃ©fono: Fecha de compra: NÃºmero del modelo:.
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OM, PG 820 RC, PG 680 RC, 2017-04, Grinders 

5 janv. 2018 - Pair the remote control with the machine . ...... paired with the relevant floor grinder. ..... encourage segment wear (as there will be not slurry.
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Liasse fiscale RC MANAGEMENT 

de propriÃ©tÃ© : *. Immobilisations : Stocks : Renvois : (1) Dont droit au bail : NÃ©ant *. CR. NÂ° 2050- SD. â€“ (SDNC-DGFiP) - Octobre 2017. â‘ . RC MANAGEMENT.
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CC manual - RC Factory 

Page 1. 875 mm. 720 mm. 250g. Li-pol. 2-3s 600. Page 2 ... 71. 73. 75. 77. 79. 72. 74. 76. 78. 80. Thin CA. 7x. Thin CA a) ...
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RC 462 RC 472 - BSH CDN Service - Gaggenau 

Where there is a 2-pole standard wall socket, it is the personal responsibility .... E. Selection Buttons ¾ ¿. The temperature setting is activated using the Selection ...
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SmartServoÂ® RC-1 

SmartServo RC-1 is the servo actuator based on a ... RC-1 is an actuator operating on a completely new principle. ... 1 easily, without any radio control set.
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LEGO Power Functions RC 

Mar 4, 2010 - The outputs of the RC Receiver are generic Power Functions outputs â€“ in ... Special synchronisation start bit (see description under â€œEncodingâ€�).
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LUXOMATÂ® RC-plus next 

Reset: The adjusting into â€œFactory settingsâ€� from any other position ... 2) Adjust Range, follow-up accommodation and Lux value with screwdriver. 1) Range ...
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canary - RC Today 

INstRUCtiON MANUAl. Joining the wing halves. ... Mark the shape of the fuselage onto the top and bottom of the horizontal. ... Attach the engine to the engine mount and mark four hole. Drill four holes onto ... main gear assembly. (2) Main gear.
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LUXOMATÂ® RC-plus next 

f.ex.: adjusted follow-up accommodation = 16 min. a) Walking towards unit: effective follow-up accommodation = 4 min. b) Removing from unit: effective follow-up.
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