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GU-78B - F1FRV

3 kV, anode current 20 mA), absolute value, V. -150. Anode current, A. 1.5. Anode current at zero grid 1 voltage (at anode voltage 250 V), mA, at most 4.2. 
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GU-78B POWER TRANSMITTING TETRODE The GU-74B is a ceramic-metal forced-air cooled tetrode intended for use in amplifiers with distributed amplification and in SSB-signal amplifiers at frequencies up to 75 MHz with an output power of 2.5 kW as well as for power amplification at frequencies up to 250 MHz. in mobile radio equipment. The tube is efficiently used at low anode voltage (1 - 2 kV) with high efficiency (>50%) CHARACTERISTICS Anode Dissipation ....................... Screen Dissipation ...................... Grid Dissipation .......................... Frequency for Max. Ratings ........ Cathode.......................................



2.5 kW 30 W 1W 250 MHz Oxide coated 27 V 3.7 A



Heater Voltage ............................ Heater current ............................. Transconductance at Ua = 1.7 kV; Ug2 = 350 V; Ia = 1.5 A................. 65 mA/V Capacitance 130 pF Input ...................................... Output ................................... 22 pF 
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Untitled - F1FRV 

140 141 14.2 14.3 14.35. Frequency (Ð¼Ð½z) ... anchor. (15.39 ft). 6:1 Balun to ground to TX anchor the whole antenna to be easily tuned during final adjustments.
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Technical Bulletin 40 - F1FRV 

Jan 8, 2004 - shown in Figure 1, the circuit is not good enough at frequencies above ... file:///G|/TUBES/4CX1500/Technical%20Bulletin%2040.htm (1 sur 6) ...
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150mA - TSM "ampliatubes.fr" - F1FRV 

Page 1. http://ampliatubes.fr/self-ht-audio/414-self-37-ohms14h150ma.html.
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Directivity App Note.qxd - F1FRV 

several others for your specific application by downloading a complimentary copy of the "RF Calculator" at www.bird-electronic.com. Example 1: Directivity of 25 ...
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Product Specifications - F1FRV 

Sep 29, 2011 - Â©2011 CommScope, Inc. All rights reserved. All trademarks identified by Â® or â„¢ are registered trademarks, respectively, of CommScope.
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CODE 6 PAGE 32 - F1FRV 

CODE 6 PAGE 32. Page 2. Page 3. Page 4. Page 5. Page 6. Page 7. Page 8. Page 9. Page 10. Page 11 .... Page 141. -8V NOMINAL. MEASURED -9.2 V.
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the tetrode boards - F1FRV 

Aug 22, 2014 - Q1 on F1FRV boards. 33 K. Input cells are Yellow. Results are Red. Step. 1. Enter unregulated input voltage: Vu = 500. V at load ~. 160 mA. 2.
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Safe Triode Polarisation1.jpg - F1FRV 

Collector 3.Emitter. 1.Base. 1 ms. ID, DRAIN CURRENT (A). 1 Oms. Te[A], COLLECTOR CURRENT. OPERATION IN THIS. AREA IS LIMITED. BY rDS(ON). EDC.
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Application Note No. 034 - F1FRV 

Oct 20, 2006 - Document layout change ... How can you actually measure the electrical characteristics of a diode? rf and ... time) measured from the falling slope of the pulse to the time where it reaches 3 mA reverse bias given an estimate.
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A Better Antenna Balun - F1FRV 

PO Box 350, Newlands. 7725, South Africa ... ply that TLTs operate like conven- tional transformers. ... late the measure of imbalance pro- posed by Witt3 as:.
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MultipÃ´le, cylindrique | Connecteurs cylindriques | Souriau - F1FRV 

Oct 12, 2009 - 1.358 1.315 1.251 .565 .085. 1.287. 1.156. 1.452 .123. 22. 34.50 33.40 34.95 14.35 2.15 36.00 31.75 39.99 3.13. 1.358 1.315 1.376 .565 .085.
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simulations of diverse input attenuators - F1FRV 

50 W Power Resistor, Thick Film Technology, TO-220. FEATURES ... The special design of this component allows the dissipation of 50 W when mounted.
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AM-7223 (3CX-800) Operation manual. - F1FRV 

Jul 23, 1985 - TECHNICAL MANUAL. OPERATION AND MAINTENANCE ... AM7223/URC, P/N 10086-0000. MAY 16 2011. 07-3 swo. BASIC AND ALL ...
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PrÃ©ampli micro, compresseur Schema 3028 - F1FRV 

Dec 11, 2011 - Design: PrÃ©ampli micro. Doc. no.: Le Glaude. Revision: 0. Author: ..... Power Supply Rejection Ratio. PSRR. 50. dB ..... Switching Pin 2 through 330 Î© or less .... To illustrate how easy it is to program the SSM2166, a practical.
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tetrode amplifier supplies detections simulation - F1FRV 

Aug 18, 2014 - mA. +88.8. +9.67. Volts. +88.8. +23.5. RL4. 24V. RCOIL=1150. Volts. +88.8. +0.00. mA. +88.8. -0.00. R12. 2.2k. 2W. D4. LED G1 OK. mA. +88.8.
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Lower IMD from Tetrode Power Amplifiers - F1FRV 

John Nelson, GW4FRX has been a constant campaigner for cleaner signals, and has ... power supplies (see Chapters 6 and 11 of The VHF/UHF DX Book).










 


[image: alt]





rf-355 minimum remote control system - F1FRV 

Apr 10, 2013 - 1. 14 2. 15 3. 16 4. 17 5. 18 6. 19 7. 20 8. 21 9. 22. 10. 23. 11. 24. 12. 25. 13. J1. DB25-FEM. GND. PTT. +5 V in RX (by amp). To be grounded ...
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rf-355 full remote control interface - F1FRV 

May 15, 2013 - IF FULL PWR IS MORE THAN 500 W, ADJUST R29 FOR 8 V AT YOUR MAX FULL. POWER (1 kW). IT CAN BE NECESSARY TO ADD A ...
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safety for sspa ptt & rf input trip - F1FRV 

DATE: PAGE: SAFETY FOR SSPA. PTT & RF INPUT TRIP. 17/10/14. [email protected]. 1/1. REV: 0. DOC NÂ°: Amateur Radio. mA. +88.8. +58.0. R4. 680. J2.
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High-Power Directional Couplers with Excellent Performance - F1FRV 

1.5, or zero if the phases cancelled, for an indicated VSWR of 1.0, or anything in ... on coupler design describe odd-mode and even-mode ... Rectangular hobby brass tubing (or WR-22 waveguide, for the extravagant) makes a rigid line and.
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Download only precise measurements for each band - F1FRV 

Feb 26, 2014 - 
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care and feeding of power grid tubes - F1FRV 

This handbook analyzes the operation of EIMAC power grid tubes and provides ..... as an example, we see a worst-case condition where a current division of ...
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Air variable capacitor 24 - 840 pF. Air...e capacitor for F1FRV power 

Page 1. http://variableaircapacitor.com/air-variable-capacitor-24-840. $65 August 2016. Page 2.
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