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H2OMIT - Platt

dÃ©shumidificateur au bas du coffre en cas d'espace insuffisant ; nÃ©anmoins son utilisation annule la certification UL. Electrical Data. Rated Voltage. + 24 VDC. 
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H2OMIT® Thermoelectric Dehumidifier Deshumidificador Termoeléctrico Déshumidificateur Thermoélectrique Electrical Data Rated Voltage



+ 24 VDC



Full Load Amps



4.5 Amps



Blue Wire



+24 VDC



White Wire



0 VDC



The Velcro® which is provided with this device is not a UL approved method for mounting. The Velcro has been provided as an alternate method for securing the dehumidifier to the bottom of the enclosure when adequate panel space is unavailable, but its use voids the UL Certification. El Velcro proporcionado junto con este dispositivo no es un método de montaje aprobado por UL. Se ha proporcionado el Velcro como un método de alternativa para asegurar el deshumidificador a la parte inferior del gabinete cuando no hay espacio adecuado en el panel, pero su uso anula la certificación de UL. La méthode de montage à l’aide de la bande Velcro fournie avec cet appareil n’est pas homologuée UL. La bande Velcro représente une méthode alternative de fixation du déshumidificateur au bas du coffre en cas d’espace insuffisant ; néanmoins son utilisation annule la certification UL. Rev. D
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Reality - Platt Electric Supply 

Make sure appropriate trim and rough-in are used. Match labels on both fixture and trim. 4. Install and wire fixtures per all applicable national and local electrical ...
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syspendâ„¢ 281-max - Platt 

Assemblage du Tube : 1. Installer les six vis de serrage de l'ensemble M12 en les tournant quatre fois jusqu'Ã  ce qu'elles soient au ras de l'intÃ©rieur du tube. 2. Pousser sur le tube ou le raccord pour comprimer le joint et serrer en mÃªme temps l
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Wiremold - Platt 

Align gasket over receptacle and press bead into flange channel. Aligner le joint sur la prise et appuyer sur la nervure pour l'insÃ©rer dans la rainure de la bride.
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syspend - Platt 

â€œLockingâ€� set screws do not need to be installed until after final friction adjustment. 5. ... Para ajustar, gire el tornillo negro de ajuste del cable hasta que el juego ...
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ultrx - Platt 

ENGLISH. 1. Place rubber bumpers onto brackets. 2. Mount brackets to enclosure rails. 3. Assemble latch assemblies; orient as shown. 4. Mount pivot pins.
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inline - Platt 

cuales se hace el montaje en la pared o alguna otra estructura, utilizando el siguiente material (proporcionado por el cliente): un seguro de 3/8 de pulgada o M8, arandela plana y tornillos. Para asegurar que el sello y el nivel de protecciÃ³n es el 
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important instructions - operating manual - Platt 

a) Installation work and electrical wiring must be done by qualified person(s) in accordance with all applicable codes and standards, including fire-related ...
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Iris_P3MR_Instruction Sheet.indd - Platt Electric Supply 

Le noyau toroïdal enroulé est enrobé d'époxy permettant un fonctionnement à très faible bruit. (Illustration 6) NE modifiez PAS le câblage effectué en usine pour ...
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advertencia advertencia avertissement avertissement - Platt 

21 août 2009 - Nota: No se puede usar un Interruptor Electrónico para reemplazar a un ...... Retardo – Tiempo aproximado, en minutos, a partir del último.
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important instructions - operating manual - Platt 

electric shock and injury to person, including the following: SAVE THESE INSTRUCTIONS ... a) Installation work and electrical wiring must be done by qualified person(s) in accordance .... LIMITED WARRANTY. WHAT THIS WARRANTY COVERS: This product is w
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Fiberglass Feedâ€“Through Wireway Glasfaser Kabelkanal ... - Platt 

Chemin de cÃ¢bles du fibre de verre. Ducto De Fibra De Vidrio Con Brida Cerrada. F25. 87567399. Rev. A 102646. P/N 14332001. E 2002 Hoffman Enclosures ...
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important instructions - operating manual - Platt Electric Supply 

or between 16â€� on center joists using the 4 provided mounting rails. 4. ... From where you have access to inside the fan's junction box, connect the one white wire from the ... Rotate the blower wheel by hand to ensure it spins freely. Now plug ...
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important instructions - operating manual - Platt Electric Supply 

Unpack fan from the carton and confirm that all pieces are present. In addition to the exhaust fan you should have: 1 - Grill. 1 - Damper Assembly (attached). 1 - Mounting Bracket. 1 - Hardware Bag. 1 - Electrical Connector. 3 - Wire Nuts. 1 - Instru
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important instructions - operating manual - Platt Electric Supply 

White. Figure 7. Hot (Black). Figure 9. Troubleshooting Guide. Trouble. Probable Cause. Suggested Remedy. 1. Fan does not operate when the switch is on. 1a. A fuse may be blown ... Please have your model number available, as well as the type and styl
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Installation & Maintenance Instructions - Platt Electric Supply 

Your heater is equipped with an automatic reset high limit control that .... alimentación provista al calefactor sea compatible con la tensión nominal impresa ..... Pour réduire le risque d'incendie ou de commotion électrique : 1. ..... l'appareillag
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Alfa QJ Inst - Platt Electric Supply 

Juno Lighting Group warrants that its LED step light products are free from ... Juno Lighting Group's obligation is expressly limited to repair or replacement, ...
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Fiberglass Feedâ€“Through Wireway Glasfaser Kabelkanal ... - Platt 

A. Conduit hubs for metallic conduit must have grounding bushing attached to the hub on the inside of the wireway. Grounding bushings have provisions for ...
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nd 1722-3 61-610 instructons - Platt 

When using the probes, keep fingers as far behind the probe tips as possible. â€¢ Do not expose meter to mechanical shock, vibration, extreme temperature, or.
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SAVE THESE INSTRUCTIONS Installation ... - Platt Electric Supply 

This heater is hot when in use. To avoid ... A heater has hot and arcing or sparking parts inside. .... to the ceiling joist as shown in Figures 4-A or 4-B. Place a.
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Photocell Photocellule FotocÃ©lula - Platt Electric Supply 

ODCÃ˜P responde a los niveles de luz de ambiente en el campo de visiÃ³n y ... fotocÃ©lula mide la luz ambiente entre 0 y 70 bujÃas-pie, y el voltaje de salida tiene ...
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important instructions - operating manual - Platt Electric Supply 

READ AND SAVE THESE INSTRUCTIONS. READ CAREFULLY BEFORE ATTEMPTING TO ASSEMBLE, INSTALL, OPERATE OR MAINTAIN THE PRODUCT ...
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important instructions - operating manual - Platt Electric Supply 

the fan to the outside through a wall or roof cap. .... Some states and provinces do not allow limitations on how long an implied warranty lasts, or the exclusion or limitation of incidental or consequential damages, so these exclusions or ... You ma
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Cooling Fan Package, Type 12 Ventilateur de refroidissement ... - Platt 

En rÃ¨gle gÃ©nÃ©rale, le ventilateur n'exige aucun entretien puisque les roulements sont lubrifiÃ©s et scellÃ©s en permanence. Le ventilateur ne peut Ãªtre rÃ©parÃ© sur.
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2012 Pentair Technical Products PH 763 422 ... - Platt Electric Supply 

Pour éviter la décharge électrique et les dommages aux équipments, débranchez toutes les alimentations d'énergie à la clôture avant d'installer la lumière.
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