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H320 Access Point

Beamflex* Sinr Rx Gain. â—‹ 3-5dB (PD-MRC). Interference Mitigation. â—‹ 5dB. * BeamFlex gains are statistical system level effects translated to enhanced SINR based on observations over time in real-world conditions with multiple APs and many clients. PERFORMANCE AND CAPACITY. Concurrent users. â—‹ 100 per AP. 
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H320 Access Point



Wall-Mounted 802.11ac Wave 2 Wi-Fi Access Point and Switch



DATA SHEET Wi-Fi is a critical amenity as users bring more devices into our hotel rooms, meeting rooms, and classrooms. Today, with an ever increasing need for quality Wi-Fi, an AP in every room has increasingly become necessary. The H320 combines an 802.11ac Wave 2 Wi-Fi access point and wired switch into one wall-mount device. Designed specifically for per-room deployments, the H320 is compact, inconspicuous, secure, and easy to mount to an electrical junction box. Bottom facing Ethernet ports eliminate unsightly cabling and accommodate any furniture placement.



BENEFITS AFFORDABLE ALL-IN-ONE Deliver great in-room Wi-Fi and concurrent wired IP connectivity with 802.11ac Wave 2 speed and a built-in 2-port switch.



STUNNING PERFORMANCE Extends coverage with patented BeamFlex+™ adaptive antenna technology while mitigating interference by utilizing multi-directional antenna patterns.



MULTIPLE MANAGEMENT OPTIONS Manage the H320 from the cloud, or with onpremises physical/virtual appliances.



GET OPTIMAL THROUGHPUT ChannelFly™ dynamic channel technology uses machine learning to automatically find the least congested channels. You always get the highest throughput the band can support



The H320 easily supports converged wired and wireless services with one device, that include VoIP, IPTV, high-speed Internet access and in-room Wi-Fi device connectivity. This 802.11ac Wave 2 Wi-Fi AP and switch incorporates patented technologies found only in the Ruckus Wi-Fi portfolio. ●● Extended coverage with patented BeamFlex+ utilizing multi-directional antenna patterns ●● Improved throughput with ChannelFly which dynamically find less congested Wi-Fi channels to use The H320 supports Multi-User MIMO (MU-MIMO) which increases network throughput by transmitting to multiple clients simultaneously. Support per-room wired IP devices from TVs to phones with 2 onboard Ethernet ports. Also, with built-in visual troubleshooting tools within Ruckus Wi-Fi controllers, administrators can accelerate resolution of trouble tickets. Whether organizations are deploying ten or ten thousand APs, the H320 can be deployed as a standalone AP or centrally managed by SmartZone, ZoneDirector, or FlexMaster management platforms.



SERVICE MORE DEVICES Connect more devices simultaneously with two MUMIMO spatial streams and concurrent dual-band 2.4/5GHz radios while enhancing non-Wave 2 device performance.



SUPPORT MORE SERVICES Multiple SSIDs and switch ports help support services such as VoIP, IPTV, and high-speed Internet access and in-room device connectivity



KEEP YOUR SWITCHES AND CABLES Designed to operate on existing PoE switches and CAT 5e cabling to minimize costs.



MORE THAN WI-FI Enhance your network with Cloudpath™ security and management software, SPoT™ real-time Wi-Fi location engine and analytics software, and SCI network analytics
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H320 Access Point



Wall-Mounted 802.11ac Wave 2 Wi-Fi Access Point and Switch



DATA DATASHEET SHEET



FEATURES



144 mm



WIRELESS ●●



Integrated dual radio 2x2 802.11ac Wave 2 Wi-Fi AP and Ethernet wall switch supporting Multi-User MIMO (MU-MIMO)



●●



Ruckus patented BeamFlex+ adaptive antennas optimized for in-room performance and mobile clients



●●



Matched Band Coverage ensures similar Wi-Fi coverage for both 2.4 and 5 GHz client devices



●●



Multiple BSSIDs per radio with unique QoS and security policies



●●



WPA-PSK, WPA-TKIP, WPA2 AES, 802.11i



●●



802.1X support for RADIUS and Active Directory*



WIRED



29 mm



90 mm



●●



1 x 1GbE uplink port



●●



2 x 10/100Mbps Ethernet ports



●●



Cable channel for preserving legacy infrastructure (e.g. PBX phones)



POWER ●●



Powered by PoE



SOFTWARE ●●



SPoT™ Real-time location engine and analytics software



●●



Cloudpath™ Security and management software



●●



SmartCell Insight (Network analytics engine)



●●



SmartCast™ QoS engine



●●



Dynamic PSK™* technology



●●



Application recognition and control*



* with management



Accessories ●● Mounts over a standard US and EU single gang wall jack



TV Set Top



Printer
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TITLE Access H320 GOES HERE Point



CASE DATA DATASHEET STUDY SHEET



SUB-TITLE GOES Wall-Mounted 802.11ac HERE Wave 2 Wi-Fi Access Point and Switch PHYSICAL CHARACTERISTICS Power



●● POE 802.3af



Physical Size



●● 89mm (L) x 136mm (W) x 29mm (H)



Weight



●● 195g ●● 276g with bracket ●● 2 x 10/100 Mbps Base-T 802.3, 802.3u, RJ-



Physical Ports



45 Ethernet access ports. x 1GbE 802.3, 802.3u, 802.3ab, 802.3af PoE input, RJ-45



●● 1 Mounting Options



●● Electrical wallbox; Standard US and EU single



Environmental Conditions



●● ●● Operating Temperature:



gang wall jack Optional bracket for offset & wall mount 0°C (32°F) - 40°C (104°F)



●● Operating Humidity: 15% - 95%



MANAGEMENT ●● Standalone (individually managed) ●● Managed by ZoneDirector ●● Managed by SmartZone ●● Managed by FlexMaster ●● Web User Interface (HTTP/S) ●● CLI (Telnet/SSH), SNMP v1, 2, 3



Deployment Options



Configuration



WI-FI ●● IEEE 802.11a/b/g/n/ac



Standards



2.4GHz



●● 1x1 : 1 SU-MIMO



MIMO Configuration



5GHz



Minimum Rx Sensitivity



●● Up to -99dBm



Beamflex* Sinr Tx Gain



●● 2dB



Rf Power Output* (Aggregate)



●● 2x2 : 2 SU-MIMO ●● 2x2 : 2 MU-MIMO ●● 802.11n/ac: 6.5Mbps – 173.4Mbps (20MHz) ●● 13.5Mbps – 400Mbps (40MHz) ●● 29.3Mbps – 867Mbps (80MHz) ●● 802.11a: 54, 48, 36, 24, 18, 12, 9 and 6Mbps ●● 802.11b: 11, 5.5, 2 and 1 Mbps ●● 802.11g: 54, 48, 36, 24, 18, 12, 9 and 6 Mbps ●● 2.4GHz: 16dBm ●● 5.0GHz: 20dBm



Beamflex* Sinr Rx Gain



●● 3-5dB (PD-MRC)



Channelization



●● 20MHz, 40MHz, 80MHz



Interference Mitigation



●●



Frequency Band



●● IEEE 802.11 b/g/n: 2.4 – 2.484GHz ●● IEEE 802.11a/ac: 5.15 – 5.25 GHz; 5.25 – 5.35GHz;



Operating Channels



●● 2.4GHz : 1-13 ●● 5GHz : 36-64, 100-140, 149-165 ●● Channel availability is country dependent according to



non-condensing



Power Draw



●● Idle: 3W ●● Typical: 4W ●● Peak: 6W



Supported Data Rates



RF



5dB



* BeamFlex gains are statistical system level effects translated to enhanced SINR based on observations over time in real-world conditions with multiple APs and many clients



PERFORMANCE AND CAPACITY Concurrent users



●● 100 per AP



Voice Calls



●● 30



BSSID



●● 8 BSSIDs per radio



MULTIMEDIA AND QUALITY OF SERVICE 802.11e/WMM



●● Supported



Software Queues



●● Per traffic type (4), per client



Traffic Classification



●● Automatic, heuristics and TOS based or



Rate Limiting



●● Dynamic, per-user or per-WLAN



VLAN-defined



NETWORK ARCHITECTURE



the local regulations



●● IPv4, IPv6, dual-stack



VLANs



●● 802.1Q (1 per BSSID or dynamic, per user



802.1X For Ethernet Ports



●● Port-based ●● Authenticator ●● Supplicant



based on RADIUS)



●● WPA-PSK, WPA-TKIP, WPA2 AES, 802.11i ●● Authentication via 802.1X with ZoneDirector, SmartZ-



Wireless Security



one, local authentication database, support for RADIUS, LDAP, and Active Directory



* Maximum power varies by country **See price list for latest country certifications



PRODUCT ORDERING INFORMATION MODEL



DESCRIPTION



H320 Wi-Fi 802.11ac Wave 2 Wall Switch 901-H320-XX00



IP



5.47 – 5.725 GHz; 5.725 – 5.85GHz



Dual band Wave 2 802.11ac Wi-Fi Wall Switch. Does not include power adapter or PoE injector



Optional Accessories 902-1120-0000



Optional Surface-mount bracket



902-0162-YY00



Spare, PoE Adapter, 10/100/1000BaseT, with YY country code, Qty 1



XX: US/KS/JP/Z2/WW For expansion of XX and YY: Please consult current Ruckus Price List Region availability subject to Certification Date per region



Copyright © 2017, Ruckus Wireless, Inc. All rights reserved. Ruckus Wireless and Ruckus Wireless design are registered in the U.S. Patent and Trademark Ofﬁce. Ruckus Wireless, the Ruckus Wireless logo, BeamFlex+, MediaFlex, FlexMaster, ZoneDirector, SpeedFlex, SmartCast, SmartCell, ChannelFly and Dynamic PSK are trademarks of Ruckus Wireless, Inc. in the United States and other countries. All other trademarks mentioned in this document or website are the property of their respective owners. 17-08-B Ruckus Wireless, Inc. | 350 West Java Drive | Sunnyvale, CA 94089 USA | T: (650) 265-4200 | F: (408) 738-2065 ruckuswireless.com
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Access Point 

you high-speed wireless access for your home or office. ... 802.11g compatible wireless routers, access points, and ... Outdoors: Up to 1312ft (400 meters).
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NS2 [WDS Access Point] 

netconf.3.devname=br0 netconf.3.ip=192.168.1.20 netconf.3.netmask=255.255.255.0 netconf.3.status=enabled netconf.3.up=enabled netconf.status=enabled.
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H320 Unleashed 

with premium performance and simplified management. There is no .... Manager for more advanced options. Manage up to 10 ... Rf Power Output**. (Aggregate).
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Cisco Aironet 1140 Series Lightweight Access Point 

Before you work on any equipment, be aware of the hazards involved with electrical circuitry and be familiar with standard practices for preventing accidents.
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ad610 showlinkâ„¢ wireless access point - FCC ID 

WA371. Wireless microphone clip for mounting on a microphone stand. Euro thread adapter for WA371. Shielded 25-foot Ethernet cable for ShowLink access point, RJ45-to-EtherCon connector. Power supply (regionally dependent). 31A1856. 95A15104. PS43. â€
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Cisco Aironet 1140 Series Autonomous Access Point 

power source or an IEC60950 compliant limited power source. ..... In this mode, wireless clients associate to the access point. ... to a small wired Ethernet LAN network through an Ethernet hub or switch. .... select EAP Authentication or WPA, enter 
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Guide de l'utilisateur du BeWAN Wi-Fi Access Point 

Password: admin. Notes: â€¢ When you enter your login details, you should be careful to use the correct case and differentiate between capital and lower case ...
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Guide de l'utilisateur du BeWAN Wi-Fi Access Point 

BeWAN systems cannot be held liable for any partial non-compliance between this manual ..... Before cleaning the Access Point, disconnect its power supply.
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Cisco Aironet 1200 Series Access Point Hardware Installation ... .fr 

The use of the word partner does not imply a partnership relationship ... Guidelines for Using 1200 Series Lightweight Access Points 1-3 .... English Translation B-10 ..... point attempts to download new operating system software if the software ....
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Cisco Small Business WAP200 Wireless-G Access Point with Power 

Firmware Upgradeâ€”Upgrades the access point's firmware on this window. ...... For example, the Cisco SRW2024 switch has the Trunk port mode, which sets the ...
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Joint Optimization of Access Point Placement and ... - alexandre gondran 

2. Frequency Assignment Problem. 3. Our approach. 4. ACP and AFP combination. 5. Conclusion/Perspectives. WLAN Planning. 1. selecting a location for each ...
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Joint Optimization of Access Point Placement and Frequency 

... assignment. 3. Our approach. 4. ACP and AFP combination. 5. Conclusion/Perspectives ... assignment. 1. Problem. 2. Frequency Assignment Problem. 3. Our approach. 4. ACP and .... 20mn on Pentium 4. - 1 run ... 500kbps => 300Mbps.










 


[image: alt]





WLAN Access Point Card Certification Leaflet - FCC ID 

These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses, and can radiate radio frequency energy and ... antenna as far away from the body as is practical. .
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Wireless AC1200 Dual-Band Unified Access Point - D-Link 

proving the best coverage possible for wireless clients. ... network management, the DWL-6610AP self-configuring cluster allows a small ... mobile devices.
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TEFIS: A Single Access Point for Conducting ... - Jeremie Leguay 

iEngineering, Ingegneria Informatica, Italy ..... tasks, and, as we shall show later in Section 6, it has also proved to shorten the learning curve for ..... Experiment Workflow Manager: By using the Test Plan definition, the Workflow ...... [4] SQS-
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Cisco Small Business WAP200 Wireless-G Access Point with Power 

Increase Your Internet Quotient, TransPath, WebEx, and the WebEx logo are registered trademarks of Cisco Systems, Inc. and/or its affiliates in the United States.
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Cisco Aironet 1130AG Series Access Point Hardware ... - VisionID 

Low Power Condition for Autonomous Access Points 3-6 ... Running the Carrier Busy Test 3-14 ..... Cisco Aironet 1130AG Series Access Point (models: AIR-AP1131AG and ..... this manual will result in user exposure that is substantially below the FCC ..
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C-120 Mojo Access Point Quick Start Guide 

For product available in the USA/Canada market, only channel 1~11 can be operated. Selection of other channels is ... environment. This equipment should be ...
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Joint Optimization of Access Point Placement and ... - alexandre gondran 

problem structure and the final solution. B. Local interference approaches. Inside BSS ..... 858â€“862, 1994. [3] Lee Y., Kim K., Choi Y., â€œOptimization of AP ...
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:: RESEARCH PAPER :: ACCESS THROUGH ACCESS 

May 4, 2008 - These tables are generally not accessible through queries external to ... accessed are marked under the Query column of the following table.
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Praticiens(nes) Access Bars® - Access Consciousness 

4 févr. 2019 - 819-212-1601. 05. Estrie. Avec joie. 1 client et plus. Régions. 05. Katherine. Allard. PB. Katherine Allard Masso Naturo www.katherineallard.ca.
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Praticiens(nes) Access Bars® - Access Consciousness 

4 mars 2006 - Carolina. Domenack. PB [email protected]. 514-690-5557. Laval. Montréal. 06 . Montréal. Avec joie. 1 client et plus. Régions. 06-13.
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ACCÈS / ACCESS 

Métro n°1. RER A. Tramway T2. Accès SNCF (lignes Paris - Saint-Lazare /. Saint-Nom-la-Bretèche ou Versailles-RD /. Saint- Quentin-en-Yvelines / La Verrière).
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TP Access 

Mais quel intÃ©rÃªt de faire des calculs si rien ne propose de le vÃ©rifier. comment allons-nous lire la table ? Va-t-on lire la table de 1er enregistrement au dernier, ...
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Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint
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Vous avez oublié votre mot de passe?
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