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HAIKU WALL CONTROL INSTALLATION Disconnect

Fixez la commande murale à la boîte de dérivation de façon à orienter le texte « TOP » vers le haut. Ne serrez pas trop les vis. Fixez la plaque murale à l'aide ... 
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HAIKU WALL CONTROL INSTALLATION ! ! ! ! ! ! ≤2000m



≤2000m



WARNING: Disconnect power to the wall control location before installing or servicing the wall control! WARNING: A licensed electrician must install the wall control if required by your local electrical code. CAUTION: Do not install the wall control outdoors or in a location where it may come into contact with water. A readily accessible disconnect device shall be incorporated external to the equipment. Verify minimum wiring compartment size required in accordance to local electrical codes. Ground screw is not intended for conductors larger than 10 AWG (5.3 mm2).



Before Installing the Wall Control ☐☐ Install your Haiku® products according to their installation guides. ☐☐ Contact a licensed electrician if you are uncomfortable performing electrical work or if legally required in your area. ☐☐ Check your home Wi-Fi signal strength at the wall control location. Two or more bars are recommended.



Parts and Hardware



Tools Needed



• Wall Control1 • (2) #6-32 x 3/4” Screws2 • Wi-Fi Module3



• Phillips and Flat Head Screwdrivers • Wire Strippers



Do not use above 2,000 m (6,561 ft) above sea level. 1. 



Safe for use in non-tropical climate conditions.



READ AND SAVE THESE INSTRUCTIONS



1



Disconnect Power



2. 3. 



Wallplates are not supplied with most wall controls. Haiku® Home recommends using a plastic Decora®-style wallplate. Metal wallplates may interfere with Wi-Fi signals. Pre-attached to wall control L Series fans only. One module is required for each fan connected to the wall control. See the installation guide provided with the L Series fan for instructions.



2



resources.haikuhome.com/help



Prepare Outlet Box



Contact a licensed electrician if you are uncomfortable performing electrical work or if legally required in your area.



Neutral wire (required)



0.5” (11 mm)



[A]



or



Circuit breakers



1



Remove the switch from the outlet box.



2



Make sure the outlet box contains a neutral wire. See step 3 below for a wire color chart. Neutral wires may be hidden or tucked into the back of the outlet box. If there is not a neutral wire in the outlet box, the wall control is not compatible.



3



Make sure 0.5” (11 mm) of insulation is stripped from each supply wire [A].



Fuse panel



Disconnect power to all circuits wired to the outlet box at the fuse or circuit breaker before installing the wall control!
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1



Wire Wall Control



Load/Hot to Haiku product



Lift the levers on the wall control wire connectors. Push the supply Hot wire and the Haiku product Load/Hot wire into the wall control Hot (black) connector [A]. Push the supply Neutral wire and the Haiku product Neutral wire into the wall control Neutral (white) connector [A]. Close the levers and visually verify the connections.



Neutral to Haiku product



Neutral



• If you need to insert more than two wires into a connector: Secure a jumper wire to the extra supply wiring with a wire nut or connector that complies with local code [B]. Insert the loose end of the jumper wire into the connector. 2



Hot



Attach the supply Earth/PE wire to the green ground screw on the back of the wall control [C].



Earth/PE



Wire Color Chart



Jumper wire (optional) [A]
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North America 100–120 V Australia 240 V



Ground screw



[B]



All other regions [C]



Mount Wall Control



AC Hot (L1) Black



AC Neutral (L2/N) White*



Earth/PE



Black



White



Green or Bare Copper



Brown or Red



Black or Light Blue



Brown



Blue



Green with Yellow Tracer



* Neutral wire (white) on wall control is labeled “N”
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Test Wall Control



Single gang outlet box shown. Your outlet box may differ.



Press between + and – buttons to turn products on and off



Sensor



(do not touch)



Outlet box Wall Control



(in wall)



Wallplate (not supplied) 1



2



Mount the wall control to the outlet box so that the word TOP is oriented upward. Do not overtighten the screws. Install a wallplate using the screws provided with the wallplate. A wallplate may not be supplied with your wall control. Haiku Home recommends using a plastic Decora-style wallplate. Metal wallplates may interfere with Wi-Fi signals.



1



Turn on power to the wall control and Haiku product locations.



2



Follow the steps in the Quick Setup guide provided with the wall control to set up the Haiku Home app. For detailed setup instructions, visit resources.haikuhome.com/help



3



Test fan speed and light brightness using the wall control. Press the areas between the + and – buttons to turn your products on and off. Be careful not to touch the sensor. The wall control button functions vary depending on the types of Haiku products you are controlling. For wall control operation and troubleshooting information, visit resources.haikuhome.com/help



Revision F 09/27/17 ©2017 Haiku Home. The information contained in this document is subject to change without notice. May be protected by one or more patents listed at www.bigasssolutions.com/patents Haiku is a trademark of Delta T Corporation, registered in the U.S. and/or other countries. www.haikuhome.com/warranties



HKU-INST-78-MUL-01



5004870



Conforms to UL STD 60950-1 Certified to CSA STD C22.2 No. 60950-1
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INSTALLATION DE LA COMMANDE MURALE HAIKU !



AVERTISSEMENT : Coupez l’alimentation de la commande murale avant de procéder à son installation ou avant toute intervention !



!



AVERTISSEMENT : Les normes de sécurité électrique en vigueur peuvent exiger que l’installation de la commande murale soit effectuée par un électricien agréé.



!



ATTENTION : N’installez jamais la commande murale à l’extérieur ou à un endroit où elle pourrait entrer en contact avec de l’eau.



! !



Un sectionneur facilement accessible doit être prévu à l’extérieur de l’appareil.



! ≤2000m



≤2000m



Vérifiez que les dimensions du compartiment de câblage respectent les minimas imposés par les normes de sécurité électrique en vigueur. La vis de terre n’est pas conçue pour les fils de calibre supérieur à 10 AWG (5,3 mm2). Ne pas utiliser à une altitude supérieure à 2 000 m (6 561 pi).



☐☐ Installez vos produits Haiku® en suivant les instructions figurant dans les manuels d’installation correspondants. ☐☐ Contactez un électricien agréé si vous ne vous sentez pas capable d’intervenir sur des circuits électriques ou si la règlementation en vigueur exige que l’installation soit effectuée par un professionnel. ☐☐ Vérifiez la force du signal wi-fi de votre réseau domestique au niveau du site d’installation de la commande murale. Force recommandée : deux barres minimum.



Composants et visserie



Outils nécessaires



• • • 



• • 



1. 



Peut être utilisé en toute sécurité sous les climats non tropicaux.



2. 



À LIRE ET À CONSERVER EN LIEU SÛR



1



Avant l’installation



Mise hors tension



3. 



Commande murale1 Vis no 6–32 × 3/4 po (2)2 Module wi-fi3



Tournevis plat et cruciforme Pince à dénuder



La plupart des commandes murales sont livrées sans plaque murale. Haiku® Home recommande l’utilisation d’une plaque murale de type Decora® en plastique. Les plaques murales en métal peuvent perturber les signaux wi-fi. Préfixées à la plaque murale. Ventilateurs de série L uniquement. Prévoyez un module par ventilateur connecté à la commande murale. Veuillez consulter le manuel d’installation fourni avec le ventilateur de série L pour de plus amples informations.



resources.haikuhome.com/help



2 Préparation de la boîte de dérivation



Contactez un électricien agréé si vous ne vous sentez pas capable d’intervenir sur des circuits électriques ou si la règlementation en vigueur exige que l’installation soit effectuée par un professionnel.



Fil de neutre (obligatoire)



11 mm (0,5 po)



[A]



ou



Retirez l’interrupteur de la boîte de dérivation. Vérifiez que la boîte de dérivation contient un fil de neutre. Reportezvous à l’étape 3 ci-dessous pour consulter le tableau de correspondance des couleurs de fils. Les fils de neutre peuvent être cachés ou rangés à l’arrière de la boîte de dérivation. Si la boîte de dérivation ne contient pas de fil de neutre, la commande murale n’est pas compatible. 3 Vérifiez que chaque fil d’alimentation [A] est dénudé de 11 mm (0,5 po). 1



2



Disjoncteurs



Tableau des fusibles



Coupez l’alimentation de tous les circuits reliés à la boîte de dérivation, au niveau du fusible ou du disjoncteur, avant de procéder à l’installation de la commande murale !



3 1



2



Câblage de la commande murale Soulevez les leviers des connecteurs de la commande murale. Introduisez le fil de phase de l’alimentation et le fil de charge/phase du produit Haiku dans le connecteur de phase (noir) de la commande murale [A]. Introduisez le fil de neutre de l’alimentation et le fil de neutre du produit Haiku dans le connecteur de neutre (blanc) de la commande murale [A]. Abaissez les leviers et vérifiez visuellement les connexions. • Si vous avez besoin d’introduire plus de deux fils dans un connecteur : Fixez un cavalier aux fils d’alimentation supplémentaires en utilisant un capuchon de connexion ou un connecteur conforme aux normes de sécurité électrique en vigueur [B]. Introduisez l’extrémité libre du cavalier dans le connecteur.



Phase



[A]



[B]



Autres régions [C]



Fixation de la commande murale



Terre/PE



Tableau de correspondance des couleurs de fils



Amérique du Nord 100–120 V Australie 240 V



Vis de terre



Neutre vers produit Haiku



Neutre



Fixez le fil de terre/PE de l’alimentation à la vis de terre verte située à l’arrière de la commande murale [C].



Cavalier (en option)
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Charge/ phase vers produit Haiku



Phase CA (L1) Noir



Neutre CA (L2/N) Blanc*



Terre/PE



Noir



Blanc



Vert ou cuivre nu



Marron ou rouge



Noir ou bleu clair



Marron



Bleu



Rayé vert et jaune



* Le fil de neutre (blanc) de la commande murale porte le marquage « N »
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Essai de la commande murale



Ce schéma illustre une boîte de dérivation à commande unique. Votre boîte de dérivation peut être différente.



Appuyez entre les boutons + et – pour allumer ou éteindre les produits



Plaque murale (non fournie) 1



Commande murale



Boîte de dérivation (dans le mur)



Fixez la commande murale à la boîte de dérivation de façon à orienter le texte « TOP » vers le haut. Ne serrez pas trop les vis.



2 Fixez la plaque murale à l’aide des vis fournies avec celle-ci. Il se peut que votre commande murale soit livrée sans plaque murale. Haiku Home vous recommande d’utiliser une plaque murale de type Decora® en plastique. Les plaques murales en métal peuvent perturber les signaux wi-fi. Révision F 09/27/17 ©2017 Haiku Home. Les informations contenues dans ce document sont susceptibles d’être modifiées sans préavis. Ce produit peut être protégé par un ou plusieurs brevets dont la liste figure sur : www.bigasssolutions.com/patents Haiku est une marque déposée de Delta T Corporation, enregistrée aux États-Unis et/ou dans d’autres pays. HKU-INST-78-MUL-01 www.haikuhome.com/warranties



Capteur



(ne pas toucher)



1



Rétablissez l’alimentation électrique de la commande murale et du produit Haiku.



2



Suivez les étapes décrites dans le guide de prise en main fourni avec la commande murale. Pour obtenir des informations plus détaillées, rendezvous sur resources.haikuhome.com/help
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Testez les fonctions de vitesse et de luminosité du ventilateur en utilisant la commande murale. Appuyez dans la zone située entre les boutons + et – pour allumer ou éteindre vos produits. Faites attention à ne pas toucher le capteur. Les fonctions des boutons de la commande murale varient en fonction du type de produit Haiku que vous commandez. Pour savoir comment utiliser et dépanner votre commande murale, rendezvous sur resournces.haikuhome.com/help



5004870



Conforme à la norme UL 60950-1 Certifié conforme à la norme CSA C22.2 no 60950-1



resources.haikuhome.com/help
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failed haiku - Haiku Hut 

leaves on tree branch wave goodbye. Agnes Hanying Ong ... pouring tea leaves down the drain stock market crash shaking ..... reading a book about anti-gravity.
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GAS WALL OVEN INSTALLATION INSTRUCTIONS 

Do not try to light any appliance. • Do not touch any ..... action of LP Gas must be used on all pipe connec- tions. ... tube, which sets on the orifice of the valve, and.
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Installation Instructions Renaissance® Wall Oven 

This oven is not designed for commercial use. • Do not climb anywhere on the oven. • Do not leave children alone near the oven or let them play with the controls ...
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ELECTRIC WALL OVEN INSTALLATION INSTRUCTIONS 

El primer paso para su instalaciÃ³n debe de ser el de medir las dimensiones de la apertura y compararlas con las que se indican en el cuadro de dimensiones del hueco de la figura 1. Posiblemente encontrarÃ¡ que algÃºn trabajo de carpinterÃa serÃ¡ ne
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INSTALLATION INSTRUCTIONS 669-Outdoor Wall 

... with this product by Modern Forms could result in personal injury or property damage, ... Secure the mounting back plate to the junction box using the screws ...
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ELECTRIC WALL OVEN INSTALLATION INSTRUCTIONS 

sistema de alambres puesto en tierra, metÃ¡lico ... al alambre neutro del sistema elÃ©ctrico de 4 alambres. .... Su modelo estÃ¡ equipado con un Control ElectrÃ³nico.










 


[image: alt]





GAS WALL OVEN INSTALLATION INSTRUCTIONS 

If the information in this manual is not followed exactly, a fire or explosion may result causing property ... Si se utiliza una fuente de alimentaciÃ³n elÃ©ctrica, el dis- positivo debe conectarse a ... gas, compruebe si hay pÃ©rdidas en el sistema 
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ELECTRIC WALL OVEN INSTALLATION INSTRUCTIONS 

You may find little or no cabinet work being necessary. United States and Canada. PRODUCT ..... element in the oven should become red. Convection (some ...
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ELECTRIC WALL OVEN INSTALLATION INSTRUCTIONS 

Allow at least 27¼" (69,2 cm) clearance in front of oven for door depth when it is open. 3. Dimension G ..... IMPORTANT. Do not lift the oven by the door handle.
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ELECTRIC WALL OVEN INSTALLATION INSTRUCTIONS 

In cold weather shipping and storage conditions, make sure that oven is in ... aluminum house wiring, use only connectors that are approved for joining copper ...
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ELECTRIC WALL OVEN INSTALLATION INSTRUCTIONS 

a convection baking or roasting, both elements cycle on and off alternately and the convection fan will run. The convection fan will stop running when the oven.
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GAS WALL OVEN INSTALLATION INSTRUCTIONS 

interest to children in the cabinets above the appliance. ... children from touching the oven door or glass ..... sufrir quemaduras o lesiones graves si se suben al.
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INSTALLATION INSTRUCTIONS 259-Indoor Wall 

Headquarters/Eastern Distribution Center. 44 Harbor Park Drive. Port Washington, NY 11050. Central Distribution Center. 1600 Distribution Ct. Lithia Springs ...
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wall oven combination installation ... - Webcollage 

INSTALLATION AND SERVICE MUST BE PERFORMED BY A QUALIFIED INSTALLER. IMPORTANT: ... buildup that may result in heat damage or fire. 2" (5 cm) ...Termes manquantsÂ :
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ELECTRIC WALL OVEN INSTALLATION INSTRUCTIONS 

sin la ventilación adecuada puede ser peligroso. La corriente ... y de atrás hacia adelante. 2. Ajuste de .... el horno sin la guarda de seguridad instalada. No usar.
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GAS WALL OVEN INSTALLATION INSTRUCTIONS 

adjuster. 22 1/2". Hole for. Cord. • If width opening is too wide to secure unit to cabinet with mounting screws, add plywood filler strips. • If height opening is at ...
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INSTALLATION INSTRUCTIONS 911-Outdoor Wall 

www.dweLED.com. Phone (800) 526.2588 • Fax (800) 526.2585. Headquarters/Eastern Distribution Center. 44 Harbor Park Drive • Port Washington, NY 11050.
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ELECTRIC WALL OVEN INSTALLATION INSTRUCTIONS 

junction box should be located as shown in Figure. 1 or Figure 2 and .... numbers and a lot number or letter from the serial plate on your oven. ... For typical under counter installation of an electric built-in oven see Figure below. Note 1: 4â€� x 
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INSTALLATION INSTRUCTIONS 689-Outdoor Wall 

44 Harbor Park Drive. Port Washington, NY 11050. Central Distribution Center. 1600 Distribution Ct. Lithia Springs, GA 30122. Western Distribution Center.
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INSTALLATION INSTRUCTIONS 119-Outdoor Wall 

Headquarters/Eastern Distribution Center. 44 Harbor Park Drive. Port Washington, NY 11050. Central Distribution Center. 1600 Distribution Ct. Lithia Springs ...
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GAS WALL OVEN INSTALLATION INSTRUCTIONS 

Do not store or use gasoline or other flammable vapors and liquids in the vicinity of this or any ...... Si l'ouverture est trop large pour fixer solidement l'appareil à ...
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INSTALLATION INSTRUCTION 876 - Vanities & Wall 

44 Harbor Park Drive. Port Washington, NY ... Wire Connector. Qty: 3 pcs ... Connect the driver input/output wire to junction box wires as shown in Fig. 2, making ...
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ELECTRIC WALL OVEN INSTALLATION INSTRUCTIONS 

Your new wall oven has been designed to fit a limited variety of cutout sizes to make the job of installing ..... The convection fan will stop running when the oven.
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Chrysanthemum Haiku 

Apr 17, 2018 - of 1644), in haiku societies of several countries, and in literary and linguistic .... the tanka prose piece consists of two literary elements, found and ..... our line in the sixth book .... Of course, no transformation is needed here
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