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High-Definition Messenger Transmitter (HDMT)

Jan 3, 2006 - Low System Latency. â€¢ Built-in HD MPEG-2 Encoder. â€¢ Rugged and Compact Portable Design. â€¢ Companion COFDM Receiver with Maximal-. 
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GMS Wireless Digital Video Products



High-Definition Messenger Transmitter (HDMT) Applications • • • • • • •



Electronic News Gathering (ENG) Sports Point of View Studio Wireless Links Helicopter Links UAV/UGV Applications Mobile and Portable AV Applications



Key System Features • • • • • • • •



HD-SDI Interface 4:2:2 and 4:2:0 C-OFDM Modulation w/ Local Control Output Frequency: 1 to 6 GHz (In-Bands) Low System Latency Built-in HD MPEG-2 Encoder Rugged and Compact Portable Design Companion COFDM Receiver with MaximalRatio Pre-Detect Diversity reception



GMS’ High Definition Messenger (Wireless-Camera) Link (HDML) includes the High-Definition Messenger Transmitter (HDMT), the Messenger Smart Receiver (MSR), a commercial HD MPEG2 Decoder and several external Down-Converters. The HDML provides professional Audio/Video (A/V) interfaces and processing. All versions of the Messenger Digital Link family use a robust digital modulation system known as Coded Orthogonal Frequency Division Multiplexed (COFDM) that provides frequency diversity and powerful Forward Error Correction (FEC) algorithms. The Messenger Smart Receiver (MSR) provides for Spatial PreDetect Maximal-Ratio Diversity Combining of up to eight independent antennas per MSR to increase the Signal Strength, Signal to Noise Ratio and combat short delay spread multipath reflections found in indoor environments. There is a dramatic increase in the operating threshold when multiple high-gain antennas and Block Down-Converters are used with the MSR, which greatly enhances link robustness when operating at the high data rates required for HD transmission. The MSR outputs a transport stream simultaneously over ASI and SPI parallel interfaces. External Audio/Video/Data MPEG Decoders are sold separately that support HD MPEG-2 Decoding for 4:2:2 and/or 4:2:0. The HDMT High Definition transmitter accepts HD-SDI video signal or analog stereo audio inputs (Mic or Line level). The video is compressed according to MPEG-2 specifications. The MPEG-2 supports 4:2:2 or 4:2:0 chroma sampling, 422P@HL or SP@HL profiles and maintains the original signal’s video fidelity! The audio is compressed using MPEG Layer II compression. The audio and video packets PES streams are multiplexed with basic service data to indicate the service name. The stream can be scrambled with AES scrambling system (InDevelopment) to provide protection in sensitive applications. One of the biggest problems encountered in the transition from an analog to a digital A/V platform has been the inherent digital coding delay that in some digital systems are 1.5 seconds or more for HD. The HDMT employs a specially designed ‘Ultra-Low Delay’ coding technology, which provides a maximum 2-frame delay in the encoder. This equates to 66 mS for interlaced and 33 mS for progressive sequences! This ensures that the picture you see is what is happening now! Crucial for applications such as sports coverage! Specification subject to change without prior notice Typical values shown unless min or max is specified 100-DS0176X3 Rev 03-01-06



1916 Palomar Oaks Way, Suite 100, Carlsbad, CA 92008 Tel. (760) 496-0055 [email protected] Fax. (760) 496-0057 www.gmsinc.com



GMS Wireless Digital Video Products



Specifications COFDM RF Output Output Frequency: 1 to 6 GHz (In-Bands)



Bandwidth: Selectable 6,7,8 MHz RF Output Power: Up to 200mW Connector: SMA-F Video Encoding (HD) Interfaces: HD-SDI Compression Standard: MPEG-2 (per ISO/IEC 13818-2) Motion Est Range: +/-112 Horiz., +/-32 Vert. Video formats/resolutions supported: Format 1080i 1080p 720p* 480p



Resolution @ Frame Rate 1920x1080i @ 23.96/24/25/29.97/30 fps 1920x1080p @ 23.96/24/25/29.97/30 fps 1280x720p @ 59.94/60 fps 720x480p @ 25/29.97/30 fps



Variable GOP Structure: I-only and IP Profiles supported: SP@HL, 422P@HL Chroma Formats: 4:2:2 and 4:2:0 **Video bit rates: HDTV 10-108 Mbps ***System Latency, end-to-end delay: 2-frames Audio Encoding Analog Audio Inputs: Dual, Line-Level or Mic-Level, Single-Ended or Differential, Clip Level 12dB Input Impedance: 600 Ohms (Mic), 2K Ohms (Line) Compression Standard: MPEG Layer II Bit rates: Up to 384 kbit/s/ch Sampling Frequency: 32kHz, 44.1kHz, or 48kHz THD: < 0.1 % max. Response: 20Hz to 12kHz, +/- 0.25dB Crosstalk: >55dB min S/N: >60dB RMS



Modulation Modulation Type: COFDM w/QPSK, 16QAM, or 64QAM Standard: DVB-T compliant FEC: 1/2, 2/3, 3/4, 7/8 Guard Intervals: 1/32, 1/16,1/8,1/4 Spurious: 50dBc COFDM Carriers: 2k Carriers Physical Dimensions:



3.25” (W) x 4.826” (D) x 1.95” (H) 8.26 cm x 12.26 cm x 4.95 cm Weight: 13.4 oz ( 380.5 grams) Environmental: Operational Temperature: -10 to 65 deg C Humidity: Up to 100% non-condensing DC Power DC Voltage Range: 9 -15V Power Consumption: 
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Gagnants jeu concours Messenger Octobre 2017 Messenger 

Jean-François. Bernier. Saint-Bruno. 1227 .... Barney. Dominique. Mercier. Julie. Blais. Maria. Merritt. Anne-Marie. Cantin. Kim. Nicol. Priscila. Castaneda anne- ...










 








Gagnants jeu concours Messenger Octobre 2017 Messenger contest 

1231. Musti Gift Set + Nourishing Lotion with Cold. Cream. 13. Jean-François. Bernier. Saint-Bruno. 1227. Musti Gift Set + Nourishing Lotion with Cold. Cream. 14 ... Patricia. Balanza. Stephanie. Marrin lamarre. Marie-‐michele. Beaumont. Katia. Melni










 








Transmitter - Exvacuo 

Eritrea 2 0330-0700,. 1400-1800. Asmara/Sela'i Da'iro *. 100. F France Info 24h fr. Nancy/Nomeny * ...... 5 EAJ38, SER CataluÃ±a. EGY ERTU R.Egypt/Voice of.










 








Stereo Transmitter 

Es posible que la luz de fondo del iPod se encienda durante estos 5 minutos. Para activar la funciÃ³n â€œEmparejamiento en procesoâ€�, primero debe apagar.










 








Stereo Transmitter 

pouvez utiliser ce type d'appareilmÃªme s'il se trouve dans un sac ou une poche. Bluetooth est une norme internationale prise en charge et utilisÃ©e par des ...










 








Transmitter MC14469 

Plastic DIP ..... systems intended for surgical implant into the body, or other applications intended to support or sustain life, or for any other application in which ...










 








transmitter - Agentcobra 

As Above, with Sinusoidal Oscillator and Gain Control. (RFI-NRFI) to (RFQ-NRFQ) with Supply. As Above, with Sinusoidal Oscillator and Supply. Â±3.5. Â±3.0. Â±0.8.










 








The Parousia Messenger 

7,000 EDITION ..... that by right answers to these questions He would deliver ... his and their answers to the involved questions disagreed, ...... tracts, his financial support of the work, which exceeded ...... Russell's management of the work (whe










 








SD Wireless Camera Transmitter 

battery adapter plates for standard IDX and Anton Bauer batteries. For more information about the CamPac 2, visit www.nucomm.com, email Nucomm at.










 








V Transmitter Module - F1CHF 

DC + 5V ( Â± 2% ). Supply Current. 250mA, typ. Output Power. 20dBm typ. 5.8GHz Carrier Frequency Accuracy. Â±300KHz, typ. Antenna Port Impedance. 50Î©.










 








V Transmitter, NON ... - F1CHF 

Mar 31, 2009 - This transmitter differs from other 900MHz models because it includes. EMI/RFI filtering technology to help reduce frustrating RF noise.










 








SPOT SATELLITE MESSENGER :: HOME PAGE 

Spot Image Ã  Toulouse en France ni Ã  Spot Image Corporation Ã  Chantilly en Virginie. * Le nombre des sauvetages SPOT ne tient pas compte des fausses alarmes, des alarmes en double, des vÃ©rifications d`alarmes, des alarmes qui entraÃ®nent un dÃ©cÃ










 








SCXMIT11 418Mhz Consolidated Transmitter ... - UserManual.wiki 

1 dÃ©c. 2016 - SCXMIT11 418Mhz Consolidated Transmitter Installation Document. Document # 20-325-018-02 Rev IR. Page 2 of 14. Silent Call Communications. REVISION HISTORY. Revision. #. Initiated. By. Revision. Date. Approved by. Approval date. Reason










 








Stereo Transmitter - DOCUMENTOP.COM 

new device is paired after 8 devices have been paired, the device whose latest connection time is the oldest among the 8 paired devices is replaced by the new one. This unit is initialized. All pairing information is deleted (page 21). Pairing proced










 








Transmitter with FIFOs 

the user's requirements minimizing the computing required .... Baud Output Positive Edge Delay .... The positive edge of an active Address Strobe signal latch-.










 








V Transmitter ... - F1CHF 

Mar 31, 2009 - EMI/RFI filtering technology to help reduce frustrating RF noise problems. ... filter that is installed on the antenna connector. These filters.










 








component transmitter circuits fm transmitter circuit rf circuits dbid 1ja80 












 








remote control transmitter - Agentcobra 

DESCRIPTION. The M3004AB1 transmitter IC is designed for infra- red remote control systems. It has a total of 448 commands which are divided into 7 sub- ...










 








LDMOS Technology TV Transmitter 

Vision / Sound power ratio. 10/1 single sound - 20/1/0.2 dual sound. Out stage technology. Solid State LDMOS. Vision / Sound amplification. Common (Separate ...










 








bipolar signal transmitter 

This function is not a default option but must be actively selected in the menu by programming the ... Line 2 (H=3.33 mm) shows the selected engineering unit.










 








dear bbc messenger davies mire dbid 30ou 












 








crush libro inglese vikki messenger dbid c80 












 








FM Solid State Stereo Transmitter 

300 447and the relevant regulation on electrical safety E. N. 60215. The new 2.5kW FM radio transmitter is the latest news among Elettronika FM products.










 








fm broadcast transmitter dbid 2cef 
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