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IBM Deskstarâ„¢ 120GXP hard disk drives

capacity and performance guidelines for MicrosoftÂ® WindowsÂ® XPâ€”40GB minimum and 7,200rpm. Technology for reliability. â€¢ Load/unload head ramps. 

















 Télécharger le PDF 






 161KB taille
 2 téléchargements
 37 vues






 commentaire





 Report
























Capacity and performance leadership with proven quality



IBM Deskstar™ 120GXP hard disk drives



The Deskstar 120GXP incorporates



and better reliability. The superior areal



both new and proven technologies



density combines with the faster pro-



to boost system performance. This



cessor and streamlined cache buffer



drive provides the capacity and per-



to enable award-winning performance



formance to handle a wide range of



for both the Deskstar and your system.



advanced desktop and audio/video



Enhancements to the servo system and



applications. Additionally, features such



thermal monitor help to enable accu-



as low acoustics, low power, and



rate data storage and retrieval.



Tagged Command Queuing make this



Highlights



drive ideal for non-PC, high perfor-



Deskstar 120GXP matches the drive



mance, special applications.



capacity and performance guidelines for Microsoft® Windows® XP—40GB



Technology for capacity and Provides industry-leading performance at 7,200rpm, 592Mbits/sec internal transfer



performance



•



rate, and 8.5ms average seek time. These combine to enable leading sustained data rate of up to 48MB/sec Capacities range from up to 40GB to 120GB. This increases



Antiferromagnetically coupled (AFC) media enables higher capacities per square inch of data surface.



•



Glass disks provide smoother media for



•



Three-disk design provides leading



•



IBM-designed onboard processor pro-



the ever-shrinking bit size. 120GB capacity at 7,200rpm.



disk capacity by 100 percent over



vides faster speeds than the previous



previous generation



generation.



Thermal monitor helps provide accurate data writes and reads over the full system temperature range Meets PC Design Checklist for Windows XP ®



Industry-leading low power



•



Advanced buffer management bursts



•



Enhanced servo system provides



data to the system at up to 100MB/sec. reliable head positioning.



AFC and glass disk technologies enable increased areal density. Thus, the Deskstar provides the necessary capacities using fewer heads and disks, which means fewer components



minimum and 7,200rpm.



Technology for reliability



• • • • • • •



Load/unload head ramps Glass media Ceramic spindle motor bearings Differential read channel Internal thermal monitor Drive Fitness Test (DFT) S.M.A.R.T Self Test



These combined technologies enable popular capacity points and are also designed to increase reliability. Deskstar drives continue to utilize proven IBM technology such as TrueTrack servo and No-ID sector formatting .



For more information



IBM Deskstar 120GXP at a glance



Internet and e-mail:



Product name



Deskstar 120GXP



Deskstar 120GXP



Model names



IC35L120AVVA07-0 IC35L080AVVA07-0 IC35L060AVVA07-0 IC35L040AVVA07-0



IC35L040AVVN07-0 IC35L020AVVN07-0



ATA-100 120/80/60/40 512 31 6/4/3/2 3/2/2/1 29.7 524/547 56.7/54



ATA-100 40/20 512 31 2/1 1/1 29.7 524/547 56.7/54



Data buffer4 Rotational speed (rpm) Latency average (ms) Media transfer rate (max. Mbits/sec) Interface transfer rate (max. MB/sec) Sustained data rate (MB/sec)



2MB 7,200 4.17 592 100 48 to 23 (Zones 0-30)



2MB 7,200 4.17 592 100 47.5 to 22.9 (Zones 0-30)



Seek time (read, typical)3 Average (ms) Track to track (ms) Full track (ms)



8.5 1.1 15



8.8 1.1 16



1 in 1013 40K



1 in 1013 40K



3.0 (1 disk) 3.0 (2 disks) 3.1 (3 disks)



3.1



ibm.com/harddrive [email protected]



IBM hard drive product information:



Configuration Interface Capacity (GB) Sector size (bytes) Recording zones Data heads (physical) Data disks Max. areal density (Gbits/sq. inch) Max. recording density (KBPI) Track density (KTPI)



• • • •



1-888-IBM-5214 507-286-5825



Performance



Reliability Error rate (non-recoverable) Start/stops (at 40° C)



Acoustic Idle (Bels)



© International Business Machines Corporation 2002



Power Requirement



+5 VDC (+/- 5%), +12 VDC (+10%/-8%) +5 VDC (+/- 5%), +12 VDC (+10%/-8%)



Dissipation Startup current (max. A) Idle (W)



2.0 (+12V) & 0.74 (+5V) 6.2 (3 disks)



2.0 (+12V) & 0.74 (+5V) 4.9



Height (mm) Width (mm) Depth (mm) Weight (max. g)



25.4 101.6 146 640



25.4 101.6 146 640



Environmental characteristics Operating Ambient temperature Relative humidity (non-condensing) Max. wet bulb (non-condensing) Shock (half sine wave, 2ms) Vibration (random (RMS)) Non-operating Ambient temperature Relative humidity (non-condensing) Max. wet bulb (non-condensing) Shock (half sine wave, 2ms) Vibration (random (RMS))



5° to 55° C 8% to 90% 29.4° C 55G 0.67G for horizontal 0.56G for vertical



5° to 55° C 8% to 90% 29.4° C 55G 0.67G for horizontal 0.56G for vertical



-40° to 65° C 5% to 95% 35° C 400G (1 or 2 disks); 350G (3 disks) 1.04G rms (XYZ)



-40° to 65° C 5% to 95% 35° C 350G 1.04G rms (XYZ)



IBM Storage Technology Division 5600 Cottle Road San Jose, CA 95193 Produced in the United States 4/02 All rights reserved IBM is a registered trademark and Deskstar is a trademark of International Business Machines Corporation. Microsoft, Windows NT, and Windows are trademarks of Microsoft Corporation in the United States, other countries, or both. Other names are trademarks or registered trademarks of their respective owners. Product description data represents design objectives and is provided for comparative purposes; actual results may vary depending on a variety of factors. Product claims are true as of the date of first printing. Data is subject to change without notice. IBM development plans are subject to change at any time without prior notice. Reference in this publication to IBM products, programs, or services do not imply that IBM intends to make them available in all countries in which IBM operates.



This product data does not constitute a warranty. Questions regarding IBM warranty terms or the methodology used to derive this data should be referred to an IBM representative. 2 GB equals one billion bytes when referring to hard drive capacity; accessible capacity may be less. 3 Includes command overhead. 4 Upper 184.5 KB used for drive firmware. 1
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Using Dual-Axis Accelerometers to Protect Hard Disk Drives 

also reduce power consumption and heating. But it is costly and ... force along the Z axis, governed by Newton's second law, will http://www.analog.com/ ...
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IBM Deskstar IC35L080AVVA07-0 80 Goctets 

Nov 13, 2005 - Average read speed : 3075 KB/s - 20.50 X. Maximal read speed : 3107 KB/s - 20.71 X. Unstable read zone : 0. Fatal errors zone : 0. CD drive 1.
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Available Hard Disk Recording Times 

Available Hard Disk Recording Times. Sample Rate. (FS). Quantization. (bits) ... Min / GB 1 Tk / GB 4 Tk / GB 8 Tk / GB 12 Tk / GB 16 Tk/ GB 24 Tk / GB 32 Tk / GB.
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3.5" micro floppy disk drives - FreakNet 

Ready is the signal on pin 34 of the interface connector. OFF. TM. Terminator. ON. Peripherals - Pocket Service Guide. 4-2. 3.5" MICRO FLOPPY DISK DRIVES ...
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A Word About Compaq Disk Drives 

drives that experience SMART trips are also covered under the Compaq Pre-. Failure Warranty. â–« Qualityâ€”Compaq drives undergo an intense qualification ...
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ers guide firewire hard drives dbid xttc 
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User Manual Hard Disk Player: MP-01-OTG Contents 

â—‹All sorts of repeat modes. â—‹View pictures in various ways. â—‡Music-Slide-Show (picture with background music). â—‡14 types of picture transition. â—‡Picture ...
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IBM IBM 

Advanced Function Printing. AFP. AIX. AIX/6000. BookManager. CICS ...... must be one of the 10 Arabic numerals. Other Clauses: USAGE DISPLAY must be ...
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IBM IBM 

Use this book in conjunction with the IBM COBOL Programming Guide for your plat- ... ments will be eliminated from a future release of an IBM COBOL compiler.
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Deskstar 120 GXP 

3.5 inch Ultra ATA/100 hard disk drive. IC35L020AVVA07. IC35L040AVVA07. IC35L060AVVA07. IC35L080AVVA07. IC35L100AVVA07. IC35L120AVVA07.
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IBM IBM - balard informatique 

The first entry, sentence, statement, or clause begins on either the same line as the ...... A COBOL source program is a syntactically correct set of COBOL statements. ...... example, for PICTURE 99PPP, the literal must be within the range 1000.
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IBM IBM - balard informatique 

IBM VisualAge COBOL Version 3.0.1 (program number 5639-B92) and to all ...... The RETURN-CODE special register can be used to pass a return code to the ..... A chart of PICTURE clause symbols appears in Table 11 on page 161. ...... Identifier. When u
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USB 3.0 2.5" SATA Hard Disk Drive Enclosure Boîtier pour disque dur ... 

GUÍA DE INSTALACIÓN RÁPIDA. USB 3.0 2.5" SATA. Hard Disk Drive Enclosure. Boîtier pour disque dur SATA 2,5 po USB 3.0. Caja para disco duro SATA.
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Disk Management 

The memory hierarchy. 5.d Disk Management ... Stallings, W. (2006) Computer Organization & ... boot sector, free storage map, file allocation table, etc. â†’ we'll ...
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IBM Netfinity Servers IBM Netfinity 3000 - IBM Networking Home Page 

1. For systems that are part of a shared DASD cluster, run one test at a time in looped ...... Category 5 to meet various standards, including ...... Data carrier detect.
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IBM Netfinity Servers IBM Netfinity 3000 - IBM Networking Home Page 

of a large paper clip into the emergency-eject hole located above and to the left of the. CD-ROM drive in-use light. 2. In some models, you might have to remove ...
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Floppy Disk DE 

It is also possible to send computer generated programs, tables and files from a ..... dipped into de-ionized water and /or non abrasive dish-washer soap (liquid, ... Do not use highly compressed air to clean the unit because it could generate ...










 


[image: alt]





IBM Redbooks 

19 avr. 2013 - technologies IdO (pour Internet des objets) ont des répercussions ..... Les autres noms de société, de produit et de service peuvent être des ...
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USB 3.0 3.5" SATA Hard Disk Drive Enclosure Boîtier pour disque ... 

Boîtier pour disque dur. SATA 3.5 po USB 3.0. Caja para disco duro. SATA DE 3.5" USB 3.0. RF-HD3035. Package contents. • USB 3.0 3.5" SATA hard drive ...
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ABB Drives - ABB Group 

automatisme : les services assurÃ©s suivent de prÃ¨s l'architecture automate. Le RMBA-01 n'admet que le protocole RTU. Module coupleur. RMBA-01. C'est un ...
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DoC VXM A Drives 
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DoC VXM B Drives 
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DoC VXSM Drives 
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DVD Rewritable Disk (DVD-RAM) 

Annex C - Measurement of the differential phase tracking error. 91. Annex D ..... Temperature gradient ..... means that, for example, if the top surface of the third transition area is below Reference Plane Q by up to ...... A good reference disk sha
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